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Abbreviation Specification

AS Australian Standard

CE Conformité Européenne (European Conformity)

DWA German Association for Water, Wastewater and Waste

DWWM Decentralized Wastewater Management

DWWTP/S Decentralized Wastewater Treatment Plant/System

EN Européen de Normalisation (European Standard)

ISO International Standard Organization

JS Jordanian Standard

JSMO Jordanian Standard and Metrological Organization

NICE National Implementation Committee for Effective 
Integrated Wastewater Management

NSF NSF International (United States of Amerika)

MWI Jordanian Ministry of Water and Irrigation

PE Population Equivalent

TWW Treated Wastewater

UFZ Helmholtz Centre for Environmnetal Reserach

WAJ Water Authority of Jordan

WWTP/S Wastewater Treatment Plant/System

ABBREVIATIONS
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Number Titel

AS 1546.3 On-site domestic wastewater treatment units Part 3: 
Secondary treatment systems; Australian Standard.

DWA-A 221 Principles for the use of small wastewater treatment 
plants (December, 2019) | DWA – Arbeitsblatt 
DWA-A 221 Grundsätze für die Verwendung von 
Kleinkläranlagen

EN 12566-3 Small wastewater treatment systems up to 50 PE 
– Part 3: packaged and/or site assembled domestic 
wastewater treatment plants, European Standard.

ISO 16075-1 Guidelines for Treated Wastewater Use for Irrigation 
Projects — Part 1: The Basis of a Reuse Project for 
Irrigation. International Standard Organization.

ISO 21-1 Regional or national adoption of International 
Standards and other International Deliverables — 
Part 1: Adoption of International Standards; 
International Standard Organization.

JS 893 Jordanian Standard for Water — Reclaimed Domestic 
Wastewater.

NSF/ANSI 40 Residential Wastewater Treatment Systems; NSF 
International Standard/ American National Standard for 
Wastewater Technology.

JS 893 Jordanian Standard for Water — Reclaimed Domestic 
Wastewater.

NORMATIVE REFERENCES
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DEFINITIONS AND TERMINOLOGY
Biochemical oxygen demand 
The amount of dissolved oxygen consumed by microorganisms during the breakdown of organic matter in wastewater 
under aerobic conditions. Determined by incubating samples for five days at 20 °C.

Centralized wastewater treatment plant 
Managed systems consisting of a collection of sewers and a single treatment plant used to collect and treat wastewater 
from specific service areas (WWAP, 2017).

Certificate of conformity 
A document providing assurance that the service, product or production method, or administrative provisions conform to 
the approved standards, instructions, or technical regulations.

Chemical oxygen demand 
The quantity of oxygen equivalents that can be consumed by reactions with organic material in a wastewater sample. 
Determined by chemical oxidation using dichromate in an acid solution.

Commercial wastewater 
Wastewater generated by shops, restaurants, cafés, hotels, motels, bed and breakfast accommodation, excluding 
industrial wastewater. Commercial wastewater may be considered domestic wastewater if it satisfies the corresponding 
quality requirements.

Decentralized wastewater treatment system 
Domestic wastewater treatment plants for households or small residential groups with a design capacity up to 5.000 PE 
(MWI, 2016b). Decentralized wastewater systems collect, treat, and reuse or dispose wastewater at or near its point of 
generation.

Direct reuse 
Reuse schemes when treated wastewater is used for irrigation without blending it with other water sources.

Disinfection 
Removal and inactivation of harmful microorganisms to raise the quality of treated wastewater before irrigation 
(ISO 16075-1, 2015).

Domestic wastewater 
Composed of blackwater, greywater and potentially other types of wastewaters derived from household activities and 
residential settlements (WWAP, 2017).

Effluent 
Water discharged from a wastewater treatment system after undergoing treatment.

Engineered wastewater treatment plant 
Wastewater treatment plant with capacities up to 5.000 PE that are completely designed from scratch and constructed 
entirely onsite for treating raw domestic wastewater and greywater from one or more buildings.

Greywater 
Wastewater generated from a washing machine, bathtub, shower or bathroom sink, collected separately from a domestic 
wastewater flow. It does not include wastewater from toilets (WWAP, 2017). 
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Hydraulic flow 
The volume of a substance flowing through a defined area over a specified period of time.

Indirect reuse 
Reuse schemes when treated wastewater is used for agricultural irrigation after blending with other water sources 
(mainly surface water).

Management entity 
A private company, association, or municipality controlling the overall operation and maintenance of wastewater 
treatment plants according to a management contract. The entity may own, operate, and manage multiple wastewater 
treatment plants with capacities up to 5.000 PE using an approach similar to that applied for centralized wastewater 
treatment systems (central management of decentralized infrastructures).

Nominal 
Expression of the magnitude of a parameter relative to the appropriate rounded value used to designate a component, 
unit, or device.

Organic daily load 
The dry mass of organic matter entering the treatment plant over a period of one day.

Operator 
An entity that performs the actions required to ensure the ongoing operation of the wastewater treatment system at 
regular intervals. This involves monitoring and maintaining the condition and function of the system and, where 
necessary, measuring and documenting its most important operating parameters. The operator may be a management 
entity and/or the owner.

Owner 
A person or management entity that legally owns the wastewater treatment plant. The owner may also be the operator.

Population equivalent 
Population equivalents or unit per capita loading of the pollution load over 24 hours in grams per person per day.

Prefabricated wastewater treatment plant 
Factory-built wastewater facility and unit with capacities up to 500 PE, consisting of prefabricated components that are 
assembled on-site by a manufacturer for treating raw domestic wastewater and greywater.

Primary treatment 
Removal of a portion of the suspended solids and organic matter from raw wastewater (WWAP, 2017).

Product family 
A group of products with a number of common properties.

Regulatory authority 
A state, governorate, governmental department, agency, body, entity or council empowered by statute to control the 
certification, installation, operation, and maintenance of regulated facilities.
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Reclaimed water 
Treated wastewater that can be reused under controlled conditions for beneficial purposes (WWAP, 2017).

Restricted irrigation 
Use of reclaimed water for non-potable applications in settings where public access is controlled or restricted by physical 
or institutional barriers (ISO 16075-1). JS 893 must be applied and TWW quality should meet JS 893 in order to be used 
for irrigation in agriculture.

Secondary treatment 
Removal of biodegradable organic matter (in solution or suspension), suspended solids, and nutrients (nitrogen, 
phosphorus, or both) (WWAP, 2017).

Semi-centralized wastewater treatment plant 
A group of neighbouring wastewater treatment plants, each with a design capacity of up to 5.000 PE.

Sewage 
Wastewater and excrement (blackwater) conveyed in sewers (WWAP, 2017).

Standard 
A standard is a technical document that describes consistent uses of specific technologies or configurations.

Sludge 
The nutrient-rich organic materials resulting from the treatment of domestic sewage in a wastewater treatment system 
(WWAP, 2017).

Tertiary treatment 
Removal of residual suspended solids (after secondary treatment), further nutrient removal and disinfection 
(WWAP, 2017).

Wastewater management 
Includes the prevention or reduction of pollution at the source , the collection and removal of contaminant from 
wastewater streams, and the beneficial use and/or disposal of treated wastewater and its by-products (WWAP, 2017).

Wastewater treatment plant 
Facility designed to treat wastewater by a combination of physical (mechanical) unit operations and chemical and 
biological processes, for the purpose of reducing the organic and inorganic contaminants in the wastewater 
(ISO 16075-1).
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FOREWORD

The need to establish integrated wastewater management approaches has been recognized for some time. 
Expanding wastewater management by recycling and reusing water more extensively than is possible with 
existing conventional wastewater service systems has become imperative for preserving the viability of our 
water resources, as emphasized in the new National Water Strategy 2016–2025 (MWI, 2016a).

Challenges to the introduction of wastewater treatment plants with capacities up to 5.000 PE in Jordan 
include the large number of internationally marketed technologies to consider and the difficulty of selecting and 
assessing the sustainability of technologies under local conditions.

The primary objective of certification is to ensure that wastewater treatment plants are constructed, operated, 
and maintained in compliance with national regulations and standards for wastewater treatment to protect 
the scarce water resources of Jordan. Providing clear specifications and requirements for manufacturers and 
regulatory authorities will facilitate decision-making concerning integrated wastewater management solutions.

These requirements are formulated in National Requirements and ensure that suitable systems are tested for 
the Jordanian context and labelled accordingly. They also ensure that operating and maintenance personnel are 
properly trained and deployed.

The development of a national Jordanian certification system for integrated wastewater treatment systems 
in Jordan is of utmost importance for the Jordanian Ministry of Water and Irrigation (MWI), which will set the 
requirements for the certification of wastewater treatment plants with capacities up to 5.000 PE. Instructions 
for the installation, operation, and maintenance of such wastewater treatment facilities in Jordan are provided 
in three documents:

• National Requirements for the Certification of Prefabricated Wastewater Treatment Systems  
up to 500 PE.

• National Requirements for the Certification of Engineered Wastewater Treatment Systems 
up to 5.000 PE.

• National Installation, Operation and Maintenance Instructions for Wastewater Treatment Systems 
up to 5.000 PE.

We are grateful to all individuals and organizations who contributed to these documents and are particularly 
obliged to the member organizations and representatives of the National Implementation Committee for 
Integrated Wastewater Management in Jordan and the NICE Office for their outstanding work on drafting the 
core of these national regulations.

We hope that the information presented herein will be of value to stakeholders in the public and private 
water sectors as well as members of the public with an interest in the water sector. The actions and outcomes 
resulting from these national regulations will be crucial for ensuring the security of Jordan’s water resources.
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PREFACE

This framework describes the required certification for wastewater treatment systems 
with capacities up to 5.000 PE in Jordan. It is important because of the increased 
number of such wastewater treatment systems over the last decade in Jordan, and 
the predicted expansion of such approaches in the future with the adoption of the 
Decentralized Wastewater Management Policy (Breulmann et al. 2020a, MWI, 2016b).

A key concern that is frequently raised when dealing with wastewater treatment 
systems of capacities up to 5.000 PE in Jordan is the burden related to their operation 
and maintenance. The Ministries do not have the capacity, under the existing 
regulatory framework, to control those wastewater management systems using the 
‘conventional’ implemented approach. Moreover, operation and maintenance models 
for such systems in Jordan do not exist thus far.

Consequently, this document describes the certification of the technology and 
also includes the organizational framework for permission, control and approval 
for decentralized and semi-centralized approaches. This certification framework 
will significantly reduce the burden on Jordanian authorities, while guaranteeing 
sustainability of the systems and the associated proper control measures. A minimum 
quality and performance standard can be guaranteed and wastewater treatment plants 
will thus be constructed, operated and maintained in a manner meeting national reuse 
requirements.

It can also be seen as an instrument assuring overall quality. It will enable authorities 
and all stakeholders to select reliable and most appropriate technologies for local 
wastewater management projects from the set of available technologies. Moreover, it 
is expected that enforcement of such certification framework will create new markets 
for innovative small and medium enterprises in Jordan. The certification will become 
obligatory for all wastewater treatment systems with capacities up to 5.000 PE.

The main purpose of the framework is also to establish minimum requirements 
for materials, designs and construction, and performance testing and evaluation 
requirements for wastewater treatment systems with capacities up to 5.000 PE. It 
furthermore, specifies minimum requirements to be provided by manufacturers/ 
designers and minimum service-related obligations for manufacturers, installer and 
operators.

This framework will integrate the National Water Strategy 2016–2025 (MWI, 2016a). 
This integration will be achieved in two ways: first, this document will support 
groundwater protection efforts in a country with incredibly limited water resources and,  
second, it will support better and confident exploitation and management of existing 
water resources.

The National Implementation Committee for Effective Integrated Wastewater 
Management in Jordan – NICE
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الكلمة الافتتاحية

كان لا بد من إيجاد نهُجٍ متكاملة لإدارة المياه العادمة وإعادة استخدامها في ظل الوضع المائي الحالي. وقد أصبحت الإدارةُ المتكاملة 

للمياه العادمة من خلال تنفيذ ممارسة إعادة تدوير وإعادة استخدام المياه المعالجة أمراً حتمياً لاستمرارية مواردنا المائية، كما تم 

.(MWI, 2016 A) 2016-2025 التأكيد عليه في الاستراتيجية الوطنية للمياه

وهناك تحدياتٌ تواجه تنفيذ محطات معالجة المياه العادمة لخدمة 5.000 مكافئ سكاني في الأردن، تتمثل في وجود أعداد كبيرة 

من تقنيات المعالجة القابلة للتسويق والمتاحة دولياً، فضلاً عن الصعوبات التي يواجهها صناع القرار في اختيار وتقييم استدامة 

تقنيات المعالجة في ظل الظروف المحلية.

الهدف الأساسي من إصدار شهادات الاعتماد هو ضمان إنشاء محطات معالجة المياه العادمة وتشغيلها وصيانتها بطريقةٍ تكفلُ 

استيفاء الأنظمة والمعايير الوطنية لمعالجة المياه العادمة من أجل حماية الموارد المائية الشحيحة في الأردن. ومن شأن المواصفات 

والمتطلبات الواضحة للمُصنِّعين والسلطات التنظيمية أن تسهل عمليات صنع القرار نحو الحلول المتكاملة لإدارة المياه العادمة.

وتصُاغ هذه المتطلبات ضمن معايير ومبادئ وطنية تضمن قائمة الفحوصات التي تؤدي إلى الاختيار الأمثل للأنظمة التي تتناسب 

مع السياق الأردني وتضع العلامات الإرشادية عليها وفقًا لذلك، كما أنها تكفل توظيف طاقم التشغيل والصيانة وحصولهم على 

التدريب المناسب.

إن تطوير نظام شهادات اعتماد أردني وطني لأنظمة معالجة المياه العادمة المتكاملة في الأردن هو أمرٌ بالغ الأهمية بالنسبة 

لوزارة المياه والري الأردنية، وسوف تحدد متطلبات اعتماد محطات معالجة المياه العادمة لخدمة 5.000 مكافئ سكاني. وعُرضت 

تعليماتٌ لتركيب وتشغيل وصيانة محطات معالجة المياه العادمة في الأردن من خلال الوثائق التالية:

المتطلبات الوطنية لاعتماد محطات معالجة المياه العادمة المصنعة مسبقًا لخدمة 500 مكافئ سكاني.  •

المتطلبات الوطنية لاعتماد محطات معالجة المياه العادمة المبنية في الموقع لخدمة 5.000 مكافئ سكاني.  •

التعليمات الوطنية لتركيب وتشغيل وصيانة محطات معالجة المياه العادمة لخدمة 5.000 مكافئ سكاني.  •

ونحن ممتنون لجميع الأفراد والمنظمات المساهمة في إعداد الوثائق المذكورة أعلاه، ونخص بالذكر الأعضاء وممثلي الوزارات و 

المنظمات في اللجنة التنفيذية الوطنية للإدارة المتكاملة للمياه العادمة في الأردن وفريق العمل من مكتب مشروع اللجنة التنفيذية 

الوطنية للإدارة المتكاملة للمياه العادمة )NICE لجهودهم المتميزة في بناء جوهر هذه المتطلبات الوطنية.

ونأمل أن تساعد المعلومات المنشورة أصحاب المصلحة في القطاعين العام والخاص وجميع المهتمين في قطاع المياه. ونحنُ ها هنا 

نتطلع إلى أن تحُدث الإجراءات والنتائج لهذه المتطلبات الوطنية فرقاً في نهاية المطاف.

المهندس محمد أرشيد

أمين عام وزارة المياه والري
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يحدد هذا الإطار الشهادات المطلوبة لمحطات معالجة المياه العادمة لخدمة 5.000 مكافئ سكاني 

في الأردن، ويعدُ ذلك مهمًا نظراً لازدياد عدد أنظمة معالجة المياه العادمة هذه خلال العقد الماضي 

في الأردن والتوسع المتوقع في هذه النهج في المستقبل في ضوء اعتماد سياسة الإدارة اللامركزية للمياه 

.)MWI, 2016 A, BREULMANN ET AL. 2020 A) العادمة

ومن الشواغل الرئيسية التي تثُارُ في كثيرٍ من الأحيان عند التعامل مع أنظمة معالجة المياه العادمة 

لخدمة 5.000 مكافئ سكاني في الأردن هو العبء المتعلق بتشغيلها وصيانتها. ولا تملك الوزارات 

القدرة في إطار العمل التنظيمي القائم على التحكم في نظم إدارة المياه العادمة باستخدام النهج 

„التقليدي“ الذي تم تنفيذه. وعلاوةً على ذلك، فإن نماذج تشغيل وصيانة هذه النظم في الأردن غير 

موجودة حتى الآن.

ن الإطار التنظيمي للإذن بالنُهج  وبالتالي، تبينِّ هذه الوثيقة التصديق على التكنولوجيا، كما تتضمَّ

اللامركزية وشبه المركزية ومراقبتها والموافقة عليها. ومن شأن إطار الاعتماد هذا أن يخفف بشكل كبير 

من العبء الواقع على عاتق السلطات الأردنية، مع ضمان استدامة النظم وما يرتبط بها من تدابير 

الرقابة السليمة. ويمكن ضمان معايير دنيا للجودة والأداء، كما أن محطات معالجة المياه العادمة تنُشأ 

ل وتصَُوَّل بطريقة تلبي متطلبات إعادة الاستخدام الوطنية. وتشُغَّ

ويمكن أيضًا أن ينُظر إليها على أنها أداة تضمن الجودة الشاملة. وستمكن السلطات وجميع أصحاب 

العلاقة من اختيار التكنولوجيات الموثوقة والأكثر ملاءمة لمشاريع إدارة المياه العادمة المحلية ضمن 

مجموعةٍ من التكنولوجيات المتاحة. وعلاوةً على ذلك، من المتوقع أن يؤدي إنفاذ هذا الإطار لإصدار 

الشهادات إلى إيجاد أسواق جديدة للمؤسسات الصغيرة والمتوسطة المبتكرة في الأردن. وتصبح 

الشهادة إلزامية لجميع أنظمة معالجة المياه العادمة حتى 5.000 مكافئ سكاني.

يتمثَّل الغرضُ الرئيسّي من هذا الإطار، علاوةً على ذلك، في وضع الحد الأدنى من المتطلبات لخصائص 

المواد والتصاميم والبناء، واختبار الأداء وتقييم المتطلبات لأنظمة معالجة المياه العادمة لخدمة 

5.000 مكافئ سكاني. وعلاوة على ذلك يحدد الحد الأدنى من المتطلبات التي يتعين توفيرها من قبل 

مين والحد الأدنى من الالتزامات ذات الصلة بالخدمة للمُصنِّعين والمركبين والمشغلين. المصُنِّعين/المصُمِّ

ومن واقع الأمر، سيندمج هذا الإطار مع الاستراتيجية الوطنية للمياه 2025-2016 )وزارة المياه 

والري،   2016 ب(. ويتحقَّق هذا التكامل في مسارين رئيسيين: أولاً، ستدعم هذه الوثيقة جهود 

ق؛ ثانيًا، سوف تدعم هذه  حماية المياه الجوفية في بلدٍ ذي موارد مائية محدودة بشكلٍ لا يصُدَّ

ع استغلال  الوثيقة الجهود المبذولة لحماية المياه الجوفية في بلد لا تصُدّر فيه موارد المياه وسوف تشجِّ

وإدارة الموارد المائية القائمة بجدارةٍ وثقة.

(NICE) اللجنة التنفيذية الوطنية للإدارة المتكاملة للمياه العادمة في الأردن

المقدمة
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PURPOSE

The purpose of this framework is to provide guidance in the form of recommendations 
to the Jordanian Ministry of Water and Irrigation. It sets out the requirements for 
the certification of wastewater treatment plants with designed capacities up to 
5.000 PE, and the instructions for the installation, operation and maintenance of these 
treatment plants in Jordan. The certification ensures that wastewater treatment plants 
are constructed, operated and maintained in such a way that national regulations/ 
standards for wastewater treatment are met in order to protect the scarce water 
resources in Jordan.

SCOPE

The framework sets out the requirements, test methods, and the marking and 
evaluation of conformity for prefabricated wastewater treatment plants with capacities 
up to 500 PE and engineered wastewater treatment plants with capacities up to 
5.000 PE. It furthermore specifies the requirements for installing, operating, and 
maintaining wastewater treatment plants with capacities up to 5.000 PE, which 
include the repair, monitoring, and control of plants as well as sludge disposal. 
The test methods and treatment performance specified define the performance a 
wastewater treatment plant needs to achieve in order to be suitable for its end use. 
All specifications indicate minimum requirements. Responsibilities within the life- 
cycle of the wastewater treatment plants are identified and these requirements should be 
implemented in the Hashemite Kingdom of Jordan.

RATIONAL

This framework was developed to fulfil a need for minimum requirements for 
wastewater treatment plants with capacities up to 5.000 PE. The framework, along 
with the attached certification protocols, were developed by the NICE Technical 
Working Group ‘Certification’ for the National Implementation Committee for 
Effective Integrated Wastewater Management in Jordan (NICE). A certification system 
is required to ensure that wastewater treatment plants meet specific design and 
quality standards in order to protect the vulnerable water resources in Jordan.
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NATIONAL IMPLEMENTATION 

COMMITTEE

NICE

The Jordanian Ministry of Water and Irrigation 
established the inter-ministerial and cross-sectoral 
National Steering Committee NICE in order to create 
the opportunity for developing a framework for the 
purpose of implementing integrated wastewater 
management concepts in Jordan on all scales 
(household, settlement, clusters), whenever these 
systems are complementary to conventional 
centralized wastewater management systems.

An example of one of NICE‘s key products was the 
development of a cross-sectoral framework for 
decentralized wastewater management in Jordan, 
which was subsequently successfully submitted 
to the Cabinet as the ‘Decentralized Wastewater 
Management Policy’ (MWI, 2016b), which is part of 
the National Water Strategy 2016–2025. As a result, 
a new decentralized wastewater management system 
in Jordan was politically secured by the Cabinet and 
was the first of its kind established in the Middle East 
and North Africa region.

As of 9th March 2020, the committee was 
approved by the Prime Minister as the National 
Implementation Committee for Integrated 
Wastewater Management.

In the context of decision-making about the 
implementation of integrated wastewater 
management concepts in Jordan, it is vital that the 
NICE Steering Committee plays an important role. 
Overall, the implementation of integrated wastewater 
management concepts will assist in mitigating 
extreme water scarcity and protect groundwater 

resources in Jordan. This is best achieved through an 
integrative process in which the interests of Jordan’s 
major stakeholders are actively addressed, and where 
mutual exchange and growth of knowledge, 
experience and views are valued. 
In order to support the decision-making process, 
established international and corresponding local 
experts and networks who are involved with assisting 
to create the fundamental conditions required for 
implementing integrated wastewater management 
systems in Jordan have been appointed. 
The NICE Steering Committee works in a 
participatory, neutral and transparent manner 
ensuring to actively involve all relevant stakeholders 
in the sense of a ‘round table’. 
The NICE working units consist of: (i) the National 
Steering Committee (see appendix) and (ii) the NICE 
Office. Furthermore, the NICE Steering Committee 
can establish ‘Technical Committees.’

Technical Committee 
The purpose of the Technical Committee is to 
support the NICE Steering Committee with 
acknowledged expertise, to analyse the work areas 
and issues defined by the NICE Steering Committee, 
and to provide decision-making support through 
peer-to-peer exchanges, knowledge sharing, critical 
processing, research, and preparation of studies and 
assessments. The Technical Committee is tasked to 
(i) Study, process, and edit relevant information for 
the National Steering Committee members in order 
to support their decision-making; (ii) Participate in 
capacity building workshops set up for the Technical 
Committee by the Steering Committee; (iii) Establish 
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thematic working groups among the members of the 
Technical Committee to study and analyse technical 
questions and to generate the required expertise; 
(iv) Provide technical advice and assistance to the 
National Steering Committee NICE; (v) Ensure the 
integration and integrity of the National Steering 
Committee NICE; (vi) Strengthen the partnership 
between the members of the National Steering 
Committee NICE and the Technical Committee; 
(vii) Provide a result report of each Technical 
Committee meeting before the National Steering 
Committee meeting and (vi) Meet regularly on 
invitation of the NICE Office to ensure that the 
above-mentioned tasks are accomplished.

Based on a request from the Jordanian Ministry of 
Water and Irrigation, the NICE Technical Working 
Group ‘Certification’ was officially formed at the 10th 
NICE Steering Committee Meeting. 
The main aim of the working group was the 
development of national Jordanian certification 
protocols for wastewater treatment systems with 
capacities up to 5.000 PE, as well as the 
development of instructions for the certification of 
the operation and maintenance of these systems. 
The Technical Working Group ‘Certification’ 
met regularly on invitation of the MWI and was 
accommodated by the NICE Office. 
 
In general, the Technical Committee is chaired by a 
member, nominated by the Secretary General of the 
Ministry of Water and Irrigation. The Vice-Chair of 
the Technical Committee is nominated by the Chair 
of the Steering Committee. Each National Steering 

Committee member can assign one delegate from 
their respective institution to become a member of 
a Technical Committee. The prerequisite is that each 
delegate has the respective expertise and, therefore, 
a member should endeavour to designate the person 
who appears best qualified to give effective, helpful 
and impartial direction to the committee’s work. 
The assignment may be temporary and may be 
transferred after consultation with the NICE Steering 
Committee. Members of the NICE Steering 
Committee may also be appointed if they are 
technically qualified.

The Technical Working Group ‘Certification’ was 
chaired by the Water Authority of Jordan (WAJ). 
The following institutions and invited expert were 
part of the development of the National Certification 
Requirements:

• Ministry of Water and Irrigation.

• Water Authority of Jordan.

• Ministry of Local Administration.

• Ministry of Environment.

• Ministry of Health.

• Ministry of Agriculture.

• Ministry of Planning & Intern. Cooperation.

• Royal Scientific Society.

• Jordan Standard and Metrology Organization.

• Housing and Urban Development Cooperation.

• University of Jordan.

• German Jordan University.

• Helmholtz Centre for Env. Research – UFZ.

• PIA GmbH (invited expert).
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Jordan is a nation burdened by extreme water 
scarcity, a factor which has always been one of the 
biggest barriers to the country’s economic growth 
and development. Jordan has one of the lowest 
levels of water availability per capita in the world 
and, as such, is constantly being challenged by water 
shortages. In addition, meeting water demands has 
become more difficult due to climate change.

Despite facing severe challenges to its water supply, 
Jordan has managed to connect approximately 67% 
of its population (5.8 million inhabitants) to a 
sewerage network (MWI, 2018). The rest of the 
population is served by onsite management systems, 
which mainly consist of cesspools. These are prone 
to unwanted infiltration of unpurified wastewater 
into the groundwater resources, leading to serious 
contamination. The Government’s strategy for 
wastewater collection and treatment is relatively 
comprehensive: there are 33 centralized wastewater 
treatment plants under the jurisdiction of the WAJ, 
which are expected to treat 240 million cubic meter 
per year by 2025, contributing approximately 16% 
to the total water budget. The treatment process 
is such that “as a minimum secondary biological 
treatment is applied and about 70% of the collected 
wastewater goes beyond and receives tertiary 
treatment” (Halalsheh et al., 2018).

The enormous high investment costs associated with 
conventional wastewater collection systems have 
hindered the expansion of sanitation services 
especially in suburban and rural areas. It is already 
obvious that the intended investments will not meet 
future demands and solutions need to be 
implemented immediately (Breulmann et al., 2021). 
If current water management practices continue 
without change, many aquifers will soon be lost: they 
will either dry out, become too saline, or become 
polluted.

With this clear investment backlog, traditional 
decision pathways of conservative planning must 
be left behind and regionally-adapted concepts for 
the future need to be implemented. For example, 
an integrated wastewater and water management 
approach and the implementation of semi-centralized 
and decentralized wastewater treatment systems 
will assist in mitigating extreme water scarcity and 
protect groundwater resources in Jordan.

Technological changes are clearly needed over the 
long-term in order to mitigate the problems within 
the water sector. It must be ensured that these 
new technologies are constructed, operated and 
maintained in such a way that national regulations/ 
standards are met in order to protect the scarce 
water resources in Jordan. However, this will only 
result in a positive outcome if institutional changes 
are initiated (Figure 1).

Figure 1 Integrative relationship of the framework 
(Source: NICE, 2021).

IN JORDAN

CURRENT WATER SITUATION
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DECENTRALIZED WASTEWATER 
MANAGEMENT

According to the Jordanian ‘Decentralized Wastewater 

Management’ (DWWM) Policy (MWI, 2016b), 

decentralized wastewater treatment systems are defined as 

having a design flow equivalent up to 5.000 PE or a 

hydraulic capacity of up to 182.500 m3/year (calculated 

with a specific wastewater production of 100 L per person 

per day). The Jordanian DWWM Policy is restricted to 

domestic wastewater only. Even though decentralized 

wastewater treatment plants represent a small fraction of 

the wastewater management programme in Jordan, they are 

nevertheless crucial to protecting groundwater resources 

from contamination (Breulmann et al., 2020b). Furthermore, 

these facilities also contribute to climate change adaptation 

measures as presented in the Climate Change Policy, 

published by the MWI in 2016, which identified solutions 

and implementation mechanisms that would assist the  

Jordanian Government build resilience to the threat of 

climate change.

The DWWM Policy is an integral part of the National Water 

Strategy 2016–2025 (MWI, 2016a), along with related 

policies and action plans. It will be integral to the shaping of 

the Jordanian approach to planning, implementing and 

operating DWWM infrastructure over the next decade. 

The policy includes a broad scope, as it covers the wide 

spectrum of DWWM options and describes the many tasks 

necessary for successful implementation and sustainable 

operation. The policy mentions that DWWM can 

significantly alleviate water scarcity problems by an 

estimated 64 million cubic metres per year. Furthermore, 

a DWWM system could help avoid annual costs from 

inadequate wastewater disposal (overflowing household 

cesspits, return flow in sanitary pipes). In addition to 

agricultural benefits, the policy estimated that an 

investment of 50 million Jordanian Dinar in the DWWM 

infrastructure could generate up to 1.250 sustainable jobs 

in the water sector. 

These strategies reflect the current Jordanian Policy for the 

entire water sector and, with respect to wastewater, set 

the goal of providing adequate wastewater collection and 

treatment facilities for all major cities and small towns (van 

Afferden et al., 2010; van Afferden et al., 2015).

The objective of the DWWM Policy is to sustain 

development, public health and environmental protection, 

cope with water scarcity, improve local livelihoods, provide 

efficient wastewater services, improve water quality, and 

increase the involvement of the private sector in 

wastewater services. An additional objective is the 

promotion of the participation and ownership by local  

communities in improving water and sanitation 

management (Lee et al., 2013; MWI, 2016b).

A distinct characteristic of decentralized wastewater 

treatment plants (DWWTPs) is the low operation and 

maintenance costs of the facilities, which means that 

DWWTPs are an ideal choice for systems with minimal 

sludge production and energy requirements (or, conversely, 

access to a continuous supply of energy). For instance, a 

treatment system that serves a small community in a rural 

area of Jordan might combine anaerobic and close-to- 

nature aerobic systems. The former (anaerobic system) 

would result in a very low amount of excess sludge 

production and not require much energy, while the 

post-treatment choice of a close-to-nature system would 

not produce excess sludge and depends only on natural 

aeration (no energy input). Excess sludge produced from 

anaerobic treatment can be dewatered and further treated 

(depending on its characteristics) using sludge drying reed 

beds, which might be the best option if adequate space is 

available. In this system, sludge can be further stabilized 

and stored in the reed beds for up to 10 years. The sludge 

can eventually be used in agricultural production.

Currently, no real control mechanisms for DWWTPs exist 

in Jordan. Furthermore, the lack of certified systems for 

DWWTPs, coupled with a shortage of skilled personnel for 

carrying out operation and maintenance of such systems, 

will impede the development of successful business 

models. Also, a clear definition of roles and responsibilities, 

as well as strong coordination among institutions and 

authorities, will be indispensable in managing the DWWTPs 

in Jordan effectively. This type of information is currently 

unavailable or scattered among various institutions and 

authorities.

This section is an excerpt from Breulmann, M. et al. (2020a). Reuse of Treated Wastewater and Biosolids in Jordan – 
Nationwide Evaluation.
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CERTIFICATION SYSTEM

A challenge for the implementation of wastewater 

treatment plants with capacities up to 5.000 PE in Jordan is 

the large number of marketable and internationally available 

technologies, as well as the difficulties faced by 

decision-makers in selecting and assessing the sustainability 

of technologies under local conditions. Therefore, the 

primary objective of certification is to ensure that 

wastewater treatment plants are constructed, operated and 

maintained in such a way that national regulations/ 

standards for wastewater treatment are met in order to 

protect the scarce water resources in Jordan. Clear 

specifications and requirements to manufacturers will 

facilitate decision-making processes for integrated 

wastewater management system solutions.

These requirements are formulated in certification 

protocols/instructions and ensure that suitable systems are 

tested for the Jordanian context and labelled accordingly. 

They also ensure that operating and maintenance personnel 

are properly trained and deployed. In addition, it is 

expected that a certification system will create a new 

market potential for small and medium enterprises in 

Jordan, in particular for plant construction as well as 

operational and maintenance services for wastewater 

treatment plants.

A certification system for manufacturers and technologies 

sets out a standard that enables authorities, planners and 

other stakeholders to find appropriate and reliable partners 

for local wastewater projects.

The development of a national certification system for 

integrated wastewater treatment systems in Jordan is of 

utmost importance for the Jordanian Ministry of Water and 

Irrigation. 

OF DECENTRALIZED WASTEWATER 
TREATMENT PLANTS
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The overall objectives are:

• To provide guidance to designers, manufacturers 

and installers, when selecting wastewater treatment 

systems with capacities up to 5.000 PE.

• To create treatment performance requirements, 

according to Jordanian Standards and regulations, and 

ensure they are met.

• To prevent adverse impacts on public health, the 

environment, soils, crops, and on water resources.

• To provide basic design criteria that will enable the 

testing of wastewater treatment plants with capacities 

up to 5.000 PE for conformity.

• To provide confidence for purchasers that the system 

conforms to the product specifications.

Integrated instructions for operating and maintaining 

wastewater treatment plants with capacities up to 5.000 PE 

in Jordan are needed to help solve fundamental problems 

relating to safe and affordable wastewater disposal and to 

minimize water loss and risks to health and environment 

(MWI, 2016b). The operation and maintenance of 

wastewater treatment plants with capacities up to 

5.000 PE require careful organization and management 

to ensure the serviceability of the plants throughout their 

life-cycle. In particular, efficient operation of the growing 

number of such plants requires attention to coordination 

and management. As recommended by Breulmann et 

al. (2020a), the control and management of wastewater 

treatment plants with capacities up to 5.000 PE in Jordan 

will be managed by an independent unit under the 

umbrella of the Water Authority of Jordan, which is part 

of the Ministry of Water and Irrigation. To support this, 

an official inventory of all existing wastewater treatment 

plants in Jordan, including their monitoring plans and 

performance data, should be created and maintained. Such 

inventories are important tools for central management of 

decentralized infrastructures. 

Sustainable installation and management of wastewater 

treatment plants with capacities up to 5.000 PE can only 

be achieved by enacting legislation that governs all matters 

relating to their operation and maintenance, because a lack 

of clearly articulated operation and maintenance 

procedures may lead to the deterioration of treatment 

plants or suspension of their operation. Improved 

management practices will minimize the occurrence of 

failures and reduce risks to public health and water 

resources. 

With suitable management models, wastewater treatment 

plants with capacities up to 5.000 PE can potentially 

deliver the level of service provided to communities already 

connected to sewage facilities at a fraction of the cost, 

leading to property value appreciation and cost savings. 

The operation and maintenance costs for wastewater 

treatment plants with capacities up to 5.000 PE depend on 

the technology used, the hydraulic and organic load of the 

wastewater, and the desired treated wastewater quality. 

The purpose is to specify the measures that must be taken 

when operating and maintaining wastewater treatment 

plants with capacities up to 5.000 PE. The accountability 

and competency of regulators and service providers, 

owners, and third-party management entities will be 

ensured through certification and continuing education, 

education and/or inspection requirements, and contract 

and permit stipulations, respectively. 

Wastewater treatment plants with capacities up to 

5.000 PE do not require full-time staffing, aside from the 

possible need for security (see Pogade et al., 2015). 

Therefore, a management entity can operate and maintain 

many wastewater treatment systems simultaneously, 

reducing overall operation and maintenance costs. 

Operation of multiple plants by a management entity 

strengthens the assurance of control over performance 

compliance and also reduces the overall number of permits 

and administrative functions needed (EPA, 2003).
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REQUIREMENTS FOR DWWT-SYSTEMS

 The Certification of  Wastewater Treatment Systems with Capacities up to 5.000 PE in Jordan

This framework sets out the requirements for the 

certification of wastewater treatment plants with capacities 

up to 5.000 PE and the instructions for the installation, 

operation and maintenance of these treatment plants in 

Jordan. It consists of the following documents/  

recommendations (see appendix):

• National Requirements for the Certification of 

Prefabricated Wastewater Treatment Systems with 

capacities up to 500 PE.

• National Requirements for the Certification of 

Engineered Wastewater Treatment Systems with 

capacities up to 5.000 PE.

• National Installation, Operation and Maintenance 

Instructions for Wastewater Treatment Systems with 

capacities up to 5.000 PE.

• Recommendation for a Jordanian Standard for 

Reclaimed Domestic Wastewater from Treatment 

Systems with a design capacity up to 5.000 PE.

The framework considers the entire certification cycle and 

describes all relevant aspects, as shown in (Figure 2).

Figure 2 Overall framework of the certification of wastewater treatment systems with capacities up to 5.000 PE in 
Jordan (Source: NICE, 2021).
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EUROPEAN STANDARD EN 12566-3

The Technical Committee ‘Certification’ agreed that, as a 

first step, the European Standard EN 12566-3 for small 

wastewater treatment system should be adopted in Jordan 

and agreed to develop and implement National Jordanian 

Requirements for the certification of wastewater treatment 

systems with capacities up to 500 PE, and their operation 

and maintenance. The certification of these systems should 

be mandatory in Jordan in the future.

The relevant version of EN 12566-3 provides guidance 

for the specific requirements, test methods, marking and 

evaluation of conformity for prefabricated (packaged and/or 

site assembled) raw domestic wastewater treatment plants 

for up to 50 inhabitants, which can treat wastewater to a 

predetermined standard (Figure 3).

• EN 12566-3 lays down general requirement for 

the design, load bearing capacity and treatment 

performance of the wastewater treatment plant. They 

should be structurally stable, durable, watertight and 

corrosion resistant. It covers plants with tanks made 

of concrete, steel, unplasticized polyvinyl chloride, 

polyethylene, polypropylene, glass reinforced plastic, 

polydicyclopentadiene and containers made of flexible 

sheets. Specified test methods described establish 

the performance of the wastewater treatment plant, 

needed to verify its suitability for the intended end 

use.

• The wastewater treatment plants should be designed 

to prevent unauthorized access and to ensure 

operational safety.

• The determination of the population pollution load is 

given by national regulations. Depending on the end 

use, one or more of the following design criteria must 

be taken into consideration: total population loading, 

minimum and the maximum daily loading that a plant 

can handle, and minimum volume criteria.

• The notified testing facility selects the wastewater 

treatment plant with the worst structural behaviour 

(model series). The load bearing capacity should be 

determined by an ‘Indirect method usable for all 

materials’ or by ‘Directly declaring the performance’.

• The wastewater treatment plant should demonstrate 

compliance with the wastewater treatment efficiency 

performances and the related operational data 

declared by the manufacturer, and should be tested 

by an accredited laboratory. It must be operated 

in accordance with the manufacturer‘s operating 

instructions, and routine maintenance must be carried 

out in strict accordance with the manufacturer‘s 

maintenance instructions. Raw domestic wastewater 

of a specific quality as mentioned in EN 12566-3 

should be used and the test must be carried out over 

a period of approximately 38 weeks.

• The relevant part of EN 12566-3 describes the 

requirements for watertightness.

Figure 3 EN 12566-3. A: Influent; WWTP: Prefabricated wastewater treatment plant and B: Outflow 
Source: NICE, 2021).
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• The relevant parts of EN 12566-3 describe the 

requirements for durability including all internal 

components which should be manufactured from 

materials that make them suitable for use in a 

wastewater environment.

• A reaction to fire test should be carried out, 

depending on national regulatory requirements.

• The power consumption of the plant should be 

declared by the manufacturer and tested as described 

in EN 12566-3.

• National regulations on dangerous substances may 

require verification and declaration on release.

• The manufacturer must provide information for each 

product such as manufacturer and product 

identification, European Standards met, nominal 

organic daily load and nominal hydraulic daily flow of 

wastewater, conditions of use, date of manufacture, 

name of testing laboratory, test report number, and 

electrical supply required.

• The conformity of the product must be demonstrated 

by initial type tests and a factory production control 

including a finished product test. The results of the 

initial type tests must be recorded and available for 

inspection.

• The factory production control system should consist 

of procedures for the internal control of production to 

ensure that products placed on the market conform to 

EN 12566-3.

• Installation, along with clear and comprehensive 

operation and maintenance instructions, should be 

supplied by the manufacturer, written in a language 

accepted in the country in which the wastewater 

treatment plant is to be installed.

When the wastewater treatment plant is in compliance with 

the conditions of EN 12566-3, the manufacturer should 

prepare and retain a declaration of conformity which 

authorizes the use of the CE (Conformité Européenne) 

marking. This declaration must include information such as 

the name and address of the manufacturer, a description of 

the product, a copy of the information accompanying the 

CE marking, standards to which the product conforms, and 

particular conditions applicable to the use of the product.

REC. I  - ADOPTION OF 
EN 12566-3 IN JORDAN

It is recommended that in a first step the Jordanian 

Standard and Metrological Organization (JSMO) adopts the 

European Standard EN 12566-3. 

Adopting the relevant European Standard for the 

assessment and CE marking of small wastewater treatment 

systems EN 12566-3 (described as ‘identical adoption’ in 

ISO 21-1), together with clearly defined National Jordanian 

Requirements, has the following advantages:

• The Jordanian market for the implementation/ 

importing of already certified wastewater treatment 

plants will be open.

• There will be no need for the development of an 

entire new certification protocol.

• There will be no need for the establishment of an 

accredited testing facility.

A direct modification of any testing procedure described 

in EN 12566-3 will result in the entire retest of the 

technology at an accredited testing facility, associated with 

high costs for the manufacturer. Since the market in Jordan 

is still small, it is likely that manufacturers will refuse to pay 

for these additional tests. Any amendments and requests, 

tailored to the local Jordanian conditions and circumstances, 

are fixed in the ‘National Requirements’.

The National Requirements are an addition to EN 12566-3, 

and are therefore presented in separate documents. This 

has the advantage that, in the future, further international 

certification systems (e.g., NSF/ANSI 40, AS 1546.3) can 

easily be adopted in Jordan.
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NATIONAL CERTIFICATION 

REQUIREMENTS

IN JORDAN 

RECOMMENDATIONS



REC. II  - PREFABRICATED 
WWT-SYSTEMS
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The objectives of the National Requirements for the 

Certification of Prefabricated Wastewater Treatment Plants 

with capacities up to five hundred population equivalents 

(500 PE) are to provide (see appendix):

• Guidance for designers, manufacturers, and 

installers to use when selecting a wastewater 

treatment technology,

• Treatment performance criteria that will have to be 

met,

• Basic design criteria that will enable the testing of 

decentralized and semi-centralized wastewater 

treatment plants for conformity,

• Clear proof of performance for certified plants so 

purchasers can be confident that systems will perform 

in accordance with their specifications.

The National Certification Requirements are intended for 

use by notified testing and conformity assessment bodies, 

designers, manufacturers, suppliers, consultants, regulators, 

installers, and service technicians.

The National Certification Requirements are to be read 

in conjunction with the legislative instruments, by-laws, 

regulations, and policies of the regulatory authorities in 

the jurisdictions of Jordan. Certificates of conformity for 

specific wastewater treatment plant types and models, and 

approval for the installation of individual treatment systems, 

will be issued by the relevant national regulatory authority.

They set out requirements, test methods, and the marking 

and evaluation of conformity for prefabricated wastewater 

treatment plants and should be used in conjunction with 

the relevant version of EN 12566-3. Assessments include 

tests of parameters like structural behaviour, material 

characteristics, treatment performance, watertightness and 

electrical power consumption.

Treatment plants, according to the National Requirements, 

are used to treat raw domestic wastewater and 

greywater to achieve a specific level of effluent quality. 

These requirements apply to wastewater treatment plants 

that are to be built underground where they will not be 

subject to vehicular loads, as well as to ones built at ground 

level.

The test methods and treatment performance specified 

define the performance a wastewater treatment plant must 

achieve to be suitable for the end use. To demonstrate 

conformity with the performance requirements, one 

example of each prefabricated wastewater treatment plant 

product family (model and size), including all associated 

fittings, will be tested.

Prefabricated wastewater treatment plants will be certified 

according to, and hence comply with, both the relevant 

version of the European Norm EN 12566-3 and the 

National Certification Requirements for Prefabricated 

Wastewater Treatment Plants.

To make a claim of conformity that prefabricated 

wastewater treatment plants fulfil the requirements, it must 

be demonstrated that:

• The plant has undergone initial type testing according 

to the procedures specified. 

Initial type testing is required to demonstrate 

conformity with this Standard. Tests previously carried 

out in accordance with the provisions of the Standard 

may be considered provided that they relate to the 

same product and characteristics, and used the same 

test methods, sampling procedure and systems of  

conformity verification.

• Production control procedures are implemented at the 

factory. These procedures will enable internal control 

of the production process to ensure that products 

placed on the market conform to the Standard.
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• The plant has undergone finished product testing. 

A sampling plan will be provided to demonstrate that 

the finished products are watertight. The results of 

these tests will be recorded and made available. All 

test equipment will be verified and the testing 

procedure, frequency, and criteria will be documented.

• A declaration of performance has been issued.

If the product conformity evaluations are not completed, 

or the prefabricated wastewater treatment plant does not 

fulfil the requirements specified in the relevant version 

of the European Standard EN 12566-3 and the National 

Requirements, it cannot be claimed that the prefabricated 

wastewater treatment plant fulfils the requirements of this 

Standard, and no certificate will be granted.

• If all requirements (EN 12566-3 and National 

Certification Requirements) are satisfied, the plant will 

be granted a final certificate and its installation will be 

permitted.

• If the requirements are only partly fulfilled (only  

EN 12566-3), the plant will be granted a 

pre-certificate and its installation will be permitted. 

Within two years, the plant must also satisfy the 

National Certification Requirements. If it does not do 

so, its operation will be halted.

• If the requirements are only partly fulfilled (only the 

National Certification Requirements are satisfied), no 

certificate will be granted.

A guide for users of packaged wastewater treatment plants 

was published by British Water to explain „to owners and 

users how packaged wastewater treatment plants work and 

why it is important they operate correctly, to outline how 

to use them (Do’s and Don’ts) and how to maintain them 

properly (Servicing and Emptying) to avoid polluting the 

environment and to help owners understand the duty they 

have under environmental regulatory standards and the 

regulatory landscape“ (BW, 2020).
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The objectives of the National Requirements for the 

Certification of Engineered Wastewater Treatment Plants 

up to five thousand population equivalents (5.000 PE) are 

to provide (see appendix):

• Guidance for designers, manufacturers, and 

installers to use when selecting a wastewater 

treatment technology,

• Treatment performance criteria that will have to be 

met,

• Basic design criteria that will enable the testing of 

decentralized and semi-centralized wastewater 

treatment plants for conformity,

• Clear proof of performance for certified plants so 

purchasers can be confident that systems will perform 

in accordance with their specifications.

The National Certification Requirements are intended for 

use by notified testing and conformity assessment bodies, 

designers, manufacturers, suppliers, consultants, regulators, 

installers, and service technicians.

The National Certification Requirements are to be read 

in conjunction with the legislative instruments, by-laws, 

regulations, and policies of the regulatory authorities in 

the jurisdictions of Jordan. Certificates of conformity for 

specific wastewater treatment plant types and models, and 

approval for the installation of individual treatment systems, 

will be issued by the relevant national regulatory authority. 

Engineered wastewater treatment plants are completely 

designed/engineered from scratch and constructed 

entirely onsite; they are intended for treating raw domestic 

wastewater and grey water collected from single or several 

buildings. The National Requirements set out the minimum 

test methods and the marking and evaluation of conformity 

REC. III  - ENGINEERED 
WWT-SYSTEMS
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for engineered wastewater treatment plants. The 

assessment of engineered wastewater treatment plants with 

capacities up to 5.000 PE includes tests of the material and 

tank properties, treatment performance, electrical power 

consumption, installation, testing and commissioning.

Wastewater treatment systems may consist of: 

(The list can be updated and further technologies included)

Primary treatment

• Treatment plants with biofilm.

• Treatment plants with suspended biomass.

• Sludge removal and storage.

• Treatment plants with phosphate elimination.

Secondary treatment

• Trickling filter.

• Activated sludge treatment system.

• Sequencing batch reactor.

• Membrane bioreactor.

• Rotating biological contactor.

• Fixed bed reactor.

• Moving bed reactor.

• Sand filter system.

• Constructed wetland.

• Vertical flow constructed wetland.

• Sewage Pond.

Tertiary treatment

• Disinfection. 

The final building inspection will be carried out by 

whichever relevant authority has jurisdiction. To make a 

claim of conformity that engineered wastewater treatment 

plants fulfil the requirements of this document, it must be 

demonstrated that:

• The system has undergone check of design and  

initial type testing:  

All performance metrics relating to characteristics 

included will be determined when the manufacturer 

declares the corresponding performance data, unless 

the requirements give provisions for declaring them 

without carrying out tests. 

In addition, product type determinations should be 

carried out for all characteristics included in the 

standard for which the manufacturer declares 

appropriate performance data. 

If all relevant documents are available, the relevant 

authority having jurisdiction can issue a pre- 

certificate allowing the start of operation of the 

engineered wastewater treatment plant. 

In order to receive the final certificate, the plant’s 

treatment performance must be demonstrated onsite.

• Plant performance monitoring 

After installation, the treatment performance should 

be monitored onsite for one year on a monthly basis, 

under the control of the responsible relevant authority 

having jurisdiction. 

The effluent quality must be tested on a regular basis 

according to the testing procedure of the responsible 

national body. 

If the product conformity evaluations are not 

completed, or the engineered wastewater treatment 

plant does not fulfil the requirements specified, it 

cannot be claimed that the engineered wastewater 

treatment plant fulfils the requirements of this 

document, and no certificate will be granted by the 

relevant national regulatory authority.
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This instruction specifies the requirements for installing, 

operating, and maintaining wastewater treatment plants, 

including prefabricated and engineered plants, with 

capacities up to 5.000 PE in the Hashemite Kingdom of 

Jordan. This includes the repair, monitoring, and control of 

plants as well as sludge disposal.

All specifications indicate minimum requirements (see 

appendix).

Installation

• Companies commissioned to undertake the installation 

must be certified and provide evidence of their 

technical, theoretical and practical knowledge. 

Furthermore, the installation must be carried out in 

accordance with the manufacturer‘s/designer’s  

installation instructions.

• Local by-laws and regulations for water protection 

areas, installations and constructions must be 

followed.

• For wastewater treatment plants that are to be built 

underground or where they will be subjected to 

vehicular load, stability must be demonstrated or the 

site protected by suitable measures.

• Approvals from all relevant authorities must be 

obtained before installation.

• Inspection and verification on completion must 

include verification of safe overflow, assessment 

of safety issues, and confirmation of the presence 

of wall-mounted instructions to be used in case of 

emergency, which includes names and contact details 

of the relevant people to inform.

Operation

• The operational life of the treatment plant depends on 

the regular undertaking of operational and 

maintenance activities.

• All information necessary for the operation will be 

provided to the operator by the installation company/

manufacturer/designer and will be made accessible.

• The operator must carry out all work at regular 

intervals in accordance with the operational manual 

from the manufacturer/designer. This will essentially 

entail maintaining the condition, functional status, and 

control of the system and, if necessary, measuring and 

documenting its most important operating parameters.

• The operator must have the relevant expertise to carry 

out these activities and therefore must be trained by 

the manufacturer/installer/ management entity. If the 

operator lacks the necessary expertise/qualification, 

the work must be done by a certified management 

entity.

• Defects or malfunctions identified must be remedied 

immediately by the operator or a qualified expert, and 

noted in the operating logbook.

• The operator’s principal duty is to visually inspect the 

condition and function of the system regularly.

• Monitoring must be carried out by the operator 

(routine, control and performance monitoring).

• The operator is responsible for forwarding laboratory 

results to the management entity or regulatory 

authority.

REC. IV - INSTALLATION, 
O&M INSTRUCTIONS
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Maintenance

• Maintenance should be carried out on the basis of a 

maintenance contract between the owner of the 

wastewater treatment plants and the maintenance 

entity.

• Maintenance must be carried out by qualified staff of a 

certified company.

• Inspection and maintenance of the wastewater 

treatment plants should include regular maintenance 

as defined by the manufacturer’s/designer’s 

instructions.

In general, the following minimum maintenance is required:

• Wastewater treatment plants with capacities up to 

5.000 PE must be serviced at least every six months, 

unless shorter maintenance intervals are specified in 

the manufacturer‘s/designer’s maintenance 

instructions.

• To ensure proper cleaning of the biological stage,  

sufficient solid retention during pre-treatment is 

required.

• Sludge disposal should be based on the sludge level 

detected during maintenance and should be carried 

out in accordance with the manufacturers‘/designers’ 

manual.

• The management entity is responsible for removing 

and disposing of sludge according to local regulations.

Maintenance contract

A maintenance contract is used to clarify the type, scope, 

and boundary conditions of the maintenance work to avoid 

misunderstandings. It is mandatory for the maintenance of 

wastewater treatment plants and should include:

• General information about the contractors.

• The designation of the plant to be maintained.

• The number of maintenance visits required.

• Clauses establishing a requirement for a maintenance 

protocol.

• A list of maintenance activities with reference to the 

approval of the general building inspectorate.

• Requirements relating to the accessibility of the 

system.

• Requirements relating to the inspection of the logbook 

and the necessary inspection of the document 

 contained therein.

• Clauses providing for reimbursement of costs incurred 

by the operator for electricity and water used during 

maintenance.

• Clauses stipulating the cost of maintenance.

• An indication of the conditions required for 

activation, and for forcing termination, of the 

maintenance contract.

Documentation

• The logbook is vitally important for quality assurance 

in the operation of wastewater treatment plants with 

capacities up to 5.000 PE. It provides information on 

responsibilities and duties and is used to document 

activities/work.

• If the control system is equipped with an electronic 

logbook, documentation may be created electronically.

• The logbook should contain a register in compliance 

with the manufacturer’s/designer’s instructions.

• The logbook should be stored in a way that permits 

inspection by the maintenance entity at all times, 

without necessitating entry into the facility.

• The operator is responsible for keeping the logbook 

up to date at all times and must be able to present it 

on request.

• After finishing any maintenance action, a protocol 

should be prepared. It must specify whether proper 

operation is possible after the maintenance work has 

been completed.

• If there are any unresolved issues after maintenance 

that could cause the permissible discharge values to 

be exceeded, the operator must be made aware of 

these issues.
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• The management entity is responsible for sending 

maintenance protocols to the operator and the 

regulatory authority.

• It is mandatory for the operator to attach the 

maintenance protocol to the logbook.

Certificate of competence

• Operation must only be carried out by a qualified 

operator who must have the relevant training, as 

described in the manufacturer’s/designer’s 

instructions, to carry out all operational activities 

of the wastewater treatment plant. The minimum 

qualification is a training course about the operation 

and maintenance of wastewater treatment plants with 

capacities up to 5.000 PE, recognized by the national 

authority.

• Maintenance must only be carried out by qualified 

staff. The minimum qualification is a training course 

about the operation and maintenance of wastewater 

treatment plants with capacities up to 5.000 PE,  

recognized by the national authority. Only certified 

companies are allowed to maintain wastewater 

treatment plants with capacities up to 5.000 PE. The 

personal qualifications of all staff responsible for 

maintenance and their ongoing training must be 

checked, along with whether the company’s 

equipment and onsite maintenance activities are, at 

least, the minimum standard required.

A guide for the installation of packaged wastewater 

treatment plants was published just recently by British 

Water “to enable owners and users to understand the 

installation of packaged wastewater treatment plants, to 

outline how an experienced Installer should correctly install 

a packaged wastewater treatment plant to avoid polluting 

the environment and to help owners to understand the 

duty they have under environmental regulatory standards 

and the regulatory landscape on waste disposal” (BW, 

2021). However, these guidlines could also could applied to 

engineered wastewater treatment plants.
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The purpose of a clear allocation of responsibilities is to 

promote an appropriate treatment of domestic wastewater 

and greywater to maintain good water quality, preserve 

the living environment, protect groundwater resources and 

improve public health.

To achieve this purpose, it is essential to strengthen 

regulations at each stage. These stages are Production/ 

Testing, Issuing the Evaluation of Conformity, Start of 

Operation and Ongoing Monitoring. This requires a clear 

understanding of the people who are engaged in the 

business, including thoroughly defining the responsibilities 

of the administrative authorities.

The regulatory authority should be the Ministry of Water 

and Irrigation/Water Authority of Jordan which needs to 

take the necessary action to exercise technical control of 

the construction, operation and maintenance of all water 

and sewerage projects according to Article (23) of the 

Water Authority Law No. 18 (1988). It is recommended 

that the Ministry of Water and Irrigation/Water Authority 

of Jordan should establish an independent unit, which is 

responsible for the overall oversight and management of all 

wastewater treatment plants with capacities up to 

5.000 PE (central management of decentralized 

infrastructures). However, operation and maintenance can 

be outsourced and covered by existing private entities or 

associations that already operate wastewater treatment 

systems.

It is furthermore recommended that the following 

responsibilities should be covered by the regulatory 

authority:

• overall oversight of all wastewater treatment plants.

• creation of a national inventory of all wastewater 

treatment plants with capacities up to 5.000 PE 

(e.g., location, technology, capacity, operator, 

management contract, laboratory results etc.).

• online publication of certified operation and 

maintenance companies.

• storage/review of all documents provided by third 

parties. In the case of any errors and inconsistencies, 

immediate action needs to be taken.

• final approval for the implementation of wastewater 

treatment plants.

• tendering for the implementation following 

certification protocols.

REC. V - FRAME OF 
RESPONSIBILITIES



EVALUATION OF CONFORMITY
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Industrial companies (manufacturers) and institutions should 

be responsible for compliance with the technical regulations 

for the products they produce, the materials used 

therein and the production methods. The manufacturer 

is responsible for auditing the technology according to 

national requirements.

Prefabricated wastewater treatment plants need to be 

tested at an accredited testing facility. The testing facility 

must be independent and not in any way be affiliated with 

any company or individual associated with a manufacturer, 

importer, supplier or distributor of any onsite wastewater 

treatment system. The manufacturer must state in a 

manufacturer declaration the requirements and 

performance of the technology. Based on the 

manufacturer‘s declaration, the manufacturer can then start 

the application process for receiving the certificate from the 

national regulatory body.

For the purposes of assessment, the manufacturer‘s 

products may be grouped into families, with the expectation 

that results for one or more characteristics of any product 

within a family will be representative of all products 

belonging to that family, as stated in EN 12566-3.

The final building inspection for engineered wastewater 

treatment plants should be carried out by whichever 

relevant authority has jurisdiction. To make a claim of 

conformity that engineered wastewater treatment plants 

fulfil national requirements, it should be demonstrated that 

the plant has undergone initial type testing and that the 

treatment performance has been achieved.

The Jordanian Standards and Metrology Organization 

(JSMO) issues ‘Conformity Certificates’ for Jordanian and 

non-Jordanian products.

Prefabricated Wastewater Treatment Plants 

Recommendation: It is recommended that Prefabricated 

Wastewater Treatment Plants must fulfil the National 

Requirements for the Certification of Prefabricated 

Wastewater Treatments Plants with capacities up to 

500 PE. If all requirements (EN 12566-3 and National 

Certification Requirements) are fulfilled, it is recommended 

that the wastewater treatment plant be granted a final 

certificate (Figure 4).

If the requirements are only partly fulfilled (according to 

EN 12566-3), it is recommended that the plant be granted 

a pre-certificate and its installation be permitted (Figure 5).

When only a pre-certificate is granted, it is recommended 

that the treatment performance be 

monitored by the management entity onsite for one year 

on a monthly basis, as fixed in the management contract. 

The effluent quality must be tested and meet the national 

requirements in order to receive the final certificate.

If the product conformity evaluations are not completed, 

or the wastewater treatment plant does not fulfil the 

requirements, no certificate will be issued. The operation of 

the treatment plant should be halted by the management 

entity and the regulatory authority informed.

It is worth mentioning that, according to the Article (2) of 

Standards and Metrology Law No. (22) (2000), JSMO’s task 

of granting certificates of conformity may be delegated to 

any group within or outside the Kingdom recognized by the 

Institution according to international practices.

PRODUCTION AND TESTING
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Figure 4 Recommended certification procedure if all requirements are fulfilled (Source: NICE, 2021).

Figure 5 Recommended certification procedure if the requirements are partly fulfilled (Source: NICE, 2021).

Engineered Wastewater Treatment Plants 

Recommendation: Engineered Wastewater Treatment 

Plants have to fulfil the National Requirements for the 

Certification of Engineered Wastewater Treatments Plants 

with capacities up to 5.000 PE. 

When a person intends to build a house, the design 

papers and drawings must be reviewed by the Engineering 

Association, and the disposal of wastewater verified to be 

in accordance with the Wastewater and Water: Plumbing 

Code (MoPW, 2013).

 

It is recommended that the Engineering Association with, 

for example, the mandate of MWI, checks whether the 

documents fulfil the National Requirements. If they do so, 

they can issue a temporary permission for installation.
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OPERATION AND MAINTENANCE

After receiving the permission for installation by JSMO 

(prefabricated WWTPs) or by the Engineering Association 

(engineered WWTPs), the following steps are 

recommended.

Installation/Start of Operation

• Permission for the construction/installation must be 

obtained from the Ministry of Local Administration/ 

Greater Amman Municipality.

• An Environmental Impact Assessment must be 

obtained from the Ministry of Environment according 

to the by-law 69/ 2020 – Environmental Classification 

and License.

• Installation can only be carried out by a company 

certified by the Jordanian Construction Contractor 

Association/ Ministry of Public Works and Housing.

• Recommendation: A wastewater treatment 

management contract must be signed by a certified 

Management Entity.

• Recommendation: Final approval is given by the 

Decentralized Wastewater Management Unit at the 

Ministry of Water and Irrigation/Water Authority.

Ongoing Monitoring

• Recommendation: The Management Entity is 

responsible for the ongoing operation and 

maintenance and for sending maintenance protocols 

to the operator and the Ministry of Water and 

Irrigation/Water Authority. This also includes the 

control of the performance monitoring during the first 

year of operation.

• Recommendation: The Decentralized Wastewater 

Management Unit at the Ministry of Water and 

Irrigation/Water Authority will issue the final 

certificate, if necessary, after two years of operation 

based on its treatment performance and compliance 

with national requirements.

Figure 6 Recommended framework of responsibilities during the certification process; MWI: Ministry of Water and Irrigation; WAJ: Water 
Authority in Jordan; Eng. Assoc.: Engineering Association; MoLA: Ministry of Local Administration; GAM: Greater Amman Municipality; 
JSMO: Jordan Standard and Metrological Organization; Manufact.: Manufacturer; CCA: Construction Contractor Association; Mgmt.: Ma-
nagement; r&c: report and control (Source: NICE, 2021).
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REC. VI  - STANDARD FOR  
DWWT-SYSTEMS

It is recommended that the effluent quality of wastewater 

treatment plants with capacities up to 5.000 PE should 

comply with the limit values specified in the Decentralized 

Wastewater Management Policy (MWI, 2016a), provided a 

specific Jordanian Standard for the reuse of treated 

wastewater from wastewater treatment plants with 

capacities up to 5.000 PE comes into force.

Why is a new Reuse Standard urgently needed?

The overarching aim of a reuse standard is to improve 

sanitation in Jordan, taking into account the following 

aspects: public health (direct contact, groundwater), 

agricultural productivity (soil and plant), environmental 

health, technological feasibility and the economic 

development of the country. Wastewater treatment plants 

with capacities up to 5.000 PE are currently obligated to 

follow the Jordanian Standard JS 893 (2006), although they 

are not specifically mentioned in the Standard itself with 

their own limits. 

Although JS 893 (2006) is currently being updated, 

wastewater treatment plants with capacities up to 

5.000 PE are still not considered in the latest version. In 

addition, many of the limits mentioned in the Standard are 

very strict (e.g., stricter than for drinking water) and often 

chosen without any science-based rationale. Consequently, 

only certain high-end technologies for treating wastewater 

will be able to meet these restrictions. 

The publication of the revised Standard JS 893 (2006) will 

have a devastating effect on the Jordanian water sector. It 

will encourage the implementation of technologies of low 

quality. Current centralized wastewater treatment plants, 

already having difficulties in meeting the actual standard, 

will not be able to meet the requisite limits. Furthermore, 

it will be considerably more difficult for Jordan to attain its 

Sustainable Development Goals.

The increase in decentralized technologies in Jordan is 

concerning. For this reason, the current standard should be 

updated or a new standard for DWWTPs, as described in 

the Policy (MWI, 2016a) and recommended in the 

following, should be implemented. 

The future implementation of a new Reuse Standard is 

crucial for Jordan. The NICE Office has developed a draft 

version of how such a reuse standard for DWWTPs could 

look (see appendix). It is recommended that a separate 

standard is developed, although it would also be possible 

to include the aspects related to DWWTPs in an updated 

version of JS 893 (2006). 

A standard can only be developed with consideration of the 

above-mentioned aspects, such as public health, agricultural 

productivity, environmental health, technological 

feasibility, and the economic development of the country, 

and is always a compromise of these. In the draft version 

for example, it is recommended to reuse reclaimed 

wastewater for irrigation dependent on the technology 

used. Stricter criteria have been set out for open 

irrigation than for drip or surface irrigation. However, 

although successfully used worldwide, open and subsurface 

irrigation are still prohibited by the Ministry of Agriculture. 

It is therefore recommended to use the developed draft 

reuse standard to discuss details in a workshop with invited 

experts, stakeholders and relevant Ministries. 

An implementation of a new standard might also imply 

changes or adaption of laws/regulations from associated 

Ministries in Jordan. Therefore, JSMO has to be involved 

from the beginning. JSMO is the national notified body in 

Jordan, responsible for issuing national standards. It 

prepares, amends and adopts standards in addition to 

technical regulations in specific sectors in Jordan and 

operates under the Standards and Metrology Law No. 22 

(2000).

REUSE STANDARD
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SUMMARY
RECOMMENDATIONS

Recommendation I 

Identical adoption of the European Standard for the 

assessment and CE marking of small wastewater treatment 

systems – EN 12566-3.

Recommendation II 

Implementation of National Requirements for the 

Certification of Prefabricated Wastewater Treatment Plants 

with capacities up to five hundred population equivalents 

(500 PE).

Recommendation III 

Implementation of National Requirements for the 

Certification of Engineered Wastewater Treatment Plants 

with capacities up to five thousand population equivalents 

(5.000 PE).

Recommendation IV 

Implementation of National Installation, Operation and 

Maintenance Instructions for Wastewater Treatment Plants 

with capacities up to five thousand population equivalents 

(5.000 PE).

Recommendation V 

Clear allocation of responsibilities to promote an 

appropriate treatment of domestic wastewater and 

greywater in order to maintain good water quality, preserve 

the living environment, protect groundwater resources and 

improve public health. Regulations need to be strengthened 

at the following stages: Production and Testing, Issuing the 

Evaluation of Conformity, Start of Operation and Ongoing 

Monitoring.

Recommendation VI 

Implementation of a new Jordanian Standard for Reclaimed 

Domestic Wastewater from Treatment Plants with 

a design capacity up to five thousand population 

equivalents (5.000 PE).

  The Certification of  Wastewater Treatment Systems with Capacities up to 5.000 PE in Jordan
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APPENDIX

Chair and Members

The National Steering Committee NICE is chaired by the 

Secretary General of the Ministry of Water and Irrigation. 

The permanent members are made up of one delegate from 

each of the following institutions:

• Ministry of Water and Irrigation Water and Jordan 

Valley Authority.

• Ministry of Local Administration.

• Ministry of Environment.

• Ministry of Health.

• Ministry of Agriculture.

• Ministry of Planning and International Cooperation.

• Royal Scientific Society.

• Jordan Standard and Metrology Organization.

• Housing and Urban Development Cooperation.

• University of Jordan.

• Balqa Applied University.

• German Jordan University.

• Helmholtz Centre for Environmental Research – UFZ; 

a permanent member without the right to vote.

• Observers without the right to vote.

A maximum of six experienced and competent people, from 

the private sector, donor organizations and civil society 

institutions nominated by the Ministry of Water and 

Irrigation, and on the recommendation of the Head of the 

NICE Office, may be invited as observers (donors/private 

sector), who regularly attend meetings to provide their 

expertise and express their opinion without the right to 

vote.

Working Principles

The National Steering Committee NICE will meet on 

invitation by the Chair or the Vice-Chair at least once every 

six months, or whenever the need arises.

The invitation should be sent out at least two weeks ahead 

of the meeting, since members will need to devote some 

additional time for reviewing relevant documents.

The National Steering Committee NICE aims to achieve 

consensus on decisions taken by majority vote of its 

members. The presence of two-thirds of its members and of 

the Chair or Vice-Chair is required. Should this prove 

impossible or in the event of a tie, the Chair has an 

additional casting vote.

The National Steering Committee NICE may invite any 

person with experience and competence to attend 

meetings to express their opinion on issues without having 

the right to vote.

All delegates are obliged to forward the contents (e.g., 

Minutes of Meetings) of the meetings to their respective 

Director and Secretary General.
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Roles and Responsibilities

The National Steering Committee NICE will define strategic 

orientations and the programme of work, in line with the 

mandate given by the Prime Minister.

• The National Steering Committee NICE has the 

responsibility to develop frameworks for integrated 

wastewater management in Jordan, which will support 

building and maintaining sustainable wastewater 

treatment and management schemes on all scales 

(household, settlement, settlement cluster), whenever 

these systems are complementary to conventional 

(centralized) wastewater management.

• In order to continue the successful development path, 

NICE will play a coordinating and facilitating role in the 

implementation of integrated solutions for wastewater 

management.

• NICE will also be involved in providing real investment 

proposals as well as in prioritizing investments in 

the field of integrated wastewater management, in 

order to bring them into bilateral intergovernmental 

consultations with the mandate of the members of the 

National Steering Committee NICE.

• Finally, the National Steering Committee NICE will 

act as an active steering and monitoring committee 

of selected pilot projects related to integrated 

wastewater management.

 

Tasks

The tasks of the National Steering Committee NICE are the 

following:

• Provide a consultation mechanism to raise the profile 

of governance issues in the field of integrated 

wastewater management.

• Discuss and prioritize proposals for investments in the 

field of integrated wastewater management, and to 

integrate these into bilateral intergovernmental talks.

• Actively steer selected pilot projects in the context of 

integrated wastewater management.

• Provide strategic leadership and governance oversight 

in the field of integrated wastewater management.

• Define work areas and issues that are required to 

develop frameworks for integrated wastewater 

management in Jordan.

• Ensure the review of regulations, strategies, and 

programmes necessary for implementation.

• Coordination and mediation in the implementation of 

integrated wastewater management solutions.

• Establish Technical Committees that will study and 

advise the National Steering Committee NICE on 

technical issues.

• Advise the NICE Office in designing NICE capacity 

building workshops for both the Steering and the 

Technical Committee.

• Provide own technical expertise and experience to 

other Steering Committee members and to the 

Technical Committee.

• Discuss and decide on alternative options, and provide 

necessary recommendations thereon to the 

competent authorities.

• Propose the necessary mechanisms to coordinate 

the efforts of all institutions, authorities, bodies, and 

individuals that will be required to meet the objectives.

• Ensure the integration and integrity of the Committee.

• Strengthen the partnership among the members of the 

National Steering Committee NICE and the Technical 

Committees.
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1. Definitions and Terminology 
For the purposes of the National Requirements for the Certification of Prefabricate 
Wastewater Treatment Plants the following definitions and terminologies apply: 

The word ‘shall’ indicates that a statement is mandatory. 

The word ‘should’ indicates a recommendation. 

Biochemical oxygen demand 
The amount of dissolved oxygen consumed by microorganisms during the breakdown of 
organic matter in wastewater under aerobic conditions. Determined by incubating 
samples for five days at 20 °C. 

Certificate of conformity 
A document providing assurance that the service, product or production method, or 
administrative provisions conform to the approved standards, instructions, or technical 
regulations. 

Chemical oxygen demand 
The quantity of oxygen equivalents that can be consumed by reactions with organic 
material in a wastewater sample. Determined by chemical oxidation using dichromate in 
an acid solution. 

Decentralized wastewater treatment system 
Decentralized wastewater systems collect, treat, and reuse or dispose of wastewater at 
or near its point of generation. With reference to the Jordanian Decentralized 
Wastewater Management Policy, decentralized wastewater treatment systems are 
defined as follows: “Domestic wastewater treatment plants for small residential groups 
with a design capacity up to 5.000 Population Equivalent”. 

Domestic wastewater 
Wastewater originating from households, institutions and public facilities such as toilets, 
urinals, kitchens, laundries, and bathrooms (including showers, washbasins, baths, and spa 
baths, but excluding spa pools); excluding industrial wastewater. 

Effluent 
Water discharged from a wastewater treatment system after undergoing treatment. 

Greywater 
Wastewater originating from a bath, shower, hand basin, spa bath, dishwasher, clothes 
washing machine and/or laundry tub (excluding spa pool, toilet, and urinal wastewater), 
or kitchen sink. 

Note: Greywater in Jordan is often contaminated with feces. 

Hydraulic flow 
The volume of a substance flowing through a defined area over a specified period of time. 

Nominal 
Expression of the magnitude of a parameter relative to the appropriate rounded value 
used to designate a component, unit, or device. 

Organic daily load 
The dry mass of organic matter entering the treatment plant over a period of one day. 

Population equivalent 
Population equivalents or unit per capita mass load of pollution produced during 24 hours 
in grams per person per day.  
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Prefabricated wastewater treatment plants 
Factory-built wastewater facilities and units consisting of prefabricated components that 
are assembled on-site by a manufacturer for treating raw domestic wastewater and 
greywater up to 500 PE. 

Product family 
A group of products with a number of common properties. 

Regulatory authority 
A state, governorate, governmental department, agency, body, entity or council 
empowered by statute to control the certification, installation, operation, and 
maintenance of regulated facilities. 

Semi-centralized wastewater treatment system 
A group of neighboring wastewater treatment plants, each with a design capacity of up 
to 5.000 PE. Such a group could also be classified as a decentralized wastewater 
management cluster. 

 

2. References 
The following documents, in whole or in part, which are referenced in the National 
Requirements for the Certification of Prefabricated Wastewater treatment plants up to 
500 population equivalent (PE) and in the relevant version of the European Norm EN 12566-
3 are indispensable for its application. 

EN 12566-3  Small wastewater treatment systems up to 50 PE – Part 3: 
packaged and/or site assembled domestic wastewater treatment 
plants. 

EN 13501-1  Fire classification of construction products and building 
elements – Part 1: Classification using data from reaction to fire 
tests. 

MWI (2016)  Decentralized Wastewater Management Policy. In: National Water 
Strategy 2016 - 2025 of Jordan. The Ministry of Water and 
Irrigation (MWI) supported by the Helmholtz Centre for 
Environmental Research - UFZ, Amman, Jordan.
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3. Symbols and Abbreviations 

Abbreviation Specification 

BOD5 Biochemical Oxygen Demand after five days 

COD Chemical Oxygen Demand 

E. coli Escherichia coli 

EN Européen de Normalisation 

EPDM Ethylene Propylene Diene Monomer Rubber 

GRP-UP Glass Reinforced Polyester 

MWI Ministry of Water and Irrigation 

NICE National Implementation Committee for Effective Integrated 
Wastewater Management 

kW h/ day Kilowatt hours per day 

PDCPD Polydicyclopentadiene 

PE Population equivalent 

Pe Polyethylene 

PEHD Polyethylene High Density 

PP Polypropylene 

PVC Polyvinyl chloride 

PVC-U Unplasticized polyvinyl chloride 

UV Ultraviolet radiation 
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4. Scope 
This document sets out requirements, test methods, and the marking and evaluation of 
conformity for prefabricated wastewater treatment plants up to five hundred population 
equivalents (500 PE). It shall be used in conjunction with the relevant version of the European 
Norm EN 12566-3. 

Treatment plants according to this document are used to treat raw domestic wastewater and 
greywater so as to achieve a specific level of effluent quality. 

These requirements apply to prefabricated wastewater treatment plants that are to be buried 
in the ground where they will not be subject to vehicular loads, and to prefabricated 
wastewater treatment plants built above ground. 

The document covers plants with tanks made of concrete, steel, unplasticized polyvinyl 
chloride (PVC-U), polyethylene (Pe), Glass-Reinforced Polyester (GRP-UP), 
Polydicyclopentadiene (PDCPD), and containers made of flexible sheets (PEHD, PP, PVC, 
EPDM). These tanks and containers shall have a design life appropriate to their intended 
lifespan and the materials used shall be suitable for use in a wastewater environment. 

The test methods and treatment performance specified define the performance a 
wastewater treatment plant shall achieve to be suitable for the end use. 

To demonstrate conformity with the performance requirements one example of each 
prefabricated wastewater treatment plant product family (model and size), including all 
associated fittings, shall be tested. 

Prefabricated wastewater treatment plants shall be certified according to, and hence comply 
with, both the relevant version of the European Norm EN 12566-3 and the National 
Certification Requirements for Prefabricated Wastewater Treatment Plants. 

Note: In the National Jordanian Building Code from 2013 it is stated that prefabricated septic tanks shall 
comply with all approved applicable standards and independent laboratory tests and engineering calculations 
certifying the tank capacity and structural stability shall be provided. 

This document will be reviewed as necessary, e.g., if a new edition, amendment, or 
corrigendum is issued for this document or the relevant version of the European Norm 
EN 12566-3. 
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5. Objectives 
The objectives of the National Requirements for the Certification of Prefabricate 
Wastewater Treatment Plants are to provide: 

§ Guidance for designers, manufacturers, and installers to use when selecting a 
decentralized or semi-centralized wastewater treatment technology, 

§ Treatment performance requirements to be met, 

§ Basic design criteria that will enable the testing of decentralized and semi-
centralized wastewater treatment plants for conformity, 

§ Clear proof of performance for certified plants so purchasers can be confident that 
systems will perform in accordance with their specifications. 

 

6. Application 
The National Certification Requirements for Prefabricate Wastewater Treatment Plants are 
intended for use by notified testing and conformity assessment bodies, designers, 
manufacturers, suppliers, consultants, regulators, installers, and service technicians. 

 

6.1 Legislation 

The National Certification Requirements for Prefabricate Wastewater Treatment Plants are 
to be read in conjunction with the legislative instruments, by-laws, regulations, and policies 
of the regulatory authorities in the jurisdictions of Jordan. 

Certificates of conformity for specific wastewater treatment plant types and models, and 
approval for the installation of individual treatment systems will be issued by the relevant 
national regulatory authority. 

 

7. Assessment 
In general, prefabricated wastewater treatment plants shall be structurally stable, durable, 
watertight, corrosion resistant, and resistant to sunlight (UV radiation). 

 

7.1 Nominal designation 

The Population Equivalent (PE) expressed in gram per person per day, the nominal organic 
daily load expressed in kg of the Biochemical Oxygen Demand (BOD5) per day and in mg/L 
of the Chemical Oxygen Demand (COD) and the nominal hydraulic daily flow (QN) expressed 
in m3 per day shall be declared by the manufacturer. 
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7.2 Access 

Operational safety shall be ensured, and prefabricated wastewater treatment plants shall be 
designed to prevent unauthorised access. The design shall provide access allowing routine 
maintenance, sampling, sludge removal and cleaning. Shafts and access covers shall be fit for 
purpose and shall have a round shape. Access to components inside the tank shall be possible 
only from the outside or the top of the prefabricated wastewater treatment plant. 

 

7.3 Sizing basis 

The minimum and maximum total population equivalents and the minimum and maximum 
daily organic and hydraulic loadings that a plant can accept shall be taken into consideration 
when determining the population pollution load. 

7.4 Durability/ Structural behaviour 

Prefabricated wastewater treatment plants shall resist loads resulting from handling, 
installation, and use, including desludging and maintenance, for their full design life. The 
treatment plants, including all internal components, shall be manufactured from materials 
that make them suitable for use in a wastewater environment. The specific requirements 
relating to durability/ structural behaviour are listed in the relevant version of the European 
Norm EN 12566-3. 

 

7.5 Treatment performance 

The effluent quality of prefabricated wastewater treatment plants shall comply with the limit 
values specified in the Decentralized Wastewater Management Policy (MWI, 2016). 
Decentralized wastewater treatment systems shall be controlled by the responsible national 
body and follow the methods of analysis specified by the Jordanian Standards (see 
Appendix A). 

Treatment performance can be tested as follows: 

§ Prior to installation at an accredited testing facility, or 

§ On-site after installation, under the control of the responsible national body in 
accordance with national regulations and standards. 

The treatment performance and effluent quality shall be tested on a regular basis according 
to the testing procedure of the responsible national body. 

Note: Prefabricated wastewater treatment plants shall comply with the limit values specified in the 
Decentralized Wastewater Management Policy as long as a specific Jordanian Standard for the reuse of treated 
wastewater from decentralized wastewater treatment plants is in force. 
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7.6 Watertightness 

The watertightness requirements for individual prefabricated wastewater treatment plant 
models made of concrete, steel, PVC-U, Pe, PP, GRP, PDCPD and containers made of flexible 
sheets (PEHD, PP, PVC, EPDM) are as follows: 

Watertightness is evaluated according to the relevant European Norm EN 12566-3 on a 
pass/fail basis. Only products with a “pass” evaluation shall be eligible for certification under 
the National Certification Requirements, and all components shall be watertight in situ. 

 

7.7 Electrical power consumption and breakdown 

The overall power consumption of the plant shall be declared in kW h/day and shall be 
continuously monitored throughout the testing period. 

A power breakdown test simulating a loss of electrical/mechanical power for 24 h shall be 
performed to evaluate the ability of prefabricated wastewater treatment plants to tolerate 
micro-power breakdowns. 

During the power breakdown, influent input shall be maintained in accordance with the 
normal daily flow pattern. 

 

7.8 Dangerous substances 

According to the relevant European Norm EN 12566-3 manufacturers shall ensure that their 
products comply with all Jordanian regulations relating to dangerous substances, which may 
require verification and declarations on the release of such substances from their products 
and/or the content of such substances in their products before placing a plant covered by 
these requirements on the market. 

 

7.9 Reaction to fire 

The requirements for testing the materials used and their reaction to fire shall be evaluated 
according to EN 13501-1. 

 

7.10 Technical information 

In addition to the relevant version of the European Norm EN 12566-3 manufacturers shall 
supply the following information with all prefabricated wastewater treatment plants to 
facilitate their assessment by the national body: 

a) Name of accredited laboratory where testing was performed 

b) Minimum and maximum population equivalent, hydraulic daily flow and organic daily 
loading of wastewater 

c) Lifting instructions 
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7.11 Environmental impact assessment 

Decisions regarding the need for an Environmental Impact Assessment (EIA) for 
prefabricated wastewater treatment plants with a design capacity of less than 500 PE shall 
be made by the responsible national body. 

 

7.12 Operation and maintenance 

Regular maintenance during operation should ensure that a prefabricated wastewater 
treatment plant performs as required for its service life. Adequate information on the plant’s 
capacity, design, and any limitations shall be available to the user and the regulatory 
authority. 

Prefabricated wastewater treatment plants shall be operated and maintained to ensure they 
perform continuously without requiring regular intervention. Maintenance should be 
conducted by an authorized and certified company/technician at a frequency nominated by 
the manufacturer and set out in the plant’s specifications. The service interval will vary 
depending on the plant’s technology. 

 

7.13 Evaluation of conformity 

To make a claim of conformity that prefabricated wastewater treatment plants fulfil the 
requirements of this document, it shall be demonstrated that: 

a) The plant has undergone initial type testing according to the procedures specified in 
Appendix B. 
Initial type testing is required to demonstrate conformity with this Standard. Tests 
previously performed in accordance with the provisions of this Standard may be 
considered provided that they relate to the same product and characteristics, and 
used the same test methods, sampling procedure and systems of conformity 
attestation (see Appendix B). 

b) Production control procedures are implemented at the factory; 
These procedures shall enable internal control of the production process to ensure 
that products placed on the market conform to this Standard (see Appendix C). 

c) The plant has undergone finished product testing. 
A sampling plan shall be provided to demonstrate that the finished products are 
watertight. The results of these tests shall be recorded and available. All test 
equipment shall be verified and the testing procedure, frequency, and criteria shall 
be documented. 

d) A declaration of performance has been issued (see Appendix D). 

Conformity shall be re-evaluated every 5 years. 

If the product conformity evaluations are not completed, or the prefabricated wastewater 
treatment plant does not fulfil the requirements specified in the relevant version of the 
European Norm EN 12566-3 and this National Standard, it cannot be claimed that the 
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prefabricated wastewater treatment plant fulfils the requirements of this Standard, and no 
certificate will be granted. 

(i) If all requirements (EN 12566-3 and National Certification Requirements) are 
satisfied, the plant will be granted a final certificate and its installation will be 
permitted. 

(ii) If the requirements are only partly fulfilled (only EN 12566-3), the plant will be 
granted a pre-certificate and its installation will be permitted. Within two years, the 
plant shall also satisfy the National Certification Requirements. If it does not do so, 
its operation shall be halted. 

(iii) If the requirements are only partly fulfilled (only the National Certification 
Requirements are satisfied), no certificate will be granted. 

 

7.14 Instructions 

All Instructions shall be written in clear and concise Arabic and English and shall be provided 
for each prefabricated wastewater treatment plant supported by relevant figures and 
schematic drawing that are easy to interpret. Documentation may be provided either in hard 
copy or electronic form, and should be available on the manufacturer’s and/or distributor’s 
websites. 

Installation instructions shall give full details of the installation procedure, including: 

a) detailed step-by-step instructions. 
b) details of any special tools or training that are needed.  
c) commissioning procedures and required adjustments. 

d) a troubleshooting guide. 
e) contact details for after-sales service. 

 

Operation and maintenance instructions shall be provided by the manufacturer for each 
prefabricated wastewater treatment plant and shall include: 

a) a troubleshooting guides. 
b) contact details for the manufacturer 
c) instructions for operation. 

d) recommended maintenance tasks (incl. recommended frequencies). 

e) suggestions for monitoring and recording on a field service sheet.  
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8. Appendices 

Appendix A: General amendments; Sludge storage and 
disposal and Sample analysis 

General amendments 

§ Existing wastewater treatment systems should continue to operate without being 
certified. Re-certification is only required in the event that a plant is reconstructed. 

§ Previously certified systems may be upgraded to enable tertiary treatment by 
installing disinfection units using UV-light, chlorination, ozonation, or ultraviolet 
(UV) light irradiation for E. coli removal. 

Note: Disinfection units shall be designed to reduce levels of microorganisms or to 
deactivate them in order to mitigate public health risks associated with direct or 
indirect human contact with treated wastewater. Disinfection systems shall be used 
wherever potential for such contact exists, in accordance with the requirements of 
the local regulatory authority. 

§ If the design of a prefabricated wastewater treatment plant, which has been 
previously certified and determined to comply with the National Certification 
Requirements, is modified by any change other than the addition of a disinfection 
unit, a full re-test is required. 

 

Sludge storage capacity and disposal 

For all prefabricated wastewater treatment plants,  

§ The tank should have the capacity to store at least one year's sludge production. 
§ The tank should only require one desludging per year for populations of up to 10 PE. 

§ Sludge disposal should be based on the sludge level detected during maintenance 
and shall be performed in accordance with the manufacturers'/constructors' manual. 

To prevent compaction, sludge removal should be performed at least every five years, 
regardless of the sludge height.  
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Sample analysis 

Methods that shall be used for analyzing the effluent quality. 

Table 1 Methods of analysis mentioned in the relevant version of EN 12566-3 (black) and the corresponding 
National Jordanian Standards (blue) for analyzing treated wastewater quality. 

Standard No. Title of the Standard 

ISO 5815 -1 2003 Water quality – Determination of biochemical oxygen demand after n days 
(BODn) – Part 1: Dilution and seeding method with allylthiourea addition 

5210 B Water quality analysis – Determination of Biochemical Oxygen Demand (BOD5) 

ISO 6060:1989 Water quality -- Determination of the chemical oxygen demand 

5220 C Water quality analysis – Determination of Chemical Oxygen Demand (COD) 

EN 872:2005 Water quality - Determination of suspended solids. Method by filtration through 
glass fiber filters 

2540 D Water quality analysis – Determination of Total Suspended Solids (TSS) 

ISO 5664:1984 Water quality – Determination of ammonium – Distillation and titration method 

ISO 6778:1984 Water quality – Determination of ammonium – Potentiometric method 

ISO 7150-1:1984 Water quality – Determination of ammonium – Part 1: Manual spectrometric 
method 

ISO 11732:2005 Water quality – Determination of ammonium nitrogen – Method by flow analysis 
(CFA and FIA) and spectrometric detection 

4500 N Water quality analysis – Determination of Ammonium (NH4
+) 

ISO 11905-1:1997 Water quality – Determination of nitrogen – Part 1: Method 
using oxidative digestion with peroxodisulfate 

EN 12260 Water quality – Determination of nitrogen – Determination of bound nitrogen 
(TNb), following oxidation to nitrogen oxides 

4500 N Water quality analysis – Determination of Total Nitrogen 

ISO 7890-3:1988 Water quality – Determination of nitrate – Part 3: Spectrometric method using 
sulfosalicylic acid 

4110 B Water quality analysis – Determination of Nitrate by Ion Chromatography with 
Chemical Suppression of Eluent Conductivity 

ISO 6878:2004 Water quality:  Determination of phosphorus – Ammonium molybdate 
spectrometric method 

4500 P D Water quality analysis – Determination of Total Phosphorus 

4500 H Water quality analysis – Determination of pH-value in water by potentiometry 
using a standard hydrogen electrode 

2540 C Water quality analysis – Determination of total dissolved solids (TDS) by 
Partition-Gravimetric Method 

9223 B Water quality analysis – Determination of E. coli 
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Appendix B: Initial type testing 

All performance metrics relating to characteristics included in this standard shall be 
determined when the manufacturer intends to declare the corresponding performances 
unless the standard gives provisions for declaring them without performing tests. 

For the purposes of assessment, the manufacturer's products may be grouped into families, 
with the expectation that results for one or more characteristics of any one product within a 
family will be representative of all products belonging to that family. 

Reference to the assessment method standards should be made to allow the selection of a 
suitable representative sample. 

In addition, product type determinations shall be performed for all characteristics included in 
the standard for which the manufacturer declares performance: 

§ at the beginning of the production of a new or modified small wastewater treatment 
plant (unless a member of an existing product family); or 

§ upon first introducing a new or modified method of production in cases where the 
new method may affect the declared properties; 

§ for affected characteristics, determinations shall be repeated whenever a change 
occurs in the small wastewater treatment plant design, in the raw material, in the 
supplier of one or more components, or in the method of production (subject to the 
definition of a product family) if those changes would significantly affect one or more 
of the characteristics. 

Where components are used whose characteristics have already been determined, by the 
component manufacturer, on the basis of assessment methods specified in other product 
standards, these characteristics need not be re-assessed. The specifications of these 
components shall be documented.  
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Appendix C: Factory production control 

The manufacturer shall establish, document and maintain a factory production control system 
to ensure that the products placed on the market comply with the declared performance with 
respect to the essential characteristics. 

The factory production control system shall consist of procedures, regular inspections, and 
tests and/or assessments, the results of which shall be used to control raw and other 
incoming materials or components, equipment, the production process, and the product. 

All elements, requirements and provisions adopted by the manufacturer shall be documented 
systematically in the form of written policies and procedures. 

This factory production control system documentation shall ensure a common understanding 
of the evaluation of the constancy of performance and make it possible to verify that the 
required product performances are achieved and that the production control system is 
operated effectively. Factory production control therefore integrates operational techniques 
and all measures allowing maintenance and control of the product’s compliance with the 
declared performances of the essential characteristics. 

Where the manufacturer has used shared or cascading product type results, the factory 
production control shall also include the appropriate documentation.  
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Appendix D: Declaration of performance 

  

Declaration of Performance Page 1

a) Unique identification code of the product-type:

b) Type, batch or serial-number or any other element allowing 
identification of the construction product as required:

c) Intended use or uses of the construction product, in accordance 
with the applicable harmonized technical specification, as 
foreseen by the manufacturer:

d) Name, registered trade name or registered trade mark and 
contact address of the manufacturer:

e) When applicable, name and contact address of the authorized 
representative whose mandate covers the tasks specified:

f) System or systems of assessment and verification of constancy 
of the construction product:

g) In case of the declaration of performance concerning a 
construction product covered by a harmonised standard

h) In case of the declaration of performance concerning a 
construction product for which a European Technical 
Assessment has been issued:

Version:
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i) Derclared Performance Page 2

BOD5:
COD:
TSS:
TN:
NO3

-:
E. coli:

- Envisiged irrigation System

- Nominal organic daily load (BOD)

- Nominal organic daily load (COD)

- Population equivalent (PE)

- Nominal hydraulic daily flow (QN)

j)

Signature

m3/day

Electrical power consumption 

Test Report / Date 
of Test Report

Harmonized Technical 
Specifications

Peformance Accreditated 
laboratory

Essential characteristics

Treatment performance

Nominal designation

kg/day

mg/L

Overall dimensions

kW/day

g/person/day

This declaration of performance is issued under the sole responsibility of the manufacturer-
Signed for and on behalf of the manufacturer by:

Place/ Date Name/ Position

Reaction to fire

Release of Dangerous substances

Acessability

Watertighness

Structural behaviour

Durability
Pass

Pass
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1. Definitions and Terminology 

For the purposes of the National Requirements for the Certification of Engineered 
Wastewater Treatment Plants the following definitions and terminologies apply: 

The word ‘shall’ indicates that a statement is mandatory. 

The word ‘should’ indicates a recommendation. 

Biochemical Oxygen Demand 
The amount of dissolved oxygen consumed by microorganisms and chemical processes 
during the breakdown of organic matter in wastewater under aerobic conditions. 
Determined by incubating samples for five days at 20 °C and expressed in mg/ L. 

Chemical Oxygen Demand 
The quantity of oxygen equivalents that can be consumed by reactions with organic 
material in a wastewater sample. Determined by chemical oxidation using dichromate in 
an acid solution; expressed in mg/ L. 

Commercial wastewater 
Wastewater generated by shops, restaurants, cafés, hotels, motels, bed and breakfast 
accommodation, and similar premises, but excluding industrial wastewater. Commercial 
wastewater may be considered domestic wastewater if it satisfies the corresponding 
quality requirements. 

Decentralized wastewater treatment system 
Decentralized wastewater systems collect, treat, and reuse or dispose of wastewater at 
or near its point of generation. With reference to the Jordanian Decentralized 
Wastewater Management Policy, decentralized wastewater treatment systems are 
defined as follows: “Domestic wastewater treatment plants for small residential groups 
with a design capacity up to 5.000 Population Equivalent”. 

Domestic wastewater 
Wastewater originating from households, institutions and public facilities such as toilets, 
urinals, kitchens, laundries, and bathrooms (including showers, washbasins, baths, and spa 
baths, but excluding spa pools); excluding industrial wastewater. 

Effluent 
Water discharged from a wastewater treatment system after undergoing treatment. 

Engineered wastewater treatment plants 
Wastewater treatment plants that are completely designed from scratch and constructed 
entirely onsite for treating raw domestic wastewater and greywater from one or more 
buildings up to 5.000 PE. 

Greywater 
Wastewater originating from a bath, shower, hand basin, spa bath, dishwasher, clothes 
washing machine and/or laundry tub (excluding spa pool, toilet, and urinal wastewater), 
or kitchen sink. 
Note: Greywater in Jordan is often contaminated with feces. 

Hydraulic flow 
The volume of a substance flowing through a defined area over a specified period of time. 

Nominal 
Expression of the magnitude of a parameter relative to the appropriate rounded value 
used to designate a component, unit, or device. 

Organic daily load 
The dry mass of organic matter entering the treatment plant over a period of one day. 
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Population equivalent 
Population equivalents or unit per capita loading during 24 hours in grams per person. 

Prefabricated wastewater treatment system 
Factory-built wastewater facilities and units consisting of prefabricated components that 
are assembled on-site by a manufacturer for treating raw domestic wastewater and 
greywater up to 500 PE. 

Regulatory authority 
A state, governorate, governmental department, agency, body, entity or council 
empowered by statute to control the certification, installation, operation, and 
maintenance of regulated facilities. 

Semi-centralized wastewater treatment system 
A group of neighboring wastewater treatment plants, each with a design capacity of up 
to 5.000 PE. Such a group could also be classified as a decentralized wastewater 
management cluster. 

 
 

2. References 

The following documents, in whole or in part, which are referenced in the National 
Requirements for the Certification of Engineered Wastewater Treatment Plants up to 
5.000 population equivalents (PE). 

DWA-A 201 Principles for the design, construction and operation of sewage pond systems 
(August, 2005) | DWA – Arbeitsblatt DWA-A 201 Grundsätze für Bemessung, Bau 
und Betrieb von Abwasserteichanlagen. 

DWA-M 210 Sequencing Batch Reactors (SBR) (July, 2007) | DWA – Merkblatt DWA-
M 210, Belebungsanlagen mit Aufstaubetrieb (SBR). 

DWA-A 221 Principles for the use of small wastewater treatment plants (December, 2019) | 
DWA – Arbeitsblatt DWA-A 221 Grundsätze für die Verwendung von 
Kleinkläranlagen. 

DWA-A 222 Principles for the design, construction and operation of small wastewater 
treatment plants with aerobic biological stages up to 1.000 population equivalents 
(May, 2011) | DWA – Arbeitsblatt DWA-A 222, Grundsätze für Bemessung, Bau und 
Betrieb von kleinen Kläranlagen mit aerober biologischer Reinigungsstufe bis 1.000 
Einwohnerwerte. 

DWA-A 226 Principles for wastewater treatment in plants with aeration and aerobic sludge 
stabilization up to 1,000 population equivalents (August, 2019) | DWA – Arbeitsblatt 
DWA-A 226 Grundsätze für die Abwasserbehandlung in Belebungsanlagen mit 
gemeinsamer aerober Schlammstabilisierung ab 1.000 Einwohnerwerte. 

DWA-M 227 Membrane Bioreactor (MBR) (October, 2014) | DWA-M 227, Membran-
Bioreaktor-Verfahren (MBR-Verfahren). Merkblatt. 

DWA-A 262 – Worksheet: Principles for dimensioning, building and operating sewage 
treatment plants with planted and unplanted filters for cleaning domestic and 
municipal wastewater (June, 2017) | DWA - Arbeitsblatt DWA-A 262 Grundsätze 
für Bemessung, Bau und Betrieb von Kläranlagen mit bepflanzten und unbepflanzten 
Filtern zur Reinigung häuslichen und kommunalen Abwassers. 
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DiBt (2014) Approval principles for small sewage treatment plants; German Institute of 
Structural Engineering | DiBt (2014) Zulassungsgrundsätze Kleinkläranlagen; 
Deutsches Institut für Bautechnik. 

EN 12566-3 Small wastewater treatment systems up to 50 PE–Part 3: packaged and/ or site 
assembled domestic wastewater treatment plants. 

MoPW (2013) Wastewater and Water: Plumbing Codes. In: Eds.: The National Jordanian 
Building Codes for Buildings. Ministry of Public Work, Amman, Jordan. 

MWI (2016) Decentralized Wastewater Management Policy. In: National Water Strategy 
2016 - 2025 of Jordan. The Ministry of Water and Irrigation (MWI) supported by 
the Helmholtz Centre for Environmental Research - UFZ, Amman, Jordan. 

van Lier B.J., Mahmoud M., Zeeman G. (2008) Biological Wastewater Treatment: Principles, 
Modelling and Design, pp. 415-456; IWA Publishing, London, UK. 

 

In addition to the above-mentioned references, it is recommended to consider the 
EN 12255-(1-16). 

EN 12255-1 Wastewater treatment plants – Part 1: General construction 
principles. 

EN 12255-2 Wastewater treatment plants – Part 2: Performance requirements of 
raw wastewater pumping installations. 

EN 12255-3 Wastewater treatment plants – Part 3: Preliminary treatment. 
EN 12255-4 Wastewater treatment plants – Part 4: Primary settlement. 
EN 12255-5 Wastewater treatment plants – Part 5: Lagooning processes. 
EN 12255-6 Wastewater treatment plants – Part 6: Activated sludge process. 
EN 12255-7 Wastewater treatment plants – Part 7: Biological fixed-film reactors. 
EN 12255-8 Wastewater treatment plants – Part 8: Sludge treatment and storage. 
EN 12255-9 Wastewater treatment plants – Part 9: Odor control and ventilation. 

EN 12255-10 Wastewater treatment plants – Part 10: Safety principles. 
EN 12255-11 Wastewater treatment plants – Part 11: General data required. 
EN 12255-12 Wastewater treatment plants – Part 12: Control and automation. 

EN 12255-13 Wastewater treatment plants – Part 13: Chemical treatment - 
Treatment of wastewater by precipitation/flocculation. 

EN 12255-14 Wastewater treatment plants – Part 14: Disinfection. 

EN 12255-15 Wastewater treatment plants – Part 15: Measurement of the oxygen 
transfer in clean water in aeration tanks of activated sludge plants. 

EN 12255-16 Wastewater treatment plants – Part 16: Physical (mechanical) 
filtration.  
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3. Symbols and Abbreviations 

Abbreviation Unit Comment 

BOD5 mg/ L Biological oxygen demand after five days 

COD mg/ L Chemical Oxygen demand 

CW - Constructed Wetland 

DWA - German Association for Water, Wastewater and 
Waste | Deutsche Vereinigung für 
Wasserwirtschaft, Abwasser und Abfall 

EIA - Environmental Impact Assessment 

EN - Européen de Normalisation 

FOG - Fat, oil and grease 

MBR - Membrane Bioreactor 

NICE - National Implementation Committee for Integrated 
Wastewater Management in Jordan 

O&M - Operation and Maintenance 

PE g/ person/ d Population equivalent 

QN m3/ d Nominal hydraulic daily flow 

RBC - Rotating biological contactor 

SBR - Sequenced batch reactor 

TKN mg/ L Total Kjeldahl Nitrogen 

TN % Total nitrogen concentration 

TP % Total phosphorous 

UV J/ m2 Ultraviolet radiation 

VFW - Vertical Flow Wetland 

VSB - Vegetated Submerged Bed 
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4. Scope 

The National Requirements set out the test methods and the marking and evaluation of 
conformity for engineered wastewater treatment plants up to five thousand population 
equivalents (5.000 PE). 

Wastewater treatment plants covered by this document are used to treat raw domestic 
wastewater and greywater in order to achieve a specific level of effluent quality. 

Commercial wastewater, as far as it is not comparable to domestic wastewater, such as 
extraneous water (e.g., drainage water), cooling water, drainage of swimming pools, rainwater 
and wastewater from other activities, such as from industrial dischargers, military facilities, 
commercial and processing of agricultural products (e.g., olive oil mills), is not considered. 

Engineered wastewater treatment plants are completely designed/ engineered from scratch 
and constructed entirely onsite; they are intended for treating raw domestic wastewater and 
grey water collected from single or several buildings. 

All information given indicates the minimum requirements. 

This document will be reviewed as necessary, e.g., if a new addition, amendment, or 
corrigendum is issued, or a new technology needs to be included. 

 

5. Objectives and Application 

The objectives are to provide: 

§ Guidance for designers, manufacturers, and installers to use when selecting 
decentralized or semi-centralized wastewater treatment technology 

§ Treatment performance requirements to be met 

§ Basic design criteria that will enable the testing/ evaluation for conformity 

§ Clear proof of performance for certified plants so end users can be confident that 
systems will perform in accordance with their specifications. 

The National Certification Requirements for Engineered Wastewater Treatment Plants are 
intended for use by notified testing and conformity assessment bodies, designers, 
manufacturers, suppliers, consultants, regulators, installers, and service technicians. The 
requirements for are to be read in conjunction with the legislative instruments, by-laws, 
regulations, and policies of the regulatory authorities in the jurisdictions of Jordan. 

Certificates of conformity for specific wastewater treatment plant types and models, and 
approval for the installation of individual treatment systems will be issued by the relevant 
national regulatory authority. 
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6. Assessment 

The assessment of engineered wastewater treatment plants should depend on the 
population equivalent (PE), the nominal organic daily load expressed in kg of the biochemical 
oxygen demand (BOD5) per day and in mg/ L of the chemical oxygen demand (COD). 

The manufacturer should specify the nominal hydraulic daily flow expressed in m3 per day, 
the treatment efficiency and effluent quality, operation and maintenance (O&M) 
requirements, lifetime of the system and the environmental impact. 

In general, engineered wastewater treatment plants shall be structurally stable, durable, 
watertight, corrosion-resistant, and resistant to sunlight (UV radiation). 

Safe, largely trouble-free and simple operation is to be aimed for when planning and building 
engineered wastewater treatment plants, with maintenance work being kept to a minimum. 
Special attention should be paid to the fact that operating personnel cannot be present all 
the time. In the upper area of application (> 1.000 PE), the use of measurement and control 
technologies has prevailed, and these can be integrated into local support and monitoring 
systems. 

 

6.1 Design values and wastewater inflow 
In Jordan the requirement for the organic load should be set at 
BOD5 = 60–75 g/d ⋅ cap., COD = 120 mg/L, TN = 11 g/d and TP = 2.5 g/L. 

Whether and to what extent a reduction in these values is possible should be decided on a 
case-by-case basis. 

The minimum specific daily water consumption is set at 100 L/(d ⋅ cap) in urban areas and 
50 L/ d ⋅ cap. in rural areas. However, if a more detailed separation is needed the following 
consumption should be used: urban areas: 100–120 L/ d/ cap; rural areas: 45–70 L/ d ⋅ cap 
and camps: 25–40 L/ d ⋅ cap. Furthermore, a peak flow must be considered for the design. 

 

6.2 Access 
Operational safety shall be ensured, and engineered wastewater treatment plants shall be 
designed to prevent unauthorised access by the provision of fences and/ or locked covers. 
The design shall provide access allowing routine maintenance, sampling, sludge removal and 
cleaning. Shafts and access covers shall be fit for purpose and shall have a round shape. 
Access to components inside the tank shall be possible only from the outside or the top. 

Tanks and compartments larger than 10 m3 shall have at least 2 access covers. 
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6.3 Treatment performance 

The effluent quality shall comply with the limit values specified in the Decentralized 
Wastewater Management Policy (MWI, 2016). Decentralized wastewater treatment systems 
shall be controlled by the responsible national body and follow the methods of analysis 
specified by the Jordanian Standards. 

Treatment performance and effluent quality shall be tested on-site after installation, under 
the control of the responsible national body in accordance with national regulations and 
standards. It shall be tested on a regular basis according to the testing procedure of the 
responsible national body. 

Note: Engineer wastewater treatment plants shall comply with the limit values specified in the Decentralized 
Wastewater Management Policy as long as a specific Jordanian Standard for the reuse of treated wastewater 
from decentralized wastewater treatment plants is in force. 

 

6.4 Sizing basis 
The minimum and maximum total population equivalents and the minimum and maximum 
daily organic and hydraulic loadings that a plant can accept shall be set and declared. 

 

6.5 Electrical power consumption 
The overall power consumption shall be declared in kW h/ d and shall be continuously 
monitored throughout the treatment efficiency testing period. 

A power breakdown test simulating a loss of electrical/ mechanical power for 24 h shall be 
performed to evaluate the ability to tolerate micro-power breakdowns. During the power 
breakdown, influent input shall be maintained in accordance with the normal daily flow 
pattern. 

A standby power source for a wastewater treatment plants with a capacity larger than 500 PE 
is required. 

 

6.6 Primary treatment system 
The total volume of the pre-treatment or preliminary sedimentation shall be calculated based 
on individual volumes for: 

§ the tank for mechanical cleaning of settleable and floating solids, 
§ primary sludge storage/ treatment, 
§ if necessary, excess sludge storage including recirculation, 
§ actual working storage volume for the buffer time during accumulation. 

Of the various mechanical cleaning methods that exist, only the most common settling 
methods are considered. 

  



 P A G E  | 83

 
National Requirements for the Certification of Engineered Wastewater Treatment Plants up to 5.000 PE 

 
 
 

 
 
 
 

11 

The volume should be calculated by guaranteeing a minimum water depth of 1.20 m and a 
surface loading rate of smaller than 0.8 m3/ (m2 · h), based on the maximum hydraulic flow 
and the total surface of the pre-treatment in the clearwater layer being maintained. The 
surface of the pre-treatment shall be greater than 0.7 m2. 

Settable and floating solids must always be removed from the wastewater and disposed. In 
engineered wastewater treatment plants greater that 1.000 PE, automatically cleared 
screens must be used as a protective device for removing settable and floating solids. 

To protect the wastewater treatment plant, it is necessary to separate the sands that are 
washed away in the wastewater from the organic substances by a sand trap. This prevents 
operational disruptions and generally increased material wear on mechanical equipment. 

The treatment plants shall include an oil/ grease trap since the oil content of the wastewater 
in Jordan is significantly higher than in European countries. 

 

6.6.1 Treatment plants with biofilm 

The inflow to wastewater treatment plants with biofilm shall have low amounts of settleable 
and floating solids. The total volume of the pre-treatment including the sludge storage shall 
be at least 2.0 m3. 

When using a primary settling tank, the retention time shall be calculated as greater 1.5 h of 
the maximum peak flow. 

 

6.6.2 Treatment plants with suspended biomass 

The wastewater inflow to wastewater treatment plants with suspended biomass should have 
low amounts of settleable and floating solids. The total volume of the pre-treatment including 
the sludge storage must be at least 2.0 m3. 

For the design of the biological stage, the daily BOD5 organic load of the inflow to the 
biological stage is the decisive design parameter. 

 

6.6.3 Sludge removal and storage 

It may be appropriate to transport the sludge to a nearby large sewage treatment plant for 
further treatment. For treatment plants smaller than 1.000 PE, natural dewatering of sludge 
on sufficiently dimensioned drying beds can also be considered. 

If a separate storage of primary and secondary sludge is available, the following must be 
considered for each PE for the secondary sludge: 

§ a volume of at least 250 L/ PE with an activated sludge system. 
§ a volume of at least 100 L/ PE with a biofilm system. 
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If primary and secondary sludge has to be stored together in a single chamber, at least 50% 
of the volume of the secondary sludge must be added to the required primary sludge storage 
volume. 

Secondary sedimentation tanks must be designed in such a way that the settled sludge can 
be safely removed. The inlet and outlet should be designed so that they do not interfere with 
the settling process. The outlet shall be provided with a weir or other means to prevent the 
scum flow towards the next process tank or compartment. 

A layer of floating sludge can be formed in the sludge silo, particularly during the warm 
season, and this hinders the separation of excess water. The formation of floating sludge 
from stabilization plants is strongly promoted by the buoyancy effect of gaseous nitrogen, 
which is formed by denitrification. This process can be anticipated by operating with targeted 
denitrification. In addition, stirrers promote sludge settling. 

 

6.6.4 Treatment plants with phosphate elimination 

Phosphorous elimination for wastewater treatment plants up to 5.000 PE should be done 
with chemical precipitation. The volume of the precipitant in the dosing tank should be 
sufficient for wastewater treatment plants (i) up to 300 PE for a 1–2 days and (ii) from 300–
5.000 PE for 3–7 days to cope during the period between inspection and maintenance. 

In the absence of the precipitant, an alarm should be triggered. 

The refilling should be undertaken by the maintenance staff. In case of an alarm, the operator 
can also refill the tank. 

If the dosing tank has to be installed outside the wastewater treatment plant, precautions 
against radiation effects (including pipes) should be considered. 

 

 

6.7 Secondary treatment systems 
For the assessment of wastewater treatment plants with a capacity of up to 500 PE the 
following descriptions can be applied directly. 

For wastewater treatment plants with a capacity of up to 500–5.000 PE a smaller assessment 
for the secondary treatment needs to be considered. 

 

6.7.1 Trickling filter 

In trickling filter treatment systems, the wastewater is treated by microorganisms, which 
adhere to a medium and form a biofilm. The medium consists of gravel, stones, ceramic, 
shaped plastic particles or fixed-bed bodies. The pre-clarified wastewater is uniformly 
distributed over the surface of the trickling filter. For the degradation of organic material, the 
bacteria need oxygen, which is provided by ventilation (the chimney effect). Over time, the 
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thickness of the biofilm increases and the bacteria below die, due to low levels of oxygen and 
nutrients. Dead microorganisms are rinsed off by the passing wastewater and enter the final 
clarification stage as sludge. The settled sludge is transported to the primary treatment site, 
stored and disposed of. To improve the cleaning performance and increase the rinsing effect 
as well as to homogenize the wastewater, it is usually passed several times over the trickling 
filter (recirculation from the secondary clarification stage to the primary treatment). Various 
designs of trickling filter treatment systems exist. They should be used as single-tank systems 
with integrated primary clarification and secondary clarification or as two- or multi-tank 
systems with external primary treatment and external clarification. 

 

— Pre-treatment 

The pre-treatment for a trickling filter is a system for the separation of settleable and floating 
solids including oil and grease. 

Mandatory: Fine screen 10 mm; FOG removal, grit removal. 

Optional: Fine screen of 3–6 mm mesh size. 

Retention time in pre-treatment unit should be less than 2 h. 

In the case of trickling filter systems, multi-chamber settling pits, multi-chamber pits or 
equivalent pre-treatment systems should be used for this purpose. 

The primary treatment of the trickling filter should be at least two-chambered. 

For the design of the pre-treatment with joint storage of the secondary sludge, a minimum 
volume of 2.0 m3 is necessary. 

 

—  Assessment 

The following characteristic values need to be considered: 

§ A specific surface area of smaller than 100 m2/ m3 for plastic media is typical used 
and media with a surface area of more than 200 m2/ m3 must not be used. 

§ If the loading rate is greater 2 kg/ (m3 · d), small effective surface filter media with 
large channels should be used to avoid any problems in the upper section of the 
trickling filter system and a larger surface area should be used at the bottom. 

§ BOD5 – Volumetric loading less than 0.15 kg/ (m3 · d). This value can be increased 
to 0.25 kg/ (m3 · d) if the daily inflow is stored and consistent feeding of the 
treatment system is ensured. 

§ Minimum filling volume of the media should be 2 m3. 
§ Media height should be not less than 1.2 m. 

§ If the return water is used for removing the secondary sludge it must be directed to 
the first or second chamber of the primary clarifier and not to the final one. The 
recirculation ratio is a function of the media depth of the trickling filter. The 
recommended recirculation ratio is 3 (based on the maximum hydraulic daily flow) 
for a media depth of 1.2 m and 1 at levels of 2.5 m and more. 
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§ The wastewater should be distributed evenly across the surface of the trickling filter. 

§ The trickling filter should be sufficiently ventilated. It is important to ensure that air 
can flow through the entire filter body. 

§ The bottom of the trickling filter must be arranged to enable cleaning using 
appropriate equipment and must allow air to pass through its entire system. An 
unhindered outflow of the purified wastewater has to be ensured. 

 

6.7.2 Activated sludge treatment systems 

Activated sludge treatment systems consist of three main components: an aeration tank, 
which serves as a bio reactor; a settling tank ("final clarifier") for the separation of activated 
sludge and cleared water; and equipment to transfer settled activated sludge from the 
clarifier to the inlet of the aeration tank and/ or to the sludge collection tank. 

 

— Pre-treatment 

A mechanism for the separation of settleable and floating solids must be installed before the 
biological stage. 

 

— Assessment 

The following characteristic values need to be considered: 

§ BOD5 – Volumetric loading less than 0.2 kg/ (m3 ⋅ d). 
§ Specific sludge load less than 0.05 kg/ (kg ⋅ d). 

§ Minimum volume of 1 m3. 

§ The aeration tank should be designed in such a way that mixing of the wastewater 
and the recirculated sludge occurs. It is important to ensure that no hydraulic dead 
spaces are present, as these allow sludge deposits to form. To take account of any 
foam formation, the upper edge of the tank must be at least 30 cm above the highest 
water level. 

§ For oxygen input, deep or surface aerators should be used. Unless separate 
recirculation devices are provided, the ventilation devices need to ensure good 
circulation of the sewage sludge mixture throughout the activated sludge tank. 

§ The aeration equipment needs to be reliable and easily replaceable. The equipment 
should be chosen and arranged so that it does not clog and form braids. 

§ Secondary sludge should be removed automatically on a regular basis.  
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6.7.3 Sequencing batch reactor (SBR) 

Various designs of SBR systems are available. They can be designed as single-tank systems 
with integrated primary treatment or as two-tank and multi-tank systems with external 
primary treatment. In addition, systems are available that can be retrofitted. 

In the first stage, raw wastewater is fed to the tank (reactor), while mixing is provided by 
mechanical means. Aeration of the mixed liquor is performed during the second stage using 
fixed or floating mechanical aeration equipment or by transferring air into the diffusers fixed 
to the floor of the tank. No aeration or mixing is undertaken in the third stage and the settling 
of suspended solids starts. During the fourth stage the outlet the "clean" supernatant effluent 
exits the tank commonly by using a floating decanter. 

 

— Pre-treatment 

A mechanism for the separation of settleable and floating solids must be installed before the 
activated sludge treatment. 

 

— Assessment 

The following characteristic values need to be considered: 

§ Min. SBR-Volume of 1.1 m3. 

§ The minimum wastewater level after the settling process and the removal of the 
clarified water should be at least 2/3 of the maximum filling level per cycle, in order 
to be able to prevent the discharge of solids with sufficient certainty. 

§ During the settling process (the function of the secondary sedimentation tank) a 
minimum water depth of 0.8 m should be ensured. 

§ The sedimentation time should be greater than 1 h. 

§ Excess sludge should be withdrawn automatically from the activated sludge tank on 
a regular basis. Additionally, manual operations shall always be possible. 

§ In case treated wastewater is not stored in a re-use tank and it is discharged directly, 
a sampling device must be available, from which sufficient wastewater from the last 
cleaning cycle can be sampled at any time.  
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6.7.4 Membrane bioreactor 

If the effluent of a wastewater treatment plant has to be free of solids a membrane bioreactor 
(MBR) can be used. In contrast to the activated sludge and SBR treatment systems without 
membrane filtration, the activated sludge-wastewater mixture is not separated by either a 
spatially separated or a separate secondary clarification phase based on the principle of 
sedimentation, but by membrane modules submerged in the reactor. 

 

— Pre-treatment 

A mechanism for the separation of settleable and floating solids must be installed before the 
activated sludge treatment system with membrane filtration. 

In addition, a mechanism for the removal of coarse material must be installed and, in this case, 
a separate sludge storage tank should be provided. 

 

— Assessment 

The following characteristic values need to be considered: 

§ BOD5 – Volumetric loading smaller than 0.75 kg/ (m3 ⋅ d). 

§ Sludge load smaller than 0.05 kg/ (kg ⋅ d). 
§ Minimum volume of 1 m3. 

§ The dry matter content in the reactor should not be above 15 kg/ m3. 

§ For the coverage of hydraulic peaks and a higher specific water consumption, a daily 
wastewater flow of 2 ⋅ QN (300 L/ (PE ⋅ d)) should be anticipated when specifying 
the necessary membrane area. 

§ Excess sludge should be withdrawn automatically from the activated sludge tank on 
a regular basis. 

§ Membranes in wastewater have generally a life time of not more than 7 years.  
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6.7.5 Rotating biological contactor (RBC) 

Rotating biological contactor units are based on a combination of activated sludge and fixed 
bed processes. The biological wastewater treatment is partly carried out by microorganisms 
that can float freely in the aeration tank and form activated sludge flakes. In addition, 
microorganisms can adhere to plastic discs and form a biofilm. The discs are mounted on a 
rotating horizontal shaft, such that the lower half of the rotation occurs within the pre-
treated wastewater and the upper half is in the air. To degrade the organic material, the 
bacteria need oxygen. By rotating the shaft, the bacteria are alternately supplied with 
nutrients from the wastewater and with oxygen from the air. Dead microorganisms are 
washed away and enter the final clarifier as sludge. Here, the separation of the activated 
sludge-wastewater mixture takes place by allowing the sludge to sink to the bottom of the 
pool due to gravity. The purified wastewater drains off above. The settled sludge is 
transported to the primary treatment module, stored and disposed of with the faecal sludge. 

 

— Pre-treatment 

A mechanism for the separation of settleable and floating solids must be installed before the 
rotating biological contactor. For rotating biological contactor treatment systems, the pre-
treatment system with common storage of the secondary sludge should be determined on 
the basis of 350 L/ PE, and the minimum volume should be 2.0 m3. Storage shall be sufficient 
for treatment plants of 50–1.000 PE for 2–4 weeks of operation and for 1 week of operation 
for treatment plants of 1.000–5.000 PE. 

 

— Assessment 

The following characteristic values need to be considered: 

§ BOD5 – area loading smaller than 6–12 g/ (m2 ⋅ d). 
§ Min. specific surface area of 100 m2/ m3. 

§ Discs with a diameter of about 1.3–3.5 m and the surface are covered with a 1–
3 mm biofilm layer. 

§ Ensure that no hydraulic dead spaces are present. 

§ Sufficient movement between the wastewater and the rotary immersion body has 
to be ensured.  
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6.7.6 Fixed bed reactor 

Fixed bed reactors are also based on biofilms. The supply of oxygen for the decomposition 
of organic material is ensured by a pressure ventilation system, which is located below the 
fixed bed. In addition, the up-flowing air causes dead microorganisms to stuffed from the 
growth media and enter the final clarification stage. Here, the separation of the activated 
sludge-wastewater mixture is carried out by letting the sludge settle to the bottom of the 
tank by gravity. The purified wastewater drains off from the top. The settled sludge is 
transported to the primary treatment, stored there and disposed of with the fecal sludge. 
Fixed bed reactors are available in various designs. 

Fixed bed reactors can be designed as single-tank systems with integrated primary 
clarification and secondary clarification or as two- and multi-tank systems with external 
primary clarification and external secondary clarification. 

 

— Pre-treatment 

A mechanism for the separation of settleable and floating solids must be installed before the 
fixed bed reactor. 

Multi-chamber settling pits, multi-chamber purging pits or equivalent pre-treatment systems 
should be used for this purpose. 

For fixed bed reactors, the pre-treatment system with common storage of the secondary 
sludge should be determined on the basis of 350 L/ PE, and the minimum volume should be 
2.0 m3. Storage shall be sufficient for treatment plants of 50–1.000 PE for 2–4 weeks of 
operation and for 1 week of operation for treatment plants of 1.000–5.000 PE. 

 

— Assessment 

The following characteristic values need to be considered: 

§ BOD5 – area loading: smaller than 6–12 g/ (m2 ⋅ d). 
§ Min. specific surface area of 100 m2/ m3. 

§ Discs with a diameter of about 1.3–3.5 m and the surface are covered with a 1–
3 mm biofilm layer. 

§ The volume of the fixed bed media may not exceed 85 % of the total volume of the 
fixed bed reactor.  
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6.7.7 Moving bed reactor 

Moving bed reactor systems consist of an aeration tank with special plastic carriers that 
provide a surface upon which a biofilm can grow. The growth medium is made of a material 
with a density close to that of water (1 g/ cm3) and is mixed by means of an aeration system. 
Moving bed reactor systems are considered to employ a biofilm process. The systems are 
often installed as a retrofit in existing activated sludge tanks to increase the capacity of the 
existing system. An existing treatment plant can increase its capacity without increasing the 
footprint by constructing new tanks. 

 

— Pre-treatment 

A mechanism for the separation of settleable and floating solids must be installed before the 
moving bed reactor. 

Multi-chamber settling pits, multi-chamber purging pits or equivalent pre-treatment systems 
should be used for this purpose. 

For moving bed reactors, the pre-treatment system with common storage of the secondary 
sludge should be determined on the basis of 350 L/ PE, and the minimum volume should be 
2.0 m3. Storage shall be sufficient for treatment plants of 50–1.000 PE for 2–4 weeks of 
operation and for 1 week of operation for treatment plants of 1.000–5.000 PE. 

 

— Assessment 

The following characteristic values need to be considered: 

§ BOD5 – area loading: smaller than 6–12 g/ (m2 ⋅ d). 

§ Min. specific surface area of 100 m2/ m3. 

§ Discs with a diameter of about 1.3–3.5 m and the surface are covered with a 1–
3 mm biofilm layer. 

§ Depending on the material used for the media, a case-by-case examination, to 
determine the biologically active surface, is required for the calculation. 

§ The media shall be dimensionally stable and resistant to abrasion. Both organic 
polymers and inorganic substances of different structure and geometry can be used.  
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6.7.8 Sand filter systems 

Three main types of sand filters exist: rapid (gravity) sand filters, upward flow sand filters and 
slow sand filters. The first two require the use of flocculant chemicals to work effectively 
while slow sand filters can produce high quality water with more than 90 % of pathogen 
removal. 

 

— Pre-treatment 

A mechanism for the separation of settleable and floating solids must be installed before the 
sand filter systems. 

For sand filter shafts, multi chamber digesting pits with a specific volume of 150–450 L/ PE 
with a retention time of 3 days is required. 

 

— Assessment 

The following characteristic values need to be considered: 

§ Specific filter volume greater than 1.5 m3/ PE. 
§ Specific filter surface area greater than 1.0 m2/ PE. 

§ Media depth greater than 1.5 m. 
§ Particle size of greater than 2–8 (mm). 

If the manufacturer is able achieve an even distribution to the filter’s surface over a period 
of 24 hours, the following characteristic values should be used: 

§ Specific filter volume greater than 1.0 m3/ PE. 
§ Specific filter surface area greater than 0.7 m2/ PE. 
§ Media depth greater than 1.5 m. 
§ Particle size of greater than 2–8 (mm). 

Sand filter shafts are usually offered on the market without a secondary sedimentation tank 
and without sludge recirculation. 

An additional secondary clarifier and sludge recirculation will minimize the discharge of 
sediments. 

It is necessary to ensure even feeding and distribution across the filter surface.  
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6.7.9 Constructed wetlands 

Constructed wetlands (CW) are engineered systems that have been designed and built to 
utilize the natural processes involving wetland vegetation, soils, and associated 
microorganisms within a more controlled environment. CWs for wastewater treatment may 
be classified according to the life form of the dominant macrophyte, into systems with free-
floating, floating leaved, rooted emergent and submerged macrophytes. Further division 
could be made according to the wetland hydrology (free water surface or subsurface systems) 
and subsurface flow CWs could be classified according to the flow direction (horizontal or 
vertical). Most of the equipment and procedures are similar to those employed for the 
construction of lagoons, shallow ponds, and similar containment basins. The design criteria 
include: (i) hydraulic surface loading, (ii) organic and TSS areal loading rates and (iii) 
granulometric characteristics of the filter material. Special attention is given to a uniform flow 
of the design treatment volume through the wetland. The coarse filter material in the 
distribution zone also acts as a prefilter, offering sufficient pore volume for the accumulation 
of solids and biomass. 

 

— Assessment 

The following characteristic values need to be considered: 

§ Basin construction consists of berms and liners. 

§ Structural/ watertight of the liner and surrounding berm is critical. 
§ Shape and configuration are determined by the site topography. 
§ A uniform flow distribution of the design treatment volume is important. 

§ Large free water surface wetlands of several thousand acres should be subdivided 
into several smaller units. 

§ Multiple inlets and outlets spaced across either end of the wetland are essential to 
ensure a uniform influent distribution. 

§ Preferred spacing varies from 5–15 m. 

§ Overflow rates should be limited to smaller 200 L/ m2. 

§ Macrophyte planting density can be as 0.3–1 m. A higher plant density will result in 
more rapid development of a mature and completely functional wetland system. 

§ Inlet and outlet manifolds should be inspected on a regular basis, adjusted and 
cleaned of debris that may clog the inlets and outlets. 

 

6.7.10 Vertical flow constructed wetland 

A vertical flow constructed wetland (e.g., French system) can be defined as an engineered 
plant in which the natural removal processes for water pollutants are enhanced to optimize 
purification performance. The flow direction of the water is vertical. The French system is 
fed with raw wastewater and combines two vertical flow treatment stages. In general, reed 
bed filters are used. 
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The first stage of the French System is a vertical flow wetland filled with gravel. It is designed 
for the pre-treatment of raw wastewater. 

 

— Assessment 

The following characteristic values need to be considered: 

The raw wastewater, after screening or without screening, is pumped onto the bed through 
pipes of typically 100 mm diameter. These distribution pipes have no holes along the pipe 
length. 

Pre-treatment 

§ 30 cm fine gravel layer with a particle size of 2–8 mm. 
§ 10–20 cm transition gravel layer of 5–20 mm particle size. 

§ Drainage layer (gravel with a particle size of 20–40 mm or 30–60 mm) on the bottom 
of the filter bed. 

Biological treatment 

1st stage: 

§ 1.2 m2/ PE (equivalent to an average loading of 100 g COD/ (m2 · d); 
50 g TSS/ (m2 · d). 

§ 10 g TKN/ (m2 · d) and 120 L/ (m2 · d) divided over three identical alternately fed 
units. 

2nd stage: 

§ 0.8 m2/ PE divided over two parallel or alternately fed filter beds. 
§ This results in a very low average load of 25 g COD/ (m2 · d). 

The efficiency of the pre-treatment units must be checked on a regular basis.  
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6.7.11 Sewage Ponds 

Wastewater sewage ponds are designed and built to reduce organic content and remove 
pathogens. The influent enters at one side of the sewage pond and exits on the other side as 
"effluent", after a residence time of several days. The sewage ponds can be used individually, 
or linked in series for improved treatment of wastewater, each pond playing a different role 
in the removal of pollutants. 

Wastewater sewage ponds involve natural treatment processes, which take time because of 
low removal rates. Therefore, larger areas are required than for other treatment processes. 
Waste stabilization ponds described here use no aerators. 

In general, the installation of a screen or sand trap before the pond systems is recommended. 

 

— Settling sewage ponds 

Assessment 

The following characteristic values need to be considered: 

§ Volume greater than 0.5 m3/ PE, containing a sludge space of 0.15 m3/ PE 

§ A flow time of at least one day during dry weather conditions must be maintained. 
This also applies to high extraneous water inflows. 

§ A reduction of organic pollution by 35 %–50 % can be expected. 

§ A simple design can be chosen. The pond bottom should slope towards one or more 
lower points from where the sludge can be pumped out. Distribution devices should 
be installed at the pond inlet in order to convert the flow energy, especially in mixed 
canalization. 

§ Floatables in the outlet should be retained. 

§ Access for vehicles to undertake sludge removal is required. If the sludge cannot be 
removed from the side, fixed ramps (with an inclination of a maximum of 1:5) are 
necessary. 

 

— Non-aerated sewage ponds 

Assessment: The following characteristic values need to be considered: 
§ Surface area greater than 8–10 m2/ PE. 
§ For rainwater treatment, a surface area for the surcharge of 5 m2/ PE. 

§ For assessment values for a surface area of greater than 15 m2/ PE, partial 
nitrification is observed in summer. 

§ Depth of at about 1.0 m. In case of installations without a settling pond, a depression 
with the min. volume should be incorporated into the inlet area of the first pond, as 
with settling ponds receiving sand and sludge. 

§ The required total area should be distributed between at least three ponds, including 
settling ponds; at least two units of approximately equal size should be connected 
in series. This favours the flow conditions and enhances cleaning performance. Even 
flow rates must be maintained and there should be no zones with zero flow. 
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§ When the terrain conditions are favourable, the connections between the ponds 
should be designed as free overflows. In this way, additional oxygen is added and 
sampling points should be provided. 

§ For the retention of floating material, immersion walls and/ or planted filter dams 
should be arranged at the outlets. In addition, installation of an additional pond for 
filtration with a specific area of greater than 1 m2/ PE as a planted wetland (water 
depth of about 10–40 cm) or a planted soil filter is recommended. 

§ Non-aerated sewage ponds should not be shaded by trees and should be designed 
so that there is sufficient exposure to air movement. 

 

— Aerated sewage ponds 

Assessment: The following characteristic values need to be considered: 
§ BOD5 – volumetric loading smaller than 25 g/ (m3 · d). 
§ Under dry weather conditions a flow time of five days is required. 

§ Oxygen consumption should be greater than 1.5 kg/ kg and for the circulation, the 
estimated performance density must be 1 – 3 W/ m3. 

§ The sludge storage space should be provided as additional volume. This can be done 
in an integrated secondary clarification zone or in the downstream pond. The 
dimensions of the secondary clarification zone should correspond to the design of 
secondary clarification ponds. 

§ If nitrification is required a fixed bed can be integrated into the aerated sewage 
ponds. The shape has to match the aeration units used. 

 

— Clarifier 

Assessment 

The following characteristic values need to be considered: 

§ For the removal of settleable substances and suspended solids, secondary 
clarification tanks for aerated sewage ponds or biofilm reactors can be connected 
downstream. 

§ The required total pond volume is calculated from the required minimum flow (1 
day), based on the maximum inflow plus the volume fraction for the necessary sludge 
storage until removal.  

§ Ponds shall have a minimum depth of 1.2 m and a minimum surface area of 20 m2. 

§ The bottom of the pond should slope down to one or more low points from where 
the sludge can be pumped out. 

§ For the retention of floating substances, immersion walls and/ or planted filter dams 
should be arranged at the outlets. 

§ The effluent quality can be negatively affected by water birds and phosphorus 
redissolution. 
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6.8 Tertiary treatment 

The purpose of the tertiary treatment is to further improve the effluent quality before its 
discharge. More than one tertiary treatment process may be used simultaneously. 

 

6.8.1 Disinfection 

UV-Lamp 

The applicant shall provide the following information about the UV-lamp or the assessment 
of safe operation in the technical documentation: 

§ Lamp type. 
§ Wavelength. 
§ Electrical power. 
§ UV dose (assessment). 

§ Manufacturer information: What UV dose does the manufacturer guarantee at the 
end of the operating life. The particular conditions of use in the wastewater 
treatment plant such as the number of shifts and operations per day. At the end of 
the stated operational life the UV dose should not have fallen below 350–400 J/ m2. 

§ Performance of the UV device. 
§ Maintenance indicator for lamp replacement. 
§ Information on alarm signals. 

The maintenance service should be informed in time that the UV-lamp has to be changed 
during any upcoming maintenance. This means that approximately 150 days before the 
scheduled replacement, the maintenance service should be informed. 

 

Chlorination 

Chlorine is one of the most practical and widely used disinfectants for wastewater. It is 
commonly used because it can kill disease-causing bacteria and control nuisance organisms 
such as iron- and sulfate-reducing bacteria and slime. Chlorine destroys target organisms by 
oxidizing the cellular material of bacteria and can be supplied in many forms. Common 
chlorine-containing disinfection products include chlorine gas, hypochlorite solutions, and 
chlorine compounds in solid or liquid form. 

Liquid sodium hypochlorite and solid calcium hypochlorite tablets are the most common 
forms of chlorine used for small wastewater treatment systems because they are less 
hazardous than chlorine gas. Dosing rates are flexible and can be controlled easily. Residual 
Chlorine is commonly in the range of 0.5–1.0 mg/ L. 

In the case of Gas Chlorination, safety equipment, such as eyewash, Chlorine Gas Detector 
with Alarm, First Aid & Safety Instructions shall be made available, in addition to ventilation.  
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7. Material and Tank Properties 

7.1 Durability/ structural behaviour 
Engineered wastewater treatment plants shall resist loads resulting from handling, 
installation, and use, including desludging and maintenance, for their full design life. 

Wastewater treatment plants, including all internal components, shall be manufactured from 
materials that make them suitable for use in a wastewater environment. 

The specific requirements relating to durability/ structural behaviour are listed in the relevant 
version of the European Norm EN 12566-3 or in national regulation. 

 

7.2 Reaction to fire 
The following section specifies the requirements for testing the materials used and their 
reaction to fire, which shall be evaluated according to EN 12566-3. 

 

7.3 Dangerous substances 
According to the relevant European Norm EN 12566-3 manufacturers shall ensure that their 
products comply with all Jordanian regulations relating to dangerous substances, which may 
require verification and declarations on the release of such substances from their products 
and/ or the content of such substances in their products before placing a plant covered by 
these requirements on the market. 

 

7.4 Watertightness 
After installation in a ready-to-use condition, a water tightness test should be carried out. 
Watertightness is evaluated on a pass/ fail basis. Only products with a “pass” are eligible for 
certification under the National Jordanian Certification Requirements, and all components 
shall be watertight in situ.  
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8. Installation, Testing and Commissioning 

Companies commissioned to undertake the installation shall be accredited and provide 
evidence of their technical, theoretical and practical knowledge. Furthermore, the installation 
must be carried out in accordance with the manufacturer's/ designer’s installation 
instructions and the following procedure should be observed: 

Earth excavation: Excavations shall be carried out in a safe manner and allowing for sufficient 
working space, shoring and protection against sliding. 

Civil work: Generally, all works shall be according to the design drawings, technical 
specifications. Tanks shall be water tight structures with a minimum wall thickness of 
200 mm. All concrete works shall be C25 or C30 (as required) using sulfate resisting cement. 
All internal surfaces shall be fare face and hard troweled. 

Leak test: Tanks shall be checked for leaks prior to backfilling to insure water tightness. 

Backfilling: Backfilling shall be performed in layers and mechanically compacted. 

Pipe connections: special care shall be considered when connecting pipe to the tanks’ inlets 
& outlets, such as puddle flange to prevent tank leaks at the pipe inlets & outlets, in addition 
to flexible connector to allow for possible structural movements. 

Equipment installation: equipment shall be installed according to the manufacturers’ 
recommendations. All fixations shall be made of non-corrosive material. Equipment shall be 
provided with quick couplings to allow easy dismantling. It shall be possible to dismantle the 
equipment and perform maintenance work without the need to stop the plant. 

Electrical work: All junctions shall be waterproof. All cable shall be placed inside conduits. 
Earthing shall be installed and connected to all equipment and instruments. 

Testing: Prior to commissioning of the pant, structures shall be tested for water leaks, each 
equipment shall be tested dry & wet, electric boards shall be tested and automations shall be 
simulated. Earthing shall be tested. 

Commissioning: Upon successful testing, commissioning shall start using potable water, then 
connected to the sewer system. Commissioning shall be performed for at least 2 weeks prior 
to hand over/ transfer to the owner. It is may be necessary to connect the sewer system 
gradually until reaching the plant capacity. 

Performance test: Upon 2 weeks of successful commissioning and continuous uninterrupted 
operation, the performance tests shall be conducted whereas at least 3 samples of the 
influent and 3 samples of the final effluent is tested to confirm compliance with national 
regulations. 

Transfer: Transfer of the system to the owner (end user) shall include all project documents, 
such as, as built drawings, operation and maintenance manuals (for each individual equipment 
and for the system/ plant process) in addition to all testing & commissioning reports. 
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Installation verification should be undertaken by the system installer or designer and should 
verify that all the system components have been installed in accordance with the approved 
design plan. 

 

9. Environmental Impact Assessment 

Decisions regarding the need for an Environmental Impact Assessment (EIA) for 
prefabricated wastewater treatment plants with a design capacity of less than 5.000 PE shall 
be made by the responsible national body. 

 

10. Evaluation of Conformity 

The final building inspection is carried out by whichever relevant authority has jurisdiction. 

To make a claim of conformity that engineered wastewater treatment plants fulfil the 
requirements of this document, it shall be demonstrated that: 

 

a) The plant has undergone initial type testing 

All performance metrics relating to characteristics included in this document shall be 
determined when the manufacturer intends to declare the corresponding performances, 
unless the document gives provisions for declaring them without performing tests. 

For the purposes of assessment, the manufacturer's products may be grouped into families, 
with the expectation that results for one or more characteristics of any one product within a 
family will be representative of all products belonging to that family. 

Reference to the assessment method requirements should be made to allow the selection of 
a suitable representative sample. 

In addition, product type determinations should be performed for all characteristics included 
in the requirements for which the manufacturer declares appropriate performance. 

Where components are used whose characteristics have already been determined by the 
component manufacturer, on the basis of assessment methods specified in other product 
standards/requirements, these characteristics need not be re-assessed. The specifications of 
these components shall be documented. 

The following information shall be provided by the manufacturer: 

§ treatment performance (calculated) 

§ nominal designation 
§ watertightness test as "passed" 
§ structural behaviour 
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§ energy consumption determined in the test 
§ fire resistance 

§ detailed information on the design and scaling, as well as on the wastewater 
treatment measurements and process descriptions, in order to achieve the same 
treatment performance and uniform construction criteria for all sizes of small 
wastewater treatment plant series. 

§ detailed product descriptions 

§ instructions with detailed information on installation, commissioning, operation and 
maintenance 

§ system master sheet with information on the most important system components. 

If all relevant documents are available, the relevant authority having jurisdiction can issue a 
pre-certificate allowing the start of operation of the engineered wastewater treatment plant. 

 

In order to receive the final certificate, the performance monitoring must be demonstrated 
on-site. 

 

b) Performance monitoring 

After installation, the treatment performance should be monitored on-site for one year on a 
monthly basis, under the control of the responsible relevant authority having jurisdiction. 

The effluent quality must be tested on a regular basis according to the testing procedure of 
the responsible national body. 

If the product conformity evaluations are not completed, or the engineered wastewater 
treatment plant does not fulfil the requirements specified, it cannot be claimed that the 
engineered wastewater treatment plant fulfils the requirements of this document, and no 
certificate will be granted by the relevant national regulatory authority. 

 

 

11. Operation & Maintenance; Instructions 

Regular maintenance during operation should ensure that an engineered wastewater 
treatment plant performs as required for its service life. 

Adequate information on the wastewater treatment plant’s capacity, design, and any 
limitations shall be available to the user and the regulatory authority. 

Engineered wastewater treatment plants must be operated and maintained to ensure they 
perform continuously without requiring regular intervention. Maintenance should be 
conducted by an authorized and certified company/ technician at a frequency determined by 
the manufacturer and set out in the plant’s specifications. The service interval will vary 
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depending on the plant’s technology, but servicing must be undertaken at the prescribed 
intervals by a suitable trained and licensed (certified) service technician. 

 

11.1 Instructions 
Instructions must be written in clear and concise Arabic and English and must be provided 
for each engineered wastewater treatment plant supported by relevant figures and schematic 
drawings that are easy to interpret. Documentation may be provided either in hard copy or 
electronic form, and should be available on the manufacturer’s and/ or distributor’s websites. 

Installation instructions must give full details of the installation procedure, including: 

a) detailed step-by-step instructions. 
b) details of any special tools or training required.  
c) commissioning procedures and required adjustments. 
d) a troubleshooting guide. 
e) contact details for after-sales service. 

 

Operation and maintenance instructions must be written in clear and concise Arabic and 
English. 

Instructions must be provided by the manufacturer for each engineered wastewater 
treatment plant and must include: 

a) description of the treatment system. 
b) daily maximum hydraulic and organic load. 
c) explanation of the care and maintenance needed to ensure successful operation. 
d) interval for sludge removal. 

e) recommended maintenance tasks (including recommended frequencies): e.g., 
detailed maintenance schedule for system and component checks, assessments, 
tests and adjustments. 

f) Troubleshooting guide. 

g) Instructions on operation during and after a period with no influent, if necessary. 
h) instructions for operation. 
i) warranty conditions and limitations. 
j) contact details for the manufacturer. 
k) names and telephone numbers of authorized service technicians. 
l) a list of the owner’s and tenant’s responsibilities. 
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Preface 
Integrated instructions for operating and maintaining wastewater treatment plants up to 5.000 PE 

in Jordan are needed to help solve fundamental problems relating to safe and affordable 

wastewater disposal and to minimize water loss and risks to health and the environment (MWI, 

2016).  

The operation and maintenance of wastewater treatment plants up to 5.000 PE requires careful 

organization and management to ensure the serviceability of the plants throughout their life cycle. 

In particular, efficient operation of the growing number of such plants requires attention to spatial 

coordination. As stated by Breulmann et al. (2020), the control and management of wastewater 

treatment plants up to 5.000 PE in Jordan must be managed by an independent unit under the 

umbrella of the Water Authority of Jordan, which is part of the Ministry of Water and Irrigation. 

To support this, an official inventory of all existing wastewater treatment plants in Jordan including 

their monitoring plans and performance data should be created and maintained. Such inventories 

are important tools for central management of decentralized infrastructures. 

It is recommended that the operation and maintenance of these plants be outsourced, for example 

to existing private entities or associations that already operate centralized wastewater treatment 

systems. 

Sustainable installation and management of wastewater treatment plants up to 5.000 PE can only 

be achieved by enacting legislation governing all matters relating to their operation and 

maintenance because a lack of clearly articulated operation and maintenance procedures may lead 

to the deterioration of treatment plants or suspension of their operation. Improved management 

practices will minimize the occurrence of failures and reduce risks to public health and water 

resources. 

With suitable management models, wastewater treatment plants up to 5.000 PE can potentially 

deliver the level of service provided to sewered communities at a fraction of the cost, leading to 

property appreciation and cost savings. The operation and maintenance costs for wastewater 

treatment plants up to 5.000 PE depend on the technology used, the hydraulic and organic load 

of the wastewater, and the desired treated wastewater quality. 

The purpose of this document is to specify the measures that must be taken when operating and 

maintaining wastewater treatment plants up to 5.000 PE. The accountability and competency of 

regulators and service providers, owners, and third-party management entities will be ensured 

through certification and continuing education, education and/or inspection requirements, and 

contract and permit stipulations, respectively. 

Wastewater treatment plants up to 5.000 PE do not require full-time staffing, aside from the 

possible need for watchmen; see Pogade et al. (2015). Therefore, a management entity can 

operate and maintain many wastewater treatment systems simultaneously, reducing overall 

operation and maintenance costs. Operation of multiple plants by a management entity 

strengthens the assurance of control over performance compliance and also reduces the overall 

number of permits and administrative functions needed (EPA, 2003).  
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1. Definitions and Terminology 

For the purposes of the National Installation, Operation and Maintenance Instructions of 
Wastewater Treatment Plants up to 5.000 PE the following definitions/terminologies apply: 

The word ‘shall’ indicates that a statement is mandatory. 

The word ‘should’ indicates a recommendation. 

Certificate of conformity 
A document providing assurance that the service, product or production method, or 
administrative provisions conform to the approved standards, instructions, or technical 
regulations. 

Decentralized wastewater treatment system 
Decentralized wastewater systems collect, treat, and reuse or dispose of wastewater at 
or near its point of generation. With reference to the Jordanian Decentralized 
Wastewater Management Policy, decentralized wastewater treatment systems are 
defined as follows: “Domestic wastewater treatment plants for small residential groups 
with a design capacity up to 5.000 Population Equivalent”. 

Domestic wastewater 
Wastewater originating from households, institutions and public facilities such as toilets, 
urinals, kitchens, laundries, and bathrooms (including showers, washbasins, baths, and spa 
baths, but excluding spa pools); excluding industrial wastewater. 

Effluent 
Water discharged from a wastewater treatment system after undergoing treatment. 

Engineered wastewater treatment plants 
Wastewater treatment plants that are completely designed from scratch and constructed 
entirely onsite for treating raw domestic wastewater and greywater from one or more 
buildings up to 5.000 PE. 

Greywater 
Wastewater originating from a bath, shower, hand basin, spa bath, dishwasher, clothes 
washing machine and/or laundry tub (excluding spa pool, toilet, and urinal wastewater), 
or kitchen sink. 
Note: Greywater in Jordan is often contaminated with feces. 

Management entity 
A private company, association, or municipality controlling the overall operation and 
maintenance of wastewater treatment plants according to a management contract. The 
entity may own, operate, and manage multiple wastewater treatment plants up to 
5.000 PE using an approach similar to that applied for centralized wastewater treatment 
systems (central management of decentralized infrastructures). 

Operator 
An entity that performs the actions required to ensure the ongoing operation of the 
wastewater treatment system at regular intervals. This involves monitoring and 
maintaining the condition and function of the system and, where necessary, measuring 
and documenting its most important operating parameters. The operator may be a 
management entity and/or the owner. 

Owner 
A person or management entity that legally owns the wastewater treatment plant. The 
owner may also be the operator. 

Population equivalent 
Population equivalents or unit per capita loading of pollution produced during 24 hours 
in grams per person per day. 
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Prefabricated wastewater treatment system 
Factory-built wastewater facilities and units consisting of prefabricated components that 
are assembled on-site by a manufacturer for treating raw domestic wastewater and 
greywater up to 500 PE. 

Regulatory authority 
A state, governorate, governmental department, agency, body, entity or council 
empowered by statute to control the certification, installation, operation, and 
maintenance of regulated facilities. 

Semi-centralized wastewater treatment system 
A group of neighboring wastewater treatment plants, each with a design capacity of up 
to 5.000 PE. Such a group could also be classified as a decentralized wastewater 
management cluster. 

 

2. References 
Breulmann, M., Müller, R.A., Al-Subeh, A., Subah, A., van Afferden, M., 2020. Reuse of 

Treated Wastewater and Biosolids in Jordan – Nationwide Evaluation. In: Published 
by the Helmholtz Centre for Environmental Research – UFZ with support from the 
Ministry of Water and Irrigation, Amman – Leipzig, pp. 100. 

EPA, 2003. Voluntary National Guidelines for Management of Onsite and Clustered 
(Decentralized) Wastewater Treatment Systems. In: Office of Water; Office of 
Research and Development; U.S. Environmental Protection Agency (United States 
Environmental Protection), Washington DC, United States of Amerika, pp. 62. 

MoPW (2013) Wastewater and Water: Plumbing Codes. In: Eds.: The National Jordanian 
Building Codes for Buildings. Ministry of Public Work, Amman, Jordan. 

MWI (2016) Decentralized Wastewater Management Policy. In: National Water Strategy 
2016 - 2025 of Jordan. The Ministry of Water and Irrigation (MWI) supported by 
the Helmholtz Centre for Environmental Research - UFZ, Amman, Jordan. 

MWI (2016) National-Water Strategy of Jordan 2016 - 2025. Ministry of Water and 
Irrigation (MWI), Amman, Jordan. 

Pogade, F., Lee, M.Y., van Afferden, M., Müller, R.A., 2015. O&M of Decentralized 
Wastewater Treatment Plants in Jordan based on International and German 
Standards and Practical Experiences. In: Published by the Helmholtz Centre for 
Environmental Research – UFZ Amman – Leipzig, pp. 100. 

 

The following document published by the DWA (German Association for Water, Wastewater 
and Waste), was referred to when developing this document. 

DWA-A 221 Principles for the use of small wastewater treatment plants (December, 2019) | 
DWA – Arbeitsblatt DWA-A 221 Grundsätze für die Verwendung von 
Kleinkläranlagen.  
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3. Scope 
This instruction specifies the requirements for installing, operating, and maintaining 
wastewater treatment plants, including prefabricated and engineered plants, for up to five 
thousand population equivalents (5000 PE) in the Hashemite Kingdom of Jordan. This 
includes the repair, monitoring, and control of plants as well as sludge disposal. 

All specifications indicate minimum requirements. 

This instruction will be reviewed as necessary, e.g., if a new addition, amendment, or 
corrigendum is issued. 

 

4. Installation 
Companies commissioned to undertake the installation shall be certified and provide 
evidence of their technical, theoretical and practical knowledge. Furthermore, the installation 
must be carried out in accordance with the manufacturer's/ designer’s installation 
instructions. 

In order to ensure a permanently well-functioning wastewater treatment plant, the right 
location on the property is essential. The wastewater treatment plant must always be safe 
and easy to access for sludge removal and maintenance. 

Local by-laws and regulations for water protection areas, installations and constructions must 
be followed. 

For wastewater treatment plants that are to be buried in the ground and where they will be 
subjected to vehicular load, stability must be demonstrated or the site protected by suitable 
measures such as fencing. 

Any necessary uplift protection must be installed according to the manufacturer's/designer’s 
specifications. Necessary measures shall be considered to ensure that the treatment plant is 
protected against flood. 

The operator should be informed on the systems operations when commissioning the system. 

Final checks should be carried out jointly by the operator and the installation company. 

Tests and approval procedures should be formulated, signed by the participants, and 
recorded in the operating logbook. Instructions for proper operation shall be documented. 

Approvals from all relevant authorities must be obtained before installation. 

Installation verification should be undertaken by the system manufacturer or designer and 
the supervision consultant, who should verify that all system components have been installed 
in accordance with the approved design plan. 

The verification documents should be provided to the system owner and 
stored in the logbook. 
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Verification documentation should only be issued on completion of the installation and 
commissioning tests. The documentation should provide details of all components assessed 
during the commissioning testing. 

Inspection and verification upon completion shall include verification of safe overflow, 
assessment of safety issues, and confirmation of the presence of wall-mounted instructions 
to be used in case of emergency, which shall include names and contact information for 
contact persons. 

 

5. Operation 
The operational life of wastewater treatment plants up to 5.000 PE depends on the regular 
performance of operational and maintenance activities. 

All information necessary (e.g., the manufacturer's/designer’s detailed instructions) for the 
operation of the wastewater treatment plant shall be provided to the operator by the 
installation company/manufacturer/designer and shall be made accessible. 

All operational activities should be performed by the operator responsible for the ongoing 
operation of the wastewater treatment plant. 

The operator must perform all work at regular intervals in accordance with the operational 
manual of the manufacturer/designer. This shall essentially entail maintaining the condition, 
functional status, and control of the system and, if necessary, measuring and documenting its 
most important operating parameters. 

The operator must have the relevant expertise to carry out these activities and therefore 
must be trained by the manufacturer/installer/management entity. If the operator lacks the 
necessary expertise/qualification, the work must be done by a certified management entity. 

Defects or malfunctions identified must be remedied immediately by the operator or a 
qualified expert and noted in the operating logbook. 

The operator’s principal duty is to regularly check the condition and function of the system 
by visual inspection. The system operator must regularly perform at least the following status 
and function checks. 

 

5.1 Regular control 

Daily: The operator shall check that the wastewater treatment plant remains in operation and 
whether any faults have been signaled by the fault messaging device. Faults are to be fixed 
immediately. Daily checks may be performed electronically. For this purpose, the control unit 
must be equipped with data acquisition and remote data transmission systems. In addition, 
the operator must ensure that: 

§ plant’s status is queried by remote data transmission at least once a day; 
§ identified defects or malfunctions are remedied immediately; 

§ a current printout of the system’s electronic logbook is available for every 
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maintenance activity. Alternatively, the log book can be stored in electronic form. In 
such cases, a soft copy of the file shall be downloaded, saved, and stored. 

Monthly: At least the following checks must be performed (where applicable): 

§ visual inspection of the process and sludge output; 
§ checking the inlets and outlets for constipation and clogging (visual); 

§ reading the operating hours counter of the electrical units and entering it in the 
logbook; 

If the control system is equipped with an electronic logbook that records and displays the 
operating hours of the individual units, no written entry in the logbook is required. However, 
additional observations must be documented and a soft copy of the file shall be downloaded, 
saved, and stored. 

Yearly: Water consumption (i.e., the amount of treated wastewater) must be recorded 
annually and entered into the logbook. 

 

5.2 Monitoring and control 

Monitoring shall be conducted by the operator as indicated in Table 1. 

The operator is responsible for forwarding laboratory results to the 
management entity or regulatory authority. 

§ Routine monitoring: Can be conducted onsite by the operator using approved test 
kits for wastewater. Results and test protocols must be kept for 2 years and handed 
over at the request of the management entity or regulatory authority. 

§ Control monitoring: Shall be performed according to the manufacturer’s/ designer’s 
instructions. Must be conducted by a certified laboratory and then presented to the 
management entity or regulatory authority. 

§ Performance monitoring: Only necessary for one year after installation. Must be 
conducted in a certified laboratory and then presented to the management entity or 
regulatory authority. 
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Table 1 Monitoring plan for wastewater treatment plants up to 5.000 PE. 

 Design flow equiv. 
≤ 50 PE (on-site) 

Design flow equiv. 
51 to 500 PE 

Design flow equiv. 
501 to 5.000 PE 

Routine 
monitoring 

One effluent 
sample every 6 
months  
(COD; pH) 

One effluent 
sample every 6 
months 
(COD, DO, pH, 
NO3-N, NH4-N, TN) 

One inflow & one 
effluent sample 
every 3 months 
(COD, DO, pH, 
NO3-N, NH4-N, TN) 

Control monitoring 

One effluent 
sample every year 
(BOD5, COD, 
E. coli; pH) 

One effluent 
sample every year 
(BOD5, COD, DO, 
TSS, pH, NO3-N, 
NH4-N, TN, E. coli, 
Int. Helm. Eggs) 

One inflow & one 
effluent sample 
every year (BOD5, 
COD, DO, TSS, pH, 
NO3-N, 
NH4-N, TN, E. coli, 
Int. Helm. Eggs) 

Performance 
monitoring 
(months 1 to 12 of 
operation) 

Monthly effluent 
sample 

Monthly effluent 
sample 

Monthly inflow & 
effluent sample 

 

 

6. Maintenance 
Maintenance shall be carried out on the basis of a maintenance contract between the owner 
of the wastewater treatment plants and the maintenance entity. 

The maintenance of wastewater treatment plants up to 5.000 PE must be carried out by 
qualified staff of a certified company. 

Inspection and maintenance of the wastewater treatment plants shall include regular 
maintenance according to the manufacturer’s/designer’s instructions. 

In general, at least the following minimum maintenance is required: 

 

6.1 Minimum number of maintenances per year 

Wastewater treatment plants up to 5.000 PE shall be serviced at least every six months 
unless shorter maintenance intervals are specified in the manufacturer's/designer’s 
maintenance instructions. 
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6.2 Minimum scope of maintenance 

At least the following maintenance work must be carried out: 

§ inspection of the logbook with confirmation of the completeness of the logbook 
and regular operation; 

§ functional checks of the mechanical, electronic, and other components of the 
wastewater treatment plant according to the manufacturer's/designer’s 
instructions; 

§ verification of functional control of all electronic components and the functional 
status of the alarm; 

§ setting of optimal operating values; 

§ checking sludge levels; 

§ general cleaning work, e.g., removal of deposits; 

§ checking the structural condition of the wastewater treatment system; 

§ control of adequate ventilation; 

§ control of inlets, outlets, and overflows; 

§ organoleptic control of the effluent (color, turbidity, odor); 

§ testing the treatment performance. 

§ check the stock of consumables; 

§ visual inspection of the discharge point(s); 

§ sludge disposal. 

 

6.3 Sludge disposal 

To ensure proper cleaning performance in the biological stage, sufficient solid retention 
during pre-treatment is required. 

Sludge disposal should be based on the sludge level detected during maintenance and shall 
be performed in accordance with the manufacturers'/designers’ manual. 

The management entity is responsible for removing and 
disposing of sludge according to local regulations. 

 

6.4 Maintenance contract 

A maintenance contract is used to clarify the type, scope, and boundary conditions of the 
maintenance work to avoid misunderstandings, and is mandatory for the maintenance of 
wastewater treatment plants up to 5.000 PE. 

The contract should include: 

§ general information about the contractors; 
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§ the designation of the plant to be maintained; 
§ the number of maintenance appointments; 
§ clauses establishing a duty to prepare a maintenance protocol; 

§ a list of maintenance activities with reference to the approval of the general 
building inspectorate; 

§ requirements relating to the accessibility of the system; 

§ requirements relating to the inspection of the logbook and the necessary 
inspection of the documents contained therein; 

§ clauses providing for reimbursement of costs incurred by the operator for 
electricity and water used during maintenance; 

§ clauses stipulating the cost of maintenance; 

§ an indication of the entry into force and termination of the maintenance 
contract. 

The presence of the operator during maintenance work is recommended. 

 

7. Documentation 

7.1 Operational logbook 

The logbook is vitally important for quality assurance in the operation of wastewater 
treatment plants up to 5.000 PE. It provides information on responsibilities and duties and is 
used to document performed activities/work. 

If the control system is equipped with an electronic logbook, documentation may be 
performed electronically. 

All documents shall be written in clear and concise Arabic and English. 

The logbook shall contain a register in compliance with the manufacturer’s/designer’s 
instructions including the following documents: 

§ a cover sheet with details of the property, operator, contact person(s), wastewater 
treatment plant type, and maintenance entity; 

§ a plan of the property; 
§ installation and connection instructions; 
§ instructions for commissioning; 
§ a short, generally understandable system description and operating instructions; 
§ the operator’s obligations; 
§ desludging and emptying instructions and disposal records; 
§ a troubleshooting guide; 

§ recommended maintenance tasks (including recommended frequencies) based on 
the manufacturer’s/designer’s instructions; 

§ a copy of the maintenance contract; 
§ all maintenance protocols; 

§ results of the operator's actions, including documentation of specific incidents such 
as breakdowns, repairs, and conversions; 
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§ a list of all repairs; 
§ for retrofits, the declaration of conformity of the retrofitting company; 
§ any modifications of the wastewater treatment plant; 
§ building inspectorate approval; 
§ other documents such as certificates; 

The logbook should be stored in a way that permits inspection by the maintenance entity at 
all times even without entering the facility (e.g., in the absence of the operator). 

The operator is responsible for keeping the logbook up to date at all times 
and must be able to present it on request. 

 

7.2 Maintenance protocol 

After any maintenance action, a protocol shall be prepared. It must specify whether proper 
operation is possible after the maintenance work has been completed. 

If there remain any deficiencies that could cause the permissible discharge values to be 
exceeded, the operator must be made aware of these deficiencies. 

The management entity is responsible for sending maintenance protocols 
to the operator and the regulatory authority. 

It is mandatory for the operator to attach the maintenance protocol to the logbook. 

 

8. Certificate of Competence 

8.1 Operator 

Operation shall only be done by a qualified operator. 

The operator must have the relevant training according to the manufacturer’s/designer’s 
instructions to carry out all operational activities of the wastewater treatment plant. 

The minimum qualification is the training course recognized by the national authority for 
acquiring specific knowledge concerning the operation and maintenance of wastewater 
treatment plants up to 5.000 PE. 

 

8.2 Maintenance staff 

Maintenance shall only be done by qualified staff. 

The minimum qualification is the training course recognized by the national authority for 
acquiring specific knowledge concerning the operation and maintenance of wastewater 
treatment plants up to 5.000 PE. 
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Both the operator and the responsible authorities should demand the 
certificates of competence of the maintenance staff. 

The participation of maintenance technicians in training events is recommended. 

 

8.3 Maintenance entity 

Only certified companies are allowed to maintain wastewater treatment plants up to 
5.000 PE. 

Personal qualifications of all staff responsible for maintenance and their ongoing training, the 
minimum technical equipment of the company and on-site maintenance must be checked. 
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1. Scope 
This standard specifies the conditions that reclaimed domestic wastewater from decentralized 

wastewater treatment plants with a design capacity up to 5.000 PE shall meet in order to be 

discharged to streams, wadis, water bodies or land; for artificial groundwater recharge and for 

irrigation. 

In addition, the respective monitoring schemes for decentralized wastewater treatment plants 

with a design capacity up to 5.000 PE are specified in this standard. 

 

2. Expressions and Definitions 
2.1 Biochemical oxygen demand 

The amount of dissolved oxygen consumed by microorganisms during the breakdown of 

organic matter in wastewater under aerobic conditions. 

2.2 Chemical oxygen demand 

The test is used to measure the oxygen equivalent of the organic material in wastewater that 

can be oxidized chemically using dichromate in an acid solution. 

2.3 Certified System 

Certified decentralized wastewater treatments systems have been tested according to a 

standard which states the requirements, test methods, the marking and evaluation of 

conformity for prefabricated wastewater treatment plants up to 500 PE as well as engineered/ 

wastewater treatment plants up to 5000 PE. 

2.4 Decentralized wastewater treatment plants 

Decentralized wastewater treatments plants collect, treat and reuse or dispose wastewater at 

or near its point of generation. These systems are defined as follows: Domestic wastewater 

treatment plants for small residential groups with a design capacity up to 5.000 PE. 

2.5 Drip irrigation 

Surface drip irrigation, as by pressure lines or gravity, distributes a minimum amount of water 

to a very small area, thereby reducing human contact with the reclaimed water to a minimum. 

2.6 Domestic wastewater 

Wastewater originating from households, institutions and public facilities such as toilets, 

urinals, kitchens, bathrooms (including shower, washbasins, baths, spa baths, but excluding spa 

pools) and laundries; excluding industrial wastewater. 

2.7 Effluent 

Liquid discharge of a wastewater treatment systems after undergoing treatment. 
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2.8 Open irrigation 

Open irrigation systems that do NOT emit aerosols including open canal (furrow) irrigation, 

(ditch) flood irrigation in agriculture or hose/tanker irrigation for watering home gardens, 

ornamental beds, parks or sides of roads. Human contact with the reclaimed water is limited. 

2.9 Population Equivalent (PE) 

Ccapita mass load of the pollution produced during 24 hours in gram per person per day. 

2.10 Regulatory authority 

A state, governorate, governmental department, agency, body, entity or council empowered by 

the statute to control the certification process, installation, operation and maintenance. 

2.11 Semi-centralized wastewater treatment system 

A group of several neighboring wastewater treatment plants with a design capacity of up to 

5.000 PE each. It can also be considered as a decentralized wastewater management cluster. 

2.12 Sprinkler irrigation 

Every type of irrigation that emits aerosols (such as sprinkler, pivot, aspersion). 

2.13 Subsurface irrigation 

Subsurface irrigation systems, as by pressure lines or gravity, distribute the reclaimed water in 

the root zone of plants (at least 30 cm underground) and avoids human contact with the 

reclaimed water. 

 

3. General Requirements 
3.1 The reclaimed domestic wastewater standard for decentralized wastewater 

treatment plants with a design capacity up to 5.000 PE consist of three primary 

components: 

i) Reclaimed water to be discharged to streams, wadis, water bodies and 

land; 

ii) Reclaimed water for artificial groundwater recharge; and 

iii) Reclaimed water for irrigation 

3.2 Reclaimed water must comply with the conditions stated in this standard for 

each of its planned end use. 

3.3 It is not permitted to dilute or mix reclaimed water discharged from 

decentralized wastewater treatment plants with a design capacity up to 

5.000 PE with pure water intentionally to comply with the requirement set in 

this standard. 
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4. Reclaimed water to be discharged to 
streams, wadis, water bodies or land 

4.1 It is allowed to discharge reclaimed wastewater to streams, wadis, water bodies 

or land when its quality complies with the properties and criteria mentioned in 

Table 1. 

4.2 Discharge of reclaimed water to land is restricted to discharge-technologies, 

where a sufficient passage through the vadose zone (soil and no karst) is 

integrated (such as a discharge trench, subsurface discharge system or 

discharge pond). 

4.3 In discharge areas, direct contact of the public with the reclaimed water must 

be avoided (fenced or subsurface discharge). 

4.4 Technical studies must be performed and a special permit is required before 

discharging reclaimed wastewater within groundwater protection zones. 

Table 1 Allowable limits for various parameters of reclaimed water from treatment plants with a 
capacity up to 5.000 PE that is to be discharged to streams, wadis, water bodies or land. 

Parameters Abbreviation Unit Allowable Limit 

Biological Oxygen Demand BOD5 mg/L 50 

Chemical Oxygen Demand COD mg/L 150 

Dissolved Oxygen DO mg/L > 2* 

Total suspended solids TSS mg/L 75 

pH pH mg/L 6-9* 

Nitrate-N NO3-N mg/L 30* 

Ammonia-N NH4-N mg/L 10* 

Total Nitrogen T-N mg/L 70* 

Escherichia coli E. coli MPN 1000** 

Intestinal Helminthes Eggs 
Intestinal 
Helminthes Eggs Egg/L ≤ 1* 

* Parameter not relevant for decentralized wastewater treatment systems with a design capacity 
≤ 50 PE (onsite) and a subsurface discharge system with a maximum daily load of 100 mm/m2; 
MPN: Most probable number or colony forming unit/100 ml. 

** E. coli and “Helminthes Eggs are not relevant in case of subsurface discharge systems. 
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5. Reclaimed water for artificial groundwater 
recharge 

5.1 Direct injection of reclaimed water from decentralized wastewater treatment 

plants with a capacity up to 5.000 PE into the aquifer is not permitted. 

5.2 Technical studies must be performed and a special permit is required before 

using reclaimed water from decentralized wastewater treatment plants with a 

capacity up to 5.000 PE for artificial groundwater recharge within groundwater 

protection zones. 

 

6. Reclaimed water for irrigation 
6.1 It is allowed to reuse reclaimed wastewater for irrigation when its quality 

complies with the properties and criteria mentioned in Table 2. 

6.2 It is prohibited to use reclaimed water from treatment plants with a capacity up 

to 5.000 PE for irrigating vegetables. 

Table 2 Allowable limits for various parameters of reclaimed water from treatment plants with a 
capacity up to 5.000 PE that will be used for irrigation. 

Parameter Unit 
Open 

irrigation 

Drip 

irrigation 

Subsurface 

irrigation 

 A B C 

Biological Oxygen Demand mg/L 30 50 50 

Chemical Oxygen Demand mg/L 100 150 150 

Dissolved Oxygen mg/L > 2 > 2 > 2* 

Total suspended solids mg/L 50 75 75 

pH unit 6-9 6-9 6-9* 

Nitrate-N mg/L 30 30 30* 

Ammonia-N mg/L 10 10 10* 

Total Nitrogen mg/L 70 70 70* 

Escherichia coli MPN 100 1000 - 

Intestinal Helminthes Eggs Egg/L ≤ 1 ≤ 1 - 

* Parameter not relevant for decentralized wastewater treatment systems with a design capacity 
≤ 50 PE (onsite) and a subsurface discharge system with a maximum daily load of 100 mm/m2. 
MPN: Most probable number or colony forming unit/100 ml. 
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7. Monitoring and control 
7.1 Monitoring of decentralized wastewater treatment plants with a capacity up to 

5.000 PE shall be conducted as indicated in Table 3. 

7.2 Routine monitoring: Can be conducted onsite by the site operator using 

approved test kits for wastewater. Results and test protocols must be kept for 2 

years and handed over at the request of the responsible regulatory authority. 

7.3 Control monitoring: Must be conducted by an accredited laboratory and has to 

be presented to the responsible regulatory authority. 

7.4 Performance monitoring: Must be conducted in an accredited laboratory and 

have to be presented to the responsible regulatory authority. 

Table 3 Monitoring plan for wastewater treatment plants with a capacity up to 5.000 PE. 

 Design flow equiv. 
≤ 50 PE (on-site) 

Design flow equiv. 
51 to 500 PE 

Design flow equiv. 
501 to 5.000 PE 

Routine 
monitoring 

One effluent sample 
every 6 months  
(COD) 

One effluent sample 
every 6 months 
(COD, DO, pH, 
NO3-N, NH4-N, TN) 

One inflow & one 
effluent sample every 3 
months (COD, DO, pH, 
NO3-N, NH4-N, TN) 

Control 
monitoring 

One effluent sample 
every year* 
(BOD5, COD, 
E. coli) 

One effluent sample 
every year 
(BOD5, COD, DO, TSS, 
pH, NO3-N, NH4-N, 
TN, E. coli, 
Int. Helm. Eggs) 

One inflow & one 
effluent sample every 
year (BOD5, COD, DO, 
TSS, pH, NO3-N, 
NH4-N, TN, E. coli, 
Int. Helm. Eggs) 

Performance 
monitoring 
(months 1 to 
12 of 
operation) 

Monthly effluent 
sample* 

Monthly effluent 
sample 

Monthly inflow & 
effluent sample 

* COD should only be analyzed for wastewater treatment systems with a design capacity ≤ 50 PE 
(onsite) for subsurface discharge or subsurface irrigation. 
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 ةبقارملا و مكحتلا .7
 ةیمیمصتلا اھتردق لقت يتلا ةجلاعملا تاطحم نم ةحلصتسملا ةیلزنملا هایملا ةیعون مییقتو ةبقارم تایاغل 7.1

 .)3( لودجلا يف ةنیبملا ھجولأا بسح ،يناكس ءىفاكم 5.000 نع

 

 نم ةحلصتسملا ةیلزنملا هایمل ينیتورلا ةینیتورلا تاصوحفلا ةطحملل لغشملا موقی :ةینیتورلا تاصوحفلا 7.2
 هایملل ةدمتعم رابتخا تاعومجم مادختساب تاصوحفلا ءارجا متیو ،يناكس ءىفاكم 5000ةمدخل ةجلاعملا تاطحم
 تاھجلل اھمیلستو نیماع ةدمل رابتخلاا تلاوكوتوربو جئاتنلاب ظافتحلاا بجی .ةطحملا عقوم يف )test kits( ةمداعلا
 .مھبلط ىلع ءًانب ةیباقرلا

 

 ىلإ تاصوحفلا جئاتن میدقت بجیو دمتعم ربتخم يف ةیباقرلا تاصوحفلا ءارجإ بجی :ةیباقرلا تاصوحفلا 7.3
 .ةیباقرلا تاھجلا

 

 تاھجلا ىلإ اھمیدقت و دمتعم ربتخم يف يناكس ةجلاعملا ةءافك ةبقارمل تاصوحف ءارجإ بجی :ءادلأا ةبقارم 7.4
 .ةیباقرلا

 يناكس ءىفاكم 5000ةمدخل ةجلاعملا تاطحم ةبقارم :)3( لودجلا

 - 501 نم ةممصملا تاطحملا
5000 

نم ةممصملا تاطحملا  
 51 - 500  

  ةمصصملا تاطحملا
50 نم لقا  

 

 هایملا نم روھش 3 لك ةنیع
 ةجراخلاو ةلخادلا
-3(COD, DO, pH, NO

N)-N, T-4N, NH 

 ةجراخلا هایملا نم ةدحاو ةنیع
 ,COD, DO) روھش 6 لك
-N, T-4N, NH-3pH, NO

N) 

 ةجراخلا هایملا نم ةدحاو ةنیع
 )COD(روھش 6 لك
 

 ةینیتورلا تاصوحفلا

 هایملا نم ایونس ةدحاو ةنیع
 نم لكل ةجراخلا

, COD, DO, 5BOD( 
-4N, NH-3TSS, pH, NO

N, T-N, Escherichia 
coli Intestinal 

Helminthes Eggs) 

 هایملا نم ایونس ةدحاو ةنیع
 نم لكل ةجراخلا

, COD, DO, TSS, 5(BOD 
-N, T-4N, NH-3pH, NO

N, Escherichia coli 
Intestinal Helminthes 

Eggs) 

 هایملا نم ایونس ةدحاو ةنیع
 نم لكل ةجراخلا

COD, , 5BOD(
Escherichia coli)  

 ةیباقرلا تاصوحفلا

 نم لكل ایرھش ةدحاو ةنیع
 ةجراخلاو ةلخادلا هایملا

, COD, DO, TSS, 5(BOD
-N, T-4N, NH-3pH, NO

N, Escherichia coli, 
Intestinal Helminthes 

Eggs) 

 هایملا نم ایرھش ةدحاو ةنیع
 نم لكل ةجراخلا

, COD, DO, TSS, 5BOD(
-N, T-4N, NH-3pH, NO

N, Escherichia coli, 
Intestinal Helminthes 

Eggs) 

 هایملا نم*ایرھش ةدحاو ةنیع
  نم لكل ةجراخلا

, COD, 5(BOD
Escherichia coli) 

 12-1ءادلاا ةبقارم
 ) لیغشتلا دعب رھش

 
 2م3/10م1 غلببی يموی لمح عم يحطسلا تحت فیرصتلا ماظنو )عقوملا يف( يناكس ءىفاكم 50ةمدخل ةمداعلا هایملا ةجلاعم تاطحم يف طقف COD لیلحت بجی *
 .اًیموی
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 ةمدخل ةجلاعملا تاطحم نم ةحلصتسملا ةیلزنملا هایملا .6
 يرلا تایاغل يناكس ءىفاكم 5.000

 يف ةدراولا رییاعملاو صاوخلا عم اھتیعون قفاوتت امدنع يرلا تایاغل ةحلصتسملا هایملا مادختساب حمسی 6.1
 .)2( لودجلا

 

 .تاورضخلا ير تایاغل يناكس ءىفاكم 5.000ةمدخل ةجلاعملا تاطحم نم ةحلصتسملا مادختساب حمسی لا 6.2

 

 يرلا تایاغل يناكس ءىفاكم 5.000 ةمدخل ةجلاعملا تاطحم نم ةحلصتسملا ةیلزنملا هایملا ةیعون رییاعمل ھب حومسملا دحلا :)2( لودجلا

 حوتفملا يرلا طیقنتلاب يرلا يحطسلا ھبش يرلا
 

 اھب ساقملا ةدحولا
 

 زمرلا
 

 رییاعملا
 

  أ ب ج

 ایویح كلھتسملا نیجسكلأا 5BOD ل/غم 30 50 *50

150 150 100 
 ایئایمیك كلھتسملا نیجسكلأا COD ل/غم

>2* >2 >2 
 باذمل نیجسكلأا DO ل/غم

75* 75 50 
 ةیلكلا ةقلاعلا داوملا TSS ل/غم

 ينیجوردیھلا سلأا pH ل/غم 6-9 6-9 *6-9

 نیجورتین -تارتنلا N-3NO ل/غم 30 30 *30

 نیجورتین -اینومأ N-4NH ل/غم 10 10 *10

 يلكلا نیجورتینلا T-N ل/غم 70 70 *70

- 1000 100 
 ددعلا-ةیصع

 رثكلاا
 لم100/لامتحا

E. coli يلاوك ایشیریشیلإا 

< = 1* < = 1 < = 1 
 Intestinal ل/غم

Helminths Eggs 
 ةیوعملا نادیدلا ضویب

 
 2م3/10م1 غلببی يموی لمح عم يحطسلا تحت فیرصتلا ماظنو )عقوملا يف( يناكس ءىفاكم 50ةمدخل ةمداعلا هایملا ةجلاعم تاطحم ىلع قبطنت لارییاعملا *
 .اًیموی
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 ةیذغتلا تایاغل ةحلصتسملا ةیلزنملا هایملا .5
 ةیفوجلا هایملل ةیعانطصلاا
 يناكس ءىفاكم 5.000 ةمدخل ةجلاعملا تاطحم نم ةحلصتسملا هایملل رشابملا نقحلا ةینقت مادختساب حمسی لا 5.1

 .ةیفوجلا ةقبطلا يف

 

 ةجلاعملا تاطحم نم ةحلصتسملا هایملا مادختسا لبق ةصاخلا حیراصتلا ءاطعاو ةینفلا تاساردلا ءارجا بجی 5.2
 .ةیفوجلا هایملل ةیعانطصلاا ةیذغتلا تایاغل يناكس ءىفاكم 5.000ةمدخل
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 ىلا حرطلا تایاغل ةحلصتسملا ةیلزنملا هایملا .4
 يضارلأا وأ ةیئاملا تاحطسملاو ةیدولأا و لویسلا
 اھتیعون قفاوتت امدنع يضارلأا وأ ةیئاملا تاحطسملاو ةیدولأا و لویسلا ىلا ةحلصتسملا هایملا حرطب حمسی 4.1

 .)1( لودجلا يف ةدراولا رییاعملاو صاوخلا عم

 فٍاك لكشبرمت ثیح ،)فیرصتلا(حرطلا تاینقت بسح ىلع يضارلأا ىلع ةحلصتسملا هایملا حرط رصتقی 4.2
 وأ يحطسلا تحت فیرصتلا ماظن وأ فیرصتلا قدنخ لثم ،)Vadose Zone( هایملاب ةعبشملا ریغ ةقطنملا ربع
 .فیرصتلا كرب

 تحتلا فیرصتلا مادختسا (حرطلا قطانم يف ةحلصتسملا هایملاو ةماعلا نیب رشابملا لاصتلاا بنجت بجی 4.3
 .)جیسملاوا يحطس

 ةیامح قطانم نمض ةحلصتسملا هایملا حرط لبق ةصاخلا حیراصتلا ءاطعاو ةینفلا تاساردلا ءارجا بجی 4.4
 .ةیفوجلا هایملا

 ةیدولااو لویسلا يف حرطلا تایاغل يناكس ءىفاكم 5.000ةمدخل ةجلاعملا تاطحم نم ةحلصتسملا ةیلزنملا هایملا ةیعون رییاعمل ھب حومسملا دحلا :)1( لودجلا
 .يضارلأاو ةیئاملا تاحطسملاو

 ھب حومسملا دحلا
 

 اھب ساقملا ةدحولا
 

 زمرلا
 

 رییاعملا
 

 ایویح كلھتسملا نیجسكلأا 5BOD ل/غم *50
 كلھتسملا نیجسكلأا COD ل/غم 150

 ایئایمیك
 باذمل نیجسكلأا DO ل/غم *2<

 ةیلكلا ةقلاعلا داوملا TSS ل/غم *75

 ينیجوردیھلا سلأا pH ل/غم *6-9

 نیجورتین-تارتنلا N-3NO ل/غم *50

 نیجورتین -اینومأ N-4NH ل/غم *10

 يلكلا نیجورتینلا T-N ل/غم *70

 ددعلا-ةیصع *1000
 رثكلاا

 لم100/لامتحا

E. coli يلاوك ایشیریشیلإا 

 Helminthes ل/غم *1 = >
Eggs 

 ةیوعملا نادیدلا ضویب

 
  2م/مم 100 يموی لمح عم يحطسلا تحت فیرصتلا ماظنو )عقوملا يف( يناكس ءىفاكم 50ةمدخل ةمداعلا هایملا ةجلاعم تاطحم ىلع قبطنت لارییاعملا *
** E. ضرلأا حطس تحت يرلا ةمظنأ ةلاح يف ةلص تاذ تسیل سیلنیملھلا ضیب" و ةینولوقلا. 
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 ةماعلا تابلطتملا .3
 ةمداعلا هایملا ةجلاعم تاطحم ةحلصتسملا ةیلزنملا هایملا مادختسا ةداعأ ھجوأ ةصاوملا هذھ نیبت 3.1

 :ةیسیئر تانوكم ةثلاث نم يناكس ءىفاكم 5.000ةمدخل
i. ؛يضارلأاو ةیئاملا تاحطسملاو ةیدولأاو لویسلا ىلإ اھفیرصت متیس يتلا ةحلصتسملا هایملا 
ii.  ؛ةیفوجلا هایملل ةیعانطصلاةیذغتلا لجأ نم ةحلصتسملا هایملا 
iii. يرلا ضارغلأ ةحلصتسملا هایملا 

 

 يئاھنلا مادختسلاا نم لكل ةفصاوملا هذھ يف اھیلع صوصنملارییاعملل ةحلصتسملا هایملا لثتمت نأ بجی 3.2
 .ھیلع يونملا

 

 ةمداعلا هایملا ةجلاعم تاطحم نم اھفیرصت متی يتلا ةحلصتسملا هایملا طلخ وأ فیفختب حمسی لا 3.3
 .ةفصاوملا هذھ يف ةددحملا رییاعملل لاثتملال دصق نع ةیقنلا هایملا عم يناكس ءىفاكم 5.000ةمدخل
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 ةیلزنملا ةمداعلا هایملا 2.6

 كلذ يف امب( تامامحلاو خباطملاو ضیحارملا لثم ةماعلا قفارملاو تاسسؤملاو لزانملا نع ةجتانلا ةمداعلا هایملا
 .ةیعانصلا فرصلا هایم ءانثتساب ؛سبلاملا لساغمو )ةحابسلا ضاوحا ءانثتساب نكلو ،تامامحلاو لساغملاو شدلا
 

 ةجراخلا هایملا 2.7
 .اھتجلاعم دعب ةمداعلا هایملا ةجلاعم تاطحم نم ةجراخلا هایملا

 

 )ملاثلأاب( حوتفملا يرلا 2.8
 يرلا وأ ،ةحوتفملا تاونقلا يف يرلا كلذ يف امب ،يوجلا ءابھلا اھنم ثعبنت لا يتلا ةحوتفملا يرلا ةمظنأ نإ
 قئادحلا وأ ،ةنیزلا ةرّسأ وأ ،ةیلزنملا قئادحلا هایم لجأ نم تلاقانلا/موطرخلاب يرلا وأ ،ةعارزلا يف تاناضیفلاب
 .دودحم ةحلصتسملا هایملا عم يرشبلا لاصتلاا .قرطلا بناوج وأ
 

 يناكسلا ءىفاكملا 2.9
  مارغلاب ةعاس 24 للاخ ةجتانلا ةمداعلا هایملا نم دحاولا درفلل يلكلا لمحلا ةدحو وأ يناكسلا لداعملا
 

 ةیمیظنتلا ةھجلا 2.10

 لوؤؤسم نوكیل )ماظنلا بجومب( ةیحلاصب عتمتی سلجم وأ نایك وأ ،ةیموكح ةئیھ وأ ةھج وأ ،ةیموكح ةرئاد يا
 .ةنایصلاو لیغشتلاو بیكرتلا ةبقارمو تاداھشلا دامتعا ةیلمع يف نع
 

 ةیزكرملا ھبش ةمداعلا هایملا ةجلاعم تاطحم 2.11
 هذھ ةعومجم جردنت ،اھنم لكل )PE( 5.000 ةمدخل ةمداعلا هایملا ةجلاعمل ةرواجتم تاطحم ةدع نم ةعومجم
 .ةیدوقنعلا ةیزكرملالا ةمداعلا هایملا ةجلاعم ةرادإ نمض تاطحملا
 

 تاشاشرلاب يرلا 2.12

 .)دادترلااو ،روحملاو ،شرلا لثم( يوجلا ءابھلا ھنم ثعبنی يذلا يرلا عاونأ نم عون لك نإ
 

 ضرلأا حطس تحت يرلا 2.13

 يف ةحلصتسملا هایملا عزوت ،ةیبذاجلا وأ طغضلا طوطخ يف لاحلا يھ امك ،ضرلأا حطس تحت يرلا ةمظنأ نإ
 .ةحلصتسملا هایملاب ناسنلإا لاصتا بنجتتو )ضرلأا حطس تحت لقلأا ىلع مس 30( تاتابنلا روذج ةقطنم
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 ةفصاوملا لاجم .1
 ةمداعلا هایملا ةجلاعم تاطحم نم ةجراخلا ةحلصتسملا ةیلزنملا هایملا مادختسا ةداعلإرییاعملا ةفصاوملا هذھ ددحت
 ةیذغتلاو ؛يضارلأا وأ ةیئاملا تاحطسملا وأ نایدولا و لویسلا ىلإ اھفیرصت نكمی ثیحب يناكس ءىفاكم 5.000 ةمدخل
 .تاعورزملا يرو ةیفوجلا هایملل ةیعانطصلاا

 .يناكس ءىفاكم 5.000ةمدخل ةمداعلا هایملا ةجلاعم تاطحم ةبقارم ةیلآ تافصاوملا ددحت ،كلذ ىلإ ةفاضلإابو

 

 فیراعتلاو تاحلطصملا .2
 ایویح كلھتسملا نیجسكلأا 2.1

 يف ةیوضعلا ةداملا لیلحت للاخ ةیئایمیكلا تایلمعلاو ةقیقدلا ةیحلا تانئاكلا اھكلھتست يتلا باذملا نیجسكولأا ةیمك
 .ةیوئم ةجرد 20 دنع مایأ ةسمخ ىدم ىلع تانیعلا نیضحت متی و ،ةیئاوھلا فورظلا لظ يف ةمداعلا هایملا
 

 ایئایمیك كلھتسملا نیجسكلأا 2.2
 يف تامورك يئانث مادختساب ایئایمیك دسكأتت نأ نكمی يتلا ةیوضعلا داوملل نیجسكلأا ئفاكم سایقل مدختسی صحف
 .ةمداعلا هایملا يف يضمح لولحم
 

 دمتعم ماظن 2.3

 مییقتو تاملاعلا عضوو رابتخلاا قرط نیبت يتلا تابلطتملل اقفو ةدمتعملا ةیزكرملالا ةجلاعملا مظن رابتخا مت
 تاطحم ىلا ةفاضلإاب ،يناكس ءىفاكم 500 ةمدخل اقبسم ةعونصملا ةمداعلا هایملا ةجلاعم تاطحم ةقباطملا
 .يناكس ءىفاكم 5000  عقوملایف ةینبملا ةمداعلا هایملا ةجلاعم
 

 ةیزكرملالا ةمداعلا هایملا ةجلاعم تاطحم 2.4

 ةطقن دنع اھنم صلختلا وأ ةمداعلا هایملا مادختسا ةداعإو ةجلاعمو عمجب ةیزكرملالا ةمداعلا هایملا ةمظنأ موقت
 ةینكسلا تاعومجملل ةیلزنملا ةمداعلا هایملا ةجلاعم تاطحمك مظنلا هذھ فیرعت نكمیو ھنم برقلاب وأ اھدیلوت
 .يناكس ءىفاكم 5.000 ةمدخل ةریغصلا
 

 طیقنتلاب يرلا 2.5

 ةحاسم ىلع هایملا نم ةلیلق ةیمك عزوی ،ةیبذاجلا وأ طغضلا طوطخ يف لاحلا وھ امك ،يحطسلا طیقنتلاب يرلا
 .دح ىندأ ىلإ ةحلصتسملا هایملل ناسنلإا ةسملام نم للقی امم ،ادج ةریغص
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توصيات بخصوص المواصفة 
الأردنية لإعادة الاستخدام

المياه المنزلية المستصلحة من 
محطات المعالجة التي تقل 

 PE 5.000 قدرتها التصميمية عن
مكافىء سكاني

)محطات معالجة المياه العادمة اللامركزية(
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 ةقباطملا تاداھش .8
 لغشملا 8.1

 .لھؤم لماع ةطساوب طقف لیغشتلا متی نأ بجی

 ارداق نوكی ىتح ةممصملا/ةعنصملا ةكرشلا تامیلعتـل اًقفو بسانملا بیردتلا ىلع لصح لغشملا نوكی نأ بجی

 .ةمداعلا هایملا ةجلاعم ةطحم يف ةیلیغشتلا لامعلأا عیمج ذیفنت ىلع

 

 ةنایصلا وفظوم 8.2
 .نیلھؤم نیفظوم لبق نم طقف ةنایصلا ءارجإ بجی

 ةیلمعلا ةفرعملا باستكلا ةینطولا ةھجلا لبق نم اھب فرتعملا ةیبیردتلا ةرودلا وھ لیھأتلا نم ىندلأا بلطتملا

 .PE 5.000 ةمدخل ةمداعلا هایملا ةجلاعم تاطحم ةنایصو لیغشت صخی امب ةددحملا

 .ةنایصلا مقاط عیمجل ةقباطم ةداھشب ةبلاطملا ةلوؤسملا تاھجلا كلذكو لغشملا ىلع يغبنی

 .ةیبیردتلا تارودلا يف ةكراشملا ةنایصلا يینف ىلع يغبنی

 

 ةنایصلا نع ةلوؤسملا ةھجلا 8.3
 ةمدخل ةمداعلا هایملا ةجلاعم تاطحم ةنایص ةیمیظنتلا ةھجلا لبق نم ةدمتعملاو ةصخرملا تاكرشلل طقف حمسُی

5.000 PE بیردتلا نمو ةنایصلا نع نیلوؤسملا صاخشلأا عیمجل ةیصخشلا تلاھؤملا نم دكأتلا متی ثیحب 

 .عقوملا يف اھتنایص ىلع ةردقلاو ةكرشلل ةینقتلا تادعملا نم ىندلأا دحلا نم دكأتلاو ،مھل رمتسملا
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 .لغشملا تامازتلا §

 .اھتلازإ تلاجسو ةأمحلا ةلازإ تامیلعت §

 .اھحلاصإو لاطعلأا لیلد §

 .ةعنصملا ةكرشلا تامیلعتل اًقفو )راركت ددعو( اھب ىصوملا ةنایصلا تاءارجا §

 .ةنایص دقع نم ةخسن §

 .ةنایصلا تلاوكوتورب عیمج §

 .)تلایوحتلاو تاحلاصلإاو لاطعلأا لثم( ةددحم ثداوح قئاثو كلذ يف امب ،لغشملا ةبقارم جئاتن §

 .تاحلاصلإا عیمجب ةمئاق §

 .يثیدحتلا لیدعتلا ةكرش نم ةقباطملا نلاعإ §

 .ةمداعلا هایملا ةجلاعم ةطحم يف لیدعت يأ §

 .ينابملا ةیشتفم ةقفاوم §

 .تاداھشلا لثم ىرخأ تادنتسم §

 ةھجلا وا ةیشیتفتلا ةھجلا لبق نم اھیلا ةجاحلا دنع تاقولأا عیمج يف ةحاتم نوكتل تلاجسلا ظفح متی نأ بجی

 .لغشملا بایغ تاقوا يف لاثملا لیبس ىلع ةنایصلا نع ةلوؤسملا

 تلاجسلا يف ةطحملا لخاد لامعلأاو ةطشنلأا عیمجب ظافتحلاا ةیلوؤسم لغشملا لمحتی
 .ةیمیظنتلا ةھجلا لبق نم بلطلا دنع ةزھاج نوكت ثیحب تاقولأا عیمج يف كلذو ةیلیغشتلا

 

 ةنایصلا لوكوتورب 7.2
 ءاھتنلاا دعب لیغشتلا ةیناكمإ دیدحت اضیإ بجیو .ةنایصلا تایلمع ءارجا دعب عبتملا ةنایصلا لوكوتورب دادعإ بجی

 .ةنایصلا تایلمع نم

 ءارجا لغشملا ىلع بجی ،ةجراخلا هایملا رییاعم میق يف تازواجت ىلإ يدؤت دق يتلا لاطعلاا ترمتسا لاح يفو

 .عاضولاا حیحصتل مزلالا

 .ةیمیظنتلا ةھجلاو لغشملا نم لكل ةنایصلا لوكوتورب لاسرإ ةیلوؤسم ةنایصلا نع ةلوؤسملا ةھجلا لمحتت

 .ةیلیغشتلا تلاجسلا نمض ةنایصلا لوكوتورب قافرإب لغشملا مزلی
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 يف اھلوصح نكمم ءاطخا يأ بنجتل كلذو ةددحملا طورشلاو اھعونو ةنایصلا لامعأ قاطن ةنایصلا دقع حضوی

 .PE 5.000 ةمدخل ةمداعلا هایملا ةجلاعم تاطحم ةنایصل يمازلإ وھو ،لبقتسملا

 :يلی ام دقعلا نمضتی نا يغبنی

 .نیلواقملا نع ةماع تامولعم §

 .ھتنایص دارملا ةطحملا ةیمست §

 .ةنایصلا تایلمع ءارجا دیعاوم §

 .ةنایصلا لوكوتورب دادعإ ىلع صنت طورش §

  شیتفتلا ةرادا ةقفاوم ىلإ ةراشلإا عم ةنایصلا لامعأب ةمئاق §

 .ماظنلا ىلإ لوصولا ةلوھس نمضت تابلطتم §

 .ھیف ةدراولا قئاثولل ةمزلالا ةنیاعملاو قئاثولا لجس شیتفتب ةقلعتملا تابلطتملا §

 .ةنایصلا ءانثأ مدختسملا ءاملاو ءابرھكلا لباقم لغشملا اھدبكتی يتلا فیلاكتلا دادس ىلع صنت طورش §

 .ةنایصلا ةفلكت ىلع صنت طورش §

 .ھئاھنإو ةنایصلا دقع ذافن ءدب ىلإ ةراشإ §

 .ةنایصلا تایلمع ءارجا ءانثأ لغشملا روضحب ىصوی

 

 قئاثولا .7
 يلیغشتلا لجسلا 7.1

 لصیام مدخت يتلا ةمداعلا هایملا ةجلاعم تاطحم لیغشت ةدوج نامضل كلذو ةیمھأ اذ يلیغشتلا لجسلا اذھ ربتعی

 .ةطحملا يف اھؤارجا متی يتلا لامعلأا قیثوت ىلا ةفاضلإاب ،ةمزلالا تابجاولاو تایلوؤسملا نیبیو PE 5.000 ىلا

 .اینورتكلإ قئاثولا هذھ دادعإ زوجی ،ينورتكلإ لجسب ازھجم ةبقارملا ماظن ناك اذإو

 .رصتخمو حضاو لكشب ةیزیلجنلإاو ةیبرعلا نیتغللاب ةبوتكم قئاثولا عیمج نوكت نأ بجی

 :ةیلاتلا قئاثولا ىلا ةفاضلإاب ةممصملا/ةعنصملا ةكرشلا تامیلعت ىلع يلیغشتلا لجسلا يوتحی نا بجی

 هایملا ةجلاعم ةطحم عون ،لوؤسملا صخشلل لاصتلاا لیصافت ،لغشملا ،ةیكلملا لیصافت حضوت ةقیثو §

  ةنایصلا لامعا نع ةلوؤسملا ةھجلا ،ةمداعلا

 .ةیكلملا ططخم §

 .لیصوتلاو بیكرتلا تامیلعت §

 .فیلكتلا تامیلعت §

 .موھفمو رصتخمو ماع لكشب ةیلیغشتلا تامیلعتلا حضوی ماظن §
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 :لقلأا ىلع ةیلاتلا ةنایصلا لامعأ ذیفنت بجی

  مظتنملاا لیغشتلاو لجسلا لامتكا نم دیكأتلا عم لجسلا ىلع شیتفتلا §

 هایملا ةجلاعم ةطحم تانوكم نم اھریغو ةینورتكللإاو ةیكیناكیملا تانوكملل ةیفیظولا تاصوحفلا §

 .ةممصملا/ةعنصملا ةكرشلا تامیلعتل اًقفو ةمداعلا

 راذنلإل يفیظولا عضولاو ةینورتكللإا تانوكملا عیمجل ةیفیظولا ةباقرلا نم ققحتلا §

 .ىلثملا لیغشتلا میق دیدحت  §

 .ةأمحلا تایوتسم صحف §

 .بساورلا ةلازإ لثم ماعلا فیظنتلا لامعأ §

 .ةمداعلا هایملا ةجلاعم ماظنل ةیلكیھلا ةلاحلا صحف §

 .ةبسانملا ةیوھتلا يف مكحتلا §

 .قفدتلاو جراخملاو لخادملا ةبقارم §

 .)ةحئارلا ،ركعتلا ،نوللا( قفدتلا يف يسحلا مكحتلا §

 .ةجلاعملا ةءافك رابتخا §

 .ةكلھتسملا داوملا نوزخم صحف §

 .غیرفتلا طاقنل يرصبلا صحفلا §

 .ةأمحلا نم صلختلا §

 

 ةأمحلا نم صلختلا 6.3
 ةجلاعملا ءانثأ ةبلصلا داوملا نم ةیفاك تایمكب ظافتحلاا بجی ،ةیجولویبلا ةلحرملا يف ةجلاعملا ةءافك نامضل

 .ةیلولأا

 ةكرشلا تامیلعتل اًقفو اھؤارجإ بجیو ةنایصلا ءانثأ ةأمحلا ىوتسم ىلع دامتعلااب ةأمحلا نم صلختلا بجی

 .ةممصملا /ةعنصملا

 تامیلعتلل اًقفو اھنم صلختلا/ ةأمحلا ةلازإ نع ةلوؤسملا ةھجلا يھ ةیرادلإا ةھجلا
 .ةیلحملا

 

 

 

 ةنایصلا دقع 6.4
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 يناكس ءىفاكم 5000 ةمدخل ةجلاعملا تاطحم ةبقارم :)1( لودجلا

 نم ةممصملا تاطحملا
501 - 5000  

نم ةممصملا تاطحملا  
 51 - 500  

  ةمصصملا تاطحملا
50 نم لقا  

 

 هایملا نم روھش 3 لك ةنیع
 ةجراخلاو ةلخادلا

-3(COD, DO, pH, NO
N)-TN, -4N, NH 

 ةجراخلا هایملا نم ةدحاو ةنیع
 ,COD, DO) روھش 6 لك

N, -4N, NH-3pH, NO
T-N) 

 ةجراخلا هایملا نم ةدحاو ةنیع
 )COD(روھش 6 لك

 

 ةینیتورلا تاصوحفلا

 هایملا نم ایونس ةدحاو ةنیع
 نم لكل ةجراخلا

, COD, DO, 5(BOD 
N, -3TSS, pH, NO
N, -N, T-4NH

Escherichia coli 
Intestinal Helminthes 

Eggs) 

 هایملا نم ایونس ةدحاو ةنیع
 نم لكل ةجراخلا

, COD, DO, 5(BOD 
N, -3TSS, pH, NO
N, -N, T-4NH

Escherichia coli 
Intestinal Helminthes 

Eggs) 

 هایملا نم ایونس ةدحاو ةنیع
 نم لكل ةجراخلا

(BOD5, COD, 
Escherichia coli)  

 ةیباقرلا تاصوحفلا

 نم لكل ایرھش ةدحاو ةنیع
 ةجراخلاو ةلخادلا هایملا

, COD, DO, 5(BOD
N, -3TSS, pH, NO
N, -N, T-4NH

Escherichia coli, 
Intestinal Helminthes 

Eggs) 

 هایملا نم ایرھش ةدحاو ةنیع
 نم لكل ةجراخلا

, COD, DO, 5(BOD
N, -3TSS, pH, NO
N, -N, T-4NH

Escherichia coli, 
Intestinal Helminthes 

Eggs) 

 هایملا نم*ایرھش ةدحاو ةنیع
  نم لكل ةجراخلا

, COD, 5(BOD
Escherichia coli) 

 12-1ءادلاا ةبقارم
 ) لیغشتلا دعب رھش

 

 ةنایصلا .6
 .ةنایصلا نع ةلوؤسملا ةھجلاو ةمداعلا هایملا ةجلاعم تاطحم كلام نیب مربملا ةنایصلا دقع ساسأ ىلع ةنایصلا متت

 .ةدمتعم ةكرشل نیلھؤم نیفظوم لبق نم تاطحملا هذھل ةنایصلا ءارجإ بجی و

 ةكرشلا تامیلعت بسح مظتنمو يرود لكشب ةمداعلا هایملا ةجلاعم ةمظنلأ شیتفتلاو ةنایصلا تایلمع نوكت نا بجی

 .ةممصملا/ةعنصملا

 :ةیلاتلا ةنایصلا لامعأ نم ىندلأا دحلا ءارجا بجی ،ماع لكشبو

 

 ةنسلا يف ةنایصلا لامعأ ءارجلإ ىندلأا دحلا 6.1
 تارتف دیدحت متی مل ام ،لقلأا ىلع رھشأ ةتس لك PE 5.000 ةمدخل ةمداعلا هایملا ةجلاعم تاطحم ةنایص يغبنی

 .ةعنصملا ةكرشلاب ةصاخلا ةنایصلا تامیلعت يف لقأ ةنایص

 

 ةنایصلا لامعأ نم ىندلأا دحلا 6.2
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 لغشملا ىلعو ،كلذ ىلإ ةفاضلإاب دعب نع تانایبلاو تانایبلا عیمجتب ةزھجم مكحتلا ةدحو نوكت نأ بجی .اًینورتكلإ

  :يلی امم دكأتلا

 .مویلا يف لقلأا ىلع ةدحاو ةرم دعب نع تانایبلا لاسرإ قیرط نع ماظنلا ةلاح نع ملاعتسلاا متی §

 .روفلا ىلع ةددحملا لاطعلأا وأ بویعلا ةجلاعم §

 نیزخت نكمی ،كلذ نمً لادب .ةنایص ءارجا لكل ماظنلل ينورتكللإا لجسلا نم ةیلاح ةعوبطم ةخسن رفوتی §

 .ھنیزختو ھظفحو فلملا نم ةخسن لیزنت متی ،تلااحلا هذھ يفو .ينورتكلإ لكش يف لجسلا رتفد

 :)نكمأ نإ( لقلأا ىلع ةیلاتلا تاصوحفلا ءارجإ بجی :ایرھش

 .ةأمحلا ىوتسمل يرصبلا صحفلا §

 .)يرصبلا صحفلا( اھدادسنا مدع نم دكأتلل جراخملاو لخادملا صحف §

 .يلیغشتلا لجسلا يف اھلیجستو ةیئابرھكلا تادحولل لمعلا تاعاس دادع ةءارق §

 مزلی لا ،ةیدرفلا تادحولاب ةصاخلا لیغشتلا تاعاس ضرعیو لجسی ينورتكلإ لجسبً ازھجم مكحتلا ماظن ناك اذإ

 .اھنیزختو اھظفحو فلملا نم ةخسن لیمحتو ةیفاضإ تاظحلام قیثوت بجی ،كلذ عمو .لجسلا يف لاخدإ

 .يلیغشتلا لجسلا يف ھلاخدإو اًیونس )ةجلاعملا هایملا تایمك لاثملا لیبس ىلع( هایملا كلاھتسا لیجست بجی :ایونس

 

 ةبقارملاو دصرلا 5.2
 .)1( لودجلا يف حضوم وھ امك لغشملا لبق نم ةبقارملا متی نأ بجی

 .ةیرادلاا ةھجلا وا ةیمیظنتلا ةھجلا ىلإ ربتخملا جئاتن لاسرإ ةیلوؤسم لغشملا لمحتی

 هایملل ةدمتعملا رابتخلاا تاعومجم مادختساب عقوملا لغشم ةطساوب عقوملا يف اھؤارجإ نكمی :ةینیتورلا ةبقارملا

 ةلوؤسملا ةیمیظنتلا ةھجلا ىلا اھمیلست متیو نیماع ةدمل تاصوحفلا تلاوكوتوربو جئاتنلاب ظافتحلاا بجیو .ةمداعلا

 .بلطلا دنع

 ةحلصتسملا ةیلزنملا هایمل ينیتورلا ةینیتورلا تاصوحفلا ةطحملل لغشملا موقی :ةینیتورلا تاصوحفلا §

 ةدمتعم رابتخا تاعومجم مادختساب تاصوحفلا ءارجا متیو ،PE 5000 ةمدخل ةجلاعملا تاطحم نم

 نیماع ةدمل رابتخلاا تلاوكوتوربو جئاتنلاب ظافتحلاا بجی .ةطحملا عقوم يف )test kits( ةمداعلا هایملل

 .مھبلط ىلع ءًانب ةیباقرلا تاھجلل اھمیلستو

 تاصوحفلا جئاتن میدقت بجیو دمتعم ربتخم يف ةیباقرلا تاصوحفلا ءارجإ بجی :ةیباقرلا تاصوحفلا §

 .ةیباقرلا تاھجلا ىلإ

 ةجلاعملا ةءافك ةبقارمل تاصوحف ءارجإ بجیو بیكرتلا نم ماع رورم دعب كلذ نوكیو :ءادلأا ةبقارم §

 ةیباقرلا تاھجلا ىلإ اھمیدقت و دمتعم ربتخم يف
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 .يلیغشتلا لجسلا يف اھنیزختو كلاملا ىلإ قئاثولا عیمج میدقت يغبنیو

 نع لیصافت قئاثولا مدقت نأو  .لیغشتلاو بیكرتلا تارابتخا نم ءاھتنلاا دنع طقف قئاثولا رادصإ متی نأ يغبنی

 .بیكرتلا تارابتخا ءانثا اھمییقت مت يتلا رصانعلا عیمج

 ةتبثم تامیلعت دوجو دیكأتو ،ةملاسلا مییقتو ،دئازلا قفدتلا نم ققحتلا ققحتلاو شیتفتلا تایلمع لمشت نا بجی

 نیذلا صاخشلأل لاصتلاا تامولعمو ءامسأ نمضتت نأ بجی يتلاو ،ئراوطلا ةلاح يف اھمادختسلا طئاحلا ىلع

 .مھب ناعتسُی

 

 لیغشتلا .5
 ةنایصلاو لیغشتلا تاءارجا ىلع PE 5.000 ةمدخل ةمداعلا هایملا ةجلاعم تاطحمل يلكلا يلیغشتلا رمعلا دمتعی

 .مظتنم لكشب اھب لومعمملا

 ةصاخلا )ةممصملا /ةعنصملا ةكرشلل ةیلیصفتلا تامیلعتلا لثم( ةمزلالا تامولعملا عیمجب لغشملا دیوزت بجی

 ةحاتم نوكت نا بجیو ةعنصملا ةكرشلا /ممصملا /بیكرتلا ةكرش لبق نم ةمداعلا هایملا ةجلاعم ةطحم لیغشتـب

 .اھیلع لوصحلا لھسیو

 ةجلاعم ةطحمل رمتسملا لیغشتلا نع لوؤسملا ةطحملا لغشم ةطساوب ةیلیغشتلا تاءارجلاا عیمج ذیفنت متی نأ بجی

 .ةمداعلا هایملا

 مزلتسیو .ةممصملا/ةعنصملا ةكرشلل لیغشتلا لیلدلً اقفو ةمظتنم تارتف ىلع لامعلأا عیمج ذیفنت لغشملا ىلع بجی

 تافصاوم مھأ قیثوتو سایق ،رملأا مزل اذإو ،ھتبقارمو يفیظولا ھعضوو ماظنلا ةلاح ىلع ظافحلا اساسأ كلذ

  .ةطحملاب ةصاخلا لیغشتلا

 /ةعنصملا ةكرشلا لبق نم بیردتلا نوكی نأ بجی كلذل لامعلاا هذھ ذیفنتل ةبسانملا ةربخلا لغشملا كلتمی نأ بجی

 ةھجلا لبق نم لمعلا متی نأ بجی ،تلاھؤملا و ةمزلالا ةربخلا ىلإ رقتفی لغشملا ناك اذإ .ةیرادلإا ةھجلا /تبثملا

 .ةدمتعملا ةیرادلإا

 كلذل لھؤملا ریبخلا وا لغشملا لبق نم روفلا ىلع اھدیدحت مت يتلا لاطعلأا وأ ءاطخلأا عیمج حلاصإ بجی 

 .يلیغشتلا لجسلا يف هركذ مت يذلاو

 نأ بجیو .يرصبلا صحفلا قیرط نع ماظنلا ةفیظوو ةلاح نم ماظتناب ققحتلا وھ ةیسیئرلا لغشملا ماھم نم

 :يلیام نم ققحتلاب يرود لكشب لغشملا موقی

 

 ةمظتنملا ةبقارملا 5.1
 مت دق ناك اذإ امو لیغشتلا دیق لازت لا ةمداعلا هایملا ةجلاعم ةطحم نأ نم ققحتلا لغشملا ىلع بجی :ایموی

 ةیمویلا تاصوحفلا ءارجإ نكمی اروف لاطعلأا حلاصا متی ثیحب ةبقارملا زاھج نم لاطعا يأ ىلإ ةراشلإا
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 لاجملا .3
 ةلازإو ةبقارملاو حلاصلإا تایلمع و ةنایصلاو لیغشتلاو ،بیكرتلا طورش نم ىندلأا دحلا تامیلعتلا هذھ ددحت

 لمشی اذھو .ةیمشاھلا ةیندرلأا ةكلمملا يف يناكس ءىفاكم 5.000 ةمدخل ةمداعلا هایملا ةجلاعم تاطحمل ةأمحلا

 .ةأمحلا نم صلختلا اھیف امب تاطحملا لمع میظنتو ةعباتمو ةنایص

 .تابلطتملا نم ىندلأا دحلا ىلإ ریشت ةددحملا طورشلا عیمج

 رادصإ لاحب وأ ،دیدج لیدعت وأ ةفاضإ مت اذإ لاثملا لیبس ىلع ،ةرورضلا دنع تامیلعتلا هذھ ةعجارم نوكت

 .بیوصت

 

 بیكرتلا .4
 ةیلمعلا ةربخلا تبثت يتلا تداھشلا دیوزت بجیو ةمزلالا ةربخلا بیكرتلاب ةفلكملا تاكرشلا ىدل نوكت نأ بجی

 اھیلا دنتسملا طورشلا ةاعارم عم ،ةعنصملا ةكرشلا تامیلعتل اًقفو بیكرتلا متی نأ و ةیلمعلا ةفرعملاو ةیرظنلاو

  .ةداھشلا رادصا دنع

 ىلا لوصولا لھسی ثیحب ،دیج لكشب اھلمع ةیرارمتسا نامض لجأ نم ةطحملل بسانملا عقوملارایتخا بجی

 . ةنایصلاو ةأمحلا ةلازلإ كلذو مئادو نًمآ لكشب )ھل حرصم( ثلاث فرط يا لبق نم ةجلاعملا ةطحم

 نیعب ءاشنلإاو بیكرتلا تایلمعو  هایملا ةیامح قطانمب ةقلعتملا ةیلحملا تافصاوملاو ةمظنلأا عیمج ذخأ بجی

 .رابتعلاا

 ةلومح لمحت ىلع ةردق تاذ ضرلأا تحت اھؤانب/اھعضو متیس يتلا ةمداعلا هایملا ةجلاعم تاطحم نأ نم دكاتلا

 .جایسلا لثم ةبسانم ریبادتب عقوملا ةیامح عم ةرقتسمو ةتباثو تابكرملا

 ةطحم تناك اذإ امم ققحتلا عم ةعنصملا ةكرشلا تامیلعتل اًقفو عقوملا ةیامحل ریبادت يا بیكرت متی نا بجی

 .ناضیفلل ةضرعملا قطانملا قاطن نمض عقت ةمداعلا هایملا ةجلاعم

 .ماظنلا لیغشت دنع لیغشتنلا تایلمع نع لغشملا غلابإ يغبنی

 .بیكرتلا ةكرشو لغشملا نیب ةكرتشم ةروصب ةیئاھنلا صحفلا تایلمع ءارجإ و دكأتلا يغبنی

 لجس يف لجست نأو ،نوكراشملا اھیلع عقوی نأو ،اھیلع ةقفاوملاو تاصوحفلا تاءارجإ ا غاصت نأ يغبنی

 .ةبسانملا لیغشتلا تاءارجإب ةقلعتملا تامیلعتلا قیثوت بجیو .لیغشتلا

 .بیكرتلا لبق ةینعملا تاھجلا عیمج نم تاقفاوملا ىلع لوصحلا بجی

 ةكرشلا لبق نم ةدمتعملا میمصتلا ةطخل اقفو اھبیكرت مت دق ماظنلا تانوكم عیمج نأ نم ققحتلاو يغبنیو

 .بیكرتلا ىلع فارشلإا راشتسمو ةممصملا/ةعنصملا
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 سایقلا ،رملأا مزل اذإو ،مظتنم يرود لكشب ةمداعلا هایملا ةجلاعم ةطحمل ةیراجلا تایلمعلا عیمج ذیفنتب موقی

 .تقولا سفن يف كلاملا وھ لغشملا نوكی نأ نكمیو .ةماھلا لیغشتلا رییاعمل رثكأ قیثوتلاو

 كلاملا

 .تقولا سفن يف لغشملاوھ كلاملا نوكی نأ نكمیو .ایًنوناق ةمداعلا هایملا ةجلاعم ةطحم كلتمی نایك وأ صخش

 يناكسلا ءىفاكملا

 .مویلا للاخ ةجتانلا دحاولا صخشلل مارغلاب ةیوضعلا ةداملا ةیمك

 اقبسم ةعنصملا ةمداعلا هایملا ةجلاعم تاطحم

 ةقبسم تانوكم نم فلأتتو ،عنصملا يف ةمداعلا هایملا ةجلاعم تادحوو اھقفارم عیمجت متی يتلا تاطحملا يھو

 هایملاوأ ماخلا ةیلزنملا ةمداعلا هایملا ةجلاعماھفدھو عینصت ةكرش ةطساوب عقوملا يف اھبیكرت متیو ،عنصلا

 .PE 500 ةمدخل ةیدامرلا

 ةیمیظنتلا ةھجلا

 مكحتلل يساسلأا ماظنلا بجومب ةیحلاصب عتمتی سلجم وأ نایك وأ ،ةیموكح ةئیھ وأ ةھج وأ ،ةیموكح ةرئاد يا

 .ةنایصلاو لیغشتلاو بیكرتلا ةبقارمو تاداھشلا رادصإ ةیلمع يف

 ةیزكرملا ھبش ةمداعلا هایملا ةجلاعم تاطحم

 ءىفاكم 5.000 ىلا لصیام مدخت اھرودب يتلاو ةمداعلا هایملا ةجلاعمل ةرواجتم تاطحم ةدع نم ةعومجم

 .ةیدوقنعلا ةیزكرملالا ةمداعلا هایملا ةجلاعم ةرادإ نمض تاطحملا هذھ ةعومجم جردنت ،اھنم لكل يناكس
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 فیراعتلا و تاحلطصملا .1
 ،PE 5.000 ةمدخل ةمداعلا هایملا ةجلاعم تاطحم ةنایصو لیغشتو بیكرتل ةینطولا تامیلعتلا نم ضرغلا قیقحتل

 :ةیلاتلا تاحلطصملاو فیراعتلا قبطت

 .يمازلإ بولطملا نأ ىلإ "بجی" ةملك ریشت

 .ةیصوت بولطملا رابتعا ىلإ "يغبنی" ةملك ریشت

 ةقباطملا ةداھش

 دعاوقلا وأ ةیسایقلا تافصاوملل ةقباطم ةرادلإا ةمظنأو ،جاتنلإا ةقیرط وأ جتنملا وأ ةمدخلا نأ دكؤت يتلا ةقیثولا

 .ةدمتعملا ةینفلا

 ةیزكرملالا ةمداعلا هایملا ةجلاعم ةمظنأ

 ةطقن دنع اھنم صلختلا وأ ةمداعلا هایملا مادختسا ةداعإو ةجلاعمو عمجب ةیزكرملالا ةمداعلا هایملا ةمظنأ موقت

 ةجلاعم ةمظنأ فیرعت متی ةیندرلأا ةیزكرملالا ةمداعلا هایملا ةرادإ ةسایس ىلإ ةراشلإاباھنم برقلاب وأ اھدیلوت

 ةینكسلا تاعومجملل ةیلزنملا ةمداعلا هایملا ةجلاعم تاطحم" :يلاتلا وحنلا ىلع ةیزكرملالا ةمداعلا هایملا

 ."يناكس ءىفاكم 5.000 نم لقا مدخت ةریغصلا

 ةیلزنملا ةمداعلا هایملا

 يف امب( تامامحلاو خباطملاو ضیحارملا لثم ةماعلا قفارملاو تاسسؤملاو لزانملا نع ةجتانلا ةمداعلا هایملا

 فرصلا هایم ءانثتساب ؛سبلاملا لساغمو )ةحابسلا ضاوحا ءانثتساب نكلو ،تامامحلاو لساغملاو شدلا كلذ

 .ةیعانصلا

 ةجراخلا هایملا

 .اھتجلاعم دعب ةمداعلا هایملا ةجلاعم تاطحم نم ةجراخلا هایملا

 عقوملا يف ةینبملا ةمداعلا هایملا ةجلاعم تاطحملا

 ةمداعلا هایملا ةجلاعمل عقوملا يف لماكلاب تدیشو ةیادبلا نم اھمیمصت مت يتلاو ،ةمداعلا هایملا ةجلاعم تاطحم

 .PE 5.000 ةمدخل ةددعتملا وأ ةیدرفلا ينابملا نم ةیدامرلا هایملاو ماخلا ةیلزنملا

 ةیدامرلا هایملا

 هایملاب مامحتسا ضوح وأ نیدیلا لسغل ضوح وأ شد وأ مامحتسا ضوح نم اھردصم ةمداعلا هایملا

 ءانثتساب( خبطملا ةعولاب وأ/و سبلاملا لیسغ ضوح وأ/و سبلام ةلاسغ وأ نوحص ةلاسغ وأ ةیندعملا

  .)ةلوبملاو ضاحرملاو ةحابسلا ضاوحا

 .ةیزاربلا ایریتكبلاب ةثولم ةیدامرلا هایملا نوكت دق ةظحلام

 ةیرادلإا ةھجلا

 ةمداعلا هایملا ةجلاعم تاطحم ةنایصو لیغشت تایلمع عیمج نع ةلوؤسم ةیدلب وأ ةیعمج وأ ةصاخ ةكرش

 ةمظنأب ایلاح لومعم وھ امك ،دحاو تقوب ةمظنلأا نم دیدعلا ریدتو لغشتو كلمت نا نكمیو.ةرادإ دقع بسح

 )ةیزكرملالا ةیتحتلا ىنبلل ةیزكرملا ةرادلإا( .ةیزكرملا ةجلاعملا

 لغشملا
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 .ةجلاعملا ماظنل يليصفت فصو §
 .يمويلا يكيلورديهلاو يوضعلا لمحلا §
 .حجانلا ليغشتلا نامضل ةمز^[لا ةنايصلا تاءارجإ حيضوت §
 .ةأمحلا ةلاز}U ةينمزلا ةدملا §
 ةنايص لودج لاثملا ليبس ىلع :)اهتيراركت كلذ يف امب( اهب ’‘وملا ةنايصلا تاءارجإ حيضوت §

 .ت^[يدعتلاو تارابتخ^Uاو تامييقتلاو تانوكملاو ماظنلا ةعجارمل لصفم
 .اهح^[صإو ءاطخUVا فاشكتسا ليلد §
 يف ةيليغشتلا ةرتفلا دعبو ءانثا ةطحملا ىلا لخاد قفدت دوجو مدع ب ةصاخلا ليغشتلا تاميلعت §

  ةروvîلا لاح
  ليغشتلا تاميلعت §
§ ìîاهتاددحمو ةلافكلا طو. 
 .عنصملاب ةصاخلا لاصت^Uا ليصافت §
 .نيدمتعملا نيينفلا نييلغشملا ماقراو ءامسا §
 .كلاملا تايلوؤسم نيبت ةمئاق §
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 .ماظنلا تانوكم مهأ نع تامولعم عم ةيسيئرلا ماظنلا ةقرو §

 حمست ةقبسم ةداهش صاصتخا اهل يتلا ةصتخملا ةطلسلا ردصت ،ةلصلا تاذ تادنتسملا عيمج رفوت ةلاح يف
 .اهؤانب مت يتلا ةمداعلا هايملا ةجلاعم ةطحم ليغشت ءدبب

 .عقوملا يف ءادUVا ةبقارم اضًيأ بجي ،ةيئاهنلا ةداهشلا ىلع لوصحلا لجأ نم

 ءادUVا ةبقارم )ب

 ،يرهش ساسأ ىلع نيتنس ةدمل عقوملا يف )ةجلاعملا ةءافك 7.3 رظنا( ةجلاعملا ةءاقك ةبقارم بجي ،تيبثتلا دعب
 .ةصتخملا ةطلسلا فاìîإ تحت

 .ةلوؤسملا ةينطولا ةهجلاب صاخلا رابتخ^Uا ءارج}U اقًفو مظتنم لكشب ةجراخلا هايملا ةيعون رابتخا بجي

 تابلطتملاب يفت ^U ةينبملا ةمداعلا هايملا ةجلاعم ةطحم نأ وأ ،جتنملا ةقباطم تامييقت لامكتسا متي مل اذإ
 لصحت نلو ،ةفصاوملا هذه تابلطتم ققحت ةطحملا نأب ءاعد^Uا نكمي ^[ف ،ةيسايقلا ةفصاوملا هذه يف ةددحملا

 .ةلصلا تاذ ةينطولا ةيميظنتلا ةطلسلا لبق نم ةداهش ىلع

 

 ةنايصلاو ليغشتلا تاميلعت .11

 ةمداعلا هايملا ةجلاعم تاطحم ءادأ نامضل ليغشتلا ل^[خ مظتنمو رمتسم لكشب ةنايصلا تايلمع ءارجأ يغبني
 .يليغشتلا اهرمع ةرتف لاوط بولطم وه امك عقوملا يف ةينبملا

 ةهجلاو مدختسملل ةحاتم ىرخا تاددحم ةيأو ميمصتلاو ةعسلاب ةقلعتملا تامولعملا ةفاك نوكت نا بجي
 .ةيميظنتلا

 يأ نودو رمتسم لكشب اهئادأ نامضل عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم ةنايصو ليغشت بجي
 ةحضوملاو ةعنصملا ةكî‰لا لبق نم دمتعم ينف /ةدمتعم ةكìî لبق نم ةنايصلا تايلمع متت نأ يغبنيو .لخدت
 .ةينقتلل اقًفو ةمدخلا ةرتف فلتخت دقو تاينقتلا تافصاوم يف

 

 تاميلعتلا 11.1

 ةطحم لكل اهريفوت بجيو ،flîتخمو حضاو لكشب ةيزيلجن}Uاو ةيبرعلا نيتغللاب ةبوتكم تاميلعتلا نوكت نأ بجي
 وأ ةيقرو ةروص يف امإ قئاثولا ميدقت نكمي .يطيطختلا مسرلاو ماقرUVاب ةموعدم عقوملا يف اهؤانب متي ةجلاعم
 .عزوملا وأ/و ةعنصملا ةكî‰لل ينورتكل}Uا عقوملا ىلع ةحاتم نوكت نأ اضيا يغبنيو ،ةينورتكلإ

 :يلي ام كلذ يف امب ،ءانبلا ةيلمع نع ةلماك ليصافت ءانبلا تاميلعت حضوت نأ بجي

 .ةوطخب ةوطخ ةلصفم تاميلعت )أ
 .بولطم بيردت وأ ةصاخ تاودأ صخت ليصافت )ب
 .ةبولطملا ت^[يدعتلاو فيلكتلا تاءارجإ )ت
 .اهح^[صإو ءاطخUVا فاشكتسا ليلد )ث
 .عيبلا دعب ام ةمدخل لاصت^Uا ليصافت )ج

 .ةيبرعلاو ةيزيلجن}Uا ةغللاب ةبوتكمو ةحضاو ةنايصلاو ليغشتلا تاميلعت نوكت نأ بجي

 :يلي ام لمشتو عقوملا يف اهؤانب متي ةطحم لكل ةعنصملا تاكî‰لا لبق نم تاداشر}Uا ميدقت بجي
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 يئيبلا رثA:ا مييقت .9

 يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحمل (EIA) يئيبلا رثUVا مييقت ىلإ ةجاحلاب ةقلعتملا تارارقلا ذاختا بجي
 ةلوؤسملا ةينطولا ةهجلا لبق نم PE 5.000  ةمدخل عقوملا

 

 ةقباطملا مييقت .10

 .ةق^[علا تاذ ةصتخملا ةطلسلا لبق نم ىنبملا ىلع يئاهنلا شيتفتلا ءارجإ متي

 ،ةقيثولا هذه تابلطتمل اقًفو ةقباطملا ةداهش ىلع عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم لوصحل

 :يليام تابثإ بجي

 يلوUVا عونلا رابتخ^U ةطحملا عوضخ )أ

 ةعنصملا ةكî‰لا يونت امدنع ةقيثولا هذه يف ةجردملا صئاصخلاب ةقلعتملا ءادUVا سيياقم عيمج ديدحت بجي
 .تارابتخا ءارجإ نود اهن^[ع}U ماكحأ ىلع ةقيثولا صنت مل ام ةطحملا ءادUVا نايب ىلع لوصحلا

 يUV رثكأ وأ ةيصاخل جئاتنلا نوكت نأ عقوت عم ،تائف يف ةعنصملا ةكî‰لا تاجتنم عيمجت متي دق ،مييقتلا تاياغل
 .ةئفلا سفن نم تاجتنملا يقاب عم لثامتت ةددحم ةئف نمض جتنم

 .ةبسانم ةيليثمت ةنيع رايتخاب حامسلا يغبني مييقتلا ةقيرط تافصاومل اقفو

 ةكî‰لا نلعت يذلا ةقيثولا هذه يف ةجردملا صئاصخلا عيمجل جتنملا عون تاديدحت ءارجإ بجي ،كلذ ىلإ ةفاض}Uاب
 :ءادUVا نع ةعنصملا

 قرط ساسأ ىلع ،تانوكملل ةعنصملا ةكî‰لا ةطساوب ،لعفلاب اهصئاصخ ديدحت مت يتلا تانوكملا مادختسا دنع
 هذه تافصاوم قيثوت بجيو .صئاصخلا هذه مييقت ةداعإ مزلي ^U ،ىرخUVا جتنملا ريياعم يف ةددحملا مييقتلا
 .تانوكملا

 :ةعنصملا ةكî‰لا لبق نم ةيلاتلا تامولعملا نع حيflîتلا بجي

 )ةبوسحم( ةجلاعملا ةءافك §

 ةيمس^Uا ةميقلا §

  ءاملا ةيذافن رابتخا حاجن §

 يلكيهلا كولسلا §

 رابتخ^Uا يف ةددحملا ةقاطلا ك^[هتسا §

 قيرحلا ةمواقم §

 ،ةيلمعلا فاصوأو ةمداعلا هايملا ةجلاعم تاسايق نع كلذكو ،سايقلاو ميمصتلا نع ةلصفم تامولعم §

 تاطحم ةلسلس نم ماجحUVا عيمجل ةدحوملا ءانبلا تافصاومو ةجلاعملا ءادأ سفن قيقحت لجأ نم

 .ةريغصلا ةمداعلا هايملا ةجلاعم

 جتنملل يليصفت فصو §

 ةنايصلاو ليغشتلاو فيلكتلاو تيبثتلا نع ةلصفم تامولعمب تاميلعت §
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 فيلكتلا و رابتخ;:او بيكرتلا .8

 .ةيلمعلاو ةيرظنلاو ةينفلا اهتفرعم ىلعً ^[يلد مدقت نأو ةدمَتعم تيبثتلا ءارجإب ةفَّلكملا تاكî‰لا نوكت نأ بجي

 ةاعارم بجيو ممصملا /ةعنصملا ةكî‰لاب ةصاخلا تيبثتلا تاداشر}U اقًفو تيبثتلا متي نأ بجي ،كلذ ىلع ةو^[ع

 :يلاتلا ءارج}Uا

 .ق^Uزن^Uا دض ةيامحو معدو ،ةيفاك لمع ةحاسم ةحاتإ عم ةنمآ ةقيرطب تايرفحلا ءارجإ بجي :ضرUVا رفح

 تانازخلا نوكت .ةينفلا تافصاوملاو ةيميمصتلا تاموسرللً اقبط لامعUVا عيمج نوكت ماع لكشب :ةيندملا لامعUVا

 C30 وأ C25 ةيناسرخلا لامعUVا عيمج نوكت نأ بجي .مم 200 نع لقت ^U رادج ةكامسبو ءاملا بî¯تل ةعنام لكايه

 يلاخ هجو تاذ ةيلخادلا حطسUVا عيمج نوكت نأ بجي .تاتيربكلل مواقملا تنمسUVا مادختساب )ةجاحلا بسح(

 .بلص فجمب ةءولممو

 .هايملا بî¯ت ماكحإ نم دكأتلل مدرلا لبق تابî¯ت دوجو مدع نم دكأتلل تانازخلا صحف بجي :بî¯تلا رابتخا

 .يكيناكيم طغضو تاقبط لكش ىلع مدرلا متي :مدرلا

 ةكربلا ةفش لثم ،تانازخلا جراخمو لخادمب بيبانUVا ليصوت دنع ةصاخلا ةيانعلا ةاعارم بجي :بيبانUVا ت^[يصوت

 .ةلمتحملا ةيلكيهلا تاكرحلاب حامسلل نرملا لصوملا ىلإ ةفاض}Uاب ،بيبانUVا جراخمو لخادم دنع نازخلا بî¯ت عنمل

 ةدام نم تاتبثملا عيمج نوكت نأ بجيو .ةعناصلا ةكî‰لا تايصوت بسح تادعملا بيكرت بجي :تادعملا بيكرت

 نكمملا نم نوكي نأ بجيو .ةلوهسب اهكيكفتب حمست ةعيóî ليصوت ت^[صوب تادعملا دوزت .لكآتلل ةلباق ريغ

 .ةطحملا فاقيإ ىلإ ةجاحلا نود ةنايصلا لامعأب مايقلاو تادعملا كيكفت

 بجي .بيبان^Uا لخاد ت^[باكلا عيمج عضو بجي .ءاملل ةمواقم ت^[صولا عيمج نوكت نأ بجي :ةيئابرهكلا لامعUVا

 .ةزهجUVاو تادعملا عيمجب w◊رUVا لبيكلاا ليصوتو بيكرت

 ،اًبطرو افًاج زاهج لك رابتخا بجيو ،هايملا بî¯ت نع اثًحب لكايهلا رابتخا بجي ،ةناسرخلا ليغشت ءدب لبق :رابتخ^Uا

 .w◊رUVا لبيكلا رابتخا بجي .ةتمتUVا ةاكاحمو ةيئابرهكلا حاولUVا رابتخا بجيو

 فflîلا ماظنب هليصوت متي مث ،بî‰لا هايم مادختساب ليغشتلا أدبي نأ بجي ،حاجنب رابتخ^Uا ءارجإ دنع :ليغشتلا ءدب

 نم نوكي دق .كلاملا ىلإ لقنلا / ميلستلا لبق لقUVا ىلع نيعوبسأ ةدمل فيلكتلا ذيفنت متي نأ بجي .يحصلا

 .ةطحملا ةعس ىلإ لوصولا ىتحً ايجيردت يحصلا فflîلا ماظن ليصوت يروvîلا

 ثيح ءادUVا تارابتخا ءارجإ بجي ،عاطقنا نود رمتسملا ليغشتلاو حجانلا ليغشتلا نم نيعوبسأ دعب :ءادUVا رابتخا

 ةمظنV[ل لاثتم^Uا ديكأتل ةيئاهنلا ةلئاسلا تايافنلا نم تانيع 3 و رثؤملا لئاسلا نم لقUVا ىلع تانيع 3 رابتخا متي

 .ةينطولا

 تاموسرلا لثم ،عوî‰ملا تادنتسم عيمج )يئاهنلا مدختسملا( كلاملا ىلإ ماظنلا لقن نمضتي نأ بجي :لقنلا

 تارابتخ^Uا عيمج ىلإ ةفاض}Uاب )عنصملا /ماظنلا /ةيلمعللو يدرف زاهج لكل( ةنايصلاو ليغشتلا ةلدأو ةينبملا

 .ريراقتلا ليغشتلاو

 تانوكم عيمج تيبثت نم ققحتي نأ بجيو ،ممصملا وأ ماظنلا تّبِثمُ ةطساوب تيبثتلا نم ققحتلا ءارجإ بجي

 ةدمتعملا ميمصتلا ةطخل اقًفو ماظنلا
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 تاميلعتو ةيلوUVا تافاعس}Uاو ،راذنإ عم رولكلا زاغ فشاكو ،نيعلا لسغ لثم ،ةم^[سلا تادعم ريفوت بجي ،زاغلا
 .ةيوهتلا ىلإ ةفاض}Uاب ،ةم^[سلا

 

 نازخلا و داوملا صئاصخ .7

 

 يلكيهلا كولسلا /ةناتملا 7.1

 امب ،مادختس^Uاو بيكرتلاو ةلوانملا نع ةجتانلا لامحUVا ةسدنهملا ةمداعلا هايملا ةجلاعم تاطحم مواقت نأ بجي

 .ةلماكلا ةيميمصتلا اهتايح لجأ نم ،ةنايصلا تايلمعو ةأمحلاا ةلازإ كلذ يف

 ةبسانم اهلعجت داوم نم ،ةيلخادلا تانوكملا عيمج كلذ يف امب ،ةمداعلا هايملا ةجلاعم تاطحم عينصت متي نأ بجي

 .ةمداعلا هايملا ةئيب يف مادختس^[ل

 يف وأ EN 12566-3 ةيبوروUVا ةفصاوملا يف يلكيهلا كولسلا/ةناتملاب ةقلعتملا ةددحملا تابلطتملا درتو

 .ةينطولا تافصاوملا

 

 قئارحلا عم لعافتلا 7.2

 اقًفو ،قيرحلا ىلع اهلعف در و اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم داوم رابتخا تابلطتم يلاتلا ددحي

 .EN 13501-1 ةفصاوملل

 

 ةرطخلا داوملا 7.3

 ،ىوتحملاب مامته^Uاو ،اهق^[طإ دنع تانايبلا رادصإو ققحتلا ةرطخلا داوملاب ةصاخلا ةينطولا تاميلعتلا بلطتت دق

 .ةقيثولا هذه اهيطغت يتلاو قاوسUVا يف ءانبلا تاجتنم عضو متي امدنع

 

 ةيئاملا ةيذافنلا 7.4

 يتلا تاجتنملا .لشف /حاجن ساسأ ىلع ءاملا ةيذافن مييقت متي اهليغشت فورظ نم دكاتلاو ةطحملا ءانب دعب
 نأ ىلع ،ةينطولا دامتع^Uا ةداهش تابلطتم بجومب ةداهش ىلع لوصحلل ةلهؤم نوكت طقف "حاجن" مييقت اهيدل
 .ءاملل ةذفنم ريغ عقوملا يف تانوكملا عيمج نوكت
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 ةمدقتملا ةجلاعملا 6.8

 لبق تاطحملا نم ةجراخلا ةجلاعملا ةمداعلا هايملا ةيعون نيسحتو ةدايز وه ةمدقتملا ةجلاعملا نم فدهلا نإ

 .تقولا سفن يف ةمدقتم ةجلاعم ةيلمع نم رثكأ مادختسا نكمملا نمو اهفيflîت

 

 ريهطتلا 6.8.1

 ةيجسفنبلا قوف ةعشUVا حيباصم

 يف نم˙Uا ليغشتلا مييقت وأ ةيجسفنبلا قوف ةعشUVا حابصم لوح ةيلاتلا تامولعملا مدقي نأ عنصملا ىلع بجي

 :ةينفلا قئاثولا

 .حابصملا عون §

 .يجوملا لوطلا §

 .ةيئابرهكلا ةقاطلا §

 .)مييقتلا( ةيجسفنبلا قوف ةعشUVا ةعرج §

 رمع ةياهن يف عناصلا اهنمضي يتلا ةيجسفنبلا قوف ةعشUVا ةعرج يه ام :ةعنصملا ةكî‰لا تامولعم §

  ىلا ةفاض^Uابو ليغشتلا

 .ةيمويلا تايلمعلاو لقنلا تايلمع ددع لثم ةمداعلا هايملا ةجلاعم ةطحم يف اهمادختساب ةقلعتملاا فورظلا

 نم حوارتت يتلا ةيجسفنبلا قوف ةعشUVا ةعرج لقت ^Uأ بجي ،ددحملا يليغشتلا رمعلا ةياهن يف هنأ ضارتفا نكمي

 .ىوتسملا اذه نع 2م/ريبما 400 ىلإ 350

 .لاصت^Uا تقو §

 .ةيجسفنبلا قوف ةعشUVا زاهج ءادأ §

 .حابصملا لادبتس^U ةنايصلا ìîؤم §

 .راذن}Uا تاراشإ نع تامولعم §

 ةنايصلا ءانثأ ةيجسفنبلا قوف ةعشUVا حابصم لادبتسا ةروvîب بسانملا تقولا يف ةنايصلا ةمدخ غ^[بإ بجي

 .ةنايصلا ةمدخ ىلإ ةراشإ ميدقت بجي ،لودجملا لادبتس^Uا نم امًوي 150 يلاوح لبق هنأ ينعي اذه .ةمداقلا

 

 ةرولكلا

 لتقي نأ نكمي هنUV عئاش لكشب مدختسي .ةمداعلا هايملل امًادختسا رثكUVاو ةيلمعلا تارهطملا رثكأ دحأ وه رولكلا
 تاتيربكلاو ديدحلا للقت يتلا ايريتكبلا لثم ةجعزملا ةيحلا تانئاكلا يف مكحتيو ضارمV[ل ةببسملا ايريتكبلا
 لاكشأب هريفوت نكميو ايريتكبلل ةيولخلا ةداملا ةدسكأ قيرط نع ةفدهتسملا ةيحلا تانئاكلا رمدي رولكلا .نيطلاو
 رولكلا تابكرمو تيرولكوبيه ليلاحمو رولكلا زاغ رولكلا ىلع ةيوتحملا ةعئاشلا ريهطتلا تاجتنم لمشت .ةديدع
 رثكأ يه ةبلصلا مويسلاكلا تيرولكوبيه صارقأو لئاسلا مويدوصلا تيرولكوبيه .ةلئاس وأ ةبلص ةروص يف
 .رولكلا زاغ نم ةروطخ لقأ اهنUV ةريغصلا ةمداعلا هايملا ةجلاعم ةمظنأ يف ةمدختسملا اعًويش رولكلا لاكشأ

 رولك ةلاح يف .رتل/غ1.0-0.5 نيب ةداع يقبتملا رولكلا حوارتي .ةلوهسب اهيف مكحتلا نكميو ةنرم تاعرجلا ت^Uدعم
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 لقUVا ىلع نيتكرب ميمصت عم ،لقUVا ىلع كرب ةث^[ث ىلإ ضاوحUVا نم ةبولطملا ةيلامج}Uا ةحاسملا عيزوت بجي

 يغبنيو.فيظنتلا ةءافك و قفدتلا فورظ نيسحت يف رود اذهلو ؛لسلستم لكشب اهعضوو اًبيرقت مجحلا سفن نم

  .قفدت يا نودب كربلا يف ةقطنم يا دوجو بنجتو ةيواستم قفدتلا ت^Uدعم نوكت نا ىلع صرحلا

 ةيئاوه ةكرح نمضت ةقيرطب اهبيترت بجيو ،راجشUVا ةطساوب ةيئاوهلا ريغ يحصلا فflîلا كرب ليلظت مدع بجي

 .ةيفاك

 ةيئاوهلا بيسرتلا كرب ¾

 مييقتلا

 رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 )يناكس ءىفاكم/3م(/مغ25 نم لقا يليمحتلا مجحلا ميمصت

 .ةفاجلا ةيوجلا فورظلا يف مايا ةسمخ ةدمل قفدت ىلع ظافحلا بجي

 .3 م/طاو 1-3 ءادأ ةفاثك ريدقت بجيريودتللو غك /غك 1.5نم رثكا نيجسكUVا ك^[هتسا نوكي نأ يغبني

 نا يغبنيو ةيوناثلا بيسرتلا ةقطنم يف كلذب مايقلا نكمي .،مجحك ةأمحلا نيزختل ةيفاضإ ةحاسم ريفوت بجي

 .ةيوناثلا بيسرتلا ضاوحأ ميمصت عم ةيوناثلا بيسرتلا كرب داعبأ قفاوتت

 عم لكشلا قباطتي نأ ىلع.ةيئاوهلا بيسرتلا ضاوحأ يف تباث ريóî جمد نكميف ،ةبولطم ةجرتنلا ةيلمع ناك اذإ

 .ةمدختسملا ةيوهتلا تادحو

 قورملا- ¾

 مييقتلا

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

§ U{عم ةيوناثلا ةيفصتلا تانازخ ليصوت متي ،ةقلعملا ةبلصلا داوملاو بيسرتلل ةلباقلا داوملا ةلاز 

  ةيويحلا ةيشغUVا ت^[عافم وأ ةيئاوهلا ضاوح^Uا

 قفدتلا ميق ىلع ءًانب ،دحاو موي وه قفدتلل ىندUVا دحلا نم بولطملا كربلا مجح يلامجإ باسح متي §

  اهتلازإ تقو ىلا ةمز^[لا ةأمحلا نيزختل نازخ ىلإ ةفاض}Uاب ىوصقلا

 .2 م 20 يواست حطسلا ةحاسم نم ىندUVا دحلا و م 1.2 قمعلل يند^Uا دحلا نوكت نا بجي . §

 .ةأمحلا خض ةلوهس نامض لجأ نم رثكأ وأ ةدحاو ةضفخنم ةطقن رادقمب يلفسلا ءزجلا ليمي نأ §

 .ةمئاعلا داوملاب ظافتح^Uا لجأ نم .جراخملا يف حيشرتلارمغلا ناردج بيترت نم دب ^[ي §

 .روفسوفلا للحت ةداعإو ةيئاملا رويطلاب يبلس لكشب ةجراخلا هايملا ةيعون رثأتت نأ نكمي §
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 بيسرتلا ضاوحأ 6.7.11

 لخدت ةمداعلا هايملا نأ ثيح.ضارمUVا تاببسم ةلازإو يوضعلا ىوتحملا ليلقتل بيسرتلا كرب ءانبو ميمصت متي

 بيسرتلا ضاوحأ مادختسا نكمي .مايأ ةدعل ةماقإ ةرتف دعب ،رخ˙Uا بناجلا نم جرختو كربلا هذهل بناوجلا دحأ نم

 .تاثولملا ةلازإ يف افًلتخم ارًود ةكرب لك بعلتو ،ةمداعلا هايملا ةجلاعم نيسحتل ةلسلس يف اهطبر وأ ،يدرف لكشب

 كانه ،كلذل .ةلاز}Uا ت^Uدعم ضافخنا ببسب اتًقو قرغتست ةيعيبط ةجلاعم تايلمع ىلع بيسرتلا كرب يوطنت

 ةيلاع ةريحب .انه ةحضوملا تايافنلا تيبثت ضاوحأ مدختست ^U .ىرخUVا ةجلاعملا تايلمع نم ربكأ قطانم ىلإ ةجاح

 .ءادUVا

 .ضاوحUVا ةمظنأ لبق ةيلمر ةديصم وأ لخانم بيكرتب ’‘وي ،ماع لكشب و

 ةمداعلا هايملا بيسرت كرب ¾

 مييقتلا

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

  يناكس ئفاكم/3م 0.15 نوكي ةأمحلا نازخ مجحف ؛يناكس ئفاكم/3م 0.5 نم ربكا بيسرتلا ضاوحأ مجح ناك اذإ

 تاقفدت ىلع اضًيأ قبطني اذهو ةفاجلا ةيوجلا فورظلا ل^[خ دحاو موي نع لقي ^U قفدت تقو ىلع ظافحلا بجي

 .ةيلاعلا ةليخدلا هايملا

 .٪50 - ٪35 ةبسنب يوضعلا ثولتلا ليلقت نكمي

 ةطقن  هاجتاب ليمت ثيحب .ةبسانم هايملا لدابت ةقطنم يف ردحنملا ليم نوكي ثيحب .طيسب ميمصت رايتخا نكمي

 طلخلا تاونق يف اصوصخ قفدتلا ةقاط ليوحتل ةكربلا لخدم دنع يغبني .ةأمحلا خض لجأ نم رثكأ وأ ةدحاو

 ةتباث تاردحنم دوجو يروvîلا نمف ،بناجلا نم ةأمحلا ةلازإ نكمي ^U ناك اذإ .ةأمحلا ةلاز}U تابكرملا لوصو مزلي

 .)fl’ 1: 5قأ دحب ليم عم(

 ةيئاوه^[لا يحص فî‘ ضاوحأ ¾

 مييقتلا

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 .يناكس ئفاكم/2م 10-8 نم ربكا حطسلا ةحاسم نوكت نأ

 فورظلا رابتع^Uا يف ذخأت يتلاو ،يكرحلا مييقتلا جهانم ريوطت مت ،ةيئاوهلا ريغ يحصلا فflîلا ضاوحأ مييقتل

 .ءاقبتس^Uا تقوو ةلصلا تاذ ةيخانملا

  يناكس ئفاكم/2م5 ىلا ةفاض^Uاب حطسلا ةحاسم ،راطمUVا هايم ةجلاعمل

 مجحلا ليلقت ،بيسرت ةكرب ىلع يوتحت ^U تناك ةلاح يف .رتم يلاوح قمع ىلع ةيئاوهلا ريغ ضاوحUVا ميمصت متي

 .ةأمحلاو لمرلا لابقتس^U بيسرتلا كرب عم لاحلا وه امك ،كربلل لو^Uا لخدملا ةحاسمل ىندUVا دحلل
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 )w¯نرفلا ماظنلا( ówأرلا قفدتلا تاذ ةأشنمُلا ةبطرلا ضرUVا ةمظنأ 6.7.10

 ةيعيبطلا ةلاز}Uا تايلمع نيسحت هيف متي ówدنه تابن اهنأ ىلع اهؤاشنإ مت يتلا ةبطرلا w◊ارUVا فيرعت نكمي

 ةمداعلا هايملاب w¯نرفلا ماظنلا ةيذغت متيو.يدومع هايملا قفدت هاجتا نوكي .ةيقنتلا ءادأ نيسحتل هايملا تاثولمل

 .ةمدختسملا بصقلا تاقبط تاحشرم ماع لكشبو .ówأرلا قفدتلا ةجلاعمل نيتلحرم نيب عمجيو ماخلا

 ةممصم يهو .’flحلاب ةئيلملا ówأرلا قفدتلا تاذ ةبطرلا w◊ارUVا يه w¯نرفلا ماظنلا نم ىلوUVا ةلحرملا

 .ةمداعلا هايملل ةيلوUVا ةجلاعملل

 مييقتلا ¾

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 ةداع اهرطق غلبي يتلا بيبانUVا ل^[خ نم تاقبطلا ىلع ،ةلبرغ نودب وأ ةلبرغلا دعب ،ماخلا ةمداعلا هايملا خض متي

 .بوبنUVا لوط ىلع بوقث اهل سيل هذه عيزوتلا بيبانأ .مم 100

 ةيلوUVا ةجلاعملا

 مم 8 - 2 تاميسجلا مجح مس 30 ةقيقد ’flح ةقبط ل^[خ نم ^Uوأ رمي §

 و مم 20 - 5 ميسج مجحب ةيلاقتنا ةيوصح ةقبط ،مس 20-10 ل^[خ نم مث §

 )مم 60-30 تاميسجلا مجح ىتح وأ مم 40-20 تاميسجلا مجحب ’flحلا( فيflîتلا ةقبط ىلإ لصي مث §

 .حشرملا ةقبط عاق يف

 ةيجولويبلا ةجلاعملا

 :ىلو^Uا ةلحرملا

 ؛TSS نم )موي.2م(/مغ 50 ؛COD نم )موي.2م(/مغ 100 طسوتم لداعي ام( يناكس ئفاكم/2م 1.2 §

 .ةبوانتم ةقباطتم تادحو ث^[ث ىلع ةمسقم )موي.2م(/رتل120 و TKN نم ) موي.2م(/مغ 10  §

 :ةيناثلا ةلحرملا

 .بوانتلاب امهتيذغت متي وأ نييزاوتم حشرملا نم نييتقبط ىلع ةمسقم يناكس ئفاكم/2م 0.8 §

 .)موي.2م(/مغ 25 غلبي ثيح CODلا نم ادًج ضفخنم لمح طسوتم كلذ نع جتني §

 .مظتنم لكشب ةقبسملا ةجلاعملا تادحو ةءافك نم ققحتلا بجي
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 ةأشنمُلا ةبطرلا ضرUVا ةمظنأ 6.7.9

 ةيعيبطلا تايلمعلا نم ةدافتس^[ل اهؤانبو اهميمصت مت ةيسدنه ةمظنأ يه )CWs( ةأشنملا ةبطرلا w◊ارUVا ةمظنأ

 فينصت نكمي .امًكحت رثكأ ةئيب يف اهب ةطبترملا ةقيقدلا ةيحلا تانئاكلاو ةبرتلاو ةبطرلا w◊ارUVا تاتابن لمشت يتلا

CWs ةمئاع ةيرارح اي^[خ تاذ ةمظنأ ىلإ ،ةرطيسملا ةريبكلا تاتابنلل ةايحلا لكشل اقًفو ةمداعلا هايملا ةجلاعمل 

 w◊ارUVا ايجولورديهل اقًفو ميسقتلا نم ديزملا ءارجإ نكمي .ةرومغمو ةئشان روذج تاذ ،ةمئاع ،ةرح قاروأ تاذ

 يقفUVا( قفدتلا هاجت^U اقًفو يفوجلا قفدتلل CWs فينصت نكميو )ةرحلا ةيفوجلاو ةيحطسلا هايملا ةمظنأ( ةبطرلا

 .)ówأرلاو

 ءاوتح^Uا ضاوحأو ةلحضلا كربلاو تاريحبلا ءانب يف ةمدختسملا كلت عم تاءارج}Uاو تادعملا مظعم هباشتت

 .ةلثامملا

 مييقتلا ¾

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 .يكيلورديهلا ليمحتلا حطس §

 .هايملا ةيذافن /ةيلكيهلا ةم^[سلا  §

 .ضر^Uا ةيفارغوبط بسح اهديدحتو حشرملا داومل ةيبيبح صئاصخ §

 .ةبطرلا w◊ارUVا ربع ميمصتلا ةجلاعم مجحل دحوملا قفدتلل صاخ مامتها ء^[يإ متي §

 .دحوم رثؤم عيزوت نامضل ةيروî◊ ةبطرلا w◊ارUVا يفرط نم يأ ربع ةدعابتم جراخمو ةددعتم لخادم §

 مكارتل فٍاك ماسم مجح رفوي امم ،قبسم حشرمك اضًيأ عيزوتلا ةقطنم يف ةنشخلا حشرملا ةدام لمعت §

 .ةقح^[لا ةقيقدلا داوملا دادسنا نم دحلل اهديدمت نكمي .ةيويحلا ةلتكلاو ةبلصلا داوملا

  رتم 15-5 نيب دعابت تافاسم /تاغارف دوجو لضفي §

 .2م/3م 200 نم لقأ دئازلا قفدتلا ت^Uدعم نوكت نأ بجي §

 روطت ىلإ ةيلاعلا ةيتابنلا ةفاثكلا يدؤتس .م 1-0.3 نم ةبيرق ةربكملا اي^[خلا ةعارز ةفاثك نوكت نأ نكمي §

 .لماكلاب ةيفيظولاو ةجضانلا ةبطرلا w◊ارUVا ماظنل عóîأ

 دسي دق يذلا ماطحلا نم اهفيظنتو اهليدعتو ،مظتنم لكشب جورخلاو لوخدلا تاحتف صحف بجي §

 .جراخملاو لخادملا
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 ةيلمرلا حيشرتلا ةمظنأ 6.7.8

 قفدتلا تاذ لمرلا تاحشرم ،ةعيî¯لا )ةيبذاجلا( لمرلا تاحشرم :لمرلا تاحشرم نم ةيسيئر عاونأ ةث^[ث دجوت

 ةيلاعفب لمعلل ةقفدتملا ةيئايميكلا داوملا مادختسا نيعون لوا بلطتي .ةئيطبلا ةيلمرلا تاحشرملاو يدعاصتلا

 .٪90 ىلإ ضارمUVا تاببسم ةلازإ عم ةدوجلا ةيلاع هايم جاتنإ ةئيطبلا ةيلمرلا تاحشرملل نكمي امنيب

 ةيلوUVا ةجلاعملا ¾

 .كرحتملا ريî¯لا لعافم ةيلمرلا تاحشرملا لبق ةمئاعلاو بيسرتلل ةلباقلا ةبلصلا داوملا لصفل ةيلآ بيكرت بجي

 3 ةدمل ظافتحا تقو عم يناكس ءىفاكم/ارًتل 450-150 نم نيعم مجحب ةفرغلل ةددعتم مضه رفح دوجو مزلي

 .مايأ

 مييقتلا ¾

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 .يناكس ئفاكم/3م 1.5 نم رثكأ ددحم حشرم مجح

 .يناكس ئفاكم/2م1 نم رثكأ ةددحملا حشرملا حطس ةحاسم

 .م 1.5 نم رثكا طئاسولا عافترا

 .مم 8-2 نم رثكا تاميسجلا مجح

 ميقلا ةاعارم بجيف ،ةعاس 24 رادم ىلع حشرملا حطس ىلع وٍاستم عيزوت قيقحت نم ةعنصملا ةكî‰لا تنكمت اذإ

 :ةيلاتلا ةزيمملا

 .يناكس ئفاكم/3م 1.5 نم رثكأ ددحم حشرم مجح

 .يناكس ئفاكم/2م 1 نم رثكأ ةددحملا حشرملا حطس ةحاسم

 .م 1.5 نم رثكا طئاسولا عافترا

 .مم 8-2 نم رثكا تاميسجلا مجح

 .ةأمحلا ريودت ةداعإ نودو يوناث بيسرت نازخ نودب قوسلا يف لمرلا حيشرت ةدمعأ ميدقت متي ام ةداع

 .بساورلا فيflîت نم ةأمحلا ريودت ةداعإو يفاضإ يوناث يوناث بيسرت نازخ للقيس

 .حشرم حطس ربع عيزوتلاو ةيذغتلا نامض ةيمها تاذ ربتعي
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 )ةكرحتملا ضاوحUVا( ةكرحتم بيسرت ةدعاق وذ يويح لعافم 6.7.7

 نأ نكمي ثيح احًطس رفوت ةصاخ ةيكيتس^[ب ت^[ماح عم ةيوهت نازخ نم ةكرحتملا ةقبطلا لعافم ةمظنأ نوكتت
 ةطساوب طلختو )3مس /مغ1( ءاملا نم ةبيرق ةفاثك تاذ ةدام نم ومنلا ةدام نوكتت .يويحلا ءاشغلا هيلعومني
 ةمظنUVا تيبثت متي ام اًبلاغ .ةيويحلا ةيشغ^Uا ةيلمع ةباثمب ةكرحتملا ةقبطلا لعافم ةمظنأ ربتعت .ةيوهتلا ماظن
 نأ ةدوجوم ةجلاعم ةطحمل نكمي .يلاحلا ماظنلا ةعس ةدايزل ةدوجوملا ةطشنملا ةأمحلا تانازخ يف ليدعتك
 .ةديدج تانازخ ءانب قيرط نع ةمصبلا ةدايز نود اهتردق نم ديزت

 ةيلوUVا ةجلاعملا ¾

 ةيجولويبلا عطاوقلا ةجلاعم ةدحو لبق ةمئاعلاو بيسرتلل ةلباقلا ةبلصلا داوملا لصفل ةجلاعم ةدحو بيكرت بجي

 .ةراودلا

 ةجلاعملا ةمظنأ نم اهلداعي ام وأ فرغلا ةددعتم ريهطتلا رفح وأ فرغلا ةددعتم بيسرتلا رفح مادختسا بجي

 .ضرغلا اذهل ةقبسملا

 كرتشملا نيزختلا عم ةقبسملا ةجلاعملا مييقت نوكي نأ بجي ،ةتباثلا ةقبطلا ت^[عافم ةجلاعم ةمظنUV ةبسنلاب

 تاطحملً ايفاك نوكي نأ بجي نيزختلا .3م 2 مجحلل ىندUVا دحلا نوكي ثيح ،يناكس ئفاكم/رتل 350 ةيوناثلا ةأمحلل

 PE 5.000 ىلإ 1.000 نم ةجلاعملا تاطحم صوصخبو ليغشتلا نم عيباسأ 4-2 ةدمل PE 1.000-50 نم ةجلاعملا

 .ليغشتلا نم عوبسأ ةدمل

 مييقتلا ¾

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 )موي.2م( /غ12-6  نم لقا ليمحتلا ةحاسم

 3م /2م 100 ةددحملا ةيحطسلا ةحاسملل ىندUVا دحلا نوكي نأ §

 .مم 3-1رادقمب ةيشغUVا نم ةقبطب ىطغم حطسلاو م1-3.5 يلاوح اهرطق صارقUVا نوكي نأ §

 ىلع ادًامتعا كلذو ،اًيجولويب ةطشنلا حطسلا ةحاسم ديدحتل ةدح ىلع ةلاح لكل باسح ءارجإ مزلي §

 .ةقفدتملا ةداملل ةمدختسملا ةداملا

 ريغ داوملا وأ ةيوضعلا تارميلوبلا مادختسا متي .لكآتلل ةمواقمو داعبUVا ةرقتسم ومنلا طئاسو نوكت نأ بجي

 .ةفلتخملا ówدنهلا بيكرتلا تاذ ةيوضعلا
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 ةتباث حيشرت ةدعاق وذ يويح لعافم 6.7.6

 داوملا للحتل نيجسكUVا تادادمإ نيمأت متي .ةيويحلا ةيشغUVا ىلع اضًيأ ةتباثلا ةقبطلا تاذ ت^[عافملا دمتعت
 ءاوهلا ببستي ،كلذ ىلإ ةفاض}Uاب .ةتباثلا ةقبطلا تحت عقت يتلا ،طغضلاب ةيوهتلا ماظن قيرط نع ةيوضعلا
 لصف متي ،انه .يئاهنلا قيورتلا ىلإ لوصولاو ومنلا ةدام نم ةتيملا ةقيقدلا ةيحلا تانئاكلا نابوذ يف قفدتملا

 فيflîت .ةيبذاجلا ببسب ضوحلا عاق يف بسرتت ةأمحلا كرت قيرط نع ةمداعلا هايملا و ةطشنلا ةأمحلا طيلخ
 عم اهنم صلختلاو كانه اهنيزخت متيو ،ةيلوUVا ةجلاعملا ىلإ ةقراغلا ةأمحلا لقن متي .ه^[عأ ىقنملا ةمداعلا هايملا
 .ةفلتخم تاميمصت يف ةرفوتم ةتباثلا ةدعاقلا ت^[عافم .ةيزاربلا ةأمحلا ةلازإ

 مظنك وأ يوناث قيورتو لماكتم يلوأ قيورت ةدحو عم نازخلا ةيداحأ مظنك ةتباثلا ةقبطلا ت^[عافم ميمصت نكمي

 .ةيجراخ ةيوناثو ةيلوأ قيورت تانازخ عم ةددعتم تانازخو ةيئانث

 ةيلوUVا ةجلاعملا ¾

 ةيجولويبلا عطاوقلا ةجلاعم ةدحو لبق ةمئاعلاو بيسرتلل ةلباقلا ةبلصلا داوملا لصفل ةجلاعم ةدحو بيكرت بجي

 .ةراودلا

 ةجلاعملا ةمظنأ نم اهلداعي ام وأ فرغلا ةددعتم ريهطتلا رفح وأ فرغلا ةددعتم بيسرتلا رفح مادختسا بجي

 .ضرغلا اذهل ةقبسملا

 كرتشملا نيزختلا عم ةقبسملا ةجلاعملا مييقت نوكي نأ بجي ،ةتباثلا ةقبطلا ت^[عافم ةجلاعم ةمظنUV ةبسنلاب

 تاطحملً ايفاك نوكي نأ بجي نيزختلا .3م 2 مجحلل ىندUVا دحلا نوكي ثيح ،يناكس ئفاكم/رتل 350 ةيوناثلا ةأمحلل

 PE 5.000 ىلإ 1.000 نم ةجلاعملا تاطحم صوصخبو ليغشتلا نم عيباسأ 4-2 ةدمل PE 1.000-50 نم ةجلاعملا

 .ليغشتلا نم عوبسأ ةدمل

 مييقتلا ¾

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 )موي.2م(/مغ12-6  نم لقا ليمحتلا ةحاسم

 3م /2م 100 ةددحملا ةيحطسلا ةحاسملل ىندUVا دحلا نوكي نأ §

 .مم 3 - 1رادقمب ةيشغUVا نم ةقبطب ىطغم حطسلاو م1.3-3.5 يلاوح اهرطق صارقUVا نوكي نأ §

 .ةتباثلا ةقبطلا لعافمل يلكلا مجحلا نم ٪85 ةتباثلا ةقبطلا طسو مجح زواجتي ^Uأ بجي §
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 ةراودلا ةيجولويبلا عطاوقلا 6.7.5

 ةجلاعملا متت .ةتباثلا ةقبطلا تايلمعو ةطشنلا ةأمحلا نم جيزم ىلع ةراودلا ةيجولويبلا عطاوقلا تادحو دمتعت

 قئاقر لكشتو ةيوهتلا نازخ يف ةيرحب وفطت يتلا ةقيقدلا ةيحلا تانئاكلا قيرط نع ةمداعلا هايملل ةيجولويبلا

 متيو .يويح ف^[غ لكشتو ةريدتسم ةيكيتس^[ب صارقأب ةقيقدلا ةيحلا تانئاكلا قصتلت ام ةداع .ةطشنملا ةأمحلا

 ةمداعلا هايملا ضوح ل^[خ نم يقفأ قفدت يف يلفسلا فصنلا رمغ متي مث نم دومع ىلع صارقUVا بيكرت

 قيرط نعو.نيجسكUVا ىلإ ايريتكبلا جاتحت ،ةيوضعلا داوملا للحتل .ءاوهلا يف يولعلا فصنلاو اقًبسم ةجلاعملا

 فيflîت متي .ءاوهلا نم نيجسكUVاو ةمداعلا هايملا تايذغملا عم بوانتلاب ايريتكبلا ديوزت متي ،دومعلا ريودت

 و ةطشنلا ةأمحلا طيلخ لصف متي ،انه ةأمحك ةيئاهنلا قيورتلا ةلحرم ىلا اهلاخدإو ةتيملا ةقيقدلا ةيحلا تانئاكلا

 ىقنملا ةمداعلا هايملا فيflîتو .ةيبذاجلا ببسب ضوحلا عاق يف بسرتت ةأمحلا كرت قيرط نع ةمداعلا هايملا

 .ةأمحلا عم اهنم صلختلاو اهنيزخت متيو ،ةيلوUVا ةجلاعملا ىلإ ةقراغلا ةأمحلا لقن متي .ه^[عأ

 ةيلوUVا ةجلاعملا ¾

 ةيجولويبلا عطاوقلا ةجلاعم ةدحو لبق ةمئاعلاو بيسرتلل ةلباقلا ةبلصلا داوملا لصفل ةجلاعم ةدحو بيكرت بجي

 ةمظنأ نم اهلداعي ام وأ فرغلا ةددعتم ريهطتلا رفح وأ فرغلا ةددعتم بيسرتلا رفح مادختسا بجي و .ةراودلا

 مييقت نوكي نأ بجي ،ةراودلا ةيجولويبلا عطاوقلا ةجلاعم ةمظنUV ةبسنلابو .ضرغلا اذهل ةقبسملا ةجلاعملا

 مجحلل ىندUVا دحلا نوكي ثيح ،يناكس ئفاكم/رتل 350 ةيوناثلا ةأمحلل كرتشملا نيزختلا عم ةقبسملا ةجلاعملا

 صوصخبو ليغشتلا نم عيباسأ 4-2 ةدمل PE 1.000-50 نم ةجلاعملا تاطحملً ايفاك نوكي نأ بجي نيزختلا .3م 2

 .ليغشتلا نم عوبسأ ةدمل PE 5.000 ىلإ 1.000 نم ةجلاعملا تاطحم

 مييقتلا ¾

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 )موي.2م(/مغ4 نم لقا 5BOD ليمحتلا ةحاسم

 3م/2م 100 ةددحملا ةيحطسلا ةحاسملل ىندUVا دحلا نوكي نأ §

 .مم 3 - 1رادقمب ةيشغUVا نم ةقبطب ىطغم حطسلاو م )1.3-3.5( يلاوح اهرطق صارقUVا نوكي نأ §

 .ةأمحلا بساور لضفت يتلاو ،ةلغتسم ريغ ةيكيلورديه تاحاسم دوجو مدع نم دكأتلا §

 حطس نم دئازلا ومنلا ق^[ط}U راودلا رومغملا مسجلاو ةمداعلا هايملا نيب ةيفاك ةكرح نامض بجي §

 .رمغلا
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 ةيويحلا ةيشغUVا لعافم 6.7.4

 لعافم ءاشغ مادختسا نكمي ةبلصلا داوملا نم ةيلاخ ةمداعلا هايملا ةجلاعم ةطحم نم ةجراخلا هايملا تناك اذإ
 هايملا و ةطشنلا ةأمحلا طيلخ لصف متي ،SBR ةجلاعم ةمظنأ و ةطشنملا ةأمحلا ةمظنأ سكع ىلع .)MBR( يويح
 نكلو بيسرتلا أدبم ىلع ءًانب ةلصفنم ةيوناث بيسرت ةلحرم قيرط نع وأ يناكملا لصفلا قيرط نع ةمداعلا
 .ةطشنلا ةأمحلا نازخ يف ةرومغم ةيئاشغ تادحو ةطساوب

 ةيلوUVا ةجلاعملا —

 عم ةطشنلا ةأمحلا ةجلاعم ماظن لبق ةمئاعلاو بيسرتلل ةلباقلا ةبلصلا داوملا لصفل ةجلاعم ةدحو بيكرت بجي

 .حيشرت ءاشغ

 لصفنم نازخ ريفوت متي ،ةلاحلا هذه يفو ،ةنشخلا داوملا ةلاز}U ةجلاعم ةدحو بيكرت بجي ،كلذ ىلإ ةفاض}Uاب

 .ةأمحلل

 مييقتلا ¾

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 )موي.3م(/غك 0.75 نم لقا BOD5 لل يمجحلا ليمحتلا

 )موي.غك(/غك0.05  نم لقا ةأمحلا ةلومح

 3م1يواسي ةيشغ^Uا لعافمل ىندUVا مجحلا

 .3م/غك 15 نع ةفاجلا ةداملا ىوتحم ديزي ^Uأ بجي

 رادقمب ةمداعلا هايملل يموي قفدت عقوت بجي ،ةددحملا هايملل ىلعأ ك^[هتساو ةيكيلورديهلا ريماسملا ةيطغتل

2 ⋅ QN (300 L/ (PE ⋅ d)) ةمز^[لا ءاشغلا ةقطنمل يرظنلا ميمصتلل. 

 .مظتنم لكشب و ةطشنملا ةأمحلا نازخ نم ايكيتاموتوا ةدئازلا ةأمحلا بحس بجي

 .ماع لكشب تاونس 7 نع ديزي ^U ةيويحلا ةيشغ}Uا لعافمل يليغشتلا رمعلا نأ
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 ةعباتتمُلا تاعفدُلا تاذ ت^[عافمُلا 6.7.3

 ةجمدم ةيلوأ ةجلاعم عم نازخلا ةيداحأ ةمظنأ اهنأ ىلع اهميمصت نكمي .ةفلتخم تاميمصت يف ةرفوتم SBR ةمظنأ
 اهتيبثت نكمي ةمظنأ رفوتت ،كلذ ىلإ ةفاض}Uاب .ةيجراخ ةيلوأ ةجلاعم عم ةددعتم تانازخو ةددعتم تانازخ ةمظنأ وأ
 .ةيثيدحت ةعومجمك

 طلتخملا لئاسلا ةيوهت ذيفنت متي .ةيكيناكيم لئاسوب طلخلا ريفوت متي امنيب ،نازخلا ءلم متيو لخدملا مامص حتفي
 ةتبثملا تاìîانلا ىلإ ءاوهلا لقن قيرط نع وأ ةمئاع وأ ةتباث ةيكيناكيم تاخضم مادختساب ةيناثلا ةلحرملا ل^[خ
 ل^[خ .ةقلعملا ةبلصلا داوملا بيسرت أدبيو ةثلاثلا ةلحرملا يف طلخ وأ ةيوهت ريفوت متي ^U .نازخلا ةيضرأ ىلع
 .نازخلا نم ةجلاعملا هايملا جرختو جرخملا مامص حتفي ،ةعبارلا ةلحرملا

 ةيلوUVا ةجلاعملا ¾

 .ةطشنملا ةأمحلا ةجلاعم ةدحو لبق ةمئاعلاو بيسرتلل ةلباقلا ةبلصلا داوملا لصفل ةجلاعم ةدحو بيكرت بجي

 مييقتلا ¾

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 3م1.1يواسي  SBRمجحل.ىندUVا دحلا

 نم نيثلث لقUVا ىلع ةيقنملا هايملا ةلازإو بيسرتلا ةيلمع دعب ةمداعلا هايملا ىوتسمل ىندUVا دحلا نوكي نأ بجي
 .ةيفاك ةجردب ةبلصلا داوملا فيflîت عنم نم نكمتت ىتح ،ةرود لكل ةئبعتلا ىوتسمل ’flقUVا دحلا

 بيسرت نازخك لمعي( بيسرتلا ةيلمع ءانثأرتم 0.8 ضوحلا يف ةمداعلا هايملا عافتر^U ىندUVا دحلا نوكي نأ يغبني
 .)يوناث

 .ةعاس نم رثكأ ردقملا بيسرتلا نمز نوكي نأ بجي

 نا ليغشتلا ليلد ،كلذ ىلإ ةفاض}Uاب .مظتنم لكشبو ةطشنملا ةأمحلا نازخ نم اًيئاقلت ةدئازلا ةأمحلا بحس بجي
 .حاتم نوكي

 ذخأ زاهج رفوتي نأ بجي ،ةìîابم اهفيflîت متيو مادختس^Uا ةداعإ نازخ يف ةجلاعملا هايملا نيزخت مدع ةلاح يف
 .تقو يأ يف ةريخUVا فيظنتلا ةرود نم ةمداعلا هايملا نم ةيفاك تانيع ذخأ نكمي ثيح ،تانيعلا
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 ةيلوUVا ةجلاعملا ¾

 ةيجولويبلا ةلحرملا لبق ةمئاعلاو رارقتس^[ل ةلباقلا ةبلصلا داوملا لصفل ةدحو ءانب بجي

 مييقتلا ¾

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 )موي.3م(/غك 0.2 نم لقأ BOD5 لل يمجحلا ليمحتلا

 )موي.غك(/غك 0.05 نم لقأ ةددحملا ةأمحلا ةلومح

  3م1 ةيوهتلا نازخ ل ىندUVا مجحلا

 

 نم دكأتلا مهملا نمو .اهريودت داعملا ةأمحلاو ةمداعلا هايملا نيب طلخلا نمضت ةقيرطب ةيوهتلا نازخ ميمصت متي
 نا نكمملا نم ةوغر يأ باستحابو.ةأمحلا بساور لضفت يتلاو ،ةلغتسمريغ ةيكيلورديه تاحاسم دوجو مدع
 .هايملل ىوتسم ىلعأ قوف لقUVا ىلع مس 30 نازخلل ةيولعلا ةفاحلا نوكت نأ بجي ،لكشتت

 ،ةلصفنم ريودت ةداعإ ةزهجأ ريفوت متي مل ام .ةيحطس وأ ةقيمع تايوهم مادختسا بجي نيجسكUVاب ةمظنUVا ديوزتل
 .ةطشنلا ةأمحلا نازخ ءاحنأ عيمج يف ةأمحلا جيزمل ديجلا نارودلا ةيوهتلا ةزهجأ نمضت نأ بجي

 لكشتو دست ^U ثيحب اهبيترتو تادعملا رايتخا متي .ةلوهسب لادبتس^[ل ةلباقو ةقوثوم ةيوهتلا تادعم نوكت نأ بجي
 .رئافضلا

 .مظتنم لكشب و اًيئاقلت ةيوناثلا ةأمحلا ةلازإ بجي
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 .)٪5 ةبسنب BOD يوضعلا لمحلا زيكرت للقت( مم6-3رطق عم ةمعانلا يفاصملا مادختسا يرايتخا

  .نيتعاس نم لقأ ءاقب تقو نوكي نأ :ءاقبتس^Uا تقو

 ةددعتم ريهطتلا ضاوحأ وأ تارجحلا ةددعتم بيسرتلا ضاوحأ مدختست ،طيقنتلاب تاحشرملا ةمظنأ ةلاح يف
 .ةياغلا هذه سفنل مدختست يتلا و ةيريضحتلا ةجلاعملا ةمظنأ وأ تارجحلا

 .لقUVا ىلع نيترجح نم طيقنتلاب حشرملل ةيلوUVا ةجلاعملا نوكتت نأ بجي

 .3م 2 نع مجحلا لقي ^U نأ دب ^[ف ،ةيوناثلا ةأمحلا نيزختل كرتشم نازخ عم ةيلوUVا ةجلاعملا ميمصت مت لاح يفو

 مييقتلا ¾

 :رابتع^Uا نيعب ةيلاتلا ميقلاو ريياعملا ذخأ بجي

 طئاسولا مادختسا مدع بجيو ،3م/2م100 يواست وا لقأ ةيكيتس^[بلا طئاسولل ةيعونلا حطسلا ةحاسم رايتخا بجي
 3م/2م 200 نع اهتحاسم ديزت يتلا

 حطسلا ةحاسم تاذ حيشرت طئاسو مادختسا يغبني -موي /3م /غك 2 نمربكأ يكيلورديهلا لمحلا لدعم ناك اذإ
 تاذ طئاسولاو .طيقنتلاب تاحشرملا ماظن نم يولعلا مسقلا يف لكاشم يأ بنجتل ةريبكلا تاونقلا عم ةريغصلا

 .يلفسلا ءزجلا يف مدختست ربكأ حطس ةحاسم

 )موي.3م(/غك 0.25 ىلإ ةميقلا هذه ةدايز نكميو )موي.3م(/غك 0.15 يواسي وا لقا = BOD5: BR -يمجحلا ليمحتلا
 .ةجلاعملا ماظنل ةتباثلا ةيذغتلا نم دكأتلا عم يمويلا قفدتلا نيزخت مت اذإ

 3م 2 يواسي ةئبعتلا مجحل ىندUVا دحلا نوكي نأ يغبني

 .م 1.2 نع لقي ^U حشرملا طئاسولا عافترا نا يغبني

 يلوUVا حشرملا نم ةيناثلا وأ ىلوUVا ةرجحلا ىلإ اههيجوت بجيف ،ةيوناثلا ةأمحلا ةلاز}U ةعجارلا هايملا مادختسا مت اذإ
 حشرملا ىلإ ةìîابم اهلقن نكميف ،حشرملا نم ةìîابم ةعجارلا هايملا ذخأ مت اذإ.ةريخUVا ةرجحلا ىلإ سيلو
 مادختساب ’‘وي ثيح .قفدتملا حشرملا يف طئاسولا عافترا ىلع دامتع^Uاب ريودتلا ةداعإ ةبسن ديدحت متي.قفدتملا
 1 ةغلابلا ريودتلا ةداعإ ةبسن نوكت ناو 1.2 طئاسولا عافترا توكي امدنع )Qh ساسأ ىلع( 3 ريودتلا ةداعإ ةبسن
 .رثكأو ارًتم 2.5 طئاسولا تايوتسم دنع )’flقأ دحب ،Qh ـب ةلصلا تاذ(

 .طيقنتلاب حشرملا حطس ىلع يواستلاب ةمداعلا هايملا شر/ عيزوت بجي

 ءاوهلا تارمم ربع قفدتي نأ نكمي ءاوهلا نأ نم دكأتلا مهملا نمو.ةيوهتلا ديج قفدتملا حشرملا نوكي نأ بجي
 .حشرملا مسج لماكل

 لماكلاب هماظن ربع رورملاب ءاوهلل حامسلاو تادعملاب طيقنتلاب حشرملا نم يلفسلا ءزجلا فيظنت بجي

 m3 0.6 لقUVا ىلع ،قفدتملا حشرملل ةيفاضإ ةنحش ريفوت بجي ،حشرملا نم اهتحازإ مت يتلا ةيويح ةلتك يا ةلاز}[ل
/ (m2 ⋅ h( اًيموي ةدحاو ةرم. 

 

 ةطشنلا ةأمحلاب ةجلاعملا ةمظنأ 6.7.2

 بيسرت نازخو .يويح لعافمك لمعي ةيوهت نازخ :ةيسيئر تانوكم ةث^[ث نم ةطشنملا ةأمحلا ةجلاعم ةمظنأ نوكتت
 نازخ نم ةرقتسملا ةطشنلا ةأمحلا لقنل تادعمو ةمداعلا هايملاو ةطشنملا ةأمحلا لصفل )يئاهنلا قيورتلا(
 .ةيوهتلا نازخ ريع ةلخادلا هايملا ىلإ قيورتلا
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 تافسوفلا بيسرت عم ةجلاعملا تاطحم 6.6.4

  يئايميكلا بيسرتلا عم PE 5000 ةمدخل ةمداعلا هايملا ةجلاعم تاطحمل روفسوفلا نم صلختلا متي نأ يغبنيو

 :يلاتلا وحنلا ىلع ةمداعلا هايملا ةجلاعم تاطحملً ايفاك تاعرجلا نازخ يف بسارلا مجح نوكي نأ بجي

)i( 300 ةياغل PE ؛ مايأ ةدعل)ii( 1000 - 300 نم PE و عوبسأ يلاوح )iii( 5000 - 1000 نم PE مايأ 2-1 ةدمل 
 .ةنايصلاو صحفلا نيب ةلصافلا ةرتفلا عم لماعتلل

 .ةبسرملا ةداملا بايغ/دوجو مدع لاح يف راذنا ق^[طا بجي

 ةداعإ اضًيأ لغشملل نكمي ،راذنإ دوجو لاح يفو ،ةنايصلا يفظوم قيرط نع ةئبعتلا ةداعإ ةيلمع متت نا يغبني
 .نازخلا ءلم

 عاعش}Uا تاريثأت دض تاطايتح^Uا ةاعارم بجيف ،ةمداعلا هايملا ةجلاعم ةطحم جراخ تاعرجلا نازخ بيكرت مت اذإ
 .)بيبانUVا كلذ يف امب(

 

 ةيوناثلا ةجلاعملا ةمظنأ 6.7

 .ةìîابم ةيلاتلا فاصوUVا قيبطت نكمي PE 500 ةمدخل ةمداعلا هايملا ةجلاعم تاطحم مييقتل

 مييقت لقا ىلع رظنلا بجيف ،PE 5.000-500 ىلإ اهتعس لصت يتلا ةمداعلا هايملا ةجلاعم تاطحم ميققتل ةبسنلاب
  ةيوناثلا ةجلاعملل

 

 طيقنتلاب حشرملا 6.7.1

 شُر وأ رُيطقت متي ثيح ،ةمظنUVا نم عونلا اذه يف ةقيقدلا ةيحلا تانئاكلا ةطساوب ةمداعلا هايملا ةجلاعم متي
 ءاشغلا ةطساوب اهللحت متي ةيوضعلا داوملا نإف ،حشِّرمُلا ماسم ءاملا للختي امنيبو .حشِّرمُلا قوف ةمداعلا هايملا
 .حشِّرمُلا ةدامل يطّغمُلا )Biofilm( يويحلا

 اصيصخ ةعنصم ةلكشم ةيكيتس^[ب تائيزج وأ كيماريسلا وأ روخصلا وأ ’flحلا نم امإ طئاسولا هذه نوكتت ثيح
 جاتحت ،ةيوضعلا داوملا ليلحتلو،حشرملا حطس قوف ةمداعلا هايملا شر متي .ةتبثم دعاوق نع ةرابع نوكت كلذل
 ايريتكبلا تومتو يويحلا ءاشغلا كمس دادزي ،تقولا رورم عمو ةيوهتلل هريفوت متي يذلا نيجسكUVا ىلإ ايريتكبلا
 )طشك( ةحازإ متي كلذ دعبو.ةيذغملا داوملاو نيجسكUVا تايوتسم ضافخنا ببسب كلذو ،هلفسأ هدوجوملا
 لقنتو .ةأمحلا لكشتل ةيئاهنلا ةجلاعملا ةلحرمل اهلاخدإو ةراملا ةمداعلا هايملا ةطساوب ةتيملا ةقيقدلا تانئاكلا

 طشكلا ريثأت ةدايزو فيظنتلا ةءافك نيسحتل .اهنم صلختلاو اهنيزختو ةيلوUVا ةجلاعملا ىلإ ةبسرتملا ةأمحلا هذه
 ةداعإ( قفدتملا حشرملا ربع تارم ةدع ةمداعلا هايملا ريرمت ةًداعإ متي ،اهزيكرتو ةمداعلا هايملا تايمك سناجت عم
 .)ةجلاعملا هايملا ريودت

 ةجلاعم عم نازخلا ةيداحأ ةمظنأك مدختست نا يغبني .طيقنتلاب تاحشرملا ةجلاعم ةمظنUV ةفلتخم تاميمصت دجوت
 .ةلصفنم ةيلوأ ةجلاعم عم تارجحلا ةددعتم ةيئانث ةمظنأك وأ ةيوناث ةجلاعمو ةلماكتم ةيلوأ

 ةيلوUVا ةجلاعملا ¾

 .نوهدلاو تويزلا كلذ يف امب ةقلاعلاو ةبسرتملا ةبلصلا داوملا لصفب طيقنتلاب حشرملل ةيلوUVا ةجلاعملا لثمتت

 ةلازإ و،موحشلاو نوهدلاو تويزلا ةلاز}U ؛مم10 اهرطق نوكي يتلا ةمعانلا يفاصملا مادختسا   يمازلإ
 .ءابصحلا
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 ةجلاعم ةطحم ةيامحل لمرلا ةديصم قيرط نع ةيوضعلا داوملا نع اهلسغ متي يتلا لامرلا لصف يروvîلا نم
 تادعملا ىلع ماع لكشب داوملا مكارت يف ةدايزو ةيليغشت تابارطضا ثودح عنمي اذهبو .ةمداعلا هايملا
 .ةيكيناكيملا

 ةمداعلا هايملا يف نوهدلا ىوتحم نUV موحشلاو تويزلاو نوهدلا ةديصم ىلع ةجلاعملا تاطحم لمشت نأ بجيو
 .ةيبوروUVا نادلبلا يف هنم ريثكب ىلعأ ندرUVا يف

 

 ةيجولويبلا ةيشغUVا عم ةمداعلا هايملا ةجلاعم تاطحم 6.6.1

 ةبلصلا داوملا نم اًيلاخ ةيجولويبلا ةيشغUVا تاذ ةجلاعملا تاطحم ىلإ ةقفدتملا ةمداعلا هايملا نوكت نأ بجي
 نع ةأمحلا نيزخت ضوح نمضتي امب ةيلوUVا ةجلاعملا ضوحل يلكلا مجحلا لقي ^U نأ بجي و .ةبسرتملا وأ ةمئاعلا

 .3م 2

 .ةورذلل قفدت ’flقأ نم ةعاس 1.5 ـب نيزختلا تقو بسحي ،يلوUVا بيسرتلا نازخ مادختسا دنعو

 

 ةقلاعلا ةيويحلا ةلتكلا عم ةمداعلا هايملا ةجلاعم تاطحم 6.6.2

 ةبلصلا داوملا نم اًيلاخ ةيجولويبلا ةيشغUVا تاذ ةجلاعملا تاطحم ىلإ ةقفدتملا ةمداعلا هايملا نوكت نأ بجي
 نع ةأمحلا نيزخت ضوح نمضتي امب ةيلوUVا ةجلاعملا ضوحل يلكلا مجحلا لقي ^U نأ بجي و .ةبسرتملا وأ ةمئاعلا

 .3م 2

 .ةيجولويبلا ةلحرملا نازخ ميمصتل مساحلا ميمصتلا رايعم وه يمويلا BOD5 يوضعلا لمحلا قفدت رادقم ربتعي

 

 اهتلازإو ةأمحلا نيزخت 6.6.3

 ةجلاعملا تاطحمل ةبسنلاب و.ةبيرقلاو ةريبكلا ةجلاعملا تاطحم يف اهتجلاعمو ةأمحلا لقن بسنUVا نم نوكي دقو
 نيعب .ةيفاك داعبأ تاذ فيفجت ةóîّأ ىلع ةأمحلل ةيعيبطلا فيفجتلا تايلمع ذخأ نكمي ،PE 1000 نم لقأ ةمدخل
 .رابتع^Uا

 :ةيوناثلا ةأمحلل يناكسلا ءىفاكملا دادعا ةاعارم بجي ،ةيوناثلاو ةيلوUVا ةأمحلل لصفنم نيزخت نازخرفوت اذإ

 .ةطشنلا ةأمحلا ماظن عم ةجلاعملا تاطحمل رتل 250 نع مجحلا لقي ^U نا

 .ةيجولويبلا ةيشغUV ماظن عم ةجلاعملا تاطحمل رتل 100 نع مجحلا لقي ^U نا

 ىلا ةيوناثلا ةجلاعملا نع ةجتانلا ةأمحلا نم لق^Uا ىلع %50 ةفاضإ بجي ةدحاو ةريجح يف ةأمحلا نيزخت دنع
 .ةيلوUVا ةجلاعملل بولطملا نيزختلا مجح

 لخدملا ميمصت اضيأ بجيو .نمآ لكشب ةبسرتملا ةأمحلا ةلازإ متي ثيحب ةيوناثلا بيسرتلا تانازخ ميمصت بجي
 .تويزلاو موحشلا ةقبط فيflîت نع اديعب جرخملا نوكي ناو .بيسرتلا تايلمع عم لخادتت ^U اهنا ثيحب جرخملاو

 ةيلمع قيعي اذهو ،ةئفادلا مساوملا ل^[خ ةصاخ ،بيسرتلا تانازخ يف ةمئاعلا ةأمحلا نم ةقبط ليكشتت نأ نكميو
 نم وفطلا ريثأت ل^[خ نم ةوقب بيسرتلا تاطحم نم ةمئاعلا ةأمحلا ليكشت زيزعت متي كلذل .ةدئازلا هايملا لصف
 عم لمعلا ل^[خ نم ةيلمعلا هذه عقوت نكميو .رتنلا نم نامرحلا قيرط نع اهليكشت متي يتلاو ،يزاغلا نيجورتينلا
 .ةأمحلا ةيوست ىلع تاكيرحتلا عجشت ،كلذ ىلإ ةفاض}Uابو .فدهتسملا نامرحلا
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 ةجلاعملا ةءافك 6.3

 ميقلا عم قباطتت عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم نم ةجراخلا هايملا ةيعون نوكت نأ بجي
 ةهجلا لبق نم ةباقرلل ةمظنUVا هذه عضخت نأ بجيو ةيزكرم^[لا ةمداعلا هايملا ةرادإ ةسايس يف ةددحملا
 .ةيندرUVا تافصاوملل اقًفو ليلحتلا قرط عابتاو ةلوؤسملا ةينطولا

 تافصاوملل اقًفو ةلوؤسملا ةينطولا ةهجلا لبق نم بيكرتلا دعب ،عقوملا يف ةجلاعملا ةءافك رابتخا بجي
 .ةينطولا ةمظنUVاو

 ةهجلاب صاخلا رابتخ^Uا ءارج}U اقًفو نيماع ةدمل يرود لكشب ةجلاعملا هايملا ةيعونو ةجلاعملا ءادأ رابتخا متي
 .ةلوؤسملا ةينطولا

 هايملا ةرادإ ةسايس يف ةددحملا ميقلاب اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم مزتلت نأ بجي :ةظح^[م
 ةجلاعم تاطحم نم ةجلاعملا هايملا مادختسا ةداع}U ددحم يندرأ رايعم كانه دجوي ^U هنأ املاط ةيزكرم^[لا ةمداعلا
 .ةيزكرم^[لا ةمداعلا هايملا

 

 داعبUVاو مجحلا سسأ 6.4

 نم ’flقUVا دحلاو ىندUVا دحلا :ةيلاتّلا ميمصتلا ريياعم نم رثكأ وأ دحاو رابتع^Uا نيعب ذخؤي نأ بجي
 .ةطّحملا اهبعوتست نأ نكمي يتلا ةيمويلا ةيوضعلا و ةيكيلورديهلا لامحUVاو ؛ةيناكسّلا لامحِ^Uا عومجم:يليام

 

 ءابرهكلا عاطقناو ةيئابرهكلا ةقاطلا ك^[هتسا 6.5

 رمتسم لكشب هتبقارم بجيو ،مويلا يف ةعاس/ طاو وليكلاب ةطحملل ةقاطلل يلكلا ك^[هتس^Uا نع ن^[ع}Uا متي
 .اهلمكأب رابتخ^Uا ةرتف ل^[خ

 مييقتل وةفرعمل.ةعاس 24 ةدمل ةيكيناكيملا/ةيئابرهكلا ةقاطلا رئاسخ ةاكاحمل رايتلا عاطقنا رابتخا ءارجإ بجي
 .ظوحلم ريغ لكشبورمتسم لكشب ثدحت يتلا ةيناثلا نم ءزج وركيملا ل^[خ يئابرهكلا رايتلا تاعاطقن^U اهتردق

 دوجوب داتعملا يمويلا قفدتلا طمنل اقًفو ةلخادلا هايملا ةيمك ىلع ظافحلا بجي ،يئابرهكلا رايتلا عاطقنا ءانثأ
 .PE 500 نم رثكا ةمدخل ةمداعلا هايملا تاطحمل يطايتحا ةقاط ردصم

 

 ةيلوUVا ةجلاعملا ةمظنأ 6.6

 ةيدرفلا ماجحUVا ساسأ ىلع ةيديهمتلا وا ةيلوUVا ةجلاعملا ةلحرم يف بيسرتلا ضاوحUV يلكلا مجحلا باسح متي
 :ةيلاتلا

 .ايكيناكيم ةمئاعلاو ةقلاعلا ةبلصلا داوملا ةلاز}U بيسرتلا ضوح §
 .ةأمحلل ةيلوUVا ةجلاعملا/نيزختلا ضوح §
 .رمUVا مزل اذإ دعب اميف اهمادختس^U ةأمحلا هذه ريودت ةداعإو ةدئازلا ةأمحلا نيزخت §

 يواسي وا لقأ يحطسلا ليمحتلا لدعمو م1.2 هايملل قمع ىندأ نوكي نأ نامضل نازخلا مجح باسح يغبني
 ةيلوUVا ةجلاعملل ةيلكلا ةحاسملا ىلع ظافحلاو يكيلورديهلا لمحلل لدعم ’flقأ ىلع ءًانب ،)ةعاس.2م/3م 0.8(
 .2م 0.7 يواست واربكأ ةيلوUVا ةجلاعملا حطس ةحاسم نوكت نأ بجيو.ةيفاصلا هايملا ةقبطل

 ةينبملا تاطحم يف امئاد لكشب اهنم صلختلاو ةمداعلا هايملا نم ةمئاعلاو ةقلاعلا ةبلصلا داوملا ةلازإ بجي
  ايكيتاموتوا اهفيظنت مت يتلا لخانملا مادختسا بجي ،PE 1.000 نم رثكأ ةمدخل عقوملا يف
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 مييقتلا .6

 يلي ام ىلع دامتع^Uاب PE 5000 ةمدخل عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحمل مييقتلا متي نأ يغبني

 هنعً اربعم )5BOD( يمويلا يوضعلا لمحلاو ،)موي/صخش/مارغ( ةدحوب هنع ربعي )PE( يناكسلا ءىفاكملا

  )رتل/غم( ةدحوب )COD(يئايميكلا لمحلاو ،)موي/غك(

 ،ةجراخلا هايملا ةيعونو ةجلاعملا ةءافكو .)موي/3م( يميمصتلا قفدتلا ديدحت ةعنصملا ةكî‰لا ىلع بجيو
 .يئيبلا رثUVاو ماظنلل يليغشتلا رمعلاو ،ةنايصلاو ليغشتلا تاقفنو

 تاذو ةيلكيهلا ةيحانلا نم ةرقتسم عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم نوكت نأ بجي ماع لكشب
 .)ةيجسفنبلا قوف ةعشUVا( سمشلا ةعشUV ةمواقم و لكآتلاو ءاملل ةمواقمو ةموميد

 نم ةيلاخو ةطيسبو ةنمآ ةروصب عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم ءانبو ميمصتل فدهن
 نأ ةقيقحل صاخ مامتها ء^[يإ يغبنيو ةنايصلا لامعأ نم ىندUVا دحلا ىلع ظافحلا عم ،ريبك دح ىلإ بعاتملا
 ،)PE 1.000 >( قيبطتلا نم ايلعلا ةقطنملا يفو .تقو لك يف نيدوجوم اونوكي نأ نكمي ^U نيلماعلا نيفظوملا
 .ةيلحملا دصرلاو معدلا مظن يف اهجامدإ نكميو ،مكحتلاو سايقلا تايجولونكتل مادختسا كانه ناك

 

 ةمداعلا هايملل قفدتلاو ميمصتلا ميق 6.1

 و ،موي/صخش/غ)75-60( ماخلا ةمداعلا هايملل )5BOD( يوضعلا لمحلا تابلطتم ديدحت يغبني
COD=120و رتل/غمTN=11و موي/مارغ TP= 2.5 رتل/مارغ. 

 ضيفخت ءارجإ نكمملا نم ناك اذإ امو ،ةدح ىلع ةلاح لك ديدحت متي ،ةجلاعملا ةمظنأ نم ىرخUVا عاونV[ل ةبسنلاب
 .ميقلا هذه ىلع ةدايز وا

 درف لكل موي/رتل 100 ةيvîحلا قطانملا يف :يلي امك ددح ندرUVا يف يمويلا هايملا ك^[هتسا نم ىندUVا دحلا نإ
 ةيليصفت رثكUVا ميقلا مادختسا نكمي ةجاحلا لاح يف ،كلذ عمو درف لكل موي/رتل 50.ةيفيرلا قطانملا يف و
-70 ةيفيرلا قطانملاو درف لكل موي/رتل 120-100 ةيvîحلا قطانملا يف : ةيلاتلا ميقلا بسح يمويلا ك^[هتس^[ل

  .درف لكل موي/رتل 25-40 تاميخملاو درف لكل موي/رتل 45

 هايملا نم رتل 200( ةغرافلا مامحتس^Uا ضاوحأ نم ديازتملا قفدتلا رثؤي نأ نكمي ،ةريغصلا ماجحV[ل ةبسنلاب
 ناضمر لثم ةيلافتح^Uا تابسانملا ل^[خو عوبسUVا ةياهن ت^[طع يفو )قئاقد 3 يف لصاوتم مامح لكل ةمداعلا

 .ةمداعلا هايملا ةجلاعم ةطحم ليغشتو ميمصت ىلع

 

 لوصولا ةيناكمإ 6.2

 حيتيُ نا بجيو مهل حflîّملا ريغ لوخد عنمي ةجلاعملا تاطّحملا ميمصت نوكي نأو ليغشتّلا ةم^[س نامض بجي
 ةلازإو ةّينيتورلا صحفلا تانّيع ذخUV جراخملاو لخادملا ىلإ مهل حflîملا لبق نم لوخدلا ةّيناكمإ ميمصتلا
 .يرئاد لكش اهل نوكيو ضرغلل ةبسانم لخادملا ةيطغأو ةدمعUVا نوكت نأ بجيو .ةنايصّلاو فيظنتّلاو ةأمحلا
 تانازخلل نوكي نأ بجي ىلعأ نم وأ جراخلا نم ^Uإ نازخلا لخاد تانوكملا ىلإ لوصولا نكمي ^U ثيحب
 .لق^Uا ىلع نيلخدم 3م 10 نع اهمجح ديزي يتلا تاروصقملاو
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لاجملا .4

 ةينطولا تابلطتملا ةصاخلا تام^[علا عضوو ةقباطملا مييقتو صحفلا قرطو تابلطتم ةقيثولا هذه ددحت
 .PE 5000 ةمدخل عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم دامتعا تاداهشل

 ىلع لوصحلل ةيدامرلا هايملاو ،ماخلا ةيلزنملا ةمداعلا هايملا ةجلاعمل ةقيثولا هذهل اقًفو تاطحملا هذه مدختستُ
 .ةددحم ةيعون تاذ ةجلاعم هايم

U^ ا هايم لثم( ةيجراخلا هايملاو ،ةيلزنملا ةمداعلا هايملاب ،ةيراجتلا ةمداعلا هايملا ةنراقم نكميUVهايمو ،)راطم 
 نم هايملا فيflîت لثم ،ىرخUVا ةطشنUVا نم ةمداعلا هايملاو راطمUVا هايم ةحابسلا ضاوحأ فيflîتو ،ديربتلا
 .)نوتيزلا تيز î‘اعم لثم( ةيعارزلا تاجتنملا عينصتو ةيراجتلاو ،ةيركسعلا قفارملاو ،ةيعانصلا ةطشنUVا

 اهؤانب متيو ،رفصلا نم لماكلاب اهذيفنتو اهميمصت متي عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم نإ
 ةمدخل وأ ةيدرفلا ينابملا نع ةجراخلا ةيدامرلا هايملاو ماخلا ةيلزنملا ةمداعلا هايملا ةجلاعمل عقوملا يف لماكلاب

5000 PE. 

 ةمداعلا هايملا ةجلاعم تاطحمل ةمز^[لا تابلطتملا نم ىندUVا دحلا ىلإ ريشت ةمدقملا تامولعملا عيمج نإ
 .عقوملا يف ةينبملا

 بجي ناك اذا وا ليدعت وأ ةديدج ةخسن رادصإ مت اذإ لاثملا ليبس ىلع ،رمUVا مزل اذإ ةقيثولا هذه ةعجارم متت
 .ةديدج ةجلاعم ةينقت ةفاضإ

 

قيبطتلاو فادهA:ا .5

 عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم دامتعا تاداهشل ةينطولا تابلطتملا عضو نم فادهUVا نإ
 :يلي ام

 ةجلاعم ةمظنأ رايتخا دنع ةمظنUVا هذه بيكرت ىلع نيمئاقلاو نيعنّصملاو نيممصملا داشرإو هيجوت §
 .ةيزكرملا هبش وأ ةيزكرم^[لا ةمداعلا هايملا

 .اهقيقحت بجي يتلا ةجلاعملا ءادا تابلطتم ديدحت §
 يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم رابتخا نم نكمتس يتلا ةيساسUVا ميمصتلا ريياعم عضو §

 .اهتقباطم نم دكأتلل عقوملا
 .تافصاوملل اقًفو لمعيس ماظنلا نأب نيرتشملل ةقثلا تابثإ §

 ةطساوب عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم دامتعا تاداهشل ةينطولا تابلطتملا دادعإ مت
 ،تآشنملاو ،نيمظنملاو ،نييراشتس^Uاو ،نيدروملاو ،نيعنصملاو ،نيممصملاو ،ةقباطملا مييقتو رابتخ^Uا تائيه
 تاطلسلا تاسايسو حئاوللاو ةمظنUVاو تاعيî‰تلا عم عم نارتق^Uاب كلذ طوìî ةءارق يغبنيو .تامدخلا يينقتو
 .يندر^Uا ءاضقلا يف ةيميظنتلا

 هايملا ةجلاعم تاطحم نم ةددحم جذامنو عاونUV ةقباطملا تاداهش ةصتخملا ةينطولا ةيميظنتلا ةهجلا ردصت
 .ةيدرف ةجلاعم مظن بيكرت ىلع ةقفاوملاو ،ةمداعلا
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تاراصتخ;:ا .3

 ةيبرعلاب فصولا ةيزيلجن^Uاب فصولا ةدحولا تاراصتخ^Uا

5BOD mg/ L Biological oxygen demand after five days اUVايويح كلهتسملا نيجسك 
COD mg/ L Chemical Oxygen demand اU^ايئايميك كلهتسملا نيجسك 
CW - Constructed Wetland اUVار◊w ةأشنملا ةبطرلا 

DWA - 
German Association for Water, Wastewater and 

Waste | Deutsche Vereinigung für 
Wasserwirtschaft, Abwasser und Abfall 

 

EIA - Environmental Impact Assessment ا مييقتUVيئيبلا رث 
EN - Européen de Normalisation ا رايعملاUVيبورو 

FOG - Fat, oil and grease نوهدلاو تويزلا  
MBR - Membrane Bioreactor يويحلا ءاشغلا لعافم 

NICE - National Implementation Committee for 
Integrated Wastewater Management in Jordan 

 ةراد}[ل ةيذيفنتلا ةينطولا ةنجللا
 يف ةمداعلا هايملل ةلماكتملا

 ندرUVا
O&M - Operation and Maintenance  ةنايصلاو ليغشتلا 

PE g/ person/ d Population equivalent  يناكسلا ءىفاكملا 

NQ /d3m Nominal hydraulic daily flow  يكيلورديهلا قفدتلا 
 يمويلا

RBC - Rotating biological contactor 
 يجولويبلا لعافملا 

 كرحتملا
SBR - Sequenced batch reactor  عباتتملا يجولويبلا لعافملا 
TKN mg/ L Total Kjeldahl Nitrogen  يلكلا نيجورتينلا 
TN % Total nitrogen concentration  يلكلا نيجورتينلا زيكرت  
TP % Total phosphorous  يلكلا روفسفلا 
UV 2m J/ Ultraviolet radiation  اUVةيجسفنبلا قوف ةعش 

VFW - Vertical Flow Wetland  اU^ار◊w ةيدومعلا ةبطرلا 
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EN 12255-13 Wastewater treatment plants – Part 13: Chemical treatment - Treatment of 
wastewater by precipitation/flocculation. 

EN 12255-14 Wastewater treatment plants – Part 14: Disinfection. 

EN 12255-15 Wastewater treatment plants – Part 15: Measurement of the oxygen transfer in 
clean water in aeration tanks of activated sludge plants. 

EN 12255-16 Wastewater treatment plants – Part 16: Physical (mechanical) filtration.  
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DWA-A 226 Principles for wastewater treatment in plants with aeration and aerobic sludge 
stabilization up to 1,000 population equivalents (August, 2019) | DWA – Arbeitsblatt DWA-A 
226 Grundsätze für die Abwasserbehandlung in Belebungsanlagen mit gemeinsamer aerober 
Schlammstabilisierung ab 1.000 Einwohnerwerte. 

DWA-M 227 Membrane Bioreactor (MBR) (October, 2014) | DWA-M 227, Membran-Bioreaktor-
Verfahren (MBR-Verfahren). Merkblatt. 

DWA-A 262 – Worksheet: Principles for dimensioning, building and operating sewage treatment 
plants with planted and unplanted filters for cleaning domestic and municipal wastewater 
(June, 2017) | DWA - Arbeitsblatt DWA-A 262 Grundsätze für Bemessung, Bau und Betrieb 
von Kläranlagen mit bepflanzten und unbepflanzten Filtern zur Reinigung häuslichen und 
kommunalen Abwassers. 

DiBt (2014) Approval principles for small sewage treatment plants; German Institute of Structural 
Engineering | DiBt (2014) Zulassungsgrundsätze Kleinkläranlagen; Deutsches Institut für 
Bautechnik. 

EN 12566-3 Small wastewater treatment systems up to 50 PE–Part 3: packaged and/ or site 
assembled domestic wastewater treatment plants. 

MoPW (2013) Wastewater and Water: Plumbing Codes. In: Eds.: The National Jordanian Building 
Codes for Buildings. Ministry of Public Work, Amman, Jordan. 

MWI (2016) Decentralized Wastewater Management Policy. In: National Water Strategy 2016 - 2025 
of Jordan. The Ministry of Water and Irrigation (MWI) supported by the Helmholtz Centre for 
Environmental Research - UFZ, Amman, Jordan. 

van Lier B.J., Mahmoud M., Zeeman G. (2008) Biological Wastewater Treatment: Principles, Modelling 
and Design, pp. 415-456; IWA Publishing, London, UK. 

 .)EN 12255-)1-16 يف رظنلاب ’‘وي ،ه^[عأ ةروكذملا عجارملا ىلإ ةفاض}Uابو

EN 12255-1 Wastewater treatment plants – Part 1: General construction principles. 

EN 12255-2 Wastewater treatment plants – Part 2: Performance requirements of raw 
wastewater pumping installations. 

EN 12255-3 Wastewater treatment plants – Part 3: Preliminary treatment. 

EN 12255-4 Wastewater treatment plants – Part 4: Primary settlement. 

EN 12255-5 Wastewater treatment plants – Part 5: Lagooning processes. 

EN 12255-6 Wastewater treatment plants – Part 6: Activated sludge process. 

EN 12255-7 Wastewater treatment plants – Part 7: Biological fixed-film reactors. 

EN 12255-8 Wastewater treatment plants – Part 8: Sludge treatment and storage. 

EN 12255-9 Wastewater treatment plants – Part 9: Odor control and ventilation. 

EN 12255-10 Wastewater treatment plants – Part 10: Safety principles. 

EN 12255-11 Wastewater treatment plants – Part 11: General data required. 

EN 12255-12 Wastewater treatment plants – Part 12: Control and automation. 
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 يكيلورديهلا قفدتلا

 .ةددحم ةينمز ةرتف ل^[خ ةددحم ةحاسم ل^[خ نم قفدتت يتلا هايملا مجح

 ةيمسT(ا ةميقلا

 .ةدحو وأ زاهج صئاصخ فيصوتل ةبسانملا ةينفلا ميقلا لثمت

 يمويلا يوضعلا لمحلا

 .مويلا ل^[خ ةجلاعملا تاطحم ىلا ةلخادلا )تاميسجلاو نابوذلل ةلباقلا( ةفاجلا ةيوضعلا ةداملا ةيمك

 يناكسلا ءىفاكملا

  دحاولا صخشلل ةعاس 24 ل^[خ مارغلاب ةجتانلا ةيوضعلا ةداملا ةيمك

 اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم

 تانوكم نم فلأتتو ،عنصملا يف ةمداعلا هايملا ةجلاعم تادحوو اهقفارم عيمجت متي يتلا تاطحملا يهو
 هايملاوأ ماخلا ةيلزنملا ةمداعلا هايملا ةجلاعمل عينصت ةكìî ةطساوب عقوملا يف اهبيكرت متيو ،عنصلا ةقبسم
 .يناكس ءىفاكم 500 ةياغل ةيدامرلا

 ةيميظنتلا ةهجلا

 نوكيل ówاسUVا ماظنلا بجومب ةيح^[صب عتمتي سلجم وأ ةهج وأ ،ةيموكح ةئيه وأ ةهج وأ ،ةيموكح ةرئاد يا
 .ةنايصلاو ليغشتلاو بيكرتلا ةبقارمو دامتع^Uا تاداهش رادصإ نع لوؤسم

 ةيزكرملا هبش ةمداعلا هايملا ةجلاعم ةمظنأ

 هذه ةعومجم جردنت ،اهنم لكل PE 5.000 ةمدخل ةمداعلا هايملا ةجلاعمل ةرواجتم تاطحم ةدع نم ةعومجم
 .ةيدوقنعلا ةيزكرم^[لا ةمداعلا هايملا ةجلاعم ةرادإ نمض تاطحملا
 
 

عجارملا .2
 يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحمل ةيندرUVا ةينطولا ةداهشلا تابلطتملا يف اهيلإ راشملاو ةيلاتلا قئاثولا
 .PE 5000 ةمدخل عقوملا

 

DWA-A 201 Principles for the design, construction and operation of sewage pond systems (August, 
2005) | DWA – Arbeitsblatt DWA-A 201 Grundsätze für Bemessung, Bau und Betrieb von 
Abwasserteichanlagen. 

DWA-M 210 Sequencing Batch Reactors (SBR) (July, 2007) | DWA – Merkblatt DWA-M 210, 
Belebungsanlagen mit Aufstaubetrieb (SBR). 

DWA-A 221 Principles for the use of small wastewater treatment plants (December, 2019) | 
DWA – Arbeitsblatt DWA-A 221 Grundsätze für die Verwendung von Kleinkläranlagen. 

DWA-A 222 Principles for the design, construction and operation of small wastewater treatment 
plants with aerobic biological stages up to 1.000 population equivalents (May, 2011) | 
DWA – Arbeitsblatt DWA-A 222, Grundsätze für Bemessung, Bau und Betrieb von kleinen 
Kläranlagen mit aerober biologischer Reinigungsstufe bis 1.000 Einwohnerwerte. 
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 فيراعتلاو تاحلطصملا .1

 ،عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم دامتعا تاداهشل ةينطولا تابلطتملا نم ضرغلا قيقحتل
 :ةيلاتلا تاحلطصملاو فيراعتلا قبطت

 .يمازلإ بولطملا نأ ىلإ "بجي" ةملك ريشت

 .ةيصوت بولطملا رابتعا ىلإ "يغبني" ةملك ريشت

 ايويح كلهتسملا نيجسك*(ا

 ةداملا ليلحت ل^[خ ةيئايميكلا تايلمعلاو ةقيقدلا ةيحلا تانئاكلا اهكلهتست يتلا باذملا نيجسكوUVا ةيمك
 20 دنع مايأ ةسمخ ىدم ىلع تانيعلا نيضحت متي و ،ةيئاوهلا فورظلا لظ يف ةمداعلا هايملا يف ةيوضعلا
 .رتل/غم ةدحوب اهنع ربعي .ةيوئم ةجرد

 ايئايميك كلهتسملا نيجسك*(ا

 تامورك يئانث مادختساب ايئايميك دسكأتت نأ نكمي يتلا ةمداعلا هايملا يف ةيوضعلا داوملل ءىفاكملا نيجسكUVا
 .vwمح لولحم يف

 ةيراجتلا ةمداعلا هايملا

 نكلو ،ةلثامم نكامأو ةيبط زكارم ،تاحارتس}Uا ،قدانفلا ،يهاقملا ،معاطملا ،رجاتملا نع ةجتانلا ةمداعلا هايملا
 ةيلزنملا ةمداعلا هايملا نم اءًزج ةيراجتلا ةمداعلا هايملا رابتعا نكمي ،كلذ عمو .ةيعانصلا ةمداعلا هايملا ءانثتساب
 .هايملا ةيعون سفنب تناك اذإ

 ةيزكرمCDلا ةمداعلا هايملا ةجلاعم ةمظنأ

 دنع اهنم صلختلا وأ ةمداعلا هايملا مادختسا ةداعإو ةجلاعمو عمجب ةيزكرم^[لا ةمداعلا هايملا ةمظنأ موقت
 ةمظنأ فيرعت متي ةيندرUVا ةيزكرم^[لا ةمداعلا هايملا ةرادإ ةسايس ىلإ ةراش}Uاب. اهنم برقلاب وأ اهديلوت ةطقن
 تاعومجملل ةيلزنملا ةمداعلا هايملا ةجلاعم تاطحم" :يلاتلا وحنلا ىلع ةيزكرم^[لا ةمداعلا هايملا ةجلاعم
 ."يناكس ءىفاكم 5.000 نع لقت ةيميمصت ةردق تاذ ةريغصلا ةينكسلا

 ةيلزنملا ةمداعلا هايملا

 يف امب( تامامحلاو خباطملاو ضيحارملا لثم ةماعلا قفارملاو تاسسؤملاو لزانملا نع ةجتانلا ةمداعلا هايملا
 ةمداعلا هايملا ءانثتساب ؛سب^[ملا لساغمو )ةحابسلا ضاوحا ءانثتساب نكلو ،تامامحلاو لساغملاو شدلا كلذ
 .ةيعانصلا

 ةجراخلا هايملا

 .اهتجلاعم دعب ةمداعلا هايملا ةجلاعم تاطحم نم ةجراخلا هايملا

 عقوملا يف ةينبملا ةمداعلا هايملا ةجلاعم تاطحم

 هايملا ةجلاعمل كلذو لماك لكشب عقوملا يف اهؤانبو اهميمصت مت يتلاو ةمداعلا هايملا ةجلاعم تاطحم
 5.000 ةمدخل ةعمجتم لزانم ةدع ىتح وا ةدرفنملا لزانملا نم ةجراخلا ةيدامرلا هايملاو ماخلا ةيلزنملا ةمداعلا

PE. 

 ةيدامرلا هايملا

 ةيندعملا هايملاب مامحتسا ضوح وأ نيديلا لسغل ضوح وأ شد وأ مامحتسا ضوح نم اهردصم ةمداعلا هايملا
 ةحابسلا ضاوحا ءانثتساب( خبطملا ةعولاب وأ/و سب^[ملا ليسغ ضوح وأ/و سب^[م ةلاسغ وأ نوحص ةلاسغ وأ
 .ةيزاربلا ايريتكلاب ةثولم ةيدامرلا هايملا نوكت دق ةظح^[م.)ةلوبملاو ضاحرملاو
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اعتماد محطات معالجة المياه 

العادمة المبنية في الموقع لخدمة  
PE 5000
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ء ا د لأ ا ن   بیا

BOD5:

COD:

TSS:

TN:

NO3
-:

E. coli :

ي لر ا م  نظا  

 (BOD) مي لیو ا ي  لعضو ا لحمل  ا

(COD) مي لیو ا ي  لعضو ا لحمل  ا

(PE) ني لسكا ا ء  فى لمكا ا

 (QN) مي لیو ا لیكي  و ر لھید ا فق  لتد ا ل  معد

یخ ر لتا ا ن/  لمكا ا

m3/d

قة لطا ا ك  استھلا

یخ  ر تا لفحص/ ا یر  تقر

لفحص ا یر  تقر
لمنسقة ا لفنیة  ا ت  اصفا لمو ا ء ا د لا لمعتمدا ا لمختبر  ا لأساسیة ا ئص  لخصا ا

لجة لمعا ا ة  ء كفا

لأسمیة ا لقیم  ا

kg/d

mg/L

د بعا لأ ا جمیع 

kW/d

g/p/d

اسطة: بو لمصنعة  ا كة  لشر ا عن  بة  نیا قیع  لتو ا تم  ة -   د لمحد ا لمصنعة  ا كة  للشر ة  حید لو ا لیة  و لمسؤ ا تحت  ا  ھذ ء  ا د لأ ا ن  علا إ ر  ا إصد یتم   

قیع لتو لاسما ا

ئق ا لحر ا ث  و حد ل  حا في  لفعل  ا د  ر

ة لخطر ا د  ا لمو ا ث  نبعا ا

خل ا لمد ا

یة ذ لنفا ا

لھیكلي ا ك  لسلو ا

نة لمتا ا
جح نا

جح نا
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 ءاد\Sا رارقا- نايبD: قحلملا

 
  

ء ا د لأ ا ن   1بیا

لمنتج:أ) ا ع  لنو یفي  لتعر ا مز  لر ا

على ب) ء  لبنا ا منتج  ید  بتحد یسمح  خر  آ عنصر  ي  أ و  أ لتسلسلي  ا قم  لر ا و  أ فعة  ُ لد ا و  أ ع  لنو ا

ب لمطلو ا لنحو  ا

لمنسقة ج) ا لفنیة  ا ت  اصفا للمو ا 
ً
فق و  ، ء  لبنا ا لمنتج  ة  د لمقصو ا ت  ما ا لاستخد ا و  أ م  ا لاستخد ا  

لمصنع: ا قعھ  تو ي  لذ ا لنحو  ا على   ، بھا  ل  لمعمو ا

ل د) تصا لا ا ن  ا عنو و لمسجلة  ا یة  ر لتجا ا مة  لعلا ا و  أ لمسجل  ا ي  ر لتجا ا لاسم  ا و لاسم  ا

ب: مطلو ھو  كما  لمصنعة  ا كة  لشر با ص  لخا ا

م ه) لمھا ا یضھ  تفو یغطي  ي  لذ ا ض  لمفو ا للممثل  ل  تصا لا ا ن  ا عنو و اسم   ، لطلب ا یم  تقد عند 

ة د لمحد ا

ءو) لبنا ا منتج  ت  ثبا من  لتحقق  ا و لتقییم  ا نظمة  أ و  أ م  نظا

منسقز) ر  بمعیا ل  مشمو ئي  نشا إ منتج  ء  ا د أ ن  علا إ لة  حا في 

بيي) و ر و أ تقني  تقییم  لھ  ر   ئي صد نشا إ منتج  ء  ا د أ ن  علا إ لة  حا في 
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 عنصملا ةيجاتنا ةبقارم : C قحلملا

 تاجتنملا نأ نامضل عنصملا ةيجاتنإ ةنايصو قيثوتو ةبقارمل ماظن ءاشنإ ةعنصملا ةكé”لا ىلع بجي

 .ةيساسSTا صئاصخلل هنع نلعملا ءادSTا نايبل عضخت قوسلا يف ةضورعملا

 تامييقتلا وأ/و تارابتخ\Sاو ةمظتنملا شيتفتلا تايلمعو تاءارجSpا نم عنصملا ةيجاتنا ةبقارم ماظن نوكتي

 ةبقارمل و ،تادعملاو ،ةفلتخملا تانوكملا وأ داوملا نم اهريغ وأ ماخلا داوملا يف مكحتلل جئاتنلا مادختساو

 .جتنملاو جاتنSpا ةيلمع

 ل\]خ نم ةمظتنم ةقيرطب ةعنصملا ةهجلا اهتدمتعا يتلا ماكحSTاو تابلطتملاو Áéانعلا عيمج قيثوت بجي

 .ةبوتكم تاءارجإو تاسايس

 ققحتلا نم نكّمتو ءادSTا ةءافك مييقتلً اكرتشمً امهف عنصملا ةيجاتنا ةبقارم ماظن قئاثو نمضت نأ بجي

 يف مكحتلا نإف كلذل عنصملا ةيجاتنا ةبقارم تلا ماظنل لاعفلا ليغشتلاو ةبولطملا تاجتنملا ءادأ نم

 جتنملا لاثتما ةبقارمو ةنايصب حمست يتلا ريبادتلا عيمجو ةيليغشتلا تاينقتلا نيب عمجي عنصملا يف جاتنSpا

 .ةيساسSTا صئاصخلل نلعملا ءادT]ل

 ةبقارم اضًيأ نمضتت نأ بجي ،يلاتتملا وأ كرتشملا جتنملا عون جئاتن ةعنصملا ةكé”لا مدختست امدنع

 .ةبسانملا قئاثولا عنصملا يف جاتنSpا

.  
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 يلوSTا عونلا رابتخا :B قحلملا

 ةكé”لا يونت امدنع ةقيثولا هذه يف ةجردملا صئاصخلاب ةقلعتملا ءادSTا سيياقم عيمج ديدحت بجي

 تاياغلو تارابتخا ءارجإ نود اهن\]عSp ماكحأ ىلع  ةفصاوملا صني مل ام لباقملا ءادSTا نايب ةعنصملا

 يأ نم رثكأ وأ ةيصاخ جئاتن نأ ربتعي ثيح ،ت\]ئاع يف ةعنصملا ةكé”لا تاجتنم عيمجت نكمي ،مييقتلا

 .ةلئاعلا سفن لخاد تاجتنملا عيمجل اهسفن صئاصخلا كلت لثمت جتنملا ةلئاع لخاد دحاو جتنم

 .ةبسانم ةيليثمت ةنيع رايتخاب حامسلل مييقتلا ةقيرط ريياعم ىلإ ةراشSpا بجي

 نلعت يذلا  ةفصاوملا يف هجاردإو صئاصخلا عيمجل جتنملا عون ديدحت ءارجإ بجي ،كلذ ىلإ ةفاضSpاب

 :ءادSTا نع ةعنصملا ةكé”لا

 ةلئاع دارفأ دحأ نكي مل ام( ةلدعملا وأ ةديدجلا ةريغصلا ةمداعلا هايملا ةجلاعم ةطحم جاتنإ ةيادب يف

 وأ ؛)هسفن جتنملا

 ؛)ةنلعملا صئاصخلا ىلع كلذ رثؤي دق ثيح( ةلدعم وأ ةديدج جاتنإ ةقيرط ةيادب يف

 ةمداعلا هايملا ةجلاعم ةطحم ميمصت يف رييغت ثدح املك ،ةبسانملا )صئاصخلا( تامسلل اهراركت بجي وأ

 ،)جتنملا ةلئاع فيرعتل اقًفو( جاتنSpا ةقيرط يف وأ ،تانوكملا دروم يف وأ ماخلا داوملا يف وأ ،ةريغصلا

 .صئاصخلا نم رثكأ وأ دحاو ىلع ريبك لكشب رثؤت نأ اهنأش نم يتلاو

 قرط ساسأ ىلع ،ةعنصملا ةكé”لا لبق نم ،لعفلاب اهصئاصخ ديدحت مت يتلا تانوكملا مادختسا دنع

 .تانوكملا هذه تافصاوم قيثوت بجي .صئاصخلا هذه مييقت ةداعإ مزلي \S ،ىرخSTا جتنملا ريياعم مييقت

 .2 لودجلل اقًفو اهمييقت /اهرابتخا متيس يتلا ةمداعلا هايملا ةجلاعمل تانيعلا ددع نوكي نأ بجيو
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 تانيعلا ليلحت

 . ةجلاعملا ةمداعلا هايملا ةيعون ليلحتل اهمادختسا بجي يتلا قرطلا

 ةلصلا تاذ ةيندرSTا ةينطولا ريياعملاو )دوسأ( EN 12566-3 يف ةروكذملا ليلحتلا قرط :1 لودجلا

 ةجلاعملا ةمداعلا هايملا ةيعون ليلحتل )قرزSTا(

ةفصاوملا مقر ةفصاوملا   

ISO 5815 -1 2003 Water quality – Determination of biochemical oxygen demand after n days 
(BODn) – Part 1: Dilution and seeding method with allylthiourea addition 

5210 B Water quality analysis – Determination of Biochemical Oxygen Demand 
(BOD5) 

ISO 6060:1989 Water quality -- Determination of the chemical oxygen demand 

5220 C Water quality analysis – Determination of Chemical Oxygen Demand (COD) 

EN 872:2005 Water quality - Determination of suspended solids. Method by filtration through 
glass fiber filters 

2540 D Water quality analysis – Determination of Total Suspended Solids (TSS) 

ISO 5664:1984 Water quality – Determination of ammonium – Distillation and titration method 

ISO 6778:1984 Water quality – Determination of ammonium – Potentiometric method 

ISO 7150-1:1984 Water quality – Determination of ammonium – Part 1: Manual spectrometric 
method 

ISO 11732:2005 Water quality – Determination of ammonium nitrogen – Method by flow analysis 
(CFA and FIA) and spectrometric detection 

4500 N Water quality analysis – Determination of Ammonium (NH4
+) 

ISO 11905-1:1997 Water quality – Determination of nitrogen – Part 1: Method 
using oxidative digestion with peroxodisulfate 

EN 12260 Water quality – Determination of nitrogen – Determination of bound nitrogen 
(TNb), following oxidation to nitrogen oxides 

4500 N Water quality analysis – Determination of Total Nitrogen 

ISO 7890-3:1988 Water quality – Determination of nitrate – Part 3: Spectrometric method using 
sulfosalicylic acid 

4110 B Water quality analysis – Determination of Nitrate by Ion Chromatography with 
Chemical Suppression of Eluent Conductivity 

ISO 6878:2004 Water quality: Determination of phosphorus – Ammonium molybdate 
spectrometric method 

4500 P D Water quality analysis – Determination of Total Phosphorus 

4500 H Water quality analysis – Determination of pH-value in water by potentiometry 
using a standard hydrogen electrode 

2540 C Water quality analysis – Determination of total dissolved solids (TDS) by 
Partition-Gravimetric Method 

9223 B Water quality analysis – Determination of E. coli 
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 تاقحلملا .8

 تانيعلا ليلحتو اهنم صلختلاو ةأمحلا نيزخت ؛ ةماعلا ت\]يدعتلا : Aقحلملا

 ةماعلا ت\]يدعتلا

 ىلع لوصحلا نود لمعلا يف ةيلاحلا فçéلا هايم ةجلاعم ةمظنأ رمتست نأ بجي •
 . ءاشنSpا ةداعإ لاح يف ةبولطم ةداهشلا حبصت نكلو ،ةداهش

 ةلازإ لاثملا ليبس ىلع ،ةمدقتملا ةجلاعملا ىلع لوصحلل ةدمتعملا ةمظنSTا ثيدحت •
E.coli ا لثم( ريهطتلا تادحو مادختسابSTرولكلاب ةجلاعملا ،ةيجسفنبلا قوف ةعش، 

 .كلذ نكمأ لاح يف )نوزوSTا

 فيفخت لجأ نم اهليطعت وأ ةقيقدلا تانئاكلا تايوتسم ليلقتل ريهطتلا تادحو ممصت نأ بجي :ةظح\]م

 بجيو .ةجلاعملا ةمداعلا هايملاب íéابملا ريغ وأ íéابملا يé”بلا لاصت\Sاب ةطبترملا ةماعلا ةحصلا رطاخم

 ةيميظنتلا ةطلسلا تابلطتملً اقفو ،لاصت\Sا اذه لثمل ةيناكمإ تدجو امثيح ريهطتلا مظن مادختسا

 .ةيلحملا

 متو لبق نم اهدامتعا مت يتلاو ،اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم ةطحم ميمصت ليدعت متي امدنع

 ،ريهطتلا ةدحو نيمضت ريغ رخآ رييغت يأ قيرط نع ،ةينطولا دامتع\Sا تاداهش تابلطتمل اقًفو اهديدحت

 .لماك رابتخا ةداعإ بجي

 

 اهتلازإو ةأمحلا نيزخت

 :ىلع اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم عيمج يوتحت نأ يغبني

 

 .لقSTا ىلع ماع ةدمل ةجتنملا ةأمحلا نيزختل عستي نازخ •

 .PE 10 ىلإ مهددع لصي نيذلا ناكسلل اًيونس ةدحاو ةرم ةأمحلا ةلازإ •

 متي نأ بجي و .ةنايصلا ءانثأ نازخلا يف ةظح\]ملا ةأمحلا ةيمك ىلع ةأمحلا نم صلختلا دمتعي •

 .Í”نملا /عنصملا لبق نم يداشر\Sا ليلدلل اقًفو كلذ

 

 ابنجت كلذو نازخلا يف ةأمحلا عافترا نع رظنلا ضغب ،لقSTا ىلع تاونس سمخ لك ةأمحلا ةلازإ يغبني

 .طغضلا ثودحل
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 اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحمل قباطتت مل وأ ،جتنملا ةقباطم تامييقت لامكإ متي مل اذإ

 ةداهش يأ حنم متي نلف ةينطولا تابلطتملا و EN 12566-3 ةيبوروSTا ةفصاوملا يف ةددحملا تابلطتملاب

  .دامتعا

i( تابلطتملا عيمج ءافيتسا مت اذإ )EN 12566-3( حنم متيف ،ةينطولا ةقباطملا ةداهش تابلطتمو 
 .بيكرتلاب حمسيو ةيئاهنلا ةداهشلا

)ii( اًيئزج تابلطتملا ءافيتسا مت اذإ )طقف EN 12566-3(، حامسلاو ةيئدبملا ةداهشلا حنم متو 
  .ةينطولا ةقباطملا ةداهش تابلطتم ءاقيتسا بجي ،تيبثتلا دعب نيماع نوضغ يفف .بيكرتلاب

)iii( اًيئزج تابلطتملا ءافيتسا مت اذا )يأ حنم متي نل :)طقف ةينطولا ةقباطملا ةداهش تابلطتم 
 .ةداهش

 
 تاميلعتلا  7.14

 لكل اهريفوت بجيو ،çéتخمو حضاو لكشب ةيزيلجنSpاو ةيبرعلا نيتغللاب ةبوتكم تاميلعتلا نوكت نأ بجي

 قئاثولا ميدقت نكمي ثيح.يطيطختلا مسرلاو ماقرSTاب ةموعدم اقبسم ةعنصم ةمداع هايم ةجلاعم ةطحم

 تاءارجإ نع ةلماك ليصافت بيكرتلا\تيبثتلا تاميلعت مدقت نأ بجيو ينورتكلإ وأ يقرو لكشب امإ

 :يلي ام كلذ يف امب ،بيكرتلا

 .ةوطخب ةوطخ ةلصفم تاميلعت )أ
 .بيردت وأ ةصاخ تاودأ ىلإ ةجاحلا )ب
 .ةبولطملا ت\]يدعتلاو فيلكتلا تاءارجإ )ج
 .اهح\]صإو ءاطخSTا فاشكتسا ليلد )د
Ê( ا ليصافتS\عيبلا دعب ام ةمدخل لاصت. 

  ةحضاو ةنايصلاو ليغشتلا تاميلعت نوكت نأ بجي

 ةعنصملا ةمداعلا هايملا ةجلاعم ةطحم لكل ةعنصملا ةكé”لا لبق نم ليغشتلا تاداشرSpا ريفوت متي

 :يلي ام لمشتو اقبسم

 اهح\]صإو ءاطخSTا فاشكتسا ليلد )أ
 لاصت\Sا ليصافت )ب
 ليغشتلل تاميلعت )ج
  اهب ⁄Áوملا ةنايصلا ماهم )د
 ةيناديم ةمدخ ةقرو ىلع ليجستلاو ةبقارملل تاحارتقا )ـه
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 اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحمل )(EIA يئيبلا رثSTا مييقت صوصخب تارارق ذاختا بجي

 .ةلوؤسملا ةينطولا ةهجلا لبق نم ،PE 500 ةمدخل

 
 ةنايصلاو ليغشتلا  7.12

 اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم ةيرارمتسا ةنايصلاو ليغشتلا ةيلمع نمضت نأ يغبني

 ةيأو ميمصتلاو ةعسلا نع تامولعملا ةفاك نوكت ناو يليغشتلا اهرمع ل\]خ بولطم وه امك لمعلا يف

 .ةيميظنتلا ةهجلاو مدختسملل ةحاتم ىرخا تاددحم

 نودو رمتسم لكشب اهئادأ نامضل اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم ةنايصو ليغشت بجي

 ةعنصملا ةكé”لا لبق نم دمتعم ينف /ةدمتعم ةكíé لبق نم ةنايصلا نوكت نا يغبني ثيح .لخدت يأ

 .ةينقتلل اقًفو ةمدخلا ةرتف فلتخت ثيح .تاينقتلا تافصاوم يف ةحضوملاو

 
 ةقباطملا مييقت  7.13

Spا ةداهش تابلطتمل ةقباطم اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم نأب تابثS\ا دامتعSTةيندر 

  :يليام قيقحت بجي ،ةقيثولا هذه يف ةروكذملا

 B قحلملا يف ةددحملا تاءارج\]ل اقفو ةيلوSTا عونلا تارابتخ\S ةطحملا عوضخ
 يتلا تارابتخ\Sا يف رظنلا نكميو . ةفصاوملا اذه عم ةقباطملا تابثSp يلوSTا عونلا رابتخا ءارجا بلطتي

 مدختستو ،صئاصخلاو جتنملا سفنب ةلص تاذ نوكت نأ ةطيíé  ةفصاوملا اذه ماكحST اقفو اقباس تيرجأ

 .)B قحلملا رظنا( ةقباطملا ةداهش مظنو تانيعلا ذخأ تاءارجإو ،رابتخ\Sا بيلاسأ سفن

 ؛عنصملا يف جاتنSpا ةبقارم تاءارجإ ذيفنت

 قوسلا يف عضوت يتلا تاجتنملا نأ نامضل جاتنSpا ةيلمع ىلع ةيلخادلا ةباقرلا نم نكمت تاءارجSpا هذهو

 C)  قحلملا رظنا(  ةفصاوملا اذهل ةقباطم

 يئاهنلا جتنملا رابتخ\S ةطحملا عوضخ

 هذه جئاتن لَّجستُ بجيو .ءاملل ةذفنم ريغ ةيئاهنلا تاجتنملا نأ تابثSp تانيعلا ذخST ةطخ ميدقت بجيو

 راركتلاو رابتخ\Sا تاءارجإ قيثوتو رابتخ\Sا تادعم عيمج نم ققحتلا بجيو .ةحاتم نوكت ناو تارابتخ\Sا

  .ريياعملاو

 .)D قحلملارظنا( ءادSTا نايب رادصإ

 .تاونس 5 لك ةقباطملا مييقت ةداعإ بجي
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 ةيئاملا ةيذافنلا 7.6

 نم ةعونصملاو اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحمل هايملل ةيذافنلا تابلطتم ددحت

 و PEHD( ةنرم حاولأ نم ةعونصملا تايواحلاو PDCPD و GRP و PP و PE و PVC-U و ذ\Sوفلاو ةناسرخلا

PP و PVC و EPDM(. 

 يتلا تاجتنملا .لشف /حاجن ساسأ ىلع EN 12566-3 ةيبوروSTا ةفصاوملل اقفو ءاملا ةيذافن مييقت متي

 ،ةينطولا دامتع\Sا ةداهش تابلطتم بجومب ةداهش ىلع لوصحلل ةلهؤم نوكت طقف "حاجن" مييقت اهيدل

 .ءاملل ةذفنم ريغ عقوملا يف تانوكملا عيمج نوكت نأ ىلع

 
 ءابرهكلا عاطقناو ةيئابرهكلا ةقاطلا ك\]هتسا 7.7

 ل\]خ رمتسم لكشب هتبقارم بجيو ،ةعاس /طاو وليكلاب ةطحملل يلكلا ةقاطلا ك\]هتس\Sا نع ن\]عSpا بجي

 .اهلمكأب رابتخ\Sا ةرتف

 مييقت ةفرعمل.ةعاس 24 ةدمل ةيكيناكيملا /ةيئابرهكلا ةقاطلا رئاسخ ةاكاحمل رايتلا عاطقنا رابتخا ءارجإ بجي

 نم ءزج وركيملا ل\]خ يئابرهكلا رايتلا تاعاطقن\S اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم ةردق

 .ظوحلم ريغ لكشبورمتسم لكشب ثدحت يتلا ةيناثلا

 .يئابرهكلا رايتلا عاطقنا ءانثأ داتعملا يمويلا قفدتلا طمنل اقًفو ةلخادلا هايملا ةيمك ىلع ظافحلا بجي

 
 ةرطخلا داوملا 7.8

 عيمجل مهتاجتنم لاثتما نامض نيينعملا نيعنصمُلا ىلع بجي ،EN 12566-3 ةيبوروSTا ةفصاومللً اقفو

 داوملا هذه ق\]طإ نع ن\]عSpاو ققحتلا بلطتت دق يتلاو ،ةرطخلا داوملاب ةقلعتملا ةيندرSTا تافصاوملا

 يف  ةفصاوملا اذهب ةلومشملا ةطحملا عضو لبق اهتاجتنم يف داوملا هذه ىوتحم وأ/و اهتاجتنم نم

 .قوسلا

 
 قئارحلا ثودح عم لعافتلا 7.9

 ،قيرحلا ىلع اهلعف در و اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم داوم رابتخا تابلطتم ددحي

 .EN 13501-1 ةفصاوملل اقًفو

 
 ةينفلا تامولعملا  7.10

 ةكé”لا ىلع بجي ،EN 12566-3 ةيبوروSTا ةفصاوملا يف اهركذ درو يتلا تابلطتملا ىلا ةفاض\Sاب

 لبق نم ةينقتلا مييقت نكمي ثيحب اقبسم ةعنصملا ةجلاعملا تاطحم لك نع تامولعم ميدقت ةعنصملا

 : ةينطولا ةهجلا

 ؛ايمسر هتاصوحف دمتعت يذلا ربتخملا مسا )أ
 يكيلورديهلا قفدتلاو ؛يمويلا يوضعلا لمحلاو يناكسلا ءىفاكملل ىندSTاو ىلعSTا دحلا )ب

 ؛ةمداعلا هايملل يمويلا
  .لقنلاو ليمحتلا تاميلعت )ت

 
 يئيبلا رثSTا مييقت 7.11
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 لوصولا ةيناكمإ 7.2

 حيتيُ نا بجيو مهل حçéّملا ريغ لوخد عنمي تاطّحملا ميمصت نوكي نأو ليغشتّلا ةم\]س نامض بجي

 ةلازإو ةّينيتورلا صحفلا تانّيع ذخST جراخملاو لخادملا ىلإ مهل حçéملا لبق نم لوخدلا ةّيناكمإ ميمصتلا

 لكش اهل نوكيو ضرغلل ةبسانم لخادملا ةيطغأو ةدمعSTا نوكت نأ بجيو .ةنايصّلاو فيظنتّلاو ةأمحلا

 هايملا ةجلاعم ةطحم ىلعأ نم وأ جراخلا نم \Sإ نازخلا لخاد تانوكملا ىلإ لوصولا نكمي \S ثيحب .يرئاد

 .اقبسم ةعنصملا ةمداعلا

 
 داعبSTاو مجحلا سسأ 7.3

 نم ⁄çقSTا دحلاو ىندSTا دحلا :ةيلاتّلا ميمصتلا ريياعم نم رثكأ وأ دحاو رابتع\Sا نيعب ذخؤي نأ بجي

 اهبعوتست نأ نكمي يتلا ةيمويلا ةيوضعلاو ةيكيلورديهلا لامحSTاو ؛ةيناكسّلا لامحSTِا عومجم:يليام

 .ةطّحملا

 
 ةناتملا/يلكيهلا كولسلا 7.4

 بيكرتلاو ةلوانملا نع ةجتانلا لامحSTا اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم مواقت نأ بجي

 تانوكملا عيمج نوكت ناو .يليغشتلا رمعلا ةرتف لاوط ،ةنايصلاو ةأمحلا ةلازإ كلذ يف امب ،مادختس\Sاو

 تابلطتملا تدرو .ةمداعلا هايملا ةئيب يف مادختس\]ل ةبسانم اهلعجت داوم نم ةعونصم ةطحملل ةيلخادلا

-EN 12566 ةيبوروSTا  ةفصاوملا نم ةلصلا تاذ ةخسنلا يف يلكيهلا كولسلا /ةناتملاب ةقلعتملا ةددحملا

3. 

 
 ةجلاعملا ةءافك 7.5

 ميقلا عم قفاوتت اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم نم ةجراخلا هايملا ةيعون نوكت نأ بجي

 لبق نم ةباقرلل عضخت نأ بجيو  (MWI, 2016a)ةيزكرم\]لا ةمداعلا هايملا ةرادإ ةسايس يف ةددحملا

 .)A قحلملا رظنا( ةيندرSTا ريياعملل اقًفو قرطلا عابتاو ةلوؤسملا ةينطولا ةهجلا

 :يلاتلا وحنلا ةجلاعملا ةءافك صحفلا ءارجإ نكمي

 وأ ةدمتعم رابتخا ةأشنم يف اهبيكرت لبق اما §
 ريياعملل اقًفو ةلوؤسملا ةينطولا ةهجلا لبق نم مكحتلاو بيكرتلا دعب ،عقوملا يف §

 .ةينطولا تافصاوملاو

 .ةلوؤسملا ةينطولا ةهجلا نع ةرداصلا رابتخ\Sا تاءارجSp اقًفو يرود لكشب ةجلاعملا ةءافك رابتخا بجي

 ةرادإ ةسايس يف ةددحملا ميقلاب اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم مزتلت نأ بجي :ةظح\]م

 ةجلاعملا هايملا مادختسا ةداعSp ددحم يندرأ ةفصاوم كانه دجوي \S هنأ املاط ةيزكرم\]لا ةمداعلا هايملا

 .ةيزكرم\]لا ةمداعلا هايملا ةجلاعم تاطحم نم
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 فادهG;ا .5

 ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم دامتعا تاداهشل ةينطولا تابلطتملا عضو نم فادهSTا نإ

 :يلي ام اقبسم

 رايتخا دنع ةمظنSTا هذه بيكرت و ديروت ىلع نيمئاقلاو نيعنّصملاو نيممصملا داشرإو هيجوت §
 .ةيزكرملا هبش وأ ةيزكرم\]لا ةمداعلا هايملا ةجلاعم ةمظنأ

 .اهقيقحت بجي يتلا ةجلاعملا ةءافك تابلطتم ديدحت §
 ةمداعلا هايملا ةجلاعم تاطحم رابتخا نم نكمتس يتلا ةيساسSTا ميمصتلا ريياعم عضو §

 .اهتقباطم نم دكأتلل ةيزكرملا هبشو ةيزكرم\]لا
 .جتنملا تافصاومل اقًفو لمعيس ماظنلا نأب نيرتشملل ةقثلا تابثإ §

 

 قيبطتلا .6

 فدهت و اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم دامتعا تاداهشل ةينطولا تابلطتملا دادعإ مت

S\او نيدروملاو نيعنصملاو نيممصملا لبق نم اهمادختسS\بيكرت ىلع نيمئاقلاو نيمظنملاو نييراشتس 

 .ةقباطملا مييقتو رابتخا ل\]خ نم كلذو ةمدخلا يينفو ةمظن\Sا هذه

 
 تاعيé”تلا 6.1

 اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم دامتعا تاداهشل ةينطولا تابلطتملا قفاوتت نأ بجي

 .يندر\Sا ءاضقلا يف ةيميظنتلا تاطلسلا تاسايسو دعاوقلاو ةمظنSTاو تاعيé”تلا عم نارتق\Sاب

 ماظن بيكرت ىلع ةقفاوملاو ،ةمداعلا هايملا ةجلاعم ةطحم ليدومو عونل ةقباطملا ةداهش رادصإ متيس

 .ةق\]علا تاذ ةينطولا ةيميظنتلا ةهجلا لبق نم يدرفلا ةجلاعملا

 

 مييقتلا .7

 ،ةيلكيهلا ةيحانلا نم ةرقتسم اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم نوكت نأ بجي ،ماع لكشب

 .)ةيجسفنبلا قوف ةعشSTا( سمشلا ةعشST ةمواقمو ،لكآتلل ةمواقمو ،ءاملل ةمواقمو ،ةنيتمو

 
 يمسSpا ميمصتلا 7.1

 يمويلا يوضعلا لمحلاو ،)موي/صخش/مارغ( ةدحوب هنع ربعي )PE( يناكسلا ءىفاكملا نأ ديدحت يغبني

)BOD5( هنعً اربعم )( يمويلا يئايميكلا لمحلاو ،)موي/غكCOD( ةدحوب )يكيلورديهلا قفدتلاو )رتل/غم 

 .عنصملا لبق نم اهديدحت بجيو )موي/3م( )QN( يمويلا

  

  



صفحة |  60  

 
ةعنصملا ةمداعلا هایملا ةجلاعم تاطحم دامتعا تاداھشل ةینطولا تابلطتملا  

 
 
 

6 
 

 )لمعلا راطإ( لاجملا .4

 ةجلاعم تاطحمب ةصاخلا تام\]علا عضوو ةقباطملا مييقتو صحفلا قرطو تابلطتم ةقيثولا هذه ددحت

 ةيبوروSTا ةفصاوملا عم نمازتلاب قبطت نا بجي و ،PE 500 ةمدخل اقبسم ةعنصملا ةمداعلا هايملا

EN 12566-3. 

 هايملاو ،ماخلا ةيلزنملا ةمداعلا هايملا ةجلاعمل ةقيثولا هذهل اقًفو ةمداعلا هايملا ةجلاعم تاطحم مدختستُ

 .ةجلاعملا هايملل ةددحم ةيعون ىلع لوصحلل ةيدامرلا

 مدع ةاعارم عم ضرSTا تحت ةماقملا ةجلاعملا ةمظنأ ىلع ةقيثولا هذه يف ةدراولا تابلطتملا قبطنت

 .ضر\Sا حطس قوف ةماقملا تاطحملا ىلع قبطنتو امك .اهقوف تابكرم ةلومح دوجو

 لينيف يلوبلاو ذ\Sوفلاو ةناسرخلا نم ةعونصم تانازخ ىلع يوتحت يتلا تاطحملا ةقيثولا هذه لمشت

 تارميلوبلاو )GRP-UP( جاجزلاب ىوقملا رتسيلوبلاو )PE( نيليثيإ يلوبلاو )PVC-U( ندلملا ريغ ديارولك

 ددعتم( ةنرملا حئافصلا نم ةعونصملا ةيواحلل ةفاضSpاب (PDCPD) يقلحلا نيداتنبلا يئانث نم ةددعتملا

 يعانصلا طاطملاو  PVCديارولك لينيف يلوبلاو PP نيليبورب يلوبلاو PEHD ةفاثكلا يلاع نيليثيSpا

 نوكت ثيحب بسانم يميمصت رمع اهل نوكيل اهميمصت بجيو ،)EPMD نيليبوربلاو نيليثيSpا نم عنصملا

 .اهفورظو ةمداعلا هايملا ةئيب يف مادختس\]ل ةبسانم داوملا

 يذلاو ةمداعلا هايملا ةجلاعم ةطحم ءادأ مييقتل ةجلاعملا ةءافكو رابتخ\Sا قرط ةينطولا تابلطتملا تددح

 .يئاهنلا مادختس\]ل ةبسانم ةجلاعم هايم ةيعون ققحي نا بجي

 ةئف لكل دحاو لاثم رابتخا متي ،دامتع\Sا تاداهشل ةينطولا تابلطتملا يف ةروكذملا ءادSTا طوíé قيقحتل

 تابيكرتلا عيمج كلذ يف امب ،اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحمل )مجحلاو زارطلا( جتنم

 .اهب ةطبترملا

 ةفصاوملا نم لك طوíé عم قفاوتت نا دعب اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم دامتعا متي

 ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم دامتعا تاداهشل ةينطولا تابلطتملا و )EN 12566-3( ةيبوروSTا

 .اضيا اقبسم

 نأ بجي ةزهاجلا ةمداعلا هايملا  تانازخ نأ ىلع 2013 ماعل يندرSTا ينطولا ءانبلا نوناق صني :ةظح\]م
 ةلقتسملا ةيلمعملا تارابتخ\Sا ريفوت بجيو اهب لومعملا ةدمتعملا تافصاوملا عيمج عم قفاوتت
 .يلكيهلا رارقتس\Sاو نازخلا ةعس تبثت يتلا ةيسدنهلا تاباسحلاو

 بيوصت وأ ليدعت وأ ةديدج ةخسن رادصإ مت اذإ لاثملا ليبس ىلع ،رمSTا مزل اذإ ةقيثولا هذه ةعجارم متت

 .EN 12566-3 ةيبوروSTا ةفصاوملا ةفصاوملا نم
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 تاراصتخ>;او زومرلا .3

 

  

فيرعتلا / فصولا حلطصملا   تاراصتخ\Sا 

ايويح كلهتسملا نيجسكSTا  Biochemical Oxygen Demand after 
five days 

BOD5 

ًايئايميك كلهتسملا نيجسكSTا  Chemical Oxygen Demand COD 

ي\Sوك ايريشي\Sا ايريتكب  Escherichia coli bacterium E. coli 

ةيبوروSTا دعاوقلاو تافصاوملا  European Norm EN 

 دوياد نيليبورب نيليثيSpا طاطم
رمونوم  

Ethylene Propylene Diene Monomer 
Rubber 

EPDM 

ىوقملا كيتس\]بلا جاجزلا  Glass Reinforced Polyester GRP-UP 

يرلاو هايملا ةرازو  Ministry of Water and Irrigation MWI 

 ةينطولا ةيذيفنتلا ةنجللا
 ةلاعفلا ةلماكتملا ةرادp]ل
ةمداعلا هايملل  

National Implementation Committee 
for Effective Integrated Wastewater 
Management 

NICE 

موي / طاووليك  Kilowatt hours per day kW.h/ day 

نيدتنبولكيس يديلوب  Polydicyclopentadiene PDCPD 

يناكسلا ءىفاكملا  Population equivalent PE 

نيليثيا يلوبلا  Polyethylene Pe 

ةفاثكلا يلاع نيليثيا يلوبلا  Polyethylene High Density PEHD 

نيليبورب يلوبلا  Polypropylene PP 

ديرولك لينيف يلوبلا  Polyvinyl chloride PVC 

 ريغ لينيفلا ديرولك ددعتم
ندللا  

Unplasticized polyvinyl chloride PVC-U 

ةيجسفنبلا قوف ةعشSTا  Ultraviolet radiation UV 
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 .ةدحو وأ زاهج صئاصخ فيصوتل ةبسانملا ةينفلا ميقلا لثمت
 يناكسلا ءىفاكملا

  دحاولا صخشلل ةعاس 24 ل\]خ مارغلاب ةجتانلا ةيوضعلا ةداملا ةيمك

 اقبسم ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم

 نم فلأتتو ،عنصملا يف ةمداعلا هايملا ةجلاعم تادحوو اهقفارم عيمجت متي يتلا تاطحملا يهو
 ةمداعلا هايملا ةجلاعمل كلذو عينصت ةكíé ةطساوب عقوملا يف اهبيكرت متيو ،عنصلا ةقبسم تانوكم
 .PE 500 ةياغل ةيدامرلا هايملاوأ ماخلا ةيلزنملا

 جتنملا ةئف

  ةددحملا صئاصخلا اهيف هباشتت يتلاو ةدحاو ةعومجم لخاد تاجتنملا نم ةعومجم

 ةيميظنتلا ةهجلا

 )|òاسSTا ماظنلا بجومب( ةيح\]صب عتمتي سلجم وأ نايك وأ ،ةيموكح ةئيه وأ ةهج وأ ،ةيموكح ةرئاد يا
 .ةنايصلاو ليغشتلاو بيكرتلا ةبقارمو تاداهشلا رادصإ ةيلمع يف مكحتلل

 ةيزكرملا هبش ةمداعلا هايملا ةجلاعم تاطحم

 PE 5.000 ىلإ لصت ةيميمصت ةردق عم ةمداعلا هايملا ةجلاعمل ةرواجتم تاطحم ةدع نم ةعومجم
 ةيزكرم\]لا يحصلا فçéلا هايم ةجلاعم ةرادإ نمض تاطحملا هذه ةعومجم جردنت ،اهنم لكل
  ةيدوقنعلا

 

 عجارملا .2

 ةمداعلا هايملا ةجلاعم تاطحم دامتعا تاداهشل ةينطولا تابلطتملا يف اهيلإ راشملاو ةيلاتلا قئاثولا

 نكمي \Sو اهقيبطت بجي ،EN 12566-3 ةيبورو\Sا تافصاوملا يف و PE 500 ةمدخل اقبسم ةعنصملا

 .)ةمزلم( اهنع ءانغتس\Sا

EN 12566-3  Small wastewater treatment systems up to 50 PE – Part 3: 

packaged and/or site assembled domestic wastewater treatment 

plants. 

EN 13501-1  Fire classification of construction products and building 

elements – Part 1: Classification using data from reaction to fire 

tests. 

MWI (2016)  Decentralized Wastewater Management Policy. In: National Water 

Strategy 2016 - 2025 of Jordan. The Ministry of Water and 

Irrigation (MWI) supported by the Helmholtz Centre for 

Environmental Research - UFZ, Amman, Jordan. 
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 فيراعتلاو تاحلطصملا .1

 ةعنصملا ةمداعلا هايملا ةجلاعم تاطحم دامتعا تاداهشل ةينطولا تابلطتملا نم ضرغلا قيقحتل
 :ةيلاتلا تاحلطصملاو فيراعتلا قبطت ،اقبسم

 .يمازلإ بولطملا نأ ىلإ "بجي" ةملك ريشت

 .ةيصوت بولطملا رابتعا ىلإ "يغبني" ةملك ريشت

 ايويح كلهتسملا نيجسك0/ا

 ليلحت ل\]خ ةيئايميكلا تايلمعلاو ةقيقدلا ةيحلا تانئاكلا اهكلهتست يتلا باذملا نيجسكوSTا ةيمك
 ىدم ىلع تانيعلا نيضحت متي و ،ةيئاوهلا فورظلا لظ يف ةمداعلا هايملا يف ةيوضعلا ةداملا

 .ةيوئم ةجرد 20 دنع مايأ ةسمخ

 ةقباطملا ةداهش

 تاميلعتلا وأ ريياعملا عم ةقفاوتم ةيرادSpا ماكحSTا وأ جاتنSpا ةقيرط وأ جتنملا وأ ةمدخلا نأ دكؤت ةقيثو
 .ةدمتعملا ةينفلا حئاوللا وأ

 ايئايميك كلهتسملا نيجسك0/ا

 ايئايميك دسكأتت نأ نكمي يتلا ةمداعلا هايملا يف ةيوضعلا داوملل ءىفاكملا نيجسكSTا ةيمك
 .|}مح لولحم يف تامورك يئانث مادختساب

 ةيزكرمIJلا ةمداعلا هايملا ةجلاعم تاطحم

 اهنم صلختلا وأ ةمداعلا هايملا مادختسا ةداعإو ةجلاعمو عمجب ةيزكرم\]لا ةمداعلا هايملا ةمظنأ موقت
 ثيح ،ةيندرSTا ةيزكرم\]لا ةمداعلا هايملا ةرادإ ةسايس ىلإ ةراشSpاب.اهنم برقلاب وأ اهديلوت ةطقن دنع
 هايملا ةجلاعم تاطحم" :يلاتلا وحنلا ىلع ةيزكرم\]لا ةمداعلا هايملا ةجلاعم ةمظنأ فيرعت متي
 ."يناكس ءىفاكم 5.000 نع لقت ةيميمصت ةردق تاذ ةريغصلا ةينكسلا تاعومجملل ةيلزنملا ةمداعلا

 ةيلزنملا ةمداعلا هايملا

 خباطملاو ضيحارملا لثم ةماعلا قفارملاو تاسسؤملاو لزانملا نع ةجتانلا ةمداعلا هايملا
 لساغمو )ةحابسلا ضاوحا ءانثتساب نكلو ،تامامحلاو لساغملاو شدلا كلذ يف امب( تامامحلاو
 .ةيعانصلا فçéلا هايم ءانثتساب ؛سب\]ملا

 ةجراخلا هايملا

 .اهتجلاعم دعب ةمداعلا هايملا ةجلاعم تاطحم نم ةجراخلا هايملا

 ةيدامرلا هايملا

 هايملاب مامحتسا ضوح وأ نيديلا لسغل ضوح وأ شد وأ مامحتسا ضوح نم اهردصم ةمداعلا هايملا
 ءانثتساب( خبطملا ةعولاب وأ/و سب\]ملا ليسغ ضوح وأ/و سب\]م ةلاسغ وأ نوحص ةلاسغ وأ ةيندعملا
 .)ةلوبملاو ضاحرملاو ةحابسلا ضاوحا

 .ةيزاربلا ايريتكبلاب ةثولم ةيدامرلا هايملا نوكت دق ةظح#"م

 يكيلورديهلا قفدتلا

 .ةددحم ةينمز ةرتف ل\]خ ةددحم ةحاسم ل\]خ نم قفدتت يتلا هايملا مجح

 
 يمويلا يوضعلا لمحلا

 .مويلا ل\]خ ةجلاعملا تاطحم ىلا ةلخادلا )تاميسجلاو نابوذلل ةلباقلا( ةفاجلا ةيوضعلا ةداملا ةيمك

 ةيمسW/ا ةميقلا
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 تايلوؤسملاو رودلا

 تاهجوتلا ةينطولا ةيذيفنتلا ةيهيجوتلا ةنجللا ددحتس

 ضيوفتلا عم ôzامتي امب ،لمعلا جمانربو ةيجيتارتس%<ا

 .ءارزولا سيئر لبق نم حونمملا

 NICE ةينطولا ةيهيجوتلا ةنجللا لمحتت •

 ةلماكتملا ةراد^<ا رطأ ريوطت ةيلوؤسم

 معدتس يتلاو ،ندر?<ا يف ةمداعلا هايملل

 هايملا ةرادإو ةجلاعم ططخ ةنايصو ءانب

 تايوتسملا عيمج ىلع ةمادتسملا ةمداعلا

 ةمظن?$ل ةلمكم ةمظن?<ا هذه نوكت امدنع

 .)ةيزكرملا( ةيديلقتلا

رود NICE ةنجلل نوكيس •
ً
يقيسنت ا

ً
ريسيتو ا

ً
 ا

 هايملا ةراد^< ةلماكتملا لولحلا ذيفنت يف

 ةيمنتلا راسم ةلصاوم لجأ نم ةمداعلا

 حجانلا

ضيأ NICE كراشتس •
ً
 تاحرتقم ميدقت يف ا

 ديدحت يف كلذكو ةيقيقح ةيرامثتسا

 ةراد^<ا لاجم يف تارامثتس%<ا تايولوأ

 اهلاخدإ لجأ نم ،ةمداعلا هايملل ةلماكتملا

 ةيئانثلا ةيلودلا ةيموكحلا تارواشملا يف

 ةيهيجوتلا ةنجللا ءاضعأ نم ضيوفتب

 .)NICE( ةينطولا

ريخأ •
ً
 ةينطولا ةيهيجوتلا ةنجللا لمعتس ،ا

 عيراشملل ةطشن ةبقارمو هيجوت ةنجلك

 ةراد^<اب ةقلعتملا ةراتخملا ةيبيرجتلا

 ةمداعلا هايملل ةلماكتملا

 ماهملا

 امك يه ةينطولا ةيذيفنتلا ةيهيجوتلا ةنجللا ماهم نإ

 :يلي

 ةمكوحلا اياضق زارب^< ةيراشتسا ةيلآ ريفوت •

 .ةمداعلا هايملل ةلماكتملا ةراد^<ا لاجم يف

 تاحرتقم تايولوأ ديدحتو ةشقانم •

 هايملل ةلماكتملا ةراد^<ا لاجم يف رامثتس%<ا

 نيب ةيئانثلا تاثداحملا يف اهجمدو ةمداعلا

 .تاموكحلا

 ةيلعافب ةراتخملا ةيبيرجتلا عيراشملا هيجوت •

 .ةمداعلا هايملل ةلماكتملا ةراد^<ا قايس يف

 ىلع فاôm^<او ةيجيتارتس%<ا ةدايقلا ريفوت •

 هايملل ةلماكتملا ةراد^<ا لاجم يف ةمكوحلا

 .ةمداعلا

 ةبولطملا اياضقلاو لمعلا ت%<اجم ديدحت •

 هايملل ةلماكتملا ةراد^<ا رطأ ريوطتل

 ندر?<ا يف ةمداعلا

 تايجيتارتس%<او ةمظن?<ا ةعجارم نم دكأتلا •

 .ذيفنتلل ةمز%$لا جماربلاو

 لولحلا ذيفنت يف ةطاسولاو قيسنتلا •

 ةمداعلا هايملل ةراد^< ةلماكتملا

 مدقتو سردتس يتلا ةينفلا ناجللا ءاشنإ •

 لوح ةينطولا ةيهيجوتلا ةنجلل ةروشملا

 .ةينفلا اياضقلا

 يف )NICE( بتكم ىلإ ةروشملا ءادسإ •

 تاردقلا ءانبل )NICE( لمع شرو ميمصت

 .ةينفلاو ةيهيجوتلا ةنجللا نم لكل

 ةنجللا ءاضع?< ةصاخلا ةينفلا ةربخلا ريفوت •

 .ةينفلا ةنجللاو نيرخé<ا ةيهيجوتلا

 اهنأشب رارق ذاختاو ةليدبلا تارايخلا ةشقانم •

 ىلإ اهنأشب ةمز%$لا تايصوتلا ميدقتو

 .ةصتخملا تاهجلا

 عيمج دوهج قيسنتل ةمز%$لا تايلé<ا حارتقا •

 دارف?<او تائيهلاو تائيهلاو تاسسؤملا

 .فاده?<ا قيقحتل ةمز%$لا

 ةنجللا ةهازنو لماكت نامض •

 ةيهيجوتلا ةنجللا ءاضعأ نيب ةكاm†لا زيزعت •

 .ةينفلا ناجللاو NICE ةينطولا
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الملاحق

التشغیل والصیانة

 )NICE( ةينطولا ةيذيفنتلا ةنجللا

 ءاضع:9او سيئرلا

 ماعلا نيم?<ا اهسأرتي (NICE) ةينطولا ةيهيجوتلا ةنجللا

 بودنم ءاضع?<ا يقاب نوكيو .يرلاو هايملا ةرازول

 :ةيلاتلا تاسسؤملا نم لك نم دحاو

 ةطلس/هايملاةطلس/يرلاو هايملا ةرازو •

 .ندر?<ا يداو

 .ةيلحملا ةراد^<ا ةرازو •

 .ةئيبلا ةرازو •

 .ةحصلا ةرازو •

 .ةعارزلا ةرازو •

 .يلودلا نواعتلاو طيطختلا ةرازو •

 .ةيكلملا ةيملعلا ةيعمجلا •

 .ةيندر?<ا سيياقملاو تافصاوملا ةئيه •

 .يlmحلا ريوطتلاو ناكس^<ا ةسسؤم •

 .ةيندر?<ا ةعماجلا •

 .ةيقيبطتلا ءاقلبلا ةعماج •

 .ةيندر?<ا ةينامل?<ا ةعماجلا •

 ،)UFZ( ةئيبلا ثاحب?$ل زتلوهمليه زكرم •

 .تيوصتلا قح هل سيل مئاد وضع

 .تيوصتلا قح مهل سيل نوبقارم •

 ةربخلا يوذ نم yzقأ دحك صاخشأ ةتس ةوعد نكمي

 ةحناملا تامظنملاو صاخلا عاطقلا نم ،ةءافكلاو

 ةرازو لبق نم نينيعملا يندملا عمتجملا تاسسؤمو

 ،NICE بتكم ريدم نم ةيصوت ىلع ءانبو ،يرلاو هايملا

  ،)صاخلا عاطقلا /نيحنام( نيبقارمك

 مهتاربخ ميدقتل ماظتناب تاعامتج%<ا نوlmحي نيذلا

 .تيوصتلا قح مهل نوكي نأ نود يأرلا ءادبإو

 لمعلا ئدابم

 ءانب)NICE( ةينطولا ةيذيفنتلا ةيهيجوتلا ةنجللا عمتجت

 ةدحاو ةرم سيئرلا بئان وأ سيئرلا نم ةوعد ىلع

 .ةجاحلا تعد املك وأ ،رهشأ ةتس لك لق?<ا ىلع

 نم لق?<ا ىلع نيعوبسأ لبق ةوعدلا لاسرإ بجي

 ضعب صيصخت ىلإ ءاضع?<ا جاتحيس ثيح ،عامتج%<ا

 .ةلصلا تاذ قئاثولا ةعجارمل يفاض^<ا تقولا

 يف قفاوت قيقحت ىلإ ةينطولا ةيهيجوتلا ةنجللا فدهت

 .اهئاضعأ تاوصأ ةيبلغأب ةذختملا تارارقلا نأشب ءارé<ا

 بئان وأ سيئرلا روضحو اهئاضعأ يثلث روضح بولطم

 ةلاح يف وأ كلذ نكمي %< هنأ تبث اذإو .سيئرلا

 .يفاضإ حجرم توص سيئرلل نوكيسف ،لداعتلا

 يأ ةوعد )NICE( ةينطولا ةيهيجوتلا ةنجلل زوجي

 ريبعتلل تاعامتج%<ا روضحل ةءافكو ةربخ هيدل صخش

 يف قحلا هل نوكي نأ نود اياضقلا يف هئارآ نع

 .تيوصتلا

 تاعامتج%<ا تايوتحم لاسرإب نيبودنملا عيمج مزتلي

 مهريدم ىلإ )تاعامتج%<ا ómاحم ،لاثملا ليبس ىلع(

 .ماعلا مهنيمأو
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ملخص
توصیات

 ىلولأا ةیصوتلا

 ةجلاعم ةمظنلأ CE ةملاعو مییقتل ةیبورولأا ةفصاوملل قباطم دامتعا

 .)EN 12566-3( ةریغصلا ةمداعلا هایملا

 ةیناثلا ةیصوتلا

 هایملا ةجلاعم تاطحم دامتعا تاداھشل ةینطولا تابلطتملا ذیفنت

 .PE ةئامسمخ ةمدخل اقبسم ةعنصملا ةمداعلا

 ةثلاثلا ةیصوتلا

 هایملا ةجلاعم تاطحم دامتعا تاداھشل ةینطولا تابلطتملا ذیفنت

 .PE فلاآ ةسمخ ةمدخل عقوملا يف ةینبملا ةمداعلا

 ةعبارلا ةیصوتلا

 ةجلاعم تاطحمل ةینطولا ةنایصلاو لیغشتلاو بیكرتلا تامیلعت ذیفنت

.PE فلاآ ةسمخ ةمدخل ةمداعلا هایملا

 ةسماخلا ةیصوتلا

 ةمداعلا هایملل ةبسانملا ةجلاعملا زیزعتل تایلوؤسملل حضاو صیصخت
 ظافحلاو ،هایملا نم ةدیج ةیعون ىلع ظافحلل ةیدامرلا هایملاو ةیلزنملا

 نم ةماعلا ةحصلا نیسحتو ةیفوجلا هایملا دراوم ةیامحو ،ةئیبلا ىلع

 مییقت رادصإ ،رابتخلاا/جاتنلإا :ةلحرم لك يف ةمظنلأا زیزعت للاخ

 .ةرمتسملا ةبقارملاو لیغشتلا ءدب ةقباطملا

 ةسداسلا ةیصوتلا

 نم ةجلاعملا ةمداعلا هایملا مادختسا ةداعلإ ةدیدج ةفصاوم قیبطت

 .PEفلاآ ةسمخ ةمدخل ةمداعلا هایملا ةجلاعم تاطحم
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 ةجلاعم تاطحم يف ةجلاعملا هایملا ةیعون قفاوتت نأ نسحتسملا نم

 ةسایس يف ةددحملا ةیدحلا میقلا عم PE 5.000 ةمدخل ةمداعلا هایملا

 نأ املاط )MWI, 2016a( ةمداعلا هایملل ةیزكرملالا ةرادلإا

 تاطحم نم ةجلاعملا هایملا مادختسا ةداعلإ اًددحم اًیندرأ اةفصاوم

 .ھنایرس أدبی PE 5.000 ةمدخل ةمداعلا هایملا ةجلاعم

 ؟دیدجلا مادختسلاا ةداعإ ةفصاوم ىلإ ةحلم ةجاح كانھ اذامل

 راطإ يف ندرلأا يف يحصلا فرصلا نیسحت وھ يسیئرلا فدھلاو

 هایملاو ،رشابملا لاصتلاا( ةماعلا ةحصلا :ةیلاتلا بناوجلا يف رظنلا

 ،ةیئیبلا ةحصلاو ،)تاتابنلاو ةبرتلا( ةیعارزلا ةیجاتنلإاو ،)ةیفوجلا

 .دلبلل ةیداصتقلاا ةیمنتلاو ةیجولونكتلا ىودجلاو

ً ایلاح ةمزلم PE 5000 ةمدخل ةمداعلا هایملا ةجلاعم تاطحم

 اھركذ متی مل نكلو ،)JS 893 )2006 ةیندرلأا ةفصاوملا عابتاب

 ىلعو .ةصاخلا اھدودح عم ھسفن ةفصاوملا يف دیدحتلا ھجو ىلع

ً ایلاح يرجی )2006( 893 ةكرتشملا ةقرولا نأ نم مغرلا

 5.000 ىلإ لصت يتلا ةمداعلا هایملا ةجلاعم تاطحم نإف ،اھثیدحت

PE كلذ ىلإ ةفاضلإابو .ثدحلأا ةخسنلا يف ةربتعمُ ریغ لازت لا، 

 ىلع( ادج ةمراص ةفصاوملا يف ةروكذملا دودحلا نم دیدعلا نإف

 ام ابلاغو )برشلل ةحلاصلا هایملا نم ةمارص رثكأ ،لاثملا لیبس

 هذھ ءافیتسا نم نكمتت نل ،يلاتلابو .يملع ساسأ يأ نود راتخت

 .ةمداعلا هایم ةجلاعمل ةروطتملا تایجولونكتلا ضعب لاإ دویقلا

 رمدم ریثأت )JS 893 )2006 ةلدعملا ةفصاوملا رشنل نوكیسو

 تایجولونكتلا ذیفنت انمض ينعی فوسو .يندرلأا هایملا عاطق ىلع

 ةیزكرملا ةمداعلا هایملا ةجلاعم تاطحم يف .ةضفخنملا ةیعونلا تاذ

 ةیلعفلا تافصاوملا ةیبلت يف تابوعص لعفلاب ھجاوت يتلا ،ةیلاحلا

 ،كلذ ىلع ةولاعو .ةبولطملا دودحلا ةیبلت ىلع ةرداق نوكت نلو

 ةمادتسملا ةیمنتلا فادھأ قیقحت ندرلأا ىلع بعصلأا نم نوكیس

.)ةمادتسملا ةیمنتلا فادھأ نم 6 فدھلا لثم(

 ،ببسلا اذھلو ندرلأا يف ةیزكرملالا تایجولونكتلا يف ةدایزلا حجِّرت

 ـل ةدیدج ةفصاوم قیبطت وأ ةیلاحلا ةفصاوملا ثیدحت يغبنی

DWWTPs، ةسایسلا يف نیبملا وحنلا ىلع )MWI، 2016a(  

 غلاب رٌمأ وھ دیدجلا مادختسلاا ةداعإ ةفصاومل يلبقتسملا قیبطتلا نإ

 ةینطولا ةیذیفنتلا ةنجللا بتكم عضو دقو .ندرلأل ةبسنلاب ةیمھلأا

 ةیفیك نع ةخسنلً ةدوسم )NICE( ةمداعلا هایملل ةلماكتملا ةرادلإل

 هایملا ةجلاعم تاطحمل اذھ مادختسلاا ةداعإ ةفصاوم مادختسا

 ىصویو .)قحلملا رظنا( )DWWTPs( ةیزكرملالا ةمداعلا

 جاردإً اضیأ نكمملا نم نوكیس ھنأ ریغ ،لصفنم ةفصاوم عضوب
 ةیزكرملالا ةمداعلا هایملا ةجلاعم تاطحمب ةلصتملا بناوجلا

)DWWTPs( 893 ةكرتشملا ةقرولا نم ةلمكتسم ةخسن يف 

)2006(. 

 ةروكذملا بناوجلا يف رظنلا راطإ يف لاإ ةفصاوم عضو نكمی لاو
 ،ةیئیبلا ةحصلاو ،ةیعارزلا ةیجاتنلإاو ،ةماعلا ةحصلا لثم هلاعأ
 لٌح امًئاد وھو ،دلبلل ةیداصتقلاا ةیمنتلاو ،ةیجولونكتلا ىودجلاو

 ،لاثملا لیبس ىلع ةخسنلا ةدوسم يف ىصَوُی .بناوجلا هذھ نیب طسو

 ایجولونكتللً اقفو يرلل ةحلصتسملا ةمداعلا هایملا مادختسا ةداعإب

 يرلا نم حوتفملا يرلل ةمارص رثكأ رییاعم تعضوو .ةمدختسملا

 يف حاجنب ھمادختسا نم مغرلا ىلعو .يحطسلا يرلا وأ طیقنتلاب

 حطس تحت يرلاو حوتفملا يرلا لازی لا ،ملاعلا ءاحنأ عیمج

 مادختساب ىصوی كلذلو .ةعارزلا ةرازول اًقفو ارًوظحم ضرلأا

 ةقلح يف لیصافتلا ةشقانمل دعمُلا مادختسلاا ةداعإ ةفصاوم عورشم

 .ةینعملا تارازولاو ةحلصملا باحصأو نیوعدملا ءاربخلا عم لمع

 فییكت وأ تارییغت لاخدإً اضیأ ينعی دق دیدج ةفصاوم عرز نأ امك

 ،كلذ ىلع ةولاعو .ندرلأا يف ةطبترملا تارازولا حئاول/نیناوق

 )JSMO( سییاقملاو رییاعملل ةیندرلأا ةسسؤملا كراشت نأ بجی

 ةلوؤسملاو ،ندرلأا يف اھب رطخملا ةینطولا ةئیھلا يھو .ةیادبلا ذنم

 اھلیدعتو تافصاوملا دادعإو ةینطولا تافصاوملا رادصإ نع

 يف ةددحم تاعاطق يف ةینفلا حئاوللا ىلإ ةفاضلإاب اھدامتعاو

 ةنسل 22 مقر سییاقملاو تافصاوملا نوناق بجومب لمعتو ،ندرلأا

2000. 

 

توصیة 6 - مواصفة لأدارة المياه 
العادمة اللامركزية

مواصفة إعادة الاستخدام
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التشغيل والصيانة

 تافصاوملا ةسسؤم لبق نم تیبثتلا نذإ ىلع لوصحلا دعب

 ةمداعلا هایملا ةجلاعم تاطحم( )JSMO( ةیندرلأا سییاقملاو

 هایملا ةجلاعم تاطحم( نیسدنھملا ةباقن لبق نم وأ )اقبسم ةعنصملا

 :ةیلاتلا تاوطخلاب ىصوی ،)ةسدنھملا ةمداعلا

 

 لیغشتلا ءدب / تیبثتلا

 ةرازو نم تیبثتلا / ءانبلا حیرصت ىلع لوصحلا بجی §

 .ىربكلا نامع ةنامأ / ةیلحملا ةرادلإا

 ةرازو نم )EIA( يئیبلا رثلأا مییقت ىلع لوصحلا بجی §

 .)صیخرتلاو يئیبلا فینصتلا - 69/2020 ةحئلال اًقفو ةئیبلا

 لبق نم ةدمتعم ةكرش لبق نم طقف تیبثتلا متی نأ نكمی §

 .ناكسلإاو ةماعلا لاغشلأا ةرازو/ةیندرلأا ءانبلا يلواقم ةیعمج

 عم ةمداعلا هایملا ةجلاعم ةرادإ دقع عیقوت بجی :ةیصوت §

 .دمتعم ةرادإ نایك

 هایملا ةرادإ ةدحو لبق نم ةیئاھنلا ةقفاوملا حنمت :ةیصوت §

 .هایملا ةطلس / يرلاو هایملا ةرازو يف ةیزكرملالا ةمداعلا

 ةرمتسملا ةبقارملا

 رمتسملا لیغشتلا نع لوؤسم يرادلإا نایكلا :ةیصوت §

 هایملا ةرازوو لغشملا ىلإ ةنایصلا تلاوكوتورب لاسرإو ةنایصلاو

 ءادلأا ةبقارم يف مكحتلا اضًیأ كلذ لمشیو .هایملا ةطلس/يرلاو

 .لیغشتلا نم ىلولأا ةنسلا للاخ

 هایملا ةرادلإ ةیزكرملالا ةدحولا ردصتس :ةیصوت §

 مزل اذإ ،ةیئاھنلا ةداھشلا هایملا ةطلس/يرلاو هایملا ةرازو يف ةمداعلا

 لاثتملااو ةجلاعملا ءادأ ىلع ءًانب لیغشتلا نم نیماع دعب ،رملأا

 .ةینطولا تابلطتملل

  

الشكل 6: إطار المسؤوليات الموصي به خلال منح شهادات الاعتماد.
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  عقوملا يف ةینبملا ةمداعلا هایملا ةجلاعم تاطحم

 يف ةینبملا ةمداعلا هایملا ةجلاعم تاطحم يفت نأ بجی :ةیصوت

 هایملا ةجلاعم تاطحم دامتعا تاداھشلا ةینطولا تابلطتملاب عقوملا

 .PE 5.000 ةمدخل ةمداعلا

 تاموسرلاو میمصتلا قاروأ ةعجارم بجت ،لزنم ءانب يونت امدنع

 ةعجارم و .نیسدنھملا ةباقن لبق نم

 هایملا نم صلختلا تاسراممل اًقفو ةمداعلا هایملا نم صلختلا 

 ،ةماعلا لاغشلأا ةرازو( ةكابسلا دوك نم ققحتلا متیس ةمداعلا

2013(. 

 هایملا ةرازو نم ضیوفتب ،نیسدنھملا ةباقن موقت نأ نسحتسملا نم

 .ةینطولا تابلطتملاب يفت تادنتسملا تناك اذإ امم ققحتلاب ،يرلاو

 .تیبثتلل اًتقؤم اًنذإ نوردصیسف ،كلذ اولعف اذإو

 

الشكل 4: إجراءات شهادات الاعتماد الموصى بها إذا تم استيفاء جميع المتطلبات.

الشكل 5: إجراءات شهادات الاعتماد الموصى بها إذا تم استيفاء المتطلبات جزئيًا.
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التصنيع والاختبار

تقييم المطابقة

 مازتللاا ةیلوؤسم ةیعانصلا تاسسؤملاو ةعنصملا تاكرشلا لمحتت

 قرطو اھیف ةمدختسملا داوملاو اھجتنت يتلا تاجتنملل ةینفلا حئاوللاب

 اًقفو ایجولونكتلا قیقدت نع ةلوؤسم ةعنصملا ةكرشلاو .جاتنلإا

 .ةینطولا تابلطتملل

 ةأشنم يف اقبسم ةعنصملا ةمداعلا هایملا ةجلاعم تاطحم رابتخا بجی

 زوجی لاو ةلقتسم رابتخلاا ةأشنم نوكت نأ بجیو .ةدمتعم رابتخا

 طبترم درف وأ ةكرش يلأ ةعبات نوكت نأ لاوحلأا نم لاح يأب

 هایملا ةجلاعمل ماظن يلأ عزوملا وأ دروملا وأ دروتسملا وأ عنصملاب

 تابلطتم عینصتلا نلاعإ يف عنصملا حضوی .عقوملا يف ةمداعلا

 ةكرشلل نكمی ،ةعنصملا ةكرشلا نلاعإ ىلع ءًانبو .ایجولونكتلا ءادأو

 ةعنصملا

 ةیمیظنتلا ةھجلا يف ةداھشلا ملاتسلا میدقتلا ةیلمع ءدب كلذ دعب

 .ةینطولا

 ضارغلأ تاعومجم يف ةعنصملا ةكرشلا تاجتنم عیمجت متی دق

 يأ صئاصخ نم رثكأ وأ ةدحاول جئاتنلا نوكت نأ عقوت عم ،مییقتلا

 كلت ىلإ يمتنت يتلا تاجتنملا عیمجل ةلثمم ةلئاع لخاد جتنم

 .EN 12566-3 يف روكذم وھ امكةلئاعلا

 نم ةمداعلا هایملا ةجلاعم تاطحمل يئاھنلا ىنبملا صحف ءارجإ متی

 عضخ دق ةطحملا نأ تابثإ بجی .صاصتخا تاذ ةطلس يأ لبق

 نأب ةبلاطملل ھب ءافولا مت دق ةجلاعملا ءادأ نأو يلولأا عونلا رابتخلا

 .ةینطولا تابلطتملاب يفت ةمداعلا هایملا ةجلاعم تاطحم

  

 "ةقباطملا تاداھش" ةیندرلأا سییاقملاو تافصاوملا ةسسؤم ردصت

 .ةیندرلأا ریغو ةیندرلأا تاجتنملل

 .اقبسم ةعنصملا ةمداعلا هایملا ةجلاعم تاطحم

 ةعنصملا ةمداعلا هایملا ةجلاعم تاطحم يفت نأب ىصوی :ةیصوت

 ةمداعلا هایملا ةجلاعم تاطحم دامتعلا ةینطولا تابلطتملاب اقبسم

 تابلطتملا عیمج ءافیتسا مت اذإو .PE 500 ةمدخل اقبسم ةعنصملا

)EN 12566-3 ةطحم حنمب ىصوی ،)ةینطولا ةداھشلا تابلطتمو 

 )4 لكشلا( ةیئاھن ةداھش ةمداعلا هایملا ةجلاعم

 اھتاشورفم وأ ،ىرحلأاب وأ ،ةلمجلا ىلع ھلوصح ءافیتسا مت اذإو

  ةفصاوملاب

EN 12566-3، اھتیبثتب حامسلاو ةیلوأ ةداھش اھحنمب حصنی وأ 

.)5 لكشلا(

 نم ءادلأا ةبقارمب ىصوی ،طقف بیكرتا لبق ام ةداھش حنم ةلاح يف 

 امك يرھش ساسأ ىلع دحاو ماع ةدمل عقوملا يف ةرادلإا ةھج لبق

 ةیبلتو ةجلاعملا هایملا ةیعون رابتخا بجیو .ةرادلإا دقع يف ددحم وھ

 .ةیئاھنلا ةداھشلا ىلع لوصحلا لجأ نم ةینطولا تابلطتملا

 ةجلاعم ةطحم يفت مل اذإ وأ ،جتنملا ةقباطم تامییقت لمتكت مل اذإ

 لیغشت فاقیإ بجی .ةداھش يأ حنم متی نلف ،تابلطتملاب ةمداعلا هایملا

 .ةیمیظنتلا ةطلسلا غلابإو ةرادلإا ةھج لبق نم ةجلاعملا ةطحم

 سییاقملاو تافصاوملا نوناق نم )2( ةداملل اًقفو ھنأ ركذلاب ریدج

 تافصاوملا ةسسؤم ةمھم ضیوفت زوجی ،2000 ةنسل )22( مقر

 ةھج يأ ىلإ ةقباطملا تاداھش حنمل )JSMO( ةیندرلأا سییاقملاو

 اًقفو ةسسؤملا لبق نم اھب فرتعم اھجراخ وأ ةكلمملا لخاد

 .ةیلودلا تاسرامملل
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توصية 5 - إطار المسؤوليات

 ةجلاعملا زیزعت وھ تایلوؤسملل حضاولا عیزوتلا نم ضرغلا

 ةدوج ىلع ظافحلل ةیدامرلا هایملاو ةیلزنملا ةمداعلا هایملل ةبسانملا

 ةیفوجلا هایملا دراوم ةیامحو ،ةیشیعملا ةئیبلا ىلع ظافحلاو ،هایملا

 .ةماعلا ةحصلا نیسحتو

 :ةلحرم لك يف ةمظنلأا زیزعت يرورضلا نم ،ضرغلا اذھ قیقحتلو

 ةبقارملاو لیغشتلا ءدب ،ةقباطملا مییقت رادصإ ؛رابتخلااو جاتنلإا

 يف نوكراشی نیذلا صاخشلألً احضاوً امھف اذھ بلطتیو .ةرمتسملا

 يف تایلوؤسملل لماشلا دیدحتلا كلذ يف امب ةیراجتلا لامعلأا

 .ةیرادلإا تاطلسلا

 ةطلس / يرلاو هایملا ةرازو يھ ةیمیظنتلا ةطلسلا نوكت نأ بجیو

 نامضل ةمزلالا تاءارجلإا ذاختا ىلإ جاتحت يتلا ةیندرلأا هایملا

 هایملا عیراشم عیمج ةنایصو لیغشتو ءاشنإ ىلع ةینفلا ةباقرلا

 ةنسل 18 مقر نوناق .هایملا ةطلس نم )23( ةداملل اًقفو ةمداعلا

1988. 

 ةدحو ةیندرلأا هایملا ةطلس/يرلاو هایملا ةرازو ئشنت نأب ىصوی

 تاطحم عیمج ةرادإو ماعلا فارشلإا نع ةلوؤسم نوكت ،ةلقتسم

 ىنبلل ةیزكرملا ةرادلإا( PE 5.000 ةمدخل ةمداعلا هایملا ةجلاعم

 .)ةیزكرملالا ةیتحتلا

 ةنایصلاو لیغشتلل ةیجراخ رداصمب ةناعتسلاا نكمی ،كلذ عمو

 لعفلاب موقت ةمئاق ةصاخ تایعمج وأ تانایك لبق نم اھتیطغتو

 .ةمداعلا هایملا ةجلاعم ةمظنأ لیغشتب

 :ةیلاتلا تایلوؤسملا ةیمیظنتلا ةطلسلا يطغت نأب ىصوی

 هایملا ةجلاعم تاطحم عیمج ىلع ماعلا فارشلإا §

 .ةمداعلا

 ةجلاعم تاطحم عیمجل ةینطو ينادیم حسم ةمئاق ءاشنإ §

 ،لاثملا لیبس ىلع( PE 5.000 ةمدخل ةمداعلا هایملا

 دقعو ،لغشملاو ،ةردقلاو ،ایجولونكتلاو ،عقوملا

 .)كلذ ىلإ امو ،ربتخملا جئاتنو ،ةرادلإا

 .ةدمتعملا ةنایصلاو لیغشتلا تاكرشل ينورتكللإا رشنلا §

 فارطأ لبق نم ةمدقملا قئاثولا عیمج ةعجارم/نیزخت §

 بجی تاضقانت وأ ءاطخأ يأ دوجو ةلاح يفو .ةثلاث

 .ةیروف تاءارجإ ذاختا

 هایملا ةجلاعم تاطحم ذیفنت ىلع ةیئاھنلا ةقفاوملا §

 .ةمداعلا

 .ةیلاتلا قیدصتلا تلاوكوتورب ذیفنتل تاءاطعلا میدقت §
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 ىلع يليغشتلا لجسلا يوتحي نا بجي §

 .ةممصملا/ةعنصملا ةك;sلا تاميلعت

 ةحاتم نوكتل تJKجسلا ظفح متي نأ بجي §

 ةهجلا لبق نم اهيلا ةجاحلا دنع تاقو45ا عيمج يف

 .ةيشيتفتلا

 عيمجب ظافتح4Kا ةيلوؤسم لغشملا لمحتي §

 تJKجسلا يف ةطحملا لخاد لامع4Kاو ةطشن4Kا

 ةزهاج نوكت ثيحب تاقو45ا عيمج يف كلذو ةيليغشتلا

 .ةيميظنتلا ةهجلا لبق نم بلطلا دنع

 .لوكوتورب دادعإ متي ،ةنايصلا ءارجإ يأ دعب §

 ليغشتلا نكمملا نم ناك اذإ ام ددحي نأ بجيو

 .ةنايصلا لامعأ نم ءاهتن4Kا دعب ميلسلا

 نأ نكمي روصق هجوأ يأ كانه تناك اذإ §

 بجي ،اهب حومسملا في;ïتلا ميق زواجت يف ببستت

 .هذه روصقلا هجوأ نم ةنيب ىلع لغشملا نوكي نأ

 

 ةمداعلا هايملا ةجلاعم تاطحم بيكرتل ليلد ;sن مت

 نيكمتل“ British Water ةك;: لبق نم ارًخؤم ةزهاجلا

 تاطحم بيكرت مهف نم نيمدختسملاو نيكلاملا

 مايق ةيفيك حيضوتل ،ةزهاجلا ةمداعلا هايملا ةجلاعم

 ةمداعلا هايملا ةجلاعم ةطحم بيكرتب سرمتم بكرمُ

 ةدعاسمو ةئيبلا ثولتلا بنجتل حيحص لكشب ةزهاجلا

 ةيميظنتلا ريياعملا بجومب مهبجاو مهف ىلع نيكلاملا

 تايافنلا نم صلختلل يميظنتلا دهشملاو ةيئيبلا

"(BW ، 
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 عقوملا يف اهؤارجإ نكمي :ةينيتورلا ةبقارملا §

 رابتخ4Kا تاعومجم مادختساب عقوملا لغشم ةطساوب

 .ةمداعلا هايملل ةدمتعملا

 جئاتن لاسرإ ةيلوؤسم لغشملا لمحتي §

 ةهجلا وا ةيميظنتلا ةهجلا ىلإ ربتخملا

 .ةيراد4Kا

 ةنايصلا

 ةنايصلا دقع ساسأ ىلع ةنايصلا متت §

 ةمداعلا هايملا ةجلاعم تاطحم كلام نيب مربملا

 .ةنايصلا نع ةلوؤسملا ةهجلاو

 نم تاطحملا هذهل ةنايصلا ءارجإ بجي و §

 .ةدمتعم ةك;sل نيلهؤم نيفظوم لبق

 شيتفتلاو ةنايصلا تايلمع نوكت نا بجي §

 مظتنمو يرود لكشب ةمداعلا هايملا ةجلاعم ةمظن45

 .ةممصملا/ةعنصملا ةك;sلا تاميلعت بسح

 نم ىند45ا دحلا ءارجا بجي ،ماع لكشبو §

 :ةيلاتلا ةنايصلا لامعأ

 هايملا ةجلاعم تاطحم ةنايص يغبني §

 ،لق45ا ىلع رهشأ ةتس لك PE 5.000 ةمدخل ةمداعلا

 تاميلعت يف لقأ ةنايص تارتف ديدحت متي مل ام

 .ةعنصملا ةك;sلاب ةصاخلا ةنايصلا

 ةلحرملا يف ةجلاعملا ةءافك نامضل §

 داوملا نم ةيفاك تايمكب ظافتح4Kا بجي ،ةيجولويبلا

 .ةيلو45ا ةجلاعملا ءانثأ ةبلصلا

 ىلع دامتع4Kاب ةأمحلا نم صلختلا بجي §

 اقًفو اهؤارجإ بجيو ةنايصلا ءانثأ ةأمحلا ىوتسم

 .ةممصملا /ةعنصملا ةك;sلا تاميلعتل

 نع ةلوؤسملا ةهجلا يه ةيراد4Kا ةهجلا §

 .ةيلحملا تاميلعتلل اقًفو اهنم صلختلا/ ةأمحلا ةلازإ

 

 

 

 ةنايصلا دقع

 اهعونو ةنايصلا لامعا قاطن ةنايصلا دقع حضوي

 نكمم ءاطخا يأ بنجتل كلذو ةددحملا طو;sلاو

 تاطحم ةنايصل يمازلإ وهو ،لبقتسملا يف اهلوصح

 ام دقعلا نمضتي نا يغبني ةمداعلا هايملا ةجلاعم

 :يلي

 .نيلواقملا نع ةماع تامولعم §

 .هتنايص دارملا ةطحملا ةيمست §

 .ةنايصلا تايلمع ءارجا ديعاوم §

 .ةنايصلا لوكوتورب دادعإ ىلع صنت طو;: §

 ىلإ ةراش4Hا عم ةنايصلا لامعأب ةمئاق §

  شيتفتلا ةرادا ةقفاوم

 ىلإ لوصولا ةلوهس نمضت تابلطتم §

 .ماظنلا

 قئاثولا لجس شيتفتب ةقلعتملا تابلطتملا §

 .هيف ةدراولا قئاثولل ةمزJKلا ةنياعملاو

 يتلا فيلاكتلا دادس ىلع صنت طو;: §

 مدختسملا ءاملاو ءابرهكلا لباقم لغشملا اهدبكتي

 .ةنايصلا ءانثأ

 .ةنايصلا ةفلكت ىلع صنت طو;: §

 .هئاهنإو ةنايصلا دقع ذافن ءدب ىلإ ةراشإ §

 

 قئاثولا

 كلذو ةيمهأ اذ يليغشتلا لجسلا اذه ربتعي §

 ةمداعلا هايملا ةجلاعم تاطحم ليغشت ةدوج نامضل

 تابجاولاو تايلوؤسملا نيبيو PE 5.000 ةمدخل

 اهؤارجا متي يتلا لامع45ا قيثوت ىلا ةفاض4Hاب ،ةمزJKلا

 .ةطحملا يف

 لجسب ازهجم ةبقارملا ماظن ناك اذإو §

 .اينورتكلإ قئاثولا هذه دادعإ زوجي ،ينورتكلإ
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توصية 4 - تعليمات التركيب 
والتشغيل والصيانة

 ،بيكرتلا طو;: نم ىند45ا دحلا تاميلعتلا هذه ددحت

 ةبقارملاو حJKص4Hا تايلمع و ةنايصلاو ليغشتلاو

 ةمدخل ةمداعلا هايملا ةجلاعم تاطحمل ةأمحلا ةلازإو

 .ةيمشاهلا ةيندر45ا ةكلمملا يف يناكس ءىفاكم 5000

 تاطحملا لمع ميظنتو ةعباتمو ةنايص لمشي اذهو

 اهيف امب اقبسم ةعنصملاو عقوملا يف ةينبملا

 ،ةأمحلا نم صلختلا

 نم ىند45ا دحلا ىلإ تافصاوملا عيمج ريشت

 .)قحلملا رظنا( تابلطتملا

 بيكرتلا

 ةفلكملا تاك;sلا ىدل نوكت نأ بجي §

 يتلا تداهشلا ديوزت بجيو ةمزJKلا ةربخلا بيكرتلاب

 نأ و ةيلمعلا ةفرعملاو ةيرظنلاو ةيلمعلا ةربخلا تبثت

 عم ،ةعنصملا ةك;sلا تاميلعتل اقًفو بيكرتلا متي

  .ةداهشلا رادصا دنع اهيلا دنتسملا طو;sلا ةاعارم

 تافصاوملاو ةمظن45ا عيمج ذخأ بجي §

 تايلمعو هايملا ةيامح قطانمب ةقلعتملا ةيلحملا

 .رابتع4Kا نيعب ءاشن4Hاو بيكرتلا

 هايملا ةجلاعم تاطحم نأ نم دكأتلا §

 تاذ ضر45ا تحت اهؤانب/اهعضو متيس يتلا ةمداعلا

 عم ةرقتسمو ةتباثو تابكرملا ةلومح لمحت ىلع ةردق

 .جايسلا لثم ةبسانم ريبادتب عقوملا ةيامح

 عيمج نم تاقفاوملا ىلع لوصحلا بجي §

 بيكرتلا لبق ةينعملا تاهجلا

 دكأتلاو شيتفتلا تايلمع لمشت نا بجي §

 دوجو ديكأتو ،ةمJKسلا مييقتو ،دئازلا قفدتلا نم

 ةلاح يف اهمادختس4K طئاحلا ىلع ةتبثم تاميلعت

 تامولعمو ءامسأ نمضتت نأ بجي يتلاو ،ئراوطلا

.مهب ناعتسيُ نيذلا صاخشJ5ل لاصت4Kا

 ليغشتلا

 تاطحمل يلكلا يليغشتلا رمعلا دمتعي §

 تاءارجا ىلع PE 5.000 ةمدخل ةمداعلا هايملا ةجلاعم

 .مظتنم لكشب اهب لومعملا ةنايصلاو ليغشتلا

 تامولعملا عيمجب لغشملا ديوزت بجي §

 ةك;sلل ةيليصفتلا تاميلعتلا لثم( ةمزJKلا

 ةجلاعم ةطحم ليغشتـب ةصاخلا )ةممصملا/ةعنصملا

 عيمج ذيفنت لغشملا ىلع بجي نم ةمداعلا هايملا

 ليغشتلا ليلدلً اقفو ةمظتنم تارتف ىلع لامع45ا

 اساسأ كلذ مزلتسيو .ةممصملا/ةعنصملا ةك;sلل

 ،هتبقارمو يفيظولا هعضوو ماظنلا ةلاح ىلع ظافحلا

 ليغشتلا ريياعم مهأ قيثوتو سايق ،رم45ا مزل اذإو

 ةك;: لبق .ةطحملاب ةصاخلا

 نوكت نأ بجيو ةعنصملا ةك;sلا/ممصملا/بيكرتلا

 .اهيلع لوصحلا لهسيو ةحاتم

 ةبسانملا ةربخلا لغشملا كلتمي نأ بجي §

 نم بيردتلا نوكي نأ بجي كلذل لامع4Kا هذه ذيفنتل

 ناك اذإ .ةيراد4Hا ةهجلا /تبثملا /ةعنصملا ةك;sلا لبق

 بجي ،تJKهؤملا و ةمزJKلا ةربخلا ىلإ رقتفي لغشملا

 .ةدمتعملا ةيراد4Hا ةهجلا لبق نم لمعلا متي نأ

 يتلا لاطع45ا وأ ءاطخ45ا عيمج حJKصإ بجي §

 ريبخلا وا لغشملا لبق نم روفلا ىلع اهديدحت مت

 .يليغشتلا لجسلا يف هركذ مت يذلاو كلذل لهؤملا

 ققحتلا وه ةيسيئرلا لغشملا ماهم نم §

 صحفلا قيرط نع ماظنلا ةفيظوو ةلاح نم ماظتناب

 .ي;ïبلا
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 ةمدخل عقوملا يف ةینبملا ةمداعلا هایملا ةجلاعم تاطحم مییقت لمشی
5.000 PE ةجلاعملا ةءافكو نازخلاو داوملا صئاصخل ارًابتخا 

 .لیغشتلاو رابتخلااو بیكرتلاو ةیئابرھكلا ةقاطلا كلاھتساو

 :نم ةمداعلا هایملا ةجلاعم ةمظنأ نوكتت دق

 ةیلولأا ةجلاعملا ةمظنأ

 ةیجولویبلا ةیشغلأا عم ةمداعلا هایملا ةجلاعم تاطحم §

 ةقلاعلا ةیویحلا ةلتكلا عم ةمداعلا هایملا ةجلاعم تاطحم §

 اھتلازإو ةأمحلا نیزخت §

 تافسوفلا بیسرت عم ةجلاعملا تاطحم §

 

 ةیوناثلا ةجلاعملا ةمظنأ

 طیقنتلاب حشرملا §

 ةطشنلا ةأمحلاب ةجلاعملا ةمظنأ §

 ةعباتتملا تاعفدلا لعافم §

 ةیویحلا ةیشغلأا لعافم §

 راودلا يجولویبلا لعافملا §

 تباثلا يویحلا لعافملا §

 ةكرحتملا يویحلا لعافملا §

 ةیلمرلا حیشرتلا ةمظنأ §

 ةأشنملا ةبطرلا يضارلأا §

 ةیدومعلا ةأشنملا ةبطرلا يضارلأا §

 يحصلا فرصلا كرب §

 ةمدقتملا ةجلاعملا

 میقعتلا ةدحو §

 تاذ ةصتخملا ةطلسلا لبق نم ىنبملا ىلع يئاھنلا شیتفتلا ءارجإ مت
 .ةقلاعلا

 ىلع عقوملا يف ةینبملا ةمداعلا هایملا ةجلاعم تاطحم لوصحل
 :يلیام تابثإ بجی ،ةقیثولا هذھ تابلطتمل اًقفو ةقباطملا ةداھش

 نم ققحتلاو يلولأا عونلا رابتخلا ماظنلا عوضخ §
 میمصتلا

 يف ةجردملا صئاصخلاب ةقلعتملا ءادلأا سییاقم عیمج دیدحت بجی
 ءادلأا نایب ىلع لوصحلا ةعنصملا ةكرشلا يونت امدنع ةقیثولا هذھ
 ءارجإ نود اھنلاعلإ ماكحأ ىلع ةقیثولا صنت مل ام ةطحملا
 .تارابتخا

 عم ،تائف يف ةعنصملا ةكرشلا تاجتنم عیمجت متی دق ،مییقتلا تایاغل
 ةددحم ةئف نمض جتنم يلأ رثكأ وأ ةیصاخل جئاتنلا نوكت نأ عقوت
 .ةئفلا سفن نم تاجتنملا يقاب عم لثامتت

 ةیلیثمت ةنیع رایتخاب حامسلا يغبنی مییقتلا ةقیرط رییاعمل اقفو
 ةطلسلا ردصت ،ةلصلا تاذ تادنتسملا عیمج رفوت ةلاح يف .ةبسانم
 ةطحم لیغشت ءدبب حمست ةقبسم ةداھش صاصتخا اھل يتلا ةصتخملا
 .اھؤانب مت يتلا ةمداعلا هایملا ةجلاعم

 عیمجل جتنملا عون تادیدحت ءارجإ بجی ،كلذ ىلإ ةفاضلإاب
 نع ةعنصملا ةكرشلا نلعت يذلا ةقیثولا هذھ يف ةجردملا صئاصخلا
 :ءادلأا

 ةطساوب ،لعفلاب اھصئاصخ دیدحت مت يتلا تانوكملا مادختسا دنع
 يف ةددحملا مییقتلا قرط ساسأ ىلع ،تانوكملل ةعنصملا ةكرشلا
 بجی .صئاصخلا هذھ مییقت ةداعإ مزلی لا ،ىرخلأا جتنملا رییاعم
 .تانوكملا هذھ تافصاوم قیثوت

 ءادلأا ةبقارم اضًیأ بجی ،ةیئاھنلا ةداھشلا ىلع لوصحلا لجأ نم
 .عقوملا يف

 ءادلأا ةبقارم §
 لكشب ةنس ةدمل عقوملا يف ةجلاعملا ةءافك ةبقارم بجی ،تیبثتلا دعب

 .ةصتخملا ةطلسلا فارشإ تحت ،يرھش

 ءارجلإ اًقفو مظتنم لكشب ةجراخلا هایملا ةیعون رابتخا بجی
 .ةلوؤسملا ةینطولا ةئیھلاب صاخلا رابتخلاا

 ةجلاعم ةطحم نأ وأ ،جتنملا ةقباطم تامییقت لامكتسا متی مل اذإ
 ةفصاوملا هذھ يف ةددحملا تابلطتملاب يفت لا ةینبملا ةمداعلا هایملا
 ،رایعملا اذھ تابلطتم ققحت ةطحملا نأب ءاعدلاا نكمی لاف ،ةیسایقلا
 تاذ ةینطولا ةیمیظنتلا ةطلسلا لبق نم ةداھش ىلع لصحت نلو
 .ةلصلا
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توصية 3 - محطات معالجة المياه 
العادمة المبنية في الموقع

 ةجلاعم تاطحم دامتعلا ةینطولا تابلطتملا عضو نم فادھلأا نإ

 يھ يناكس ءىفاكم5.000 ةمدخل عقوملا يف ةینبملا ةمداعلا هایملا

 :يلی ام

 ىلع نیمئاقلاو نیعّنصملاو نیممصملا داشرإو ھیجوت §
 ةمداعلا هایملا ةجلاعم ةمظنأ رایتخا دنع ةمظنلأا هذھ بیكرت

 .ةیزكرملا ھبش وأ ةیزكرملالا

 .اھقیقحت بجی يتلا ةجلاعملا ءادأ تابلطتم دیدحت §

 رابتخا نم نكمتس يتلا ةیساسلأا میمصتلا رییاعم عضو §

 .اھتقباطم نم دكأتلل عقوملا يف ةینبملا ةمداعلا هایملا ةجلاعم تاطحم

 اًقفو لمعیس ماظنلا نأب نیرتشملل ةقثلا تابثإ §

 .تافصاوملل

 ةمداعلا هایملا ةجلاعم تاطحم دامتعلا ةینطولا تابلطتملا دادعإ مت

 ،ةقباطملا مییقتو رابتخلاا تائیھ ةطساوب عقوملا يف ةینبملا
 ،نیمظنملاو ،نییراشتسلااو ،نیدروملاو ،نیعنصملاو ،نیممصملاو

 ) قحلملا رظنا( .تامدخلا يینقتو ،تآشنملاو

 تاعیرشتلا عم نارتقلااب ةینطولا دامتعلاا تابلطتم ةءارق يغبنیو

 نإ .يندرلاا ءاضقلا يف ةیمیظنتلا تاطلسلا تاسایسو ةمظنلأاو

 اھمیمصت متی عقوملا يف ةینبملا ةمداعلا هایملا ةجلاعم تاطحم
 عقوملا يف لماكلاب اھؤانب متیوو ،رفصلا نم لماكلاب اھذیفنتو

 نع ةجراخلا ةیدامرلا هایملاو ماخلا ةیلزنملا ةمداعلا هایملا ةجلاعمل

 .PE 5.000 ةمدخل وأ ةیدرفلا ينابملا

 عضوو ةقباطملا مییقتو صحفلا قرطو تابلطتم ةقیثولا هذھ ددحت
 هایملا ةجلاعم تاطحم دامتعلا ةینطولا تابلطتملا ةصاخلا تاملاعلا

 .PE 5.000 ةمدخل عقوملا يف ةینبملا ةمداعلا
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 يئاھنلا جتنملا رابتخلا ةطحملا عوضخ §

 ةذفنم ریغ ةیئاھنلا تاجتنملا نأ تابثلإ تانیعلا ذخلأ ةطخ میدقت بجیو
 بجیو .ةحاتم نوكت ناو تارابتخلاا هذھ جئاتن لَّجسُت بجیو .ءاملل
 راركتلاو رابتخلاا تاءارجإ قیثوتو رابتخلاا تادعم عیمج نم ققحتلا
  .رییاعملاو

  ءادلأا نایب رادصإ §

 ةجلاعم تاطحمل قباطتت مل وأ ،جتنملا ةقباطم تامییقت لامكإ متی مل اذإ
 ةفصاوملا يف ةددحملا تابلطتملا عم اقبسم ةعنصملا ةمداعلا هایملا
 ةداھش يأ حنم متی نلف ةینطولا تابلطتملاو EN 12566-3 ةیبورولأا
  .دامتعا

 )EN 12566-3( تابلطتملا عیمج ءافیتسا مت اذإ §
 ةداھشلا حنم متیف ،ةینطولا ةقباطملا ةداھش تابلطتمو
 .بیكرتلاب حمسیو ةیئاھنلا

 ،)EN 12566-3 طقف( اًیئزج تابلطتملا ءافیتسا مت اذإ §
 نوضغ يفف .بیكرتلاب حامسلاو ةیئدبملا ةداھشلا حنم متو
 ةقباطملا ةداھش تابلطتم ءاقیتسا بجی ،تیبثتلا دعب نیماع
  .ةینطولا

 ةقباطملا ةداھش تابلطتم( اًیئزج تابلطتملا ءافیتسا مت اذإ §
 .ةداھش يأ حنمُت نل :)طقف ةینطولا

 لبق نم ةزھاجلا ةمداعلا هایملا تاطحم يمدختسمل لیلد رشن مت

 ةیفیك حرشل نیمدختسملاو نیكلاملل "British Water" ةكرش

 نم اذاملو ةأبعملا يحصلا فرصلا هایم ةجلاعم تاطحم لمع

 بجی ام( اھمادختسا ةیفیك دیدحتل ،حیحص لكشب لمعت نأ مھملا

 ةمدخلا( حیحص لكشب اھتنایص ةیفیك و )ھلعف بجی لا امو ھلعف

 مھف ىلع نیكلاملا ةدعاسملو ةئیبلا ثیولت بنجتل )غارفلإاو

 يمیظنتلا دھشملاو ةیئیبلا ةیمیظنتلا رییاعملا بجومب مھبجاو

)BW, 2020(. 
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توصية 2 - محطات معالجة المياه 
العادمة المصنوعة مسبقا

 تاطحم دامتعا تاداھشل ةینطولا تابلطتملا عضو نم فادھلأا نإ

 ام يناكس ءىفاكم 500 ةمدخل اقبسم ةعنصملا ةمداعلا هایملا ةجلاعم

 :يلی

 ىلع نیمئاقلاو نیعّنصملاو نیممصملا داشرإو ھیجوت §

 ةمداعلا هایملا ةجلاعم ةمظنأ رایتخا دنع ةمظنلأا هذھ بیكرتو دیروت

 .ةیزكرملا ھبش وأ ةیزكرملالا

 .اھقیقحت بجی يتلا ةجلاعملا ةءافك تابلطتم دیدحت §

 رابتخا نم نكمتس يتلا ةیساسلأا میمصتلا رییاعم عضو §

 نم دكأتلل ةیزكرملا ھبشو ةیزكرملالا ةمداعلا هایملا ةجلاعم تاطحم

 .اھتقباطم

 تافصاومل اًقفو لمعیس ماظنلا نأب نیرتشملل ةقثلا تابثإ §

 .جتنملا

 هایملا ةجلاعم تاطحم دامتعا تاداھشل ةینطولا تابلطتملا دادعإ مت

 نیممصملا لبق نم اھمادختسلا فدھتو اقبسم ةعنصملا ةمداعلا

 ىلع نیمئاقلاو نیمظنملاو نییراشتسلااو نیدروملاو نیعنصملاو

 .ةمدخلا يینفو ةمظنلاا هذھ بیكرت

 ةجلاعم تاطحم دامتعا تاداھشل ةینطولا تابلطتملا قفاوتت نأ بجی

 ةمظنلأاو تاعیرشتلا عم نارتقلااب اقبسم ةعنصملا ةمداعلا هایملا

 .يندرلاا ءاضقلا يف ةیمیظنتلا تاطلسلا تاسایسو دعاوقلاو

 هایملا ةجلاعم ةطحم لیدومو عونل ةقباطملا ةداھش رادصإ متیس

 ةھجلا لبق نم يدرفلا ةجلاعملا ماظن بیكرت ىلع ةقفاوملاو ،ةمداعلا

 .ةقلاعلا تاذ ةینطولا ةیمیظنتلا

 عضوو ةقباطملا مییقتو صحفلا قرطو تابلطتم ةقیثولا هذھ ددحت

 اقبسم ةعنصملا ةمداعلا هایملا ةجلاعم تاطحمب ةصاخلا تاملاعلا

 ةیبورولأا ةفصاوملا عم نمازتلاب قبطت نأ بجیو ،PE 500 ةمدخل

EN 12566-3. )قحلملا رظنا( 

 صئاصخو يلكیھلا رارقتسلاا لثم رییاعملل تارابتخا تامییقتلا لمشت

 .ةیئابرھكلا ةقاطلا كلاھتساو ءاملا ةمواقمو ةجلاعملا ةءافكو داوملا

 هایملا ةجلاعمل ةقیثولا هذھل اًقفو ةمداعلا هایملا ةجلاعم تاطحم مدختسُت

 ةددحم ةیعون ىلع لوصحلل ةیدامرلا هایملاو ،ماخلا ةیلزنملا ةمداعلا

 ةمظنأ ىلع ةقیثولا هذھ يف ةدراولا تابلطتملا قبطنت .ةجلاعملا هایملل

 تابكرم ةلومح دوجو مدع ةاعارم عم ضرلأا تحت ةماقملا ةجلاعملا

 .ضرلاا حطس قوف ةماقملا تاطحملا ىلع قبطنتو امك .اھقوف

 ءادأ مییقتل ةجلاعملا ةءافكو رابتخلاا قرط ةینطولا تابلطتملا تددح

 ةجلاعم هایم ةیعون ققحی نا بجی يذلاو ةمداعلا هایملا ةجلاعم ةطحم

 يف ةروكذملا ءادلأا طورش قیقحتل .يئاھنلا مادختسلال ةبسانم

 ةئف لكل دحاو لاثم رابتخا متی ،دامتعلاا تاداھشل ةینطولا تابلطتملا

 ،اقبسم ةعنصملا ةمداعلا هایملا ةجلاعم تاطحمل )مجحلاو زارطلا( جتنم

 .اھب ةطبترملا تابیكرتلا عیمج كلذ يف امب

 قفاوتت نا دعب اقبسم ةعنصملا ةمداعلا هایملا ةجلاعم تاطحم دامتعا متی

 تابلطتملاو EN 12566-3 ةیبورولأا ةفصاوملا نم لك طورش عم

 اقبسم ةعنصملا ةمداعلا هایملا ةجلاعم تاطحم دامتعا تاداھشل ةینطولا

 ةقباطم اقبسم ةعنصملا ةمداعلا هایملا ةجلاعم تاطحم نأب تابثلإ .اضیا

 قیقحت بجی ،ةقیثولا هذھ يف ةروكذملا ةیندرلأا دامتعلاا تابلطتمل

  :يلیام

 تاءارجلال اقفو ةیلولأا عونلا تارابتخلا ةطحملا عوضخ §

  ةددحملا

 .ةفصاوملا اذھ عم ةقباطملا تابثلإ يلولأا عونلا رابتخا ءارجا بلطتی

 اذھ ماكحلأ اقفو اقباس تیرجأ يتلا تارابتخلاا يف رظنلا نكمیو

 ،صئاصخلاو جتنملا سفنب ةلص تاذ نوكت نأ ةطیرش ةفصاوملا

 ةداھش مظنو تانیعلا ذخأ تاءارجإو ،رابتخلاا بیلاسأ سفن مدختستو

 .ةقباطملا

 هذھو ؛عنصملا يف جاتنلإا ةبقارم تاءارجإ ذیفنت §

 نأ نامضل جاتنلإا ةیلمع ىلع ةیلخادلا ةباقرلا نم نكمت تاءارجلإا

  ةفصاوملا هذھل ةقباطم قوسلا يف عضوت يتلا تاجتنملا
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 ةیندرلأا سییاقملاو تافصاوملا ةسسؤم ىنبتت نأب ةیادبك ىصوی

 .EN 1266-3 ةیبورولأا ةفصاوملا

 ةجلاعم ةمظنلأ CE ةملاع مییقتل ةیبورولأا ةفصاوملا لوبق رفوی

 اًقفو قباطتملا فیكتلا( ،EN 12566-3 ةریغصلا ةمداعلا هایملا

 ةیندرلأا ةینطولا تابلطتملا عم بنج ىلإ اًبنج ،)ISO 21-1 رایعمل

 :ةیلاتلا ایازملا ،حوضوب ةددحملا

 تاطحم داریتسا/ذیفنتل يندرلأا قوسلا حتف متیس §

 .لعفلاب ةدمتعملا ةمداعلا هایملا ةجلاعم

 .لماكلاب دیدج دامتعا لوكوتورب ریوطتل ةجاح لا §

 .ةدمتعم رابتخا ةأشنم ءاشنلإ ةجاح لا §

 EN يف روكذملا رابتخلاا ءارجلإ رشابملا لیدعتلا يدؤیس

 رابتخا ةأشنم يف لماكلاب ایجولونكتلا رابتخا ةداعإ ىلإ 12566-3

 نلأ ارًظنو .ةعنصملا ةكرشلل ةعفترملا فیلاكتلاب ةطبترم ،ةدمتعم

 ضفری نأ لمتحملا نمف ،ارًیغص لازی لا ندرلأا يف قوسلا

 يأ دیدحتو .ةیفاضلإا تارابتخلاا هذھ لباقم عفدلا نوعنصملا

 يف ةیندرلأا ةیلحملا فورظلل اًقفو ةممصم ،تابلطتمو تلایدعت

 ."ةینطولا تابلطتملا"

 ىلإ ةفاضإ يھ ةینطولا تابلطتملا

EN 12566-3 كلذ زیمتی .ةلصفنم قئاثوك اھدادعإ متی ،يلاتلابو 

 ةیلودلا تاداھشلا ةمظنأ نم دیزملا دامتعا نكمی لبقتسملا يف ھنأب

 .ندرلأا يف ةلوھسب )NSF / ANSI 40، AS 1546.3 لثم(

  

توصیة 1 - تبني المواصفة الأوروبية 
EN 12566-3 في الأردن

 ةیندرلأا سییاقملاو تافصاوملا ةسسؤم ىنبتت نأب ةیادبك ىصوی

 .EN 1266-3 ةیبورولأا ةفصاوملا

 ةجلاعم ةمظنلأ CE ةملاع مییقتل ةیبورولأا ةفصاوملا لوبق رفوی

 اًقفو قباطتملا فیكتلا( ،EN 12566-3 ةریغصلا ةمداعلا هایملا

 ةیندرلأا ةینطولا تابلطتملا عم بنج ىلإ اًبنج ،)ISO 21-1 رایعمل

 :ةیلاتلا ایازملا ،حوضوب ةددحملا

 تاطحم داریتسا/ذیفنتل يندرلأا قوسلا حتف متیس §

 .لعفلاب ةدمتعملا ةمداعلا هایملا ةجلاعم

 .لماكلاب دیدج دامتعا لوكوتورب ریوطتل ةجاح لا §

 .ةدمتعم رابتخا ةأشنم ءاشنلإ ةجاح لا §

 EN يف روكذملا رابتخلاا ءارجلإ رشابملا لیدعتلا يدؤیس

 رابتخا ةأشنم يف لماكلاب ایجولونكتلا رابتخا ةداعإ ىلإ 12566-3

 نلأ ارًظنو .ةعنصملا ةكرشلل ةعفترملا فیلاكتلاب ةطبترم ،ةدمتعم

 ضفری نأ لمتحملا نمف ،ارًیغص لازی لا ندرلأا يف قوسلا

 يأ دیدحتو .ةیفاضلإا تارابتخلاا هذھ لباقم عفدلا نوعنصملا

 يف ةیندرلأا ةیلحملا فورظلل اًقفو ةممصم ،تابلطتمو تلایدعت

 ."ةینطولا تابلطتملا"

 ىلإ ةفاضإ يھ ةینطولا تابلطتملا

EN 12566-3 كلذ زیمتی .ةلصفنم قئاثوك اھدادعإ متی ،يلاتلابو 

 ةیلودلا تاداھشلا ةمظنأ نم دیزملا دامتعا نكمی لبقتسملا يف ھنأب

 .ندرلأا يف ةلوھسب )NSF / ANSI 40، AS 1546.3 لثم(
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EN 12566-3 المواصفة الأوروبية

 دامتعا بوجو ىلع ةقداصملا ىلع ةینفلا ةنجللا تقفاو

 ةمداعلا هایملا ةجلاعم ةمظنلأ EN 12566-3 ةیبورولأاةفصاوملا

 ذیفنتو ریوطت ىلع تقفاوو .ىلوأ ةوطخك ندرلأا يف ةریغصلا

 ةمداعلا هایملا ةجلاعم ةمظنأ دامتعلا ةینطولا ةیندرلأا تابلطتملا

 ىلع قیدصتلا نوكی نأ بجی .PE 500 ةمدخل اھتنایصو اھلیغشتو

 .ندرلأا يف لبقتسملا يف اًیمازلإ ةمظنلأا هذھ

 EN 12566-3 نم ةلصلا وذ رادصلإا رفوی §

 تاملاعلا عضوو رابتخلاا قرطو ةددحملا تابلطتملل تاداشرإ

 ةعنصملا ةیلزنملا ةمداعلا هایملا ةجلاعم تاطحمل ةقباطملا مییقتو

 ةبولطم نوكت يتلاو ،ةمسن 50 ىلإ لصی ناكسلا نم ددعل اقبسم

 .)3 لكشلا( افلس ددحم رایعم ىتح ةمداعلا هایملا ةجلاعمل

 میمصتلل ةماعلا تابلطتملا EN 12566-3 ددحت §

 .ةمداعلا هایملا ةجلاعم ةطحمل ةجلاعملا ءادأو لامحلأا لمحت ةردقو

 .لكآتلل ةمواقمو ءاملل ةمواقمو ةنیتموً ایلكیھ ةرقتسم نوكت نأ بجی

 ةناسرخلا نم ةعونصملا تانازخلا تاذ تاطحملا يطغی وھو
 نیلیثیإ يلوبلاو يكیتسلابلا ریغ دیرولك لینیف يلوبلاو بلصلاو

 نیداتنب-ولكیسیدیلوبو جاجزلاب ىوقملا كیتسلابلاو نیلیبورب يلوبلاو

 ةددحملا رابتخلاا قرط ددحت .ةنرم حئافص نم ةعونصم ةیواحو

 يرورض رمأ وھو ،ةمداعلا هایملا ةجلاعم ةطحم ءادأ ةفوصوملا

.دوصقملا يئاھنلا مادختسلال اھتمءلام نم ققحتلل

 

 عنمت ثیحب ةمداعلا هایملا ةجلاعم تاطحم میمصت بجی §

 .لیغشتلا ةملاس نامضلو ھب حرصملا ریغ لوصولا

 نم ةمداعلا هایملا نم يناكسلا جاتنلاا رادقم دیدحت متی §

 ذخأ بجی ،يئاھنلا مادختسلاا ىلع اًدامتعاو .ةینطولا ةمظنلأا للاخ

 ددع يلامجإ :رابتعلاا يف ةیلاتلا میمصتلا رییاعم نم رثكأ وأ دحاو

 نأ نكمی يذلا يمویلا لمحلل ىصقلأا دحلاو ىندلأا دحلا ؛ناكسلا

 .مجحلل ىندلأا دحلا رییاعم ؛ةطحملا ھلبقت

 ةجلاعم ةطحم اھب راطخلإا مت يتلا رابتخلاا ةأشنم ددحت §

 متیو .)جذامنلا ةلسلس( أوسلأا يلكیھلا كولسلا تاذ ةمداعلا هایملا

 ةلباق ةرشابم ریغ ةقیرط" للاخ نم لامحلأا لمحت ةردق دیدحت

 نع رشابملا نلاعلإا" قیرط نع وأ "داوملا عیمجل مادختسلال

 ."ءادلأا

 لاثتملاا ةمداعلا هایملا ةجلاعم ةطحم تبثت نأ بجی §
 ةلصلا تاذ لیغشتلا تانایبو ةمداعلا هایملا ةجلاعم ةءافك ءادلأ

 ربتخم لبق نم اھرابتخا بجیو ةعنصملا ةكرشلا لبق نم ةنلعملا

 ةصاخلا لیغشتلا تامیلعتل اًقفو اھلیغشت متی نأ بجیو .دمتعم

 تامیلعتل اًقفو ةینیتورلا ةنایصلا ءارجإ بجیو ةعنصملا ةكرشلاب

 ةمداعلا هایملا مادختسا بجیو .ةعنصملا ةكرشلاب ةصاخلا ةنایصلا

-EN 12566 يف روكذم وھ امك ةددحم ةیعون تاذ ماخلا ةیلزنملا

 .اًبیرقت اعًوبسأ 38 ةرتف للاخ رابتخلاا ءارجإ بجیو 3

 تابلطتم EN 12566-3 نم ةلصلا وذ ءزجلا ددحی §

 .ءاملا ةمواقم

 EN 12566-3 نم ةلصلا تاذ ءازجلأا ددحت §

 بجی يتلا ةیلخادلا تانوكملا عیمج كلذ يف امب ةناتملا تابلطتم

 .ةمداعلا هایم ةئیب يف مادختسلال ةبسانم اھلعجت داوم نم اھعینصت

 

العادمة  المياه  معالجة  محطة  الداخلة.  المياه  أ:   EN 12566-3 الأوروبية.  المواصفة   :3 الشكل 
المصنعة مسبقا وب: المياه الخارجة.
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متطلبات لأنظمة معالجة المياه 
العادمة اللامركزية

 هایملا ةجلاعم تاطحم دامتعا تاداھشل تابلطتملا راطلإا اذھ ددح

 لیغشتلاو بیكرتلاب ةصاخلا تامیلعتلاو PE 5000 ةمدخل ةمداعلا

 رظنا( ةیلاتلا تایصوتلا/قئاثولا نم نوكتیو ندرلأا يف ةنایصلاو

 :)قحلملا

 ةجلاعم تاطحم دامتعا تاداھشل ةینطولا تابلطتملا §

 .PE 500 ةمدخل اقبسم ةعنصملا ةمداعلا هایملا

 ةجلاعم تاطحم دامتعا تاداھشل ةینطولا تابلطتملا §

 .PE 5.000 ةمدخل عقوملا يف ةینبملا ةمداعلا هایملا

 تاطحمل ةینطولا ةنایصلاو لیغشتلاو بیكرتلا تاداشرإ §

 .PE 5.000 ةمدخل ةمداعلا هایملا ةجلاعم

 هایملا مادختسا ةداعلإ ةیندرأ ةفصاومب ةیصوت §

  PE 5.000 ةمدخل ةجلاعملا تاطحم نم ةحلصتسملا

 

 فصیو اھلمكأب تاداھشلا دامتعا ةرود رابتعلاا يف لمعلا راطإ ذخأی

 .)2 لكشلا( يف حضوم وھ امك ةلصلا تاذ بناوجلا عیمج

  

الشكل 2: الإطار العام لشهادات اعتماد أنظمة إدارة المياه العادمة المتكاملة لخدمة PE 5.000 في الأردن.



  

 :يف ةماعلا فادھلأا نمكت

 ىلع نیمئاقلاو نیعّنصملاو نیممصملا داشرإو ھیجوت §

 ةجلاعم ةمظنأ رایتخا دنع ةمظنلأا هذھ بیكرتو دیروت

 .ةیزكرملا ھبش وأ ةیزكرملالا ةمداعلا هایملا

 .اھقیقحت بجی يتلا ةجلاعملا ةءافك تابلطتم دیدحت §

 نم نكمتس يتلا ةیساسلأا میمصتلا رییاعم عضو §

 ةیزكرملالا ةمداعلا هایملا ةجلاعم تاطحم رابتخا

 .اھتقباطم نم دكأتلل ةیزكرملا ھبشو

 اًقفو لمعیس ماظنلا نأب نیرتشملل ةقثلا تابثإ §

 .جتنملا تافصاومل

 ةجلاعم تاطحم ةنایصو لیغشتل ةلماكتم تامیلعت ىلإ ةجاح كانھ

 لح يف ةدعاسملل ندرلأا يف PE 5000 ةمدخل ةمداعلا هایملا

 هایملا نم روسیملاو نملآا صلختلاب ةقلعتملا ةیساسلأا تلاكشملا

 ةئیبلاو ةحصلا ىلع رطاخملاو هایملا دقف لیلقتو ةمداعلا

)MWI,2016 a(. 

 5.000 ةمدخل ةمداعلا هایملا ةجلاعم تاطحم ةنایصو لیغشت بلطتی

PE ةرود لاوط تاطحملا لیغشت ةیلباق نامضل نیقیقد ةرادإو امًیظنت 

 ىلع ،تاطحملا هذھ نم دیازتملا ددعلل لاعفلا لیغشتلا بلطتیو ،اھتایح

 ركذ امكو .يناكملا قیسنتلا رابتعلاا نیعب ذخلأا صوصخلا ھجو

Breulmann et al. (2020)، ةرادإو ةبقارم رادت نأ بجی 

 نم ندرلأا يف PE 5.000 ةمدخل ةمداعلا هایملا ةجلاعم تاطحم

 نم ءزج يھو ،ةیندرلأا هایملا ةطلس ةلظم تحت ةلقتسم ةدحو لبق

 عیمجل يمسر درج ءاشنإ بجی ،كلذ معدلو .يرلاو هایملا ةرازو

 ططخ كلذ يف امب ندرلأا يف ةیلاحلا ةمداعلا هایملا ةجلاعم تاطحم

 تایلمع لثمتو .اھیلع ةظفاحملاو اھب ةصاخلا ءادلأا تانایبو ةبقارملا

 ةیتحتلا ىنبلل ةیزكرملا ةرادلإل ةمھم تاودأ هذھ ينادیملا حسملا

 .ةیزكرملالا

 هایملا ةجلاعم تاطحمل نیمادتسملا ةرادلإاو بیكرتلا قیقحت نكمی لا

 مكحت ةمظنأ/تاعیرشت نس للاخ نم لاإ PE 5.000 ةمدخل ةمداعلا

 تاءارجإ دوجو مدع نلأ اھتنایصو اھلیغشتب ةقلعتملا روملأا عیمج

 وأ ةجلاعملا تاطحم روھدت ىلإ يدؤی دق ةنایصلاو لیغشتلل ةحضاو

 ىلع ةنسحملا ةرادلإا تاسرامم لمعتس .ةیلمعلا اھتردق نم لیلقتلا

 دراومو ةماعلا ةحصلا ىلع رطاخملا لیلقتو تاقافخلإا ثودح لیلقت

 .هایملا

 ةمدخل ةمداعلا هایملا ةجلاعم تاطحمل ةبسانملا ةرادلإا جذامن عم نكمی

5.000 PE ءزجب ریظن تاعمتجملل ةمدقملا ةمدخلا ىوتسم مدقت نأ 

 .فیلاكتلا ریفوتو تاكلتمملا ریدقت ىلإ يدؤی امم ،ةفلكتلا نم طیسب

 ىتح ةمداعلا هایملا ةجلاعم تاطحمل ةنایصلاو لیغشتلا فیلاكت دمتعتو

5.000 PE يكیلوردیھلا لمحلاو ،ةمدختسملا ایجولونكتلا ىلع 

 .ةبولطملا ةجلاعملا ةمداعلا هایملا ةیعونو ،ةمداعلا هایملل يوضعلاو

 لیغشت دنع اھذاختا بجی يتلا ریبادتلا دیدحت وھ كلذ نم ضرغلاو

 متیس .PE 5.000 ةمدخل ةمداعلا هایملا ةجلاعم تاطحم ةنایصو

 تانایكو نیكلاملاو تامدخلا يمدقم ةلءاسمو نیمظنملا ةءافك نامض

 تابلطتمو ،رمتسملا میلعتلاو تاداھشلا للاخ نم ثلاثلا فرطلا ةرادإ

 .يلاوتلا ىلع ،حیراصتلاو دقعلا طورشو ،شیتفتلا وأ/و میلعتلا

 نیفظوم PE 5.000 ىتح ةمداعلا هایملا ةجلاعم تاطحم بلطتت لا

 .(رظنا ؛سارحلل ةلمتحملا ةجاحلا نع رظنلا فرصب ،لماك ماودب

2015 (Pogade et ةنایصو لیغشت ةیرادلإا ةھجلل نكمی ،كلذل 

 نم للقی امم ،دحاو تقو يف ةمداعلا هایملا ةجلاعم ةمظنأ نم دیدعلا

 ةددعتم تاطحم لیغشت ززعیو .ةیلامجلإا ةنایصلاو لیغشتلا فیلاكت

 اضًیأ للقیو ءادلأل لاثتملاا يف مكحتلا نامض ةیرادإ ةھج لبق نم

 ةبولطملا ةیرادلإا فئاظولاو حیراصتلل يلامجلإا ددعلا نم

)EPA,2003(. 
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نظام شهادات الاعتماد 
للأنظمة معالجة المياه 

العادمة اللامركزية

 ةمداعلا هایملا ةجلاعم تاطحم ذیفنت ھجاوی يذلا يدحتلا لثمتی

 تاینقتلا نم ریبكلا ددعلا يف ندرلأا يف PE 5.000 ىتح

 وعناص اھھجاوی يتلا تابوعصلا كلذكو اًیلود قیوستلل ةحاتملا

 فورظلا لظ يف تاینقتلا ةمادتسا مییقتو رایتخا يف رارقلا

 .ةیلحملا

 تاطحم ءاشنإ نامض وھ دامتعلاا تاداھشل يساسلأا فدھلا

 يبلت ةقیرطب اھتنایصو اھلیغشتو ةمداعلا هایملا ةجلاعم

 ةیامح لجأ نم ةمداعلا هایملا ةجلاعمل ةینطولا رییاعملا/ةمظنلأا

 تافصاوملا لمعتسو .ندرلأا يف ةحیحشلا ةیئاملا دراوملا

 ذاختا تایلمع لیھست ىلع نیعنصملل ةحضاولا تابلطتملاو

 .ةمداعلا هایملا ةرادلإ ةلماكتم لولح صوصخب رارقلا

 تامیلعت /تلاوكوتورب يف تابلطتملا هذھ ةغایص تمت

 متو يندرلأا قایسلل ةبسانملا ةمظنلأا رابتخا نمضتو تاداھشلا

 يفظوم رشنو بیردت نمضت اھنأ امك .كلذل اًقفو اھفینصت

 .حیحص لكشب ةنایصلاو لیغشتلا

 تاناكمإ دامتعلاا ماظن قلخی نأ عقوتملا نم ،كلذ ىلإ ةفاضلإاب

 لاو ،ندرلأا يف ةطسوتملاو ةریغصلا تاسسؤملل ةدیدج ةیقوس

 تاطحمل ةنایصلاو لیغشتلا تامدخ كلذكو تاطحملا ءانبل امیس

 .ةمداعلا هایملا ةجلاعم

 نكّمی ارًایعم تاینقتلاو نیعنصملل تاداھشلا رادصإ ماظن عضیس

 روثعلا نم نیرخلآا ةقلاعلا باحصأو نیططخملاو تاطلسلا

 .ةیلحملا ةمداعلا هایملا عیراشمل نیقوثومو نیبسانم ءاكرش ىلع

 هایملا ةجلاعم ةمظنلأ يندرلأا ينطولا تاداھشلا ماظن ریوطت نإ

 ةرازول ةبسنلاب ىوصق ةیمھأ ھل ندرلأا يف ةلماكتملا ةمداعلا

 .ةیندرلأا يرلاو هایملا
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إدارة المياه العادمة اللامركزية

 ةسایسل اًقفو ،ةیزكرملالا ةمداعلا هایملا ةجلاعم ةمظنأ فیرعت متی

 ىلع ،)MWI, 2016a( ةیندرلأا ةیزكرملالا ةمداعلا هایملا ةرادإ

 ةیكیلوردیھ ةردق وأ PE 5.000 لداعی يمیمصت قفدت تاذ اھنأ

 ةددحملا ةمداعلا هایملا جاتنإ نم ةنس /3م 182.500 ىلإ لصت

 ةمداعلا هایملا ةرادإ ةسایس رصتقت .)مویلا يف درفلل رتل 100(

 .طقف ةیلزنملا ةمداعلا هایملا ىلع ةیزكرملالا

 لثمت ةیزكرملالا ةمداعلا هایملا ةجلاعم تاطحم نأ نم مغرلا ىلعو

 عم اھنأ لاإ ،ندرلأا يف ةمداعلا هایملا ةرادإ جمانرب نم ارًیغص اءًزج

 ثولتلا نم ةیفوجلا هایملا دراوم ةیامحل ةیرورض كلذ

)Breulmann et al.، 2020b(. قفارملا هذھ مھاستو 

 وحنلا ىلع خانملا ریغت عم فیكتلا ریبادت يف ،كلذ ىلع ةولاع،اضًیأ

 يف يرلاو هایملا ةرازو اھترشن يتلا ،خانملا ریغت ةسایس يف دراولا

 اھنأش نم يتلا ذیفنتلا تایلآو لولحلا تددح يتلاو ،2016 ماع

 دیدھت هاجت ةنرم تاءارجإ دادعإ ىلع ةیندرلأا ةموكحلا ةدعاسم

 .خانملا ریغت

 نم أزجتی لا اءًزج ةیزكرملالا ةمداعلا هایملا ةرادإ ةسایس دعت

 ،)MWI,2016 b( 2025-2016 هایملل ةینطولا ةیجیتارتسلاا

 فوسو .ةلصلا تاذ لمعلا ططخو تاسایسلا عم بنج ىلإ اًبنج

 ذیفنتو طیطختل يندرلأا جھنلا لیكشت نم أزجتی لا اءًزج نوكی

 ىدم ىلع يحصلا فرصلاو هایملا ةرادلإ ةیتحتلا ةینبلا لیغشتو

 يطغت اھنإ ثیح ،اًعساو اًقاطن ةسایسلا نمضتت .لبقملا دقعلا

 فصتو ةیزكرملالا ةمداعلا هایملا ةرادإ تارایخ نم ةعساو ةعومجم

 ریشت .مادتسملا لیغشتلاو حجانلا ذیفنتلل ةیرورضلا ماھملا نم دیدعلا

 نكمی )DWWM( ةیزكرملالا ةمداعلا هایملا ةرادإ نأ ىلإ ةسایسلا

 64 وحنب ردقی امب هایملا ةردن لكاشم نم ریبك لكشب ففخت نأ

 ةمداعلا هایملا ةرادإ ماظن دعاسی نأ نكمیو .ایونس بعكم رتم نویلم

 ةیونسلا ةیحصلا فیلاكتلا بنجت يف ،كلذ ىلع ةولاع ةیزكرملالا

 رفحلا ضئاف( ةمداعلا هایملا نم يفاكلا ریغ صلختلا نع ةجتانلا

 و .)ةیحصلا بیبانلأا يف دئاعلا قفدتلا ،ةیلزنملا ةیصاصتملاا

 50 رامثتسا نأ ةسایسلا تردق ،ةیعارزلا دئاوفلا ىلإ ةفاضلإاب

 فرصلاو برشلا هایم ةرادلإ ةیتحتلا ةینبلا يف يندرأ رانید نویلم

 يف ةمادتسم ةفیظو 1.250 ىلإ لصی ام رفوی نأ نكمی يحصلا

 .هایملا عاطق

 ،ھلمكأب هایملا عاطقل ةیلاحلا ةیندرلأا ةسایسلا تایجیتارتسلاا ققحت

 عمجل ةبسانم قفارم ریفوت فدھ ددحت ،ةمداعلا هایملاب قلعتی امیفو

 ةریغصلا تادلبلاو ةیسیئرلا ندملا عیمجل ةمداعلا هایملا ةجلاعمو

)van Afferden et al.، 2010؛ van Afferden et al. .، 

 يھ ةیزكرملالا ةمداعلا هایملا ةرادإ ةسایس نم ةیاغلا و .)2015

 حش عم لماعتلاو ،ةئیبلا ةیامحو ةماعلا ةحصلاو ،ةیمنتلا ىلع ظافحلا

 ةمداعلا هایملا تامدخ ریفوتو ،ةیلحملا شیعلا لبس نیسحتو ،هایملا

 يف صاخلا عاطقلا ةكراشم ةدایزو ،هایملا ةدوج نیسحتو ،ةلاعفلا

 ةكراشم زیزعت وھ يفاضلإا فدھلا ناكو .يحصلا فرصلا تامدخ

 فرصلاو هایملا ةرادإ نیسحت يف اھتیكلمو ةیلحملا تاعمتجملا

 .)MWI، 2016a ؛Lee et al.، 2013( يحصلا

 فیلاكت ضافخنا ةمداعلا هایملا تاطحمل ةزیمملا صئاصخلا نم

 هایملا ةجلاعم تاطحم نأ ينعی امم ،قفارملل ةنایصلاو لیغشتلا

 ةأمحلا جاتنإ نم ىندلأا دحلا تاذ ةمظنلأل اًیلاثم ارًایخ دعت ةمداعلا

 ةرمتسم تادادمإ ىلإ لوصولا ،سكعلا ىلع ،وأ( ةقاطلا تابلطتمو

 يف ارًیغص اًعمتجم مدخی يذلا ةجلاعملا ماظن عمجی دق .)ةقاطلا نم

 و ةیئاوھلا ةمظنلأا نیب ،لاثملا لیبس ىلع ،ندرلأا يف ةیفیر ةقطنم

 ماظنلا( قباسلا ماظنلا نع جتنت دقو .ةعیبطلا نم ةبیرقلا ةیئاوھلالا

 ریثكلا بلطتی لاو ةأمحلا جاتنإ ةدایز نم اًدج ةلیلق ةیمك )يئاوھلالا

 نم بیرق ماظنل ةجلاعملا دعب ام رایتخا نأ نیح يف ،ةقاطلا نم

 لا( ةیعیبطلا ةیوھتلا ىلع طقف دمتعیو ةدئاز ةأمح جتنی نل ةعیبطلا

 نع ةجتانلا ةدئازلا ةأمحلا نم هایملا ةلازإ نكمی و .)ةقاطلا تلاخدم

 )اھصئاصخ بسح( ىرخأ ةرم اھتجلاعمو ةیئاوھلالا ةجلاعملا

 رایخلا نوكت دق يتلاو ،ةأمحلا فیفجت بصق ضاوحأ مادختساب

 ةأمحلا رارقتسا ةجرد عفر نكمی .ةیفاك ةحاسم ترفوت اذإ لضفلأا

 اذھ يف .تاونس 10 ىلإ لصت ةدمل بصقلا ضاوحأ يف اھنیزختو

 .يعارزلا جاتنلإا يف ةیاھنلا يف ةأمحلا مادختسا نكمی ،ماظنلا

 تاطحم ىلع ةیقیقح ةباقر تایلآ دجوت لا ،يلاحلا تقولا يفو

 دوجو مدع نإف ،كلذ ىلع ةولاع .ندرلأا يف ةمداعلا هایملا ةجلاعم

 صقن بناج ىلإ ،ةمداعلا هایملا ةجلاعم تاطحمل ةدمتعم ةمظنأ

 فوس ،ةمظنلأا هذھ لثم ةنایصو لیغشت ءارجلإ ةرھملا نیفظوملا

 .ةحجان لامعأ جذامن ریوطت قیعی

 قیسنتلا ىلإ ةفاضلإاب ،تایلوؤسملاو راودلأل حضاولا دیدحتلا نأ امك

 يف ھنع ىنغ لا ارًمأ نوكیس ،تاطلسلا / تاسسؤملا نیب يوقلا

 ندرلأا يف ةیزكرملالا ةمداعلا هایملا ةجلاعم تاطحمل ةلاَّعف ةرادإ

 نیب ةرثعبم وأ اًیلاح رفوتم ریغ تامولعملا نأ ثیح

.ةفلتخملا تاطلسلا/تاسسؤملا
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الوضع المائي في الأردن

 امئاد ناك لماع وھو ،ةدیدشلا هایملا حش لكاشم نم ندرلأا يناعی

 ندرلأا .دلابلا يف ةیمنتلاو يداصتقلاا ومنلا مامأ زجاوحلا ربكأ دحأ

 ،ملاعلا يف دحاولا درفلل هایملا ةصح تایوتسم ىندأ نم دحاو ھیدل

 .هایملا صقن ببسب ایدحت رارمتساب ھجاوی ،وحنلا اذھ ىلعو

 ةبوعص رثكأ هایملا ىلع بلطلا ةیبلت تحبصأ ،كلذ ىلإ ةفاضلإابو

خانملا ریغت ببسب . 

 نكمت دقف ،هایملا تادادملإ ةدیدشلا تایدحتلا ةھجاوم نم مغرلا ىلع

 )ةمسن نویلم 5.8( ھناكس نم ٪67 نم برقی ام طبر نم ندرلأا

 ةیقبل تامدخلا میدقت متی ،)MWI,2018( يحصلا فرصلا ةكبشب

 نم اسًاسأ نوكتت يتلاو ،عقوملا يف ةجلاعملا ةمظنأ للاخ نم ناكسلا

 ھیف بوغرملا ریغ بیرستلل ةضرع هذھ ربتعتو ةیصاصتملاارفحلا

 ىلإ يدؤی امم ،ةیفوجلا هایملا دراوم ىلإ ةیقنلا ریغ ةمداعلا هایملل

 .ریطخ ثولت

 :اًیبسن ةلماش ةمداعلا هایملا ةجلاعمو عمجل ةموكحلا ةیجیتارتسا ربتعت

 ةطلس ةطلسل عضخت ةمداعلا هایملل ةیزكرم ةجلاعم ةطحم 33 كانھ

 اًیونس بعكم رتم نویلم 240 جلاعت نأ عقوتملا نم يتلاو ،هایملا

 ةینازیم يلامجإ نم ٪16 يلاوحب مھاسی امم ،2025 ماع لولحب

 ةجلاعملا نم ىندلأا دحلا قیبطت" لثم ةجلاعملا ةیلمع نإ ثیح .هایملا

 ىقلتت ةعمجملا ةمداعلا هایملا نم ٪70 يلاوحو ةیوناثلا ةیجولویبلا

  (Halalsheh et al.2018) "ةمدقتملا ةجلاعملا

 ةیدیلقتلا ةمظنلأاب ةطبترملا ةلئاھلا ةیرامثتسلاا فیلاكتلا تقاعأ

 ةصاخ يحصلا فرصلا تامدخ يف عسوتلا ةمداعلا هایملا عیمجتل

 نأ لعفلاب حضاولا نمو .ةیفیرلا قطانملاو يحاوضلا يف

 ذیفنت بجیو ةیلبقتسملا تابلطتملا يبلت نل ةدوصقملا تارامثتسلاا

 ترمتسا اذإ  (Breulmann et al 2021) روفلا ىلع لولحلا

 نم دیدعلا نادقف متیسف ،رییغت نود ةیلاحلا هایملا ةرادإ تاسرامم

 ،ةحولملا ةدیدش حبصت وأ ،فجت نأ امإ :اًبیرق ةیفوجلا هایملا تاقبط

.ةثولم حبصت وأ

 رارقلا تاراسم كرت بجی ،حضاولا يرامثتسلاا مكارتلا اذھ عم

 ةفیكتملا میھافملا ذیفنتو بكرلا ءارو ظفاحملا طیطختلل ةیدیلقتلا

 ةمداعلا هایملا ةرادإ جھن دعاسیس ،لاثملا لیبس ىلع .لبقتسمللً ایمیلقإ

 ةیزكرملا ھبش ةمداعلا هایملا ةجلاعم ةمظنأ ذیفنتو ةلماكتملا هایملاو

 هایملا دراوم ةیامحو ةدیدشلا هایملا حش نم فیفختلا يف ةیزكرملالاو

 .ندرلأا يف ةیفوجلا

 لیوطلا ىدملا ىلع ةبولطم ةیجولونكتلا تارییغتلا نأ حضاولا نم

 نم دكأتلا بجیو .هایملا عاطق لخاد لكاشملا نم فیفختلا لجأ نم

 عم قفاوتت ةقیرطب اھتنایصو اھلیغشتو تاینقتلا ءاشنإ متی

 ةیئاملا دراوملا ةیامح لجأ نم ةینطولا تافصاوملا/ةمظنلأا

 ةیباجیإ ةجیتن ىلإ يدؤی نل اذھ نإف ،كلذ عمو .ندرلأا يف ةحیحشلا

.) ةیسسؤملا تارییغتلا يف ءدبلا مت اذإ لاإ . 1 لكشلا(

 

 

 

 

  

الشكل 1: العلاقة التكاملية لإطار العمل.
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 ةنجللا ءاضعأ نیب نم عوضوم لك بسح ةصصختم ةلماع قرف ءاشنإ )3(

 ؛ةبولطملا ةربخلا دیلوتو كرتشم لكشب ةینفلا ةلئسلأا لیلحتو ةساردل ةینفلا

 ةلماكتملا ةرادلإل ةینطولا ةیذیفنتلا ةنجلل ةدعاسملاو ةینفلا ةروشملا میدقت )4(

 ةینطولا ةیذیفنتلا ةنجللا ةھازنو لماكت نامض )5( ؛)NICE( ةمداعلا هایملل

 ءاضعأ نیب ةكارشلا زیزعت )6( ؛)NICE( ةمداعلا هایملل ةلماكتملا ةرادلإل

 ةنجللاو )NICE( ةمداعلا هایملل ةلماكتملا ةرادلإل ةینطولا ةیذیفنتلا ةنجللا

 ةنجللا عامتجا لبق ةینفلا ةنجلل عامتجا لك جئاتنب ریرقت میدقت )7( ؛ةینفلا

 ةنجللا بتكم نم ةوعد ىلع ءًانب ماظتناب عامتجلاا )8(و ؛ةینطولا ةیھیجوتلا

 زاجنإ نامضل )NICE( ةمداعلا هایملل ةلماكتملا ةرادلإل ةینطولا ةیذیفنتلا

 .هلاعأ ةروكذملا ماھملا

 يف اًیمسر "دامتعلاا تاداھش" صوصخب ةینفلا لمعلا ةعومجم تلَّكشت

 نم بلط ىلع ءًانب )NICE-SC( ةیھیجوتلا ةینفلا ةنجلل رشاعلا عامتجلاا

 .ةیندرلأا يرلاو هایملا ةرازو

 تاداھشلا تلاوكوتورب ریوطت وھ لمعلا ةعومجمل يسیئرلا فدھلا ناك

 يناكس ئفاكم 5000 ىتح ةمداعلا هایملا ةجلاعم تاطحمل ةیندرلأا ةینطولا

 هذھ ةنایصو لیغشتل دامتعلاا تاداھش رادصلإ لوكوتورب ىلإ ةفاضلإاب

 .ةمظنلأا

 دامتعSTا تاداهشب ةصتخملا ةينفلا لمعلا ةعومجم تعمتجا

 اهريسيتب ماقو ،يرلاو هايملا ةرازو نم ةوعد ىلع ءًانب ماظتناب

 هايملل ةلماكتملا ةرادmnل ةينطولا ةيذيفنتلا ةنجللا بتكم

 .)NICE( ةمداعلا

 حَّشرتیو .يرلاو هایملا ةرازو ماع نیمأ ھحشری وضع ةینفلا ةنجللا سأرتیو

 وضع لكل نكمیو .ةیھیجوتلا ةنجللا سیئر لبق نم ةینفلا ةنجللا سیئر بئان

 حبصیل ةصاخلا ھتسسؤم نع دحاو بودنم نییعت ةینطولا ةیھیجوتلا ةنجللا يف

 ةربخلاب بٍودنم لُك عتمتی نأ وھ يساسلأا طرشلاو .ةینفلا ةنجللا يف اوًضع

 لھؤم ھنأ ودبی يذلا صخشلا نییعت ىلإ ىعسی نأ بجی يلاتلابو ،ھب ةصاخلا

 ةمھملا نوكت دق .ھلمعل زیحتم ریغو دیفمو لاعف ھیجوت ءاطعلإ لضفأ لكشب

 ةلماكتملا ةرادلإل ةینطولا ةیذیفنتلا ةنجللا عم رواشتلا دعب اھلقن نكمیو ةتقؤم

 ةینطولا ةیذیفنتلا ةنجللا ءاضعأ نییعت اضًیأ نكمیو .)NICE( ةمداعلا هایملل

 نیلھؤم اوناك اذإ ةینفلا ةنجللا يف )NICE( ةمداعلا هایملل ةلماكتملا ةرادلإل

 .اًینقت

 ةينفلا لمعلا ةعومجم ةيندرStا هايملا ةُطلس تسأرت

 ةيلاتلا تاسسؤملا تناكو دامتعSTا تاداهشب ةصتخملا

 ةداهشلا تابلطتم ريوطت نم اءًزج نووعدملا ءاربخلاو

 .يرلاو هایملا ةرازو ةينطولا

 .ةیندرلأا هایملا ةطلس •

 .ةیلحملا ةرادلإا ةرازو •

 .ةئیبلا ةرازو •

 .ةحصلا ةرازو •

 .ةعارزلا ةرازو •

 .يلودلا نواعتلاو طیطختلا ةرازو •

 .ةیكلملا ةیملعلا ةیعمجلا •

 .ةیندرلأا سییاقملاو تافصاوملا ةئیھ •

 .يرضحلاریوطتلاو ناكسلإا ةسسؤم •

 .ةیندرلأا ةعماجلا •

 .ةیندرلأا ةینامللأا ةعماجلا •

 .)UFZ( ةیئیبلا ثاحبلأل زتلوھملیھ زكرم •

 )وعدم ریبخ( م.م.ذ.ش( ةمداعلا هایملا ایجولونكت رابتخا دھعم •

)وعدم ریبخ( تلاواقملل ھلیكو لیبن ةكرش •
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 ةینطولا ةیھیجوتلا ةنجللا ةیندرلأا يرلاو هایملا ةرازو تأشنأ

 ریوطتل ةصرف قلخ لجأ نم تاعاطقلاو تارازولا نیب ةكرتشملا

 ندرلأا يف ةلماكتملا ةمداعلا هایملا ةرادإ میھافم ذیفنت ضرغل راطإ

 هایملا ةرادلإ ةلمكم ةمظنلأا هذھ نوكت ثیحب تایوتسملا عیمج ىلع

 .ةیدیلقتلا ةیزكرملا ةمداعلا

 ةلماكتملا ةرادلإل ةینطولا ةیذیفنتلا ةنجللا تاجرخم ىلع ةلثملأا دحأ

 ددعتم لمع راطإ ریوطت وھ ةیسیئرلا )NICE( ةمداعلا هایملل

 مت يذلاو ،ندرلأا يف ةیزكرملالا ةمداعلا هایملا ةرادلإل تاعاطقلا

 فرصلا هایم ةرادإ ةسایس" ةروصب ءارزولا سلجم ىلإ اًقحلا ھمیدقت

 ةیجیتارتسلاا نم ءزجك ،(MWI,2016a) "ةیزكرملالا يحصلا

 .)2025-2016( هایملل ةینطولا

ً ایسایس ندرلأا يف ةیزكرملالا ةمداعلا هایملا ةرادإ ماظن خسرت دقل

 لامشو طسولأا قرشلا قاطن ىلع ةرم لوأ ءارزولا سلجم لبق نم

 .ایقیرفأ

 ةینطو ةنجل نوكتل ءارزولا ةسائر ةقفاومب ةیذیفنتلا ةنجللا تیظحو

 .2020 راذآ 9 يف ةمداعلا هایملل ةلماكتملا ةرادلإل ةیذیفنت

 ةلماكتملا ةرادلإل ةینطولا ةیذیفنتلا ةنجللا بعلت نأ يرورضلا نم

 ذیفنت نأشب رارقلا عنص قایس يف امًھم ارًود )NICE( ةمداعلا هایملل

 میھافم ذیفنت دعاسیس .ندرلأا يف ةلماكتملا ةمداعلا هایملا ةرادإ میھافم

 ةلكشم نم فیفختلا يف ،ماع لكشب ةمداعلا هایملل ةلماكتملا ةرادلإا

 ققحتیو .ندرلأا يف ةیفوجلا هایملا دراوم ةیامحو ةدیدشلا هایملا حش

 حلاصم ققحت ةیكراشت ةیلماكت ةیلمع للاخ نم ھجو لضفأ ىلع كلذ

 لدابتلا مییقت متی ثیح ،ندرلأا يف نییسیئرلا ةحلصملا باحصأ

 .ءارلآاو ةربخلاو ةفرعملا ومنو كرتشملا

 ةدعاسملاب ةینعم ةیلحم ةرظانمو ةیلود تاكبشو ءاربخ نییعت ىرج

 ةمداعلا هایملا ةرادإ ةمظنأ ذیفنتل ةمزلالا ةیساسلأا فورظلا قلخ يف

 .رارقلا عنص ةیلمع معد لجأ نم ندرلأا يف ةلماكتملا

 ةمداعلا هایملل ةلماكتملا ةرادلإل ةینطولا ةیذیفنتلا ةنجللا لمعت

)NICE( ةلاعفلا ةكراشملا نمضت ةفافشو ةیدایحو ةیكراشت ةقیرطب 

 ."ةریدتسملا ةدئاملا" تحت نیجردنملا ةحلصملا باحصأ عیمجل

 هایملل ةلماكتملا ةرادلإل ةینطولا ةیذیفنتلا ةنجللا لمع تادحو نوكتت

 )قحلملا رظنا( ةینطولا ةیھیجوتلا ةنجللا )1( :نم )NICE( ةمداعلا

 بناجب )NICE( ةینطولا ةیذیفنتلا ةنجللا ئشنُتو ةنجللا بتكم )2( و

 ."ةینف اًناجل" قبس ام

 ةینفلا ناجللا

 ةینطولا ةیذیفنتلا ةنجللا معد يف ةینفلا ةنجللا نم ضرغلا لَّثمتی

 ،اًقبسم ةزھجمٍُ ةربخب )NICE( ةمداعلا هایملل ةلماكتملا ةرادلإل

 ةینطولا ةیذیفنتلا ةنجللا اھتددح يتلا ایاضقلاو لمعلا تلااجم لیلحتل

 رارقلا عنصُ معد ریفوتلو ،)NICE( ةمداعلا هایملل ةلماكتملا ةرادلإل

 ثحبو زیھجتو ،ةفرعملا ةكراشمو ،ءاكرشلا نیب لدابتلا للاخ نم

 :يلی ام ىلع ةینفلا ةنجللا ماھم زَّكرتتو .تامییقتلاو تاساردلا دادعإو

 ةنجللا ءاضعلأ ةلصلا تاذ تامولعملا ریرحتو ةجلاعمو ةسارد )1(

 يف ةكراشملا )2( ؛رارقلل مھذاختا معد لجأ نم ةینطولا ةیھیجوتلا

 ؛ةینفلا ةنجلل ةیھیجوتلا ةنجللا اھمظنت يتلا تاردقلا ءانب لمع شرو
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الهدف
الأردنية.  والري  المياه  وزارة  إلى  توصيات  شكل  على  التوجيه  تقديم  هو  الإطار  هذا  من  الهدف  إن 

والتعليمات   ،  PE  5.000 لخدمة  العادمة  المياه  معالجة  محطات  اعتماد  متطلبات  ويحدد 

الاعتماد  شهادات  تضمن  الأردن.  في  هذه  المعالجة  محطات  وصيانة  وتشغيل  بتركيب  الخاصة 

المواصفات  تلبي  بطريقة  وصيانتها  وتشغيلها  العادمة  المياه  معالجة  محطات  إنشاء  يتم  أن 

الأردن. في  الشحيحة  المياه  موارد  حماية  أجل  من  العادمة  المياه  لمعالجة  الوطنية  الأنظمة  و 

المجال

المبررات

يحدد إطار العمل المتطلبات وطرق الاختبار ووضع العلامات وتقييم المطابقة لمحطات معالجة المياه 

لخدمة الموقع  في  المبنية  العادمة  المياه  معالجة  ومحطات   PE 500 لخدمة  مسبقا  المصنعة   العادمة 

PE 5.000. علاوة على ذلك ، فإنه يحدد متطلبات تركيب وتشغيل وصيانة محطات معالجة المياه 

العادمة لخدمة PE 5.000 ، والتي تشمل إصلاح ومراقبة والتحكم في المحطات وكذلك التخلص من الحمأة. 

تحدد طرق الاختبار وأداء المعالجة المحدد الذي تحتاجه محطة معالجة المياه العادمة لكي تكون مناسبة 

للاستخدام النهائي. تشير جميع المواصفات إلى الحد الأدنى من المتطلبات. تم تحديد المسؤوليات ضمن 

دورة حياة محطات معالجة المياه العادمة وسيتم تنفيذ هذه المتطلبات في المملكة الأردنية الهاشمية.

العادمة  المياه  معالجة  لمحطات  المتطلبات  من  الأدنى  الحد  إلى  الحاجة  لتلبية  الإطار  هذا  تطوير  تم 

المرفقة، من  الشهادات  بروتوكولات  إلى جنب مع  ، جنباً  العمل  إطار  تطوير  تم   .PE 5.000 لخدمة 

المتكاملة  للإدارة  الوطنية  التنفيذية  للجنة  الاعتماد“  بخصوص“شهادات  الفنية  العمل  مجموعة  قبل 

العادمة  المياه  معالجة  محطات  أن  لضمان  اعتماد  نظام  مطلوب   .(NICE) الأردن  في  العادمة  للمياه 

الأردن. في  للخطر  المعرضة  المياه  موارد  حماية  أجل  من  المحددة  والجودة  التصميم  معايير  تلبي 
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This framework describes the required certification for wastewater treatment systems 
with capacities up to 5.000 PE in Jordan. It is important because of the increased 
number of such wastewater treatment systems over the last decade in Jordan, and 
the predicted expansion of such approaches in the future with the adoption of the 
Decentralized Wastewater Management Policy (Breulmann et al. 2020a, MWI, 2016b).

A key concern that is frequently raised when dealing with wastewater treatment 
systems of capacities up to 5.000 PE in Jordan is the burden related to their operation 
and maintenance. The Ministries do not have the capacity, under the existing 
regulatory framework, to control those wastewater management systems using the 
‘conventional’ implemented approach. Moreover, operation and maintenance models 
for such systems in Jordan do not exist thus far.

Consequently, this document describes the certification of the technology and 
also includes the organizational framework for permission, control and approval 
for decentralized and semi-centralized approaches. This certification framework 
will significantly reduce the burden on Jordanian authorities, while guaranteeing 
sustainability of the systems and the associated proper control measures. A minimum 
quality and performance standard can be guaranteed and wastewater treatment plants 
will thus be constructed, operated and maintained in a manner meeting national reuse 
requirements.

It can also be seen as an instrument assuring overall quality. It will enable authorities 
and all stakeholders to select reliable and most appropriate technologies for local 
wastewater management projects from the set of available technologies. Moreover, it 
is expected that enforcement of such certification framework will create new markets 
for innovative small and medium enterprises in Jordan. The certification will become 
obligatory for all wastewater treatment systems with capacities up to 5.000 PE.

The main purpose of the framework is also to establish minimum requirements 
for materials, designs and construction, and performance testing and evaluation 
requirements for wastewater treatment systems with capacities up to 5.000 PE. It 
furthermore, specifies minimum requirements to be provided by manufacturers/ 
designers and minimum service-related obligations for manufacturers, installer and 
operators.

This framework will integrate the National Water Strategy 2016–2025 (MWI, 2016a). 
This integration will be achieved in two ways: first, this document will support 
groundwater protection efforts in a country with incredibly limited water resources and,  
second, it will support better and confident exploitation and management of existing 
water resources.

The National Implementation Committee for Effective Integrated Wastewater 
Management in Jordan – NICE
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The need to establish integrated wastewater management approaches has been recognized for some time. 
Expanding wastewater management by recycling and reusing water more extensively than is possible with 
existing conventional wastewater service systems has become imperative for preserving the viability of our 
water resources, as emphasized in the new National Water Strategy 2016–2025 (MWI, 2016a).

Challenges to the introduction of wastewater treatment plants with capacities up to 5.000 PE in Jordan 
include the large number of internationally marketed technologies to consider and the difficulty of selecting and 
assessing the sustainability of technologies under local conditions.

The primary objective of certification is to ensure that wastewater treatment plants are constructed, operated, 
and maintained in compliance with national regulations and standards for wastewater treatment to protect 
the scarce water resources of Jordan. Providing clear specifications and requirements for manufacturers and 
regulatory authorities will facilitate decision-making concerning integrated wastewater management solutions.

These requirements are formulated in National Requirements and ensure that suitable systems are tested for 
the Jordanian context and labelled accordingly. They also ensure that operating and maintenance personnel are 
properly trained and deployed.

The development of a national Jordanian certification system for integrated wastewater treatment systems 
in Jordan is of utmost importance for the Jordanian Ministry of Water and Irrigation (MWI), which will set the 
requirements for the certification of wastewater treatment plants with capacities up to 5.000 PE. Instructions 
for the installation, operation, and maintenance of such wastewater treatment facilities in Jordan are provided 
in three documents:

• National Requirements for the Certification of Prefabricated Wastewater Treatment Systems  
up to 500 PE.

• National Requirements for the Certification of Engineered Wastewater Treatment Systems 
up to 5.000 PE.

• National Installation, Operation and Maintenance Instructions for Wastewater Treatment Systems 
up to 5.000 PE.

We are grateful to all individuals and organizations who contributed to these documents and are particularly 
obliged to the member organizations and representatives of the National Implementation Committee for 
Integrated Wastewater Management in Jordan and the NICE Office for their outstanding work on drafting the 
core of these national regulations.

We hope that the information presented herein will be of value to stakeholders in the public and private 
water sectors as well as members of the public with an interest in the water sector. The actions and outcomes 
resulting from these national regulations will be crucial for ensuring the security of Jordan’s water resources.
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يحدد هذا الإطار الشهادات المطلوبة لمحطات معالجة المياه العادمة لخدمة 5.000 مكافئ سكاني 

في الأردن، ويعدُ ذلك مهمًا نظراً لازدياد عدد أنظمة معالجة المياه العادمة هذه خلال العقد الماضي 

في الأردن والتوسع المتوقع في هذه النهج في المستقبل في ضوء اعتماد سياسة الإدارة اللامركزية للمياه 

.)MWI, 2016 A, BREULMANN ET AL. 2020 A) العادمة

ومن الشواغل الرئيسية التي تثُارُ في كثيرٍ من الأحيان عند التعامل مع أنظمة معالجة المياه العادمة 

لخدمة 5.000 مكافئ سكاني في الأردن هو العبء المتعلق بتشغيلها وصيانتها. ولا تملك الوزارات 

القدرة في إطار العمل التنظيمي القائم على التحكم في نظم إدارة المياه العادمة باستخدام النهج 

„التقليدي“ الذي تم تنفيذه. وعلاوةً على ذلك، فإن نماذج تشغيل وصيانة هذه النظم في الأردن غير 

موجودة حتى الآن.

ن الإطار التنظيمي للإذن بالنُهج  وبالتالي، تبينِّ هذه الوثيقة التصديق على التكنولوجيا، كما تتضمَّ

اللامركزية وشبه المركزية ومراقبتها والموافقة عليها. ومن شأن إطار الاعتماد هذا أن يخفف بشكل كبير 

من العبء الواقع على عاتق السلطات الأردنية، مع ضمان استدامة النظم وما يرتبط بها من تدابير 

الرقابة السليمة. ويمكن ضمان معايير دنيا للجودة والأداء، كما أن محطات معالجة المياه العادمة تنُشأ 

ل وتصَُوَّل بطريقة تلبي متطلبات إعادة الاستخدام الوطنية. وتشُغَّ

ويمكن أيضًا أن ينُظر إليها على أنها أداة تضمن الجودة الشاملة. وستمكن السلطات وجميع أصحاب 

العلاقة من اختيار التكنولوجيات الموثوقة والأكثر ملاءمة لمشاريع إدارة المياه العادمة المحلية ضمن 

مجموعةٍ من التكنولوجيات المتاحة. وعلاوةً على ذلك، من المتوقع أن يؤدي إنفاذ هذا الإطار لإصدار 

الشهادات إلى إيجاد أسواق جديدة للمؤسسات الصغيرة والمتوسطة المبتكرة في الأردن. وتصبح 

الشهادة إلزامية لجميع أنظمة معالجة المياه العادمة حتى 5.000 مكافئ سكاني.

يتمثَّل الغرضُ الرئيسّي من هذا الإطار، علاوةً على ذلك، في وضع الحد الأدنى من المتطلبات لخصائص 

المواد والتصاميم والبناء، واختبار الأداء وتقييم المتطلبات لأنظمة معالجة المياه العادمة لخدمة 

5.000 مكافئ سكاني. وعلاوة على ذلك يحدد الحد الأدنى من المتطلبات التي يتعين توفيرها من قبل 

مين والحد الأدنى من الالتزامات ذات الصلة بالخدمة للمُصنِّعين والمركبين والمشغلين. المصُنِّعين/المصُمِّ

ومن واقع الأمر، سيندمج هذا الإطار مع الاستراتيجية الوطنية للمياه 2025-2016 )وزارة المياه 

والري،   2016 ب(. ويتحقَّق هذا التكامل في مسارين رئيسيين: أولاً، ستدعم هذه الوثيقة جهود 

ق؛ ثانيًا، سوف تدعم هذه  حماية المياه الجوفية في بلدٍ ذي موارد مائية محدودة بشكلٍ لا يصُدَّ

ع استغلال  الوثيقة الجهود المبذولة لحماية المياه الجوفية في بلد لا تصُدّر فيه موارد المياه وسوف تشجِّ

وإدارة الموارد المائية القائمة بجدارةٍ وثقة.

(NICE) اللجنة التنفيذية الوطنية للإدارة المتكاملة للمياه العادمة في الأردن



كان لا بد من إيجاد نهُجٍ متكاملة لإدارة المياه العادمة وإعادة استخدامها في ظل الوضع المائي الحالي. وقد أصبحت الإدارةُ المتكاملة 

للمياه العادمة من خلال تنفيذ ممارسة إعادة تدوير وإعادة استخدام المياه المعالجة أمراً حتمياً لاستمرارية مواردنا المائية، كما تم 

.(MWI, 2016 A) 2016-2025 التأكيد عليه في الاستراتيجية الوطنية للمياه

وهناك تحدياتٌ تواجه تنفيذ محطات معالجة المياه العادمة لخدمة 5.000 مكافئ سكاني في الأردن، تتمثل في وجود أعداد كبيرة 

من تقنيات المعالجة القابلة للتسويق والمتاحة دولياً، فضلاً عن الصعوبات التي يواجهها صناع القرار في اختيار وتقييم استدامة 

تقنيات المعالجة في ظل الظروف المحلية.

الهدف الأساسي من إصدار شهادات الاعتماد هو ضمان إنشاء محطات معالجة المياه العادمة وتشغيلها وصيانتها بطريقةٍ تكفلُ 

استيفاء الأنظمة والمعايير الوطنية لمعالجة المياه العادمة من أجل حماية الموارد المائية الشحيحة في الأردن. ومن شأن المواصفات 

والمتطلبات الواضحة للمُصنِّعين والسلطات التنظيمية أن تسهل عمليات صنع القرار نحو الحلول المتكاملة لإدارة المياه العادمة.

وتصُاغ هذه المتطلبات ضمن معايير ومبادئ وطنية تضمن قائمة الفحوصات التي تؤدي إلى الاختيار الأمثل للأنظمة التي تتناسب 

مع السياق الأردني وتضع العلامات الإرشادية عليها وفقًا لذلك، كما أنها تكفل توظيف طاقم التشغيل والصيانة وحصولهم على 

التدريب المناسب.

إن تطوير نظام شهادات اعتماد أردني وطني لأنظمة معالجة المياه العادمة المتكاملة في الأردن هو أمرٌ بالغ الأهمية بالنسبة 

لوزارة المياه والري الأردنية، وسوف تحدد متطلبات اعتماد محطات معالجة المياه العادمة لخدمة 5.000 مكافئ سكاني. وعُرضت 

تعليماتٌ لتركيب وتشغيل وصيانة محطات معالجة المياه العادمة في الأردن من خلال الوثائق التالية:

المتطلبات الوطنية لاعتماد محطات معالجة المياه العادمة المصنعة مسبقًا لخدمة 500 مكافئ سكاني.  •

المتطلبات الوطنية لاعتماد محطات معالجة المياه العادمة المبنية في الموقع لخدمة 5.000 مكافئ سكاني.  •

التعليمات الوطنية لتركيب وتشغيل وصيانة محطات معالجة المياه العادمة لخدمة 5.000 مكافئ سكاني.  •

ونحن ممتنون لجميع الأفراد والمنظمات المساهمة في إعداد الوثائق المذكورة أعلاه، ونخص بالذكر الأعضاء وممثلي الوزارات و 

المنظمات في اللجنة التنفيذية الوطنية للإدارة المتكاملة للمياه العادمة في الأردن وفريق العمل من مكتب مشروع اللجنة التنفيذية 

الوطنية للإدارة المتكاملة للمياه العادمة )NICE لجهودهم المتميزة في بناء جوهر هذه المتطلبات الوطنية.

ونأمل أن تساعد المعلومات المنشورة أصحاب المصلحة في القطاعين العام والخاص وجميع المهتمين في قطاع المياه. ونحنُ ها هنا 

نتطلع إلى أن تحُدث الإجراءات والنتائج لهذه المتطلبات الوطنية فرقاً في نهاية المطاف.

المهندس محمد أرشيد

أمين عام وزارة المياه والري

  PE 5.000 شهادات اعتماد محطات معالجة المياه العادمة لخدمة

الكلمة الافتتاحية
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التنظيمية الجهة 
أيُّ دائرةٍ أو جهة أو هيئة حكومية، أو كيان أو مجلس يتمتع بصلاحية )بموجب النظام الأساسي( للتحكم في عملية إصدار 

الشهادات ومراقبة التركيب والتشغيل والصيانة.

المعالجة المياه 
.(WWAP, 2017) المياه العادمة المعالجة التي يمكن إعادة استخدامها في ظل ظروف خاضعة للرقابة لأغراض مفيدة

الري المقيد
استخدام المياه المعالجة للتطبيقات غير الصالحة للشرب في الأماكن التي يتم فيها التحكم في وصول الجمهور أو تقييده بحواجز 

 JS ويجب أن تتوافق نوعية المياه المستصلحة مع JS 893/2006 يجب تطبيق (ISO 16075-1 2015) مادية أو مؤسسية
893/2006 لاستخدامها في الري في الزراعة.

الثانوية المعالجة 
إزالة المواد العضوية القابلة للتحلل )في محلول أو معلق( والمواد الصلبة العالقة والمواد المغذية )النيتروجين والفوسفور أو كليهما(  

)WWAP, 2017(

ننظام معالجة المياه العادمة شبه المركزي
مجموعة من محطات معالجة المياه العادمة المجاورة، ولكل منها قدرة تصميمية تصل إلى PE 5000 . يمكن أيضًا تصنيف هذه 

المجموعة على أنها مجموعة لامركزية لإدارة المياه العادمة.

مياه المجاري
)WWAP, 2017( المنقولة في المجاري )المياه العادمة والفضلات )المياه السوداء

المواصفة
هو مستند تقني يصف الاستخدامات المتسقة لتقنيات أو تكوينات معينة.

الحمأة
)WWA, 2017( المواد العضوية الغنية بالمغذيات الناتجة عن معالجة المياه العادمة المنزلية في منشأة معالجة المياه العادمة

المتقدمة المعالجة 
)WWAP, 2017( وإزالة المزيد من المغذيات وتطهيرها ،)إزالة المواد الصلبة العالقة المتبقية )بعد المعالجة الثانوية

إدارة المياه العادمة
يشمل منع أو تقليل التلوث عند المصدر، وجمع وإزالة الملوثات من مجاري المياه العادمة، والاستخدام المفيد و/أو التخلص من 

)WWAP, 2017( المياه العادمة المعالجة ومنتجاتها الثانوية
 

محطة معالجة المياه العادمة
مرفق مصمم لمعالجة المياه العادمة من خلال مجموعة من العمليات الفيزيائية )الميكانيكية( والعمليات الكيميائية والبيولوجية، 

 (ISO 16075-1 2015) لغرض تقليل الملوثات العضوية وغير العضوية في المياه العادمة
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الرمادية المياه 
المياه العادمة مصدرها من حوض استحمام أو دش أو حوض لغسل اليدين أو حوض استحمام بالمياه المعدنية أو غسالة صحون أو 

غسالة ملابس و/أو حوض غسيل الملابس و/أو بالوعة المطبخ )باستثناء احواض السباحة والمرحاض والمبولة(.

الهيدروليكي التدفق 
حجم المياه التي تتدفق من خلال مساحة محددة خلال فترة زمنية محددة.

إعادة الاستخدام غير المباشر
مخططات إعادة الاستخدام عند استخدام المياه المستصلحة للري الزراعي بعد مزجها مع مصادر المياه الأخرى )المياه السطحية 

بشكل أساسي(.

الجهة الإدارية
شركة خاصة أو جمعية أو بلدية مسؤولة عن جميع عمليات تشغيل وصيانة محطات معالجة المياه العادمة حسب عقد إدارة.

الاسمية القيمة 
تمثل القيم الفنية المناسبة لتوصيف خصائص جهاز أو وحدة.

الحمل العضوي اليومي
كمية المادة العضوية الجافة )القابلة للذوبان والجسيمات( الداخلة إلى محطات المعالجة خلال اليوم.

المشُغِّل
ذ جميع العمليات الجارية لمحطة معالجة المياه العادمة بشكلٍ دوريّ منتظم، وإذا لزم الأمر، القياس والتوثيق أكثر لمعايير  ينفِّ

التشغيل الهامة. يمكن أن يكون المشغل هو المالك في نفس الوقت.

المالك
يشخص أو كيان يمتلك محطة معالجة المياه العادمة قانونيًا. يمكن أن يكون المالك هو المشغل في الوقت نفسه.

السكاني المكافئ 
كمية المادة العضوية الناتجة بالغرام خلال 24 ساعة للشخص الواحد.

محطات معالجة المياه العادمة المصنعة مسبقًا
المحطات التي يتم تجميع مرافقها ووحدات معالجة المياه العادمة في المصنع، وتتألف من مكونات مسبقة الصنع، ويتم تركيبها في 

الموقع بواسطة شركة تصنيع لمعالجة المياه العادمة المنزلية الخام أو المياه الرمادية لغاية 500 مكافئ سكاني.

الأولية المعالجة 
.)WWAP , 2017( إزالة جزء من المواد الصلبة العالقة والمواد العضوية من المياه العادمةالخام

فئة المنتج
مجموعة من المنتجات داخل مجموعة واحدة والتي تتشابه فيها خصائص محددة.
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الأكسجين المستهلك حيويًا
كمية الأوكسجين المذاب التي تستهلكها الكائنات الحية الدقيقة والعمليات الكيميائية خلال تحلُّل المادة العضوية في المياه العادمة 

في ظل الظروف الهوائية، وتحُضَّ العينات على مدى خمسة أيام عند 20 درجة مئوية. يعبر عنها بوحدة مغ/لتر.

محطة معالجة المياه العادمة المركزية
تتكون الأنظمة المدارة من مجموعة من المجاري ومحطة معالجة واحدة تستخدم لجمع ومعالجة المياه العادمة من مناطق خدمة 

.)WWAP , 2017( محددة

المطابقة شهادة 
الوثيقة التي تؤكد أن الخدمة أو المنتج أو طريقة الإنتاج، وأنظمة الإدارة مطابقة للمواصفات القياسية أو القواعد الفنية المعتمدة.

كيميائيًا المستهلك  الأكسجين 
الأكسجين المكافئ للمواد العضوية في المياه العادمة التي يمكن أن تتأكسد كيميائيًا باستخدام ثنائي كرومات في محلول حمضي.

المياه العادمة التجارية
المياه العادمة الناتجة عن المتاجر، والمطاعم، والمقاهي، والفنادق، والاستراحات، والمراكز الطبية والأماكن المماثلة، ولكن باستثناء 

المياه العادمة الصناعية. ومع ذلك، يمكن اعتبار المياه العادمة التجارية جزءًا من المياه العادمة المنزلية إذا كانت بنفس نوعية 
المياه.

أنظمة معالجة المياه العادمة اللامركزية
تقوم أنظمة المياه العادمة اللامركزية بجمع ومعالجة وإعادة استخدام المياه العادمة أو التخلص منها عند نقطة توليدها أو 

بالقرب منها. وبالإشارة إلى سياسة إدارة المياه العادمة اللامركزية الأردنية تعُرَّف أنظمة معالجة المياه العادمة اللامركزية على النحو 
التالي: „محطات معالجة المياه العادمة المنزلية للمجموعات السكنية الصغيرة ذات قدرة تصميمية تقل عن 5.000 مكافئ سكاني“.

إعادة الاستخدام المباشر
مخططات إعادة الاستخدام عند استخدام المياه المستصلحة للري الزراعي دون خلطها مع مصادر المياه الأخرى.

التطهير
.)ISO 16075-1 ، 2015( إزالة وتعطيل الكائنات الحية الدقيقة الضارة لرفع جودة المياه العادمةقبل الري

المياه العادمة المنزلية
المياه العادمة الناتجة عن المنازل والمؤسسات والمرافق العامة مثل المراحيض والمطابخ والحمامات )بما في ذلك الدش والمغاسل 

والحمامات، ولكن باستثناء أحواض السباحة( ومغاسل الملابس؛ باستثناء المياه العادمة الصناعية.

المياه الخارجة
المياه الخارجة من محطات معالجة المياه العادمة بعد معالجتها.

محطات معالجة المياه العادمة التي يتم بناؤها في الموقع
محطات معالجة المياه العادمة والتي صُمّمت وبنُيت في الموقع بشكلٍ كامل وذلك لمعالجة المياه العادمة المنزلية الخام والمياه 

الرمادية الخارجة من المنازل المنفردة أو حتى عدة منازل متجمعة لخدمة 5.000 مكافئ سكاني

المصطلحات والتعاريف
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Number Titel

AS 1546.3 On-site domestic wastewater treatment units Part 3: 
Secondary treatment systems; Australian Standard.

DWA-A 221 Principles for the use of small wastewater treatment 
plants (December, 2019) | DWA – Arbeitsblatt 
DWA-A 221 Grundsätze für die Verwendung von 
Kleinkläranlagen

EN 12566-3 Small wastewater treatment systems up to 50 PE 
– Part 3: packaged and/or site assembled domestic 
wastewater treatment plants, European Standard.

ISO 16075-1 Guidelines for Treated Wastewater Use for Irrigation 
Projects — Part 1: The Basis of a Reuse Project for 
Irrigation. International Standard Organization.

ISO 21-1 Regional or national adoption of International 
Standards and other International Deliverables — 
Part 1: Adoption of International Standards; 
International Standard Organization.

JS 893 Jordanian Standard for Water — Reclaimed Domestic 
Wastewater.

NSF/ANSI 40 Residential Wastewater Treatment Systems; NSF 
International Standard/ American National Standard for 
Wastewater Technology.

JS 893 Jordanian Standard for Water — Reclaimed Domestic 
Wastewater.
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 The Certification of  Wastewater Treatment Systems with Capacities Sytsems up to 5.000 PE in Jordanالاختصارات والرموز
Abbreviation Specification

AS Australian Standard

CE Conformité Européenne (European Conformity)

DWA German Association for Water, Wastewater and Waste

DWWM Decentralized Wastewater Management

DWWTP/S Decentralized Wastewater Treatment Plant/System

EN Européen de Normalisation (European Standard)

ISO International Standard Organization

JS Jordanian Standard

JSMO Jordanian Standard and Metrological Organization

NICE National Implementation Committee for Effective 
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PE Population Equivalent

TWW Treated Wastewater

UFZ Helmholtz Centre for Environmnetal Reserach

WAJ Water Authority of Jordan

WWTP/S Wastewater Treatment Plant/System
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